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Introduction

In physics as in every day life, it is by gathering information about the systems that surrounds us
that an understanding of their behavior can be obtained. Looking at the ball, a goalkeeper can
predict the trajectory and catch it. But what if, by looking at the ball, we were actually Þxing
its trajectory? Would you call that cheating?

For many years before quantum physics arise, it was strongly believed that objects were
Newtownian and had well determined properties such as a deÞnite position and velocity, and
that the constituents of matter were well described by point-like particles. With the elaboration
of quantum physics a real revolution [Bitbol 97] occurred , and a complete reversal in the inter-
pretation of the world has been operated. The concept of object itself and the properties it holds
had to be redeÞned [Bitbol 99].

From its very beginning, quantum physics has been disturbing physicists, and even its found-
ing fathers were skeptical and in a sense overcome by their discovery. For most of them it was
only an intermediate description that should be further completed. In 1911, Einstein who had
himself introduced with M. Planck the quanta of energy to explain the black body radiation
was insisting on: "the provisional nature of this description (quanta) which does not seem to be
reconcilable with the experimentally veriÞed consequences of the wave theory". But the the-
ory was in march, and in 1925 Schršdinger was already introducing his master equation and the
powerful description of a quantum system that is the wavefunction. Despite the many remaining
conceptual difÞculties, the strength of the formalism, and its ability both to precisely calculate
experimental values ([Nez 93]) and to predict so many classically unexpected but observed be-
haviors made it an unavoidable theory of modern research.

Among the well known achievements of the theory, was the prediction in 1924 that below
a critical temperature, a macroscopic number of particles would accumulate in the ground state
of the system and form a Bose-Einstein condensate. Sixty years later the experimental achieve-
ment was realized at NIST and MIT [Anderson 95, Davis 95]. If quantum mechanics has experi-
enced such a progress, it is partially thanks to the development of a proper experimental system
of study: cold atoms. Since the advances of optical cooling in the 80Õs that were rewarded
in 1997 by the Nobel Prize of Steven Chu, Claude Cohen-Tannoudji and William D. Phillips
[Cohen-Tannoudji 97], cold atom physics proved to be a very adapted system to experiment the
quantum predictions such as the superßuid- Mott insulator transition [Greiner 02, Jšrdens 08]
or the BEC-BCS crossover [Bourdel 04, Bartenstein 04, Greiner 03], which even extended the
success of the theory to interacting particles.

These many experimental achievements represent as many votes in favor of the quantum
theory but the theoretical concepts are still troublesome. At the very heart of the disturbance
is actually the measurement process itself. In 1925, Einstein, Podolsky and Rosen raised their
well known paradox [Einstein 35] that opened the way for the proposal of Bohm to complete
the theory by hidden variables [Bohm 52]. But this attempt failed [Bell 66] and the experimen-
tal proof [Aspect 82, Rowe 01, Fattal 04, Weihs 98] was brought that the theory was complete.
Nevertheless, it did not end the debate since if it proves that entangled states exist, it does not
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explain why such states are not observed for macroscopic objects. This point was raised by
E. Schršdinger in 1935 with his famous cat experiment, where he imagined a cat following
quantum rules that would be in a superposition of statesdeadandalive. A partial answer was
brought in 1981 with the theory of decoherence [Zurek 81]. This theory states that for each
interaction with the environment, some information is taken from the system and the coherence
of the superposition collapses. The numerous interactions of a macroscopic object with its en-
vironment make it quickly loose its coherence and it shortly becomes a statistical mixture. The
cat is either dead or alive but not in a superposition of states. Among the great achievements of
the theory of the decoherence was its ability to reconciliate the non-linearity of the projection
postulate with the linear evolution described by the Schršdinger equation. But some questions
on the measurement remain, and among them is the Þnal state of the cat: dead or alive? Does it
depend on the observer, or is it dead in one realization of the world and alive in another? These
considerations on the measurement process itself,i.e. the extraction of information from the
system towards the environment, may Þll the gap between the quantum world description and
our classical perception of it. In that perspective cold atoms offer the possibility to study macro-
scopic entangled state of a few million atoms in a very controllable and toy model environment.
Many questions have already been addressed in quantum optics to deeply understand the mea-
surement process [Brune 96, Haroche 08], and I believe that cold atoms present an alternative to
further study the measurement process and the decoherence of macroscopic non-classical states.

Another interesting feature of cold matter is the ability to measure the coherence of a su-
perposition by using the large de Broglie wavelength ($ hundred nm) that atoms exhibit at low
temperature. The Þrst demonstration of cold atomic trapping [Chu 85] triggered the analogy
between atomic physics and optics, and soon the wave nature of atoms was exploited to real-
ize Young slits experiment with atoms [Carnal 91]. In 1991, was Þrst demonstrated the ability
to coherently separate the internal and external atomic states [Kasevich 91], paving the way
to cold atom interferometry technique. In the last 20 years, atomic interferometers have been
extensively applied in different geometries to realize precise measurement of time and inertial
constants [Riehle 91]. Pushed to their limits, devices such as clocks [Santarelli 99], gyrometers
[Gauguet 09] and magnetometers [Wasilewski 10] have reached the shot-noise classical limit.
For now, the sensitivity of these devices can be further pushed by increasing the number of parti-
cles. But as the recent progresses of gravitational wave detectors have shown [Goda 08], sooner
or later, the Standard Quantum Limit [Caves 80a] of cold atom interferometers will be reached,
and the use of quantum engineered states such as spin-squeezed states [Kitagawa 93] will be
unavoidable. The generation of spin-squeezed state involves a non-linear evolution of the state.
In that perspective, the non-linearity of particle interactions can be exploited , but up to now
it has only been able to entangle a few thousands particles [Esteve 08, Gross 10, Riedel 10].
A real alternative is actually the non-linearity associated to the renormalization of a state dur-
ing a Quantum Non-Demolition (QND) measurement [Caves 80b]. Using this method, atomic
spin-squeezed states have been recently achieved [Appel 09b, Schleier-Smith 10b] and already
allowed a sensitivity enhancement in atomic clocks [Louchet-Chauvet 10, Wineland 92] beyond
the projection noise limit. Up to now, only a small amount of squeezing has been obtained on
small samples, leaving room for improvement...

Context of the thesis The work presented in this manuscript has been led between march
2007 and january 2011 in the group: "Optique Atomique" of the Charles Fabry Laboratory. The
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experiment started in Orsay in 2006 and I joined it in march 2007 after it had moved to its new
location in Palaiseau. When we started, spin-squeezing in cold atomic samples had not yet been
achieved, and the international competition was strong. Our goal in this project named BIARO,
for Bose Einstein condensate for Atom Interferometry in a high Þnesse Optical Resonator, was
to construct an experiment suitable to push forward the performance of atom interferometers.

Two directions were guiding our work: the Þrst
consisted in using new types of atomic source such
as Bose Einstein condensates in bouncing gravime-
ters [Impens 06], and the second was the creation
of measurement induced spin-squeezed ensembles
[Kuzmich 98]. For that purpose, we decided to imple-
ment a new type of folded high-Þnesse cavity doubly
resonant at 1560 nm and 780 nm, that would serve the
two purposes. Using 1560 nm light, we would be able
to trap atoms in the fundamental mode of the cavity
and eventually to reach the degeneracy regime by evap-
oration. On the other side, the enhanced coupling at
780 nm would beneÞt to the Quantum Non-Demolition
measurement process and allow a better extraction of
the information while minimizing the probe effect on
the sample. The construction of this experiment raised

many technical challenges with the implementation and operation of a complex folded cavity
geometry in an ultra-high vacuum environment.

Outline of the thesis

The Þrst chapter will introduce the topics of atom interferometry using non classical states
of matter. After a brief overview of the Þrst matter wave interferometers that were realized, we
will present the basics of cold atom interferometer and compare their present performance with
the one of classical apparatus that measure the same inertial constants. We will then review the
experiment that have been attempted to increase the sensitivity of atom interferometers using
non-classical states. Finally we will detail the two prior objectives of this experiment which
will allow us to justify for the design chosen.

In the second chapter, we describe the experimental apparatus that has been designed and
realized to manipulate cold atomic samples. The main blocks of the experiment are detailed.
The optical bench that generates the 780 nm frequencies used to trap, cool and manipulate the
atoms has been designed in a compact and versatile way. The vacuum block is composed of a
two dimensional magneto-optical trap (MOT) chamber and a science chamber in which the 3D
MOT is operated. Because of the unusually large size of the vacuum chamber, we developed, a
long range high aperture and diffraction limited optical system.

The third chapter is entirely dedicated to the high-Þnesse cavity that is at the heart of the
experiment. We Þrst expose the reasons of our choice of geometry and present a few test
that were carried out before the geometry was decided. The chosen geometry is analyzed and
characterized in details including its geometrical and spectral features. In an optical cavity,
the mode proÞle can usually be calculated from the geometrical properties (length, radius of
curvature). In our case, the cavity is close to the instability regime were the modes are very



4 INTRODUCTION

sensitive to imperfections of the geometry. An in-situ nondemolition measurement of the optical
mode based on atomic tomography is presented as well as an estimation of the intracavity losses.
The locking procedure of the 1560 nm laser on the cavity and its performances that are of key
importance for the trapping of atoms are detailed.

The fourth chapter presents our experimental procedure and achievements towards the ob-
tainment of a quantum degenerate gas. We start this chapter by a few theoretical remarks on
Bose Einstein condensation to point out the relevant experimental parameters that have to be
optimized. In a second part, we present the characteristics of the dipole trap realized by the cav-
ity mode and demonstrate our ability to load and trap atoms in the crossing region of the cavity.
The perspectives raised in this chapter include the opportunity to use the transverse modes to
generate exotic potentials, and the possibility to engineer the differential light-shift.

The Þfth chapter gives a theoretical presentation of the Quantum Non-Demolition measure-
ment that leads to spin squeezed systems. At Þrst we introduce the Bloch sphere description of
two level systems and extend this approach to a many body situation. The effect of the atomic
shot noise in an interferometer is shown, as well as the potential gain in the use of spin-squeezed
states. The basics of QND measurements to realize spin-squeezed states are given and we show
that the dispersive measurement foreseen in our case has indeed a QND character. In a last
step, we introduce a wavefunction formalism based on the partial projection of the atomic state,
which we developed to dynamically follow the evolution of the state towards a highly squeezed
state. It relies on a precise description of the measurement apparatus and is applied in the cases
of a Mach-Zehnder interferometer and of an heterodyne detection. Interestingly, this method
proved adapted to the description of the formation of Schršdinger cats and of the entanglement
of separated clouds.

In the sixth chapter we present the frequency modulation technique that we developed to
realize the QND measurement. The low sensitivity to noise of frequency modulation spec-
troscopy is detailed and it is shown that the detector is a key element in the achievement of
high signal-to-noise ratio. Such a detection, that has been implemented in our set-up, has been
characterized and special care was taken to understand the effects such as spontaneous emission
and light-shift of the probe on the atomic sample. This detection tool was used in single pass
to follow non-destructively the internal state evolution of an atomic sample that undergoes an
interferometric sequence.

The last chapter is dedicated to the work that was realized during my stay in the group of
Pr. Kasevich in Stanford. During this time we discovered and set-up a Raman lasing process
between a Raman pump and a cavity mode. A key element that drove our attention is the very
high Þnesse of the cavity, that in principle should make possible the achievement of$ 100 mHz
linewidth. In this chapter we give the main characteristics of the lasing process including the
laser threshold, the gain bandwidth, laser linewidth, and an interesting feature that is an atomic
population dependence of the laser absolute frequency.
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This project of using non-classical states in atom interferometers emerged from a dual in-
terest of the SYRTE at Observatoire de Paris which measure physical constants such as time or
gravity with high precision using cold atoms interferometers and the groupe dÕOptique Atom-
ique at Institut dÕOptique that takes interest in the quantum properties of these cold atomic
clouds.

This naturally led the two groups to collaborate and to develop a new experimental appara-
tus that would enable as well to probe the physics of non-classical states predicted by quantum
mechanics as to make the proof of principle of their usefulness for the enhancement of the sen-
sitivity of atom interferometers. Therefore, the ambition of this project was to realize an atom
interferometric measurement that would scale with a sensitivity better than1/

%
Nat that is the

Heisenberg limit of a classical source ofNat atoms.

In the following of this chapter, we will introduce the topics of atom interferometry and
the state of the art achieved in these systems. In a second part, we will detail the initiative
and the achievement that have been obtained in the world in the enhancement of the sensitivity
of atom interferometers by the use of non-classical states of matter. The physical interest and
the international context in which this experiment was led will be given and will explain the
technical and physical choice realized. This chapter does not have the pretension to teach the
reader on the precise physics of atom interferometers with non-classical states but merely to
introduce this topic that is at the heart of the experimental apparatus developed. A formalized
approach of the generation of non classical-states is given in chapter 5.
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1.1 Atom interferometric measurement

Very soon after the introduction of Matter Wavepacket by Schrodinger, experiments have been
performed to prove that atomic interferences could be observed in the same way than optical
interferences. In this prospect, the scattering of matter waves of electrons [Davisson 27] and
neutrons [Halban 36] on the periodic structure of crystals were observed in 1927. These scat-
tering processes that can be interpreted as the interference of multiple path, are completely
equivalent to the coherent scattering of a laser beam on a grating or to the scattering of X-Ray
on crystal structures [Von Laue 15]. After a few more years and an improved control of the ex-
perimental apparatus, this was the two wave interferences of electrons [Marton 52] (1952) and
neutrons [Maier-Leibnitz 62] (1962) that were achieved. In the same time, the well known tech-
nics of Ramsey interferometry [Ramsey 50] (1950) that coherently manipulates internal states
was introduced and is still used nowadays to perform the best measurement of time [Itano 82].

In 1991, the Þrst proof of principle of a coherent transfer of momenta [Kasevich 91] to a
cold atomic cloud opened a new way to the measurement of inertial constants with a high pre-
cision. Previous measurement of the acceleration of gravityg had for example already been
realized with a jet of neutron [Colella 75], but the possibility to perform these same interfero-
metric experiments with a cold atomic cloud that has no initial velocity allowed to lengthen the
interrogation time with the inertial Þeld and to increase then the measurement sensitivity.

1.1.1 The concept

The physics of cold atoms inertial sensors usually involve two wave interferences and can be
understood by analogy with their optical equivalent which are the Mach Zehnder and Michel-
son interferometers. Similarly to optics, different point of views can be adopted to understand
these interferometers. Indeed, one can consider either aparticle description in which the state
of a single atom after the Þrst beam splitter is in a coherent superposition of the two outputs
1/

%
2(|O1" + |O2") or awavedescription in which a single wave of amplitudeA0 is splitted in

two coherent waves of amplitudesA0/
%

2. The combination of these two descriptions is well
known as the wave/particles duality. In atomic interferometers, the r™le of light and matter are
exchanged with respect to optical interferometers. For optical systems, the light is manipulated
by material objects such as mirrors and beam splitters while in atomic systems, the cloud of
cold atoms is coherently controlled by laser beams as schematized in Þgure 1.1. For atom inter-
ferometer, the detection is even optical.

In practice, two types of atomic interferometers can be distinguished : theatomic clocks
which can be essentially seen as interferometers realized by a coherent manipulation of the in-
ternal atomic state and theinertial sensorssuch as gravimeters or gyrometers which involve a
coherent manipulation of the external degree of freedom. As previously mentioned, the coherent
manipulation of the external degree of freedom of cold atoms has been a crucial breakthrough
for atomic interferometers [Riehle 91, Keith 91] and was Þrst realized a coherent two photon
excitation [Kasevich 91] known as stimulated Raman transition. The transfer of momenta is
essential for inertial sensors. It allows to separate in space and time the trajectories of the two
arms of the interferometer and then to generate an interaction with the inertial Þeld that is differ-
ent for each arm. This differential effect is measured by the interference of the two trajectories.

In the case of an atomic clock, the interferometer usually realized is a Ramsey-BordŽ



1.1 Atom interferometric measurement 7

!"##$#

!"##$#

%&'!()*+",,&#

-"./,

0
1$+"2(),',&
2&,&3,"$4

(a) Mach Zehnder interferometer as used in optics to
measure the path length difference.

Atoms 

Laser beams 

Optical 
detection 

(b) Atomic interferometer with momentum trans-
fered by the two counter-propagation laser
beams.

Figure 1.1:Analogy between optical and atomic interferometer
The atom interferometers can be understood in comparison with their optical analogues with

reversed r™le for light and matter. In atomic interferometers, the matter (Atoms) is manipulated
by laser beams. The atoms being massive particles and therefore not constrained to travel at

light speed, they can probe inertial forces with long interaction times and are then very
sensitive to inertial Þelds.

interferometer that consists of two beam splitting pulses. These pulses create a superposi-
tion of the internal state with a momentum transfer only linked to the microwave wavevector
! kMW & ! koptical . The interference pattern is ruled by the phase accumulated! ! clock by the
atoms in the rotating frame of the microwave source that turns at" and that generates the beam
splitting pulses,i.e.

! ! clock = ( " 0 ' " )T (1.1)

, where" 0 is the angular frequency of the atomic transition addressed andT is the interrogation
time of the interferometer. By reading the interferometer output, one obtains a measurement of
the atomic transition that is used as a frequency standard.

In the case of a gravimeter, it was shown in 1989 [BordŽ 89] that, due to the external inertial
Þeld, the phase accumulated in a#/ 2 ' # ' #/ 2 interferometer could be expressed by:

! ! gravitation = ke! gT2 (1.2)

, whereke! is the wavevector associated with the momentum transfer of the beam splitter and
T the time between two pulses. This effect of the gravitational inertial Þeld can be either
interpreted as the action of the HamiltonianH g = mgr along the trajectories [BordŽ 89] or in
the free falling frame of reference, by the phase imprinted by the laser pulses [Antoine 03].

1.1.2 State of the Art

The achievement of atomic interferometers should be Þrst compared to the classical analogous
that realize the same measurement. If we focus for example on the case of gravimeters, different
apparatus that rely on classical physics have been developed. For comparison with the following
apparatus, the sensitivity obtained at Syrte - Observatoire de Paris for theirabsoluteatomic
fountain gravimeter is1.4 ( 10! 8 g.Hz! 1/ 2.

One of the Þrst precision measurement of gravity has been realized in 1855 [Kater 18] using
a pendulum of tunable length. The oscillation period depending on the length of the pendulum
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and ong, and using two different length, the value ofg could be obtained with an accuracy of
10! 5g.

Other mechanical devices such as Lacoste-Romberg gravimeter relying on the use of zero
effective length spring were developed [LaCoste 67, Riccardi 02] and allowed to reach sensi-
tivity down to 10! 10 g.Hz! 1/ 2. Nevertheless, these static gravimeter are not absolute and very
much inßuenced by the aging of the spring (10! 8g.Hz! 1/ 2 per day).

Another, more recent technic but still not absolute uses the levitation induced by the Meiss-
ner effect in supra-conductor [Prothero 68, Goodkind 99]. In these system, the position of a
macroscopic object levitating over a supra-conductor is measured. When the inertial environ-
ment of the gravimeter is changed, the position of the object is modiÞed which indicates on the
variation ofg. This modern measurement reaches the tremendous sensitivity of10! 12 g.Hz! 1/ 2

but need the use of a complex cryogenic system and suffer from drift of10! 10 g/day. Neverthe-
less, these systems are very adapted for the measurement of tiny variation of the earth structure
[Courtier 00] and are thus very useful for geophysical studies.

Up to now the best absolute evaluation ofg are realized by measuring an object in free
fall. The more commonly used system is a free falling corner cube [Faller 67, Marson 86,
Niebauer 95] that closes one arm of a Michelson interferometer. Recording, during the free
fall, the fringes displacement at the output of the Michelson directly measure the position of the
cube versus time. The sensitivity of this interferometer to the phase and then tog is given by
! ! cube = 2kgT2 wherek is the wavevector of the light used in the interferometer. These corner
cube systems involve the same physics of free falling object than the atomic interferometers.
In addition, the sensitivity of both systems scales similarly with the interrogation time (see
equation 1.2). Hence, to be able to compare the performances of these two systems, it is crucial
to determine how these system are affected by noise or systematic bias and how far these noises
can be controlled.

It is also interesting to study the state of the art of atom interferometers themselves with
respect to the classical prediction given for the scaling of their sensitivity. It is well known
in optics that the classical sensitivity of an interferometer is given by the optical shot noise.
In these single particle interferometers, each photon interferes with itself and can be detected
on one or the other output ports. As each photon follows a pathindependentfrom the other
photons, the difference of the photocurrents at the outputs will exhibits a Poissonian noise. This
"shot noise" is linked to the number of photonNph involved in the measurement and scales as#

Nph. The same consideration can apply for atom interferometers that have then a sensitivity
proportional to

%
Nat .

This atomic shot noise limit has now been reached in the recent apparatus that have been
developed in the context of cold atoms interferometers [Santarelli 99]. This type of performance
is depicted on Þgure 1.2 that describes the sensitivity of the detection of an atomic clock. The
sensitivity scales here as

%
Nat which is the signature of shot noise. Similar performances have

been obtained for the measurement of rotations using a gyroscope interferometer [Gauguet 09].
From Þgure 1.2, two solutions can be adopted to increase the sensitivity per run. One can
either increase the atom number or overpass the classical limit of the shot noise using non-
classical states such as squeezed states. Obviously a combination of the two approaches, that is
a highly squeezed sample that contains a high atom number, is not forbidden and would actually
guarantee the best sensitivity per run.

At this point, it is interesting to remark that if today, the sensitivity of falling corner cube
and atomic interferometer are comparable, the road map of non-classical (quantum) states give
a strong interest for the future of atomic interferometer. It is indeed clear that the beneÞt in
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the effect of the noise of the detection system.s dN,
the uncorrelated rms ßuctuations of the atom number per
detection channel, is about 85 atoms per fountain cycle.
This noise contribution becomes less than the projection
noise whenNat . 2 3 104. g is the contribution of the
frequency noise of the interrogation oscillator [10,11].
With the SCO, this contribution is at most102 14t 2 1! 2

and can be neglected. As an example, forNat " 6 3
105 detected atoms,n ! 0.8 Hz, Qat ! 1.2 3 1010, and
Tc ! 1.1 s, the expected frequency stability iss y#t $ !
4 3 102 14t 2 1! 2.

To observe the quantum projection noise, we vary
the number of atoms in the fountain and measure the
frequency stability s y#t $ by comparison to the free
running sapphire oscillator which is used as a very
stable reference up to 10Ð20 s. In Fig. 2 is plotted a
typical measurement of the Allan standard deviation of
the frequency corrections fed to a synthesizer (frequency
resolution 5 3 102 5 Hz), which is controlled to bridge
the gap between the Cs frequency and the SCO. The
frequency stability for times longer than the response
time of the servo loop,t . 3 s, and shorter than" 10 s,
represents the fountain short-term frequency stability, here
6 3 102 14t 2 1! 2. For t . 10 s, the frequency stability
departs from thet 2 1! 2 line because of the drift of the
SCO. A plot of the normalized Allan standard deviation
as a function of atom number is presented in Fig. 3. Since
we explored several values forQat and for the cycle
duration Tc, we plot the quantitys y#t $p Qat

p
t ! Tc for

t ! 4 s. This quantity should simply be equal toN
2 1! 2
at

when the detection noise is negligible. At low atom
numbers, the1! Nat slope indicates that the stability is
limited by the noise of the detection system [third term
in Eq. (1)]. Around4 3 104 atoms the slope changes.
In order to test the atomic projection noise prediction,
we perform a least squares Þt of the experimental points

100 101 102 103
10-14

10-13

! y(" ) =6 10-14
"

-1/2

!
y(

")

" (s)

FIG. 2. The measured Allan standard deviation of the Cs
fountain for Nat ! 2.7 3 105 compared to a free running
sapphire clock oscillator (SCO). Between 3 and 10 s this
represents the fountain performance. Above 10 s the drift of
the SCO becomes apparent.

for Nat . 4 3 104 with the exponentb of Nat as a free
parameter. We subtract the small contribution of the
detection noise from the experimental points and the Þt
gives b ! 0.47#0.03$. Thus, over more than 1 order of
magnitude in atom number, this result is in very good
agreement with theN

2 1! 2
at law.

Since the atomic projection noise is the dominant
contribution, we can in turn use these frequency stability
measurements and Eq. (1) to evaluate the number of
detected atoms. If we setb ! 2 1! 2 and Þt to y !
aN

2 1! 2
at then we geta ! 0.91#0.1$ close to the expected

value of 1 (Fig. 3). The 10% uncertainty ona indicates
that this method for measuring the atom number has an
accuracy of 20%, 2.5 times better than that from the
time-of-ßight signal. This accuracy could be improved
to better than 5% by a careful evaluation of all terms in
Eq. (1) [14].

At the largest number of detected atoms,Nat ! 6 3
105, the stability is 4 3 102 14t 2 1! 2 for Qat ! 1.2 3
1010, Tc ! 1.1 s. This is an improvement by a factor
of 5 for primary atomic frequency standards [1]. It is
comparable to the best short-term stability achieved with
microwave ion clocks using uncooled199Hg1 and171Yb1

samples [15,16]. In a second experiment, we have locked
the SCO to the fountain signal forNat ! 5 3 105 and
compared it to a hydrogen maser. Figure 4 shows the
Allan standard deviation of this frequency comparison.
The stability is7 3 102 14t 2 1! 2 and reaches6 3 102 16

at t " 2 3 104 s, a value close to the ßicker ßoor
of the H-maser. Also shown is the estimated stability
of the H-maser alone (5 3 102 14t 2 1! 2 for t . 10 s).
The comparison conÞrms that both the H-maser and
the cesium fountain have equal medium-term frequency
stabilities. Under these conditions, the fountain relative

104 105 106
10-3

10-2

0.91 Nat

-1/2

!
y(

")
 Q

at
#(

"/
T
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2
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FIG. 3. The normalized frequency ßuctuations as a function
of the number of detected atomsNat. The expected quantum
projection noise law isy ! N

2 1! 2
at . The thick line y !

0.91#0.1$N
2 1! 2
at is a least square Þt to the experimental points

for Nat . 4 3 104. The dashed line is the quadratic sum of
the detection noise and quantum projection noise.

4621

Figure 1.2:Detection sensitivity of an atomic clock limited to the shot noise.
The data presents the sensitivity of an atomic clock of Caesium operated in the BNM-LPTF at
Observatoire de Paris. The plain curve has the form$

%
Nat with $ = 0.94that was adjusted

on the data. This dependence in
%

Nat is the signature of atomic shot noise. Data extracted
from [Santarelli 99] with the authorization of the authors.

using quantum mechanics will not apply to a macroscopic object such as a corner cube.

1.2 The international context of non-classical state prepara-
tion.

From the previous section, it appears that the independence of the particles in a single particle
interferometer such as a Mach-Zehnder interferometer is the key issue. Breaking the indepen-
dence require to introduce correlations between the particles. Rephrasing with the vocabulary
of quantum mechanics: the goal is to transform the separable state of independent particles into
an entangled state or squeezed state of reduced uncertainty for the measurement of the "path
length difference" of the two interfering arms.

It is well known in quantum optics [Thorne 78, Caves 81] that such a transformation needs a
non-linearity to occur. Different methods can be applied to generate such a non-linearity includ-
ing the inter-atomic interactions [Esteve 08, Gross 10, Riedel 10], an atom-cavity Þeld inter-
action [Schleier-Smith 10b] or a Quantum Non-Demolition measurement (QND) [Appel 09b,
Louchet-Chauvet 10, Schleier-Smith 10b, Teper 08].

Up to now, the inter-atomic interaction squeezing has been realized in double well and multi
well experiment but does only concern atomic cloud with a "low" number of particles () 103).
It therefore does not really represents an alternative for todays classical interferometers that are
still more sensitive even if they operate in the classical limit. Nevertheless, these experimental
achievements use with ingenuity the atomic interactions that are usually considered as harmful
for the operation of atomic interferometers and have even proven that an increased sensitivity
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Figure 1.3:Schematic of the Mach Zehnder interferometer used in the group of Eugen Polzik
The measurement of the atomic is realized in this experiment by its effect on the path length
difference of the interferometer. The interferometer is operated with two colors, each probing

one of the two hyperÞne levels (Þgure 1.4a) and in a conÞguration that suppress common noise
of the path length to the level of the difference of frequency of the two laser () 6.8GHz). The

Þgure presented here are extracted with permission of the author from [Appel 09b]

could be achieved.
In the following, we will describe a few international experiments that represented in 2007

the main attempt for the generation of large atom number and squeezed atomic cloud. The
technical limitation of the sensitivity of each apparatus will be raised. In the last part, we will
sum up the main idea of the experimental apparatus that has been constructed and operated
during this thesis.

1.2.1 Measurement induced spin squeezing in a Mach Zehnder interfer-
ometer

One of the pioneer group to take interest in the implementation of Quantum Non Demolition
measurement for spin squeezing was the group of Eugen Polzik in the Netherlands. Their work
followed the proposal of Kuzemich, Bigelow and Mandel [Kuzmich 98] that stated that a far
of resonance measurement of the index of refraction induced by a two level atomic system was
realizing a Quantum Non Demolition measurement [Caves 81] of the difference of population
of these two levels. Therefore, such a measurement squeezes the observable of the population
difference and reduces, for example, the uncertainty in the outcome of an atomic interferometer.

To realize such a measurement, the Dutch group setted up an optical Mach Zehnder inter-
ferometer in which the atoms are placed in one arm of the interferometer (see Þgure 1.3). The
measurement of the interferometer outcome indicate on the phase difference of the two arms and
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Fig. 2. Experimental setup. ( A) An ensemble of ! 105 Cs atoms cooled to
" 50 µK are conÞned in 1 arm of a MZI by a trapping beam with the waist of
50 µm folded by 2 dichroic mirrors (DM). The atoms are prepared in a coherent
superposition of the clock states | #$ and | %$by applying a microwave (MW)
! / 2-pulse. Two linearly polarized probe beams P# and P% enter the interfer-
ometer via separate ports of the input beam splitter (BS). The probes focused
to the waist of 27 µm acquire phase shifts proportional to the number of
atoms in the clock states N# and N%, respectively. An arrangement of polariz-
ers (POL), polarizing beam splitters (PBS), and half wave plates (! / 2) is used to
adjust the powers and polarizations of the probe and reference beams. The
combined phase shift (& (N# ' N%)) of the 2 probes is measured in a balanced
homodyne conÞguration. ( B) SimpliÞed level scheme of Cs showing the D2
line and the detunings of the clock state-sensitive probes, P# and P%.

is practically absent because of the selection rules and the choice
of detunings (atoms in the ground state levelF = 4 are predom-
inantly excited to the level F( = 5 and hence cannot decay to
the ground stateF = 3, and similarly for the reverse scattering).
The effect of the redistribution between the magnetic sublevels
within a given hyperÞne level on the projection noise squeezing
is very small (estimated to be less than 1%), as also proven by
a good agreement between the observed and predicted degree
of this squeezing (seeDichromatic QND and the SI Appendixfor
further discussion of this issue).

The second and main effect of the spontaneous decoherence on
entanglement is due to the reduction of the coherence between
the clock levels. Both inelastic Raman and elastic Rayleigh spon-
taneously scattered photons lead to shortening of the mean col-
lective spin vector|)J$| * (1 ' " )|)J$| and hence to the reduction
in Ramsey fringe amplitude (see Fig. 1B). The degree of spin
squeezing as deÞned by Eq.1 depends on the fraction" of atoms

Fig. 3. Pulse sequence and noise data. ( A) Atoms are prepared in state | %$
by an optical pumping sequence and then rotated to the superposition state

1+
2

(| #$+ | %$) by a microwave ! / 2 pulse before the train of 10 probe pulses

is applied. Combining the results of several pulses, we can change the effec-
tive QND measurement strength as explained in the text. The Þrst effective
probe pulse measurement result #1 yields the statistics of the Jz for the CSS.
The second effective pulse measurement result #2 veriÞes the squeezing, pro-
vided it is sufÞciently correlated with #1. NA is measured at the end of each
sequence. (B) Correlations between the Þrst and the second pulse measure-
ments. (C) The projection noise manifested in the random scattering of about
2,000 measurements of #1; and the SSS displayed as the reduced noise in #2

when the QND result is used as (#2 ' $#1).

which decohere as a result of spontaneous photon scattering dur-
ing dispersive QND probing. The QND measurement strength can
be cast as%2 & d" whered is the resonant optical depth of the sam-
ple (26). This highlights the trade-off between information gained

Fig. 4. Projection noise and spin squeezing. Blue points, stars; variances
var (#1), var (#2) of the Jz spin noise measurement of atoms in a CSS
versus NA, error bars, corresponding statistical uncertainty centered on
1/ 2[var (#1) + var (#2)]; solid blue line, quadratic Þt (see Methods section);
dashed line, CSS projection noise; dash-dotted line, equivalent CSS projection
noise reduced by the loss of atomic coherence; red diamonds, conditionally
reduced variance of a second Jz spin measurement predicted by the Þrst
variance (#2 ' $#1); red line, reduced noise of SSS predicted from quadratic
Þts to projection noise data (see Methods section); According to the scaling
behavior, we classify different noise contributions (see Data Analysis). Clas-
sical ßuctuations are represented by the cyan (empty interferometer) and
red area (atom-light interaction related). Blue area, optical shot noise (light
blue) and detector noise (dark blue); green area, projection noise. ( Inset)
Spin squeezing & (red boxes) as a function of the decoherence parameter "
corresponding to the Þts (dash-dotted black and red line in the main Þgure)
evaluated for the atom number of the rightmost bin. Error bars, standard
deviation over analysis runs binning into 5 to 30 groups with respect to Na.
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(a) Detuning of the probing frequencies from the atomic transi-
tions.

Fig. 2. Experimental setup. ( A) An ensemble of ! 105 Cs atoms cooled to
" 50 µK are conÞned in 1 arm of a MZI by a trapping beam with the waist of
50 µm folded by 2 dichroic mirrors (DM). The atoms are prepared in a coherent
superposition of the clock states | #$ and | %$by applying a microwave (MW)
! / 2-pulse. Two linearly polarized probe beams P# and P% enter the interfer-
ometer via separate ports of the input beam splitter (BS). The probes focused
to the waist of 27 µm acquire phase shifts proportional to the number of
atoms in the clock states N# and N%, respectively. An arrangement of polariz-
ers (POL), polarizing beam splitters (PBS), and half wave plates (! / 2) is used to
adjust the powers and polarizations of the probe and reference beams. The
combined phase shift (& (N# ' N%)) of the 2 probes is measured in a balanced
homodyne conÞguration. ( B) SimpliÞed level scheme of Cs showing the D2
line and the detunings of the clock state-sensitive probes, P# and P%.

is practically absent because of the selection rules and the choice
of detunings (atoms in the ground state levelF = 4 are predom-
inantly excited to the level F( = 5 and hence cannot decay to
the ground stateF = 3, and similarly for the reverse scattering).
The effect of the redistribution between the magnetic sublevels
within a given hyperÞne level on the projection noise squeezing
is very small (estimated to be less than 1%), as also proven by
a good agreement between the observed and predicted degree
of this squeezing (seeDichromatic QND and the SI Appendixfor
further discussion of this issue).

The second and main effect of the spontaneous decoherence on
entanglement is due to the reduction of the coherence between
the clock levels. Both inelastic Raman and elastic Rayleigh spon-
taneously scattered photons lead to shortening of the mean col-
lective spin vector|)J$| * (1 ' " )|)J$| and hence to the reduction
in Ramsey fringe amplitude (see Fig. 1B). The degree of spin
squeezing as deÞned by Eq.1 depends on the fraction" of atoms

Fig. 3. Pulse sequence and noise data. ( A) Atoms are prepared in state | %$
by an optical pumping sequence and then rotated to the superposition state

1+
2

(| #$+ | %$) by a microwave ! / 2 pulse before the train of 10 probe pulses

is applied. Combining the results of several pulses, we can change the effec-
tive QND measurement strength as explained in the text. The Þrst effective
probe pulse measurement result #1 yields the statistics of the Jz for the CSS.
The second effective pulse measurement result #2 veriÞes the squeezing, pro-
vided it is sufÞciently correlated with #1. NA is measured at the end of each
sequence. (B) Correlations between the Þrst and the second pulse measure-
ments. (C) The projection noise manifested in the random scattering of about
2,000 measurements of #1; and the SSS displayed as the reduced noise in #2

when the QND result is used as (#2 ' $#1).

which decohere as a result of spontaneous photon scattering dur-
ing dispersive QND probing. The QND measurement strength can
be cast as%2 & d" whered is the resonant optical depth of the sam-
ple (26). This highlights the trade-off between information gained

Fig. 4. Projection noise and spin squeezing. Blue points, stars; variances
var (#1), var (#2) of the Jz spin noise measurement of atoms in a CSS
versus NA, error bars, corresponding statistical uncertainty centered on
1/ 2[var (#1) + var (#2)]; solid blue line, quadratic Þt (see Methods section);
dashed line, CSS projection noise; dash-dotted line, equivalent CSS projection
noise reduced by the loss of atomic coherence; red diamonds, conditionally
reduced variance of a second Jz spin measurement predicted by the Þrst
variance (#2 ' $#1); red line, reduced noise of SSS predicted from quadratic
Þts to projection noise data (see Methods section); According to the scaling
behavior, we classify different noise contributions (see Data Analysis). Clas-
sical ßuctuations are represented by the cyan (empty interferometer) and
red area (atom-light interaction related). Blue area, optical shot noise (light
blue) and detector noise (dark blue); green area, projection noise. ( Inset)
Spin squeezing & (red boxes) as a function of the decoherence parameter "
corresponding to the Þts (dash-dotted black and red line in the main Þgure)
evaluated for the atom number of the rightmost bin. Error bars, standard
deviation over analysis runs binning into 5 to 30 groups with respect to Na.
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(b) Noise reduction in a cor-
relation measurement

Figure 1.4:Atomic projection reduction in a two color probing
(a) Each probing laser address one of the hyperÞne transition. The sum of photocurrent

generated is proportional to the population difference between the hyperÞne ground states. (b)
The population difference noise is estimated by applying two successive pulses. In an ideal

measurement, the Þrst pulse measure a phase within the initial atomic projection noise and the
second pulse remeasure in principle exactly the same phase. This effect is depicted here by a
visible reduction of the noise between the individual phase observable%1 and the correlated

observable%2 ' &%1

then on the refractive index induced by the atoms. A Þrst all Þbered version of the interferom-
eter was unsuccessful in reaching the high sensitivity required to clearly distinguish the atomic
noise. A second attempt was realized in 2007 by a dynamically stabilized free space interferom-
eter operated close to the zero path length difference. A clever operation of the interferometer
in a bi-frequency design [Saffman 09], allowed to overpass the last technical challenges of path
length ßuctuations and to reach measurement of the population difference (Þgure 1.4) below
the atomic shot noise in 2009 [Appel 09b]. In this bi-frequency (f 1 andf 2) design, the atomic
index of refraction is measured with respect to the optical wavelength , whereas the path length
ßuctuations are common mode and contribute only with respect to the microwave wavelength
(c/ (f 1 ' f 2)).

While realizing a very good measurement almost insensitive to path length ßuctuations, this
system still suffer from its fairly "low" optical depth (OD) 50) that intrinsically limits the
achievable amount of squeezing. In addition, the measurement is realized in DC, which makes
it perturbed by low frequency noise of the environment such as1/f noises.

1.2.2 Measurement/Cavity induced spin squeezing at MIT

1.2.2.1 Non demolition measurement by cavity transmission measurement

In the group of Vladan Vuletic at MIT, another experimental apparatus was developed to per-
form the same type of non-demolition measurement. In this system, the atoms are placed in
the center of a linear high Finesse Fabry Perot cavity (F ) 100000) and trapped with a far of
resonance light at 851 nm. The index of refraction, induced by the population difference, shifts
the cavity resonance frequency. Adjusting a laser on half fringe of the transmission yields in a
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Implementation of Cavity Squeezing of a Collective Atomic Spin
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We squeeze unconditionally the collective spin of a dilute ensemble of laser-cooled87Rb atoms using
their interaction with a driven optical resonator. The shape and size of the resulting spin uncertainty region
are well described by a simple analytical model [M. H. Schleier-Smith, I. D. Leroux, and V. Vuletic«,
arXiv:0911.3936 [Phys. Rev. A (to be published)]] through 2 orders of magnitude in the effective
interaction strength, without free parameters. We deterministically generate states with up to 5.6(6) dB
of metrologically relevant spin squeezing on the canonical87Rb hyperÞne clock transition.
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Squeezed spin states [1Ð6], where a component of the
total angular momentum of an ensemble of spins has less
uncertainty [7,8] than is possible without quantum me-
chanical correlations [9Ð12], attract interest for both fun-
damental and practical reasons. Fundamentally, they allow
the study of many-body entanglement but retain a simple
description in terms of a single collective angular-
momentum variable [4,5]. Practically, they may be a means
to overcome the projection noise limit on precision
[2,3,13,14]. Spin squeezing has been demonstrated using
entanglement of ions via their shared motional modes [9],
repulsive interactions in a Bose-Einstein condensate [10],
or partial projection by measurement [11,12].

In a companion paper [15] we propose a cavity feedback
method for deterministic production of squeezed spin
states using light-mediated interactions between distant
atoms in an optical resonator. This approach generates
spin dynamics similar to those of the one-axis twisting
HamiltonianH / S2

z in the original proposal of Kitagawa
and Ueda [1]. Cavity squeezing scales to a much higher
particle number than direct manipulation of ions [9] (but
see Ref. [16] for a potentially scalable approach) and
employs dilute ensembles rather than dense condensates
of interacting atoms [10]. Unlike measurement-based
squeezing [11,12], it unconditionally produces a known
squeezed state independent of detector performance.

Here we implement cavity squeezing for the canonical
jF " 1; mF " 0i $ j F " 2; mF " 0i hyperÞne clock
transition in87Rb atoms, achieving a 5.6(6) dB improve-
ment in signal-to-noise ratio [2,3]. To our knowledge, this
is the largest such improvement to date. Moreover, the
shape and orientation of the uncertainty regions we observe
agree with a straightforward analytical model [15], without
free parameters, over 2 orders of magnitude in effective
interaction strength.

Our scheme, similar in spirit to the proposal of Ref. [17],
relies on the repeated interaction of the atomic ensemble
with light circulating in an optical resonator, as illustrated
in Fig. 1. We label the two relevant eigenstates (clock
states) of each one ofN0 atoms as the spin-up and spin-

down states of a spin-1=2 si , and deÞne a total spinS "P
i si . Its z component corresponds to the population dif-

ference between clock states, and its azimuthal angle cor-
responds to their relative phase. For a given total spin
magnitudeS " jSj # S0 " N0=2 and a given permutation
symmetry of the ensemble, the set of possible collective
states forms a Bloch sphere.

The coupling of the atoms to the resonator manifests
itself both as a differential light shift of the clock states
which causes thesi to precess about thêz axis and as a
modiÞed index of refraction which shifts the cavity reso-
nance frequency. If a resonator mode is tuned halfway
between the optical transition frequencies for the two clock

FIG. 1 (color online). Cavity squeezing [15]. (a) The atoms are
trapped in a standing-wave dipole trap inside an optical resona-
tor. (b) The probe laser is detuned from cavity resonance by half
a linewidth, so that atom-induced shifts of the cavity frequency
change the transmitted power. (c) The cavity is tuned halfway
between the optical transition frequencies for the two clock
states. (d) TheSz-dependent light shift shears the circular
uncertainty region of the initial coherent spin state (red circle)
into an ellipse (dotted). Photon shot noise causes phase broad-
ening that increases the ellipse area (solid). The illustration is for
a modest shearingQ " 3 (see text).
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(a) Schematic view of the cavity and the two color trap-
ping and probing

(b) Transmission measurement of the
shift of the cavity frequency realized at
half fringe.

2

Optical dipole trap Atomic cloud

Axial frequency ! ax / (2" ) 550 kHz Length l 1 mm (! 2000 wells)

Radial frequency ! r / (2" ) 1.8 kHz RMS radius #r 8.1(8) m

Trap Depth U0/h 24(1) MHz Radial temperature kB Tr /h 1.3(2) MHz

TABLE A2: Characteristics of standing-wave dipole trap and atom cloud. The trap depth and trap frequencies are determin ed
from the intracavity power and mode geometry. The radial tem perature is measured by suddenly releasing the atoms and
observing their ballistic radial expansion as a decrease in coupling to the resonator.
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Lock

TEM 10

113 MHz
14.080 GHz 14.080 GHz

"23

Laser Carrier

FIG. A1: Laser stabilization and detection scheme, indicat ing frequencies of carrier and lock sidebands (red) and probe and
compensation sidebands (blue) relative to cavity resonances and atomic transitions. Not to scale.

the xy-plane two more times to conÞrm the CSS projec-
tion noise. In order to compare two identically-prepared
CSSs with the same total atom number, we forego the
state puriÞcation procedure described above, since it
leads to a ! 12% loss of atoms. We thereby allow our
imperfect optical pumping to leave 12(2) % of the atoms
in |1, ± 1". These residual atoms do not contribute to our
measurement ofSz because our spin echo technique (see
Sec. VI) cancels any contribution from atoms not ad-
dressed by microwaves resonant with the|1, 0" # |2, 0"
transition. Therefore, in Fig. 2, the atom number N0
for the data derived from this pair of preparations (open
circles) includes only atoms in|1, 0" and |2, 0" and is sys-
tematically 12% lower than the atom number used to
measure Var(M 1) and ! S2

z meas (open triangles and solid
diamonds).

State Preparation Noise

Figure 2 indicates the presence of technical noise in
the state preparation. The technical noise evident in
Var(M 1) is probably due to slow drifts in microwave
power. An alternative analysis, in which we compare
each measurementM 1 with the value M prec

1 in the pre-
ceding experiment cycle, yields a Þt 2Var(M 1 $ M prec

1 ) =
2650(400) + 0.95(23)N0 + 1(9) % 10! 6N 2

0 , i.e. a result
consistent with no contribution from the quadratic term.
We also show in Fig. 2 the variancey2 = 2Var( ÷M 2 $ ÷M 1),
which is immune to slow drifts in microwave power. How-
ever, after completing this work, we discovered that the
state preparation preceding the measurement ÷M 2 was
compromised by an e" ect of leakage light during that
preparation, to which we attribute the small technical
noise observed iny2.

IV. ATOM-LIGHT INTERACTION IN AN
OPTICAL RESONATOR

We summarize the theory of the interaction of a two-
level atom with an optical resonator mode at large detun-
ing ! & #, relative to the excited-state linewidth #, from
the atomic transition. The extension to our real system
of many atoms with nontrivial level structure follows in
Sec. V.

A. Atom-Resonator Coupling, Cooperativity, and
Optical Depth

The atom-resonator couplingg(r ) = |deg áE(r )|/ ! for
an atom at position r = ( " , z) in the Gaussian mode is
given by

g(r )2 = d2
eg

2#eg

$0! %w2L
e! 2! 2 /w (z)2

sin2(kz), (1)

where deg is the dipole matrix element between the two
states|g" and |e", #eg is the energy of the transition, w(z)
is the mode waist at the position of the atom, andL is
the resonator length. (2g is the vacuum Rabi frequency.)
The coupling g(r ) is related to the atomic excited-state
linewidth # = #3

egd2
eg/ (3%$0! c3) and resonator linewidth

& by the single-atom cooperativity ' (r ), the ratio of the
scattering rate into the resonator mode to the free-space
scattering rate [4]:

' (r ) =
4g(r )2

&#
=

24F
%k2w2 e! 2! 2 /w 2

sin2(kz), (2)

where F = %c/ (L&) is the Þnesse of the resonator and
k = #eg/c is the probe wavenumber.

The cooperativity is closely related to the resonant op-
tical depth, which for a single atom with scattering cross
section ( sc in a uniform beam of areaA in free space is

(c) Relative position of the light frequencies and cavity resonances with respect to the atomic transitions

Figure 1.5:Probing the population difference by a measurement of the transmission of a cavity.
The hyperÞne state population difference is measured by the frequency shift it induces on a

resonance of the cavity that is tuned in between the two hyperÞne states. A far from resonance
twin beam (Compensation) allows a common rejection of the cavity length ßuctuations on the
transmitted power while preserving the effect of the difference of population. The locking of
the probing to the resonance is realized by a sideband lock to a higher transverse mode of the

cavity.

transmitted intensity that is proportional to the population difference of the two levels (Þgure
1.5b). A number of interesting technical choices made for the locking procedure can be seen
in Þgure 1.5c and are detailed in [Schleier-Smith 10c]. The two main points are the locking on
higher transverse mode that does not perturb the measurement and the use of a second beam
that compensate for cavity path length ßuctuations.

This system takes advantage of the high optical depth that is reached in the optical resonator.
Nevertheless, the trapping and the probing being realized at two different wavelength yield in
an inhomogeneous coupling of the probing standing wave. Indeed, the atoms are spread in the
antinodes of the dipole trap which position does not correspond to the antinodes of the probe
(see Þgure 1.5a). This complicate the analysis of the atomic noise and intrinsically lower the
strength of the measurement. Similarly to the Dutch experiment, this transmission measurement
is also realized in DC and suffer then from the same sensitivity to low frequency noise.

1.2.2.2 Non linearity in the Atom - cavity coupling.

In the research led on this apparatus it appeared in a second step that a stronger squeezing
mechanism could be implemented. This mechanism rely on the dual interaction between atoms
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Figure 1.6:Shearing effect of a coherent state
The non linearity of the atom cavity coupling is strictly equivalent to the twisting hamiltonian
that was Þrst introduced in [Kitagawa 93]. This causes the transformation from the coherent

state (red) to an elongated and squeezed state.

and photons. On one hand, the photons light shift the atomic transition and on the other hand, the
atoms shift the cavity resonance frequency via their index of refraction. This dual mechanism
was both Þrst understood [Schleier-Smith 10a] and observed [Leroux 10] in the MIT group.
The physics can be sum-up in the following. We consider for simplicity that the cavity is tuned
such that for a zero difference of population of the two eigenstates, the cavity resonance is
unshifted. For a positive atom number difference (! N > 0), the cavity is shifted for example
such that more photons enter the cavity, leading to a light shift effect that furthermore depends
on the absolute value of|! N |. In reverse, for! N < 0, less photons enter the cavity and
a low light shift is observed. Hence, within the initial Poissonian distribution of a coherent
superposition of atom number difference, a shearing effect as described on Þgure 1.6 can be
observed. Indeed, for! N > 0 and! N * 1 a large rotation angle is predicted while none will
appear for! N = 0. As a matter of fact this system mimics the Twisting Hamiltonian that was
Þrst proposed by Kitagawa and Ueda [Kitagawa 93] for the generation of squeezed states.

1.2.3 Measurement induced spin squeezing in Stanford

In parallel, the group of Mark Kasevich in Stanford published in 2008 [Teper 08] their exper-
imental work on the measurement of atomic noise. The apparatus developed also consists of
a linear cavity, but does not involve trapping since the atoms are released from a MOT and in
free fall during the measurement. An important feature of this apparatus is its measurement
process, that consists to measure the phase of the probe while it is reßected by the cavity (Þgure
1.7a). The dispersive proÞle of the cavity is imprinted on the probing light. This proÞle depends
on the relative position of the probe frequency with respect to the cavity resonance frequency
and is proportional to the difference of population. An experimentally interesting feature of
this detection is that it realizes an AC detection insensitive to low frequency noise. In addition
it takes advantage of a strong local oscillator that helps to reach the optical shot noise for the
detection (see chapter 6). Nevertheless, this system suffers from the low optical density of a
magneto-optical trap.

The results obtained in 2008 is presented on Þgure 1.7b and shows a noise increase of the
antisqueezed quadrature. No clear signature of squeezing could have been seen in this pioneer
experiment.
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resulting uncertainty inJz, conditioned on the outcome
of the phase measurement, is given by!! Jz"2

=!N/4"!1+Nn" 2t2/2"! 1, compared to the usual projection
noise of!! Jz"2=!N/4".

For interaction times greater than the cavity photon life-
time, the above picture is modiÞed by the leakage of photons
out of the cavity. We treat this in a simpliÞed way, by break-
ing up the interaction time into intervals corresponding to the
photon lifetime #cav, where, after each interval, the probe
state is measured, and the resulting atomic state then inter-
acts with a new coherent photon state. The repeated projec-
tion out of the intracavity photon state destroys the atom-
light coherence between interaction intervals, causing the
pseudospin variances to evolve linearly in time. The squeez-
ing for short times, until the antisqueezed uncertainty begins
to wrap around the Bloch sphere, is then given by
!! Jz"2=!N/4"!1+Nnø" 2t#cav/#2"! 1, where nø now denotes
the time-averaged intracavity photon number, which depends
not only on the input power, but also ont and#cav !in con-
trast to$20%, where all the time dependence is included ex-
plicitly ", and the corresponding antisqueezing is!! Jy"2

=!N/4"!1+Nnø" 2t#cav/#2".
Atomic spontaneous emission into free space reduces the

correlation between the measured probe phase!to which the
atoms that have undergone spontaneous emission contribute"
and the collective pseudospin of the atoms used for the clock
!to which they do not contribute". If the spontaneous emis-
sion rate is known, the average phase shift due to the atoms
that have scattered can be subtracted out, but the stochastic
ßuctuations in that phase shift, given by the shot noise on the
number of spontaneous emissions, cannot be accounted for
and will degrade the conditional squeezing$21%.

Our experiment uses a hemispherical optical cavity, pre-
viously described in$22%, with length L=10 cm, ÞnesseF
=205 000, free spectral range!FSR" of 1.505 GHz, half
width at half maximum !HWHM" linewidth $/ !2%"
=3.7 kHz, giving #cav=21.5&s, and TEM00 mode size of
310 &m at the atomic position, corresponding to a maximum
atom-cavity couplingg/ !2%"=53 kHz for the&F=2,mF=2'
! &F! =3,mF=3' cycling transition, to probe the collective
pseudospin state of a cloud of87Rb atoms cooled in a
magneto-optical trap!MOT" located at the center of the cav-
ity. The atoms are released from the MOT, further cooled by
optical molasses, prepared in an equal superposition of the
&F=1,mF=0' and&F=2,mF=0' clock states, and probed by a
standing wave of intracavity light.

The modulation scheme we use to couple laser light into
the cavity and perform our measurements is a modiÞed ver-
sion of the one described in$23%, and is shown in Fig.1. We
use a far-detuned resonant sideband!Òlocking beamÓ" to sta-
bilize the laser to the cavity resonance via a Pound-Drever-
Hall lock. The collective atomic pseudospin is measured via
the phase shift produced by the atomic index of refraction on
a near-detuned resonant sideband!ÒprobeÓ". The probe is
tuned 1.5 GHz to the red of the 52S1/2, F=2! 52P3/2, F!
=3 atomic transition with a cavity input power of
1.2Ð2.5 nW, while the locking beam, 18.06 GHz farther to
the red, has an input power of 2.5 nW.

When we turn on the probe, the atom cloud has a 1/e
radius of 390&m and is falling through the cavity mode at

2.9 cm/s while expanding at 3.7 cm/s due to its temperature
of 14.5&K. While the atomsÕ passage through the cavity
limits the interrogation time to several ms, a more stringent
limit is imposed by inhomogeneous broadening due to the
presence of intracavity light. The intracavity standing waves
impose an ac Stark shift, which varies depending on atom
position within the cavity mode, with an average ofU/kB
( 1 &K !0.2 &K" for a 2.5-nW probe beam and( 0.08&K
!0.06&K" for a 2.5-nW locking beam, for atoms in the
&F=2,mF=0' !&F=1,mF=0'" state. For the locking light,
which is always on, the 1/e Rabi oscillation decay time for
atoms in the cavity is around 1 ms. For atoms prepared in an
equal superposition of the two clock states, which is most
sensitive to inhomogeneous broadening, the probe light
dephases the collective spin vector of the sample in several
tens of&s.

There are two distinct time scales for light-induced inho-
mogeneous broadening, corresponding to the longitudinal
and transverse motions of the atoms in the cavity mode. The
atoms are unconÞned by the light, and a typical atomÕs ther-
mal velocity causes it to travel the 390-nm distance between
adjacent nodes in the longitudinal standing wave in 10&s, so
measurements over time scales longer than this should aver-
age over the longitudinal inhomogeneities in the ac Stark
shift. In the transverse direction, however, the ac Stark shift
varies by just a few percent in 100&s of atomic motion, so
its effects can be countered on that timescale by using spin
echo.

The correlated atomic state is generated and measured in
a three-pulse sequence illustrated in Figs.2!a"Ð2!c". The
probe light is turned on for a time#sq, then turned off for a
time #off required for the probe light to leak out form the
cavity, after which a microwave%pulse that lasts for a time
#% is used to prepare the spin echo. The probe light is turned
on for #sq, which rephases the atomic spins, then once again
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1 2
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" lock=6" FSR-#
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FIG. 1. Schematic of experiment!a" and modulation method!b".
Two sidebands resonant with the cavity are modulated onto a non-
resonant laser by an electro-optical modulator!EOM". A photodi-
ode monitors the beat notes between the carrier and the sidebands
reßected from the cavity. The demodulated beat note between the
carrier and the locking sideband!1" is used to drive a double-pass
acousto-optical modulator!AOM" that keeps the locking sideband
resonant with the cavity, while the beat note between the carrier and
the probe sideband!2" provides the experimental measurement of
the probe phase shift.
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(a) The schematic set-up and the frequencies of the
light involved in the experiment.

extinguished for! off, and after a possible Þnal microwave
rotation, which takes a time! r, the probe light is turned on
permanently and the atomic state is measured for a time
! meas. During the two preparation pulses, spontaneous emis-
sion for all data presented here, measured by observing atom
depumping over time, is" 6%; for the Þnal, destructive de-
tection pulse, spontaneous emission is 20%Ð40%. We use
shot-to-shot ßuctuations in the difference in the cavity shift
between the second squeezing pulse and the Þnal measure-
ment to quantify the conditional projection noise for our pro-
tocol.

To properly calculate the expected projection noise, we
must account for spatially varying atom-cavity coupling. For
a Gaussian atom cloud with radiusra and a TEM00 standing-
wave cavity mode with spot sizerc, the mean atom-cavity
coupling#øis less than the maximal on-axis, antinode value
# max by a factor of 2!"ra/ rc#2+1$. The variable that the
probe phase measurement couples to is then not# Jz, but
#øJz, with an uncorrelated projection noise variance given by

the sum of the individual atom variances. Since the inhomo-
geneous transverse coupling of different atoms does not av-
erage out on the time scale of our measurement, this modi-
Þed collective variance scales not as the square of the mean
coupling, but rather as the mean of the squared coupling:
"$#øJz#2=%i=1

N "$# i jzi#2="N/16## max
2 !2"ra/ rc#2+1$! 1, where

i is an index over individual atoms!the unmodiÞed value is
"$# Jz#2="N/4## max

2 $. To take advantage of the squeezing
produced by our protocol, subsequent measurements also
need to couple to#øJz, which suggests that interferometer
readout should be performed using the cavity shift!24$.

By applying a microwave pulse before the Þnal detection
pulse, it is possible to rotate the uncertainty ellipse around its
center and use the atomic shift to measure its width in an
arbitrary direction. A%/2 pulse rotates the antisqueezed"Jy#
component of the collective atomic spin onto a population
difference"Jz#, which results in maximal noise on the shift,
while a smaller rotation produces a correspondingly smaller
effect. The results of such a series of measurements are
shown in Fig.2"d#.

To characterize the coherence of our atomic states, we
vary the phase of the Þnal microwave pulse while keeping its
duration Þxed at! %/2 by applying a phase offset to the mi-
crowave oscillator that generated the pulse. We thus scan the
collective pseudospin rotation axis in the equatorial plane of
the Bloch sphere, which produces an oscillation in the
atomic populations, which we read out via the mean values
of the Þnal probe measurement. For the Þnal state produced
by our measurement, the contrast in this oscillation is about
73% of the full contrast obtained under the same circum-
stances in the absence of probe squeezing pulses, which
means that the length of the collective spin vector on the
Bloch sphere is reduced to 73% of its initial length due to the
relative dephasing of the individual spins by the squeezing
pulses and the projection noise is reduced by the same
amount. We have also conÞrmed that the lock light has no
effect on atomic coherence by comparing the contrast mea-
sured after the spin echo sequence without squeezing pulses
to the initial contrast measured immediately after the Þrst
%/2 pulse creates the clock-state superposition.

It is important to distinguish between inhomogeneous
broadening due to the spatially varying probe light intensity,
which leads to dephasing between the pseudospin states of
different atoms, and the dephasing of the collective
pseudospinÑi.e., antisqueezing. To study the two effects in-
dependently, we use the fact that spin echo counteracts the
majority of the inhomogeneous dephasing, making it pos-
sible to produce, without spin echo, the same amount of
inhomogeneous dephasing contrast reduction with a much
shorter probe pulse"and, consequently, much less anti-
squeezing#. We Þnd that a 20-&s probe pulse without spin
echo produces the same amount of inhomogeneous dephas-
ing "as measured by microwave oscillation contrast#as two
sequential 60-&s probe pulses with spin echo. However, the
20-&s pulse does not produce a measurable increase in noise
!see open circles in Fig.2"d#$.

We measured the antisqueezing as a function of atom
number for two different probe intensities. The results, along
with theoretical calculations are shown in Fig.3. The ob-

! sq ! sq! off ! off! " ! r

(a)

(c)

(b)

! meas

(d)

FIG. 2. Measurement protocol and results. The traces show a
typical probe signal"a# along with the control sequences for the
probe laser"b# and the microwave state rotation"c#. The results
obtained for the ßuctuations in the difference between the means of
the two shaded regions in"a#, chosen to exclude the initial cavity
buildup, as we vary the duration! r of the Þnal microwave pulse are
shown as solid circles in"d#, with each data point corresponding to
58Ð174 shots, with statistical error bars. The inset in"d# shows a
histogram of the difference of means for 87 shots at a Þnal rotation
of 0.63 rad, the width of which corresponds to the indicated data
point. The solid curve is a theory calculation using our model; the
gray curves account for uncertainties in the experimental param-
eters, dominated by uncertainty in intracavity probe power; the
dashed line is the expected projection noise; and the dotted line is
the measured noise ßoor in the absence of atoms"detector dark
noise is negligible#. The open circles indicate the results obtained
for inhomogeneous broadening in the absence of spin echo"see
text#. The parameters for this measurement are! sq=! off =60 &s,
! %=50 &s, N& 57000, probe power& 2.5 nW, and locking power
& 2.5 nW.
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(b) The Þrst published results [Teper 08] that
shows the increase of the noise in the anti-
squeezed quadrature .

Figure 1.7:Heterodyne Non demolition measurement apparatus developed at Stanford.
The frequency modulation spectroscopy involved in this experiment allows to reach an optimal

detection limited to the optical shot noise and insensitive to path length ßuctuations. The
schematic and results presented here are extracted from [Teper 08] and presented here with the

authorization of the authors.

1.3 The initial orientation of the experiment

As previously mentioned, this experiment emerged from the will to try new types of interfer-
ometers involving ultra-cold atomic gas and to create an apparatus that would push forward
the sensitivities of atomic interferometers. In this last perspective, we choose to follow the
Quantum Non-Demolition approach that scales very well with high atom number.

1.3.1 New sources for new types of gravimeter

A gravimetric experiment that was foreseen and that uses ultra-cold atomic sources was issued
from a proposal of Impenset al [Impens 06] and consisted in a bouncing gravimeter. In this
proposal, an ultra-cold gas is released from a trap att = 0, after a free fall of time T, a Þrst
Raman pulse stops the cloud while a second one send it back in its original place. As the
efÞciency of the Raman pulses depend on the energy momentum dispersion relation, the number
atoms addressed by the pulse depend on the "phase matching condition" :p = ! k. This
condition is perfectly satisÞed for a kick at timeT = ! ke! / (mg). Measuring the optimal
kicking time that keeps the atoms after N repetitions allows then to evaluateg [Hughes 09].

Regarding the experimental realization, our main concern was to reach degeneracy of the
cold cloud in a compact environment and using low electrical power. This, to demonstrate, for
exemple, the possible implementation of such a system in space application. An optical trapping
and evaporation in an optical cavity were chosen to satisfy this condition. The trapping wave-
length was chosen at 1560 nm to match with the requirements of the Qunatum Non-Demolition
measurement (see section 1.3.2). For the implementation of the Raman pulses, we decided to
phase lock two independent lasers and we designed the vacuum chamber with a large optical
access on the vertical. Interestingly, a Non-Demolition measurement of the atoms that have
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Figure 1.8:A bouncing gravimeter sequence
Pulse sequence of a bouncing gravimeter as proposed by Impenset al [Impens 06]. A

condensate is suddenly released from a trap, starts to fall and is stopped and reversed by the
use of two optical kicks (Counter-propagating Raman transition). The obtention of a levitating

sample by the use of well timed kicks then realizes a measurement of gravity.

bounced could also be an interesting feature to implement in this scheme and would allow to
increase the repeatability of the sequence.

1.3.2 Pushing forward the quantum

Concerning the measurement induced spin-squeezing, different options were still considered
when I started on the project. It was clear that a cavity resonant at 780 nm would help to
increase the atom-light coupling and then to increase the signal-to-noise of the measurement,
but the exact experimental realization was still to be determined. In addition, we wanted to trap
the atoms in the cavity mode. As previously stated, this will allow to use low power laser for the
evaporation and will also automatically guaranty the alignment of the probe on the atomic mode
(mode of the same cavity). To avoid the mismatch of the position of the atoms and the maxima
of the probe that is inherent to a linear cavity, we opted for a traveling wave cavity geometry.
Looking for an evaporation in the cavity, a tight conÞnement of the mode in all direction was
needed. In a three mirrors geometry, this can only be obtained by focusing the mode, but the
Rayleigh range associated with the longitudinal variation of the beam does not allow for a tight
trapping (except if the focus is almost' , but then the trapping region is very small). It was then
necessary to implement a four mirrors cavity geometry with two crossing arms. This lead us to
the cavity presented in Þgure 1.9.

To realize the Non Demolition measurement, we decided to implement a frequency modu-
lation spectroscopy realized at 780 nm in our ring cavity. This scheme beneÞts from the far off
resonance strong local oscillator which helps to reach an optically shot noise limited detection.
In addition, this method of detection takes also advantage of the atom-light cavity coupling en-
hancement that increases the signal-to-noise ratio. As will be shown in chapter 6, this method
realizes in principle the optimal measurement of very low photon ßux and is also insensitive
to optical path (cavity) length ßuctuations. Our choice of measurement induced spin-squeezing
and not, for example of interaction induced spin-squeezing relies on the scaling of the process
with the number of particles. Indeed, as the optical shot noise does not depend on the number
of atoms, the measurement induced spin-squeezing is very suitable to realize spin-squeezing of
larger and larger sample for which the atomic noise is ever increasing. To realize the measure-
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Figure 1.9:The four mirror cavity geometry.
The geometry of the cavity arise from a compromise to reach degenerate cold atom sample
trapped in the mode of the cavity while being able to measure with a strong enhancement factor.

ment, our goal is to trap atoms in the 1560 nm radiation injected in one of the cavity mode, to
cool by evaporation and to nondestructively measure the trapped atoms by using light injected
in the 780 nm mode of the cavity. Experimentally, the choice of 1560 nm radiation for the
trapping that is the half frequency of 780 nm radiation allows to refer the cavity length to the
atomic transition of Rb87 while limiting spurious interaction with the atomic sample.
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In this chapter we present the experimental apparatus in its main blocks, namely the optical
and laser system, the vacuum set-up, and the imaging system. As this manuscript is the Þrst
doctoral thesis on the experiment, the description of the technical aspects of the experiment are
rather detailed. I hope that this chapter will be a useful reference for new students who have to
learn about this experiment.

In the Þrst part we detail the generation of all the laser frequencies that are used in this
experiment. The lasers themselves are presented as well as the different locking procedure
implemented among which are atomic spectroscopy, frequency, and phase lock. In the second
part, we give information about the geometry of the vacuum set-up and its use to create a 2D and
a 3D magneto-optical trap (MOT). One of the peculiarity is the implementation of the 3D MOT
coils under vacuum. In the last part, we describe and show the characterization of the imaging
system that has a long working distance ($ 30 cm) and a high numerical aperture (0.13).

2.1 Optical bench

2.1.1 Extended cavity diode lasers

The laser system mounted in this experiment relies on extended cavity diode lasers in a linear
conÞguration which have been Þrst intrduced in [Lucas-Leclin. 98]. A full characterization of
the laser has been realized at Syrte - Observatoire de Paris and an exhaustive study can be found
in [Cheinet 06, Baillard 06, Lucas-Leclin. 98]. In the following, we will just remind the main
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Figure 2.1:Scheme of the extended cavity diode.
The front plane of the diode is imaged on a10%reßecting mirror that guarantees the necessary

feedback. An interference Þlter is used in the conÞguration to narrow the gain proÞle. The
output beam is re-collimated by L3.

characteristics of these lasers, schematically shown in Þgure 2.1.

The laser emitter is a diode laser (Eagle Yard, mod. EYP RWE 0790). The front side is
anti-reßection coated while the back side is totally reßecting and is used as one of the two mir-
rors of the cavity. The diverging beam from the diode is collimated by an aspherical lens of4.5
mm focal length (L1) and refocused on the out-coupling mirror with an aspherical lens (f = 18
mm) (L2). This results in a catÕs eye conÞguration on the out-coupling mirror which confers its
geometrical stability to the laser. Indeed, the lensL2 conjugates the output plane of the diode
with the out-coupling mirror (M ), and it makes the system independent of the mirror position
and much less sensitive to alignment. The lensL3 (18mm focal) is used for the collimation of
the beam

In the extended cavity is placed an interference Þlter (Research Electro-optics) with a band-
pass window of0.3 nm. This Þlter allows to considerably reduce the gain window of the diode
and ensures a monomode behavior of the diode laser. The central wavelength of the Þlter can
be Þnely tuned by tilting the Þlter, that changes the multilayer interspacing.
Since laser diodes have considerable round trip gain, it is enough to feedback only10 %with the
out-coupling mirror. The use of an anti-reßecting diode reduces considerably the mode compe-
tition between the diode and the cavity. Nevertheless, it obliges to maintain a low intra-cavity
power to preserve the anti-reßecting coating of the diode. Indeed, for an intracavity power ex-
ceeding 1 W, the antireßection coating (situated on a focal point) usually gets damaged.

In order to tune the emitting frequency of the laser, the length of the cavity, and then the
position of the longitudinal modes of the cavity, is controlled by a piezo electric-tube on which
is glued the mirror M. The frequency lock is realized by a low bandwidth feedback applied on
the piezo and a high frequency one applied on the current (see section 2.1.4.2). The temperature
stabilization of the laser is ensured by two peltiers elements: one guarantees the stability of the
ensemble and especially the length of the cavity, and the other stabilizes the temperature of the
diode itself.

The measurement of the laser linewidth is presented in Þgure. 2.2 [Baillard 06]. It is ob-
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Figure 2.2:Beatnote of two extended cavity diodes.
Two ECDL are beated on a fast photodiode (Hamamatsu, mod. G4176). The lasers are
respectively the repumper (locked to87Rb) and the QND laser (see 2.3, locked on the
repumper). The ampliÞed frequency is analyzed on a spectrum analyzer with 30 kHz

resolution bandwidth (RBW). The green plain curve is a Þt of the tail by a Lorentzian of 258
kHz (FWHM). The center is Þtted by a Gaussian of 416 kHz standard deviation.

tained by the analysis of the beatnote of two "identical" ECDL, after locking the beatnote to
a local oscillator. The beatnote is detected on a fast photodiode (Hamamatsu, mod. G4176).
The Lorentzian Þt of the tail indicates a linewidth of 258 kHz (FWHM) that corresponds to the
convolution of the two Lorentzian. The Lorentzian linewidth of a single laser being then 124
kHz. The low frequency noise is Þtted by a Gaussian of 416 kHz standard deviation for the
two lasers. It corresponds to non-fundamental processes such as the feedback noise or thermal
ßuctuations. Hence, one laser has a Gaussian linewidth of 294 kHz. These values vary for each
laser but it gives a good idea of the general linewidth properties.

2.1.2 Laser frequency

In this section, we will describe the laser frequency stabilization and the tunability needed in the
experiment. This will be helpful to understand the implementation of the optical bench. Figure
2.3 shows the atomic structure of87Rband the laser optical frequencies involved in our bench.

This experiment aims at the non-classical improvement of atomic interferometers. As a
consequence, we need laser radiation to trap and cool the atoms (780 nm), to create a far off
resonance dipole trap (1560 nm), to squeeze by nondemolition measurement (780 nm), and to
perform the interferometric sequence (Raman beams at 780 nm).

¥ The trapping and cooling of the atoms in the 2D and 3D MOT involve 2 lasers at dif-
ferent frequencies. The cooling laser is tuned slightly on the red of the closed optical
transition

"
"52S1/ 2, F = 2" + | 52P3/ 2, Fp = 3

$
while the repumping laser is tuned on the"

"52S1/ 2, F = 1
$

+
"
"52P3/ 2, Fp = 2

$
transition. Because of the differential light shift at

1560 nm which will be discussed in section 3.2.5.2, the cooling laser requires the pos-
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Figure 2.3:Atomic transition and lasers frequencies.
All the laser frequencies used in the experiment are presented. In brackets is the laser from

which the radiation is generated

sibility to be frequency shifted by a few hundred MHz. This allows to tune the cooling
laser on the

"
"52S1/ 2, F = 2

$
+

"
"52P3/ 2, Fp = 2

$
transition.

¥ Based on the study of 2D MOT operation [Cheinet 06, MŸller 07, Riis 90, Nellessen 90],
we decided to have the same frequencies for all the beams operating the 2D and 3D MOT.
Hence the push beam is 2.5" detuned from the cycling transition. This is not optimal
to maximize the 2D MOT atomic ßux, but simpliÞes the optical bench design with an
acceptable loss of efÞciency.

¥ To image the cloud by the ßuorescence technique, we decided to use the MOT beams
themselves. During such imaging, the beams frequency is tuned on resonance with the"
"52S1/ 2, F = 2

$
+

"
"52P3/ 2, Fp = 3

$
transition.

The cooling radiation is also used to perform absorption imaging on a different axis. As
the MOT and the absorption imaging beam are never present at the same time on the
atoms, it is not a problem to use the same laser source for the two purposes. Thanks to
a versatile lock the cooling laser can be easily shifted to realize off-resonance absorption
imaging.
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¥ Since we want to maximize the number of atoms in a non magnetic-sensitive atomic state
(atomic interferometer), a linearly polarized optical pumping on the transition|52S1/ 2, F =
2" + | 52P3/ 2, Fp = 2" is implemented using the radiation of the cooling laser. This op-
tical pumping allows to accumulate the atoms in the|52P3/ 2, Fp = 2, mF = 0" atomic
state that is insensitive to magnetic Þeld at Þrst order.

¥ In order to trap the atom in a non dissipative trap, we use far detuned radiation (1560 nm)
injected in the optical mode of a cavity. The 1560 nm laser is locked to the fundamental
mode of the cavity. As the radiation is far off-resonance, the absolute frequency of the
mode of the cavity is a priori not a critical parameter. Nevertheless, as the cavity is
also used to perform the nondemolition measurement, the cavity resonances have to be
referenced to the87Rb atomic lines. This involves that the length of the cavity has to be
controlled, and then that the exact frequency of the 1560 nm radiation has to be referenced
to the87Rb atomic frequency reference.

¥ To perform atom interferometry (e.g. Ramsey-BordŽ type interferometer), and to coher-
ently control the internal atomic state, we choose to implement stimulated Raman transi-
tion induced by far detuned two photon transitions. To enable the transition, the two lasers
need to be coherent with respect to each other and with a frequency difference equal to
the fundamental hyperÞne splitting that is6.834GHz. The detuning! from the atomic
transition depends on the optical power available and on the diameter of the beams. In
typical experimental conÞgurations that are a few hundreds mW power available over$ 1
cm beam waist, the detuning is generally in the GHz range.

¥ Different frequency conÞgurations were considered for the nondemolition measurement.
In order to keep versatility to our design, we decided to dedicate a speciÞc extended cav-
ity diode laser for this purpose. This diode can be easily tuned for a few GHz and is
referenced to an atomic transition.

2.1.3 Scheme of the optical bench

The optical bench has been designed to be compact. The optical system to generate the cooling
and repumping radiation holds only on a60 ( 60 cm breadboard. The beam height is 4 cm
above the table. To minimize the spacing between the optical elements, all the mounts are glued
on the table.

In this optical bench two independent extended cavity diode lasers are implemented: a re-
pumper, locked by saturated absorption (see section. 2.1.4.1) on the cross over|F = 1" +
|Fp = 1, 2" of 87Rb and a cooling laser on the red of|F = 2" + | Fp = 3". The repumper is
frequency shifted on the|F = 1" + | Fp = 2" transition by an acousto-optic modulator which is
furthermore used as a fast controller for the light intensity. The cooling laser is Þrst injected in
a 1 W diode tapered ampliÞer (Eagle Yard : mod. EYP TPA 0780) and frequency locked to the
repumper (see section. 2.1.4.2). The relative beatnote lock implemented allows a tunable con-
trol of the laser frequency. The strong beam is separated, controlled in amplitude and injected
in different Þbers for the MOT operations, the absorption imaging, and the optical repumping.
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Figure 2.4:Scheme of the optical bench.
The cooling radiation is ampliÞed and split to be used to cool, image and optically pump the

atoms. The repumper is spectroscopically locked on the87Rb transition. Small fractions of the
beams$ 2 mW, are used for the frequency lock of the cooling laser on the repump laser. The

repumper and cooling radiations are geometrically overlapped before being injected in the
Þbers toward the 2D and 3D MOT. For the sake of clarity, the optical wave plates have been

intentionally removed from the scheme.
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(b) Saturated absorption on a crossover

Figure 2.5:Saturated absorption
(a) The modulation that is present on the strong pump is transferred onto the weak probe. On

the error signal below, only the atomic lines can be seen and not the crossover. (b) The
modulation is directly applied on the probe and the pump is used to saturate the transition for

the right velocity class of atoms. The error signal is not as clean but the crossovers are present.

2.1.4 Laser locks

2.1.4.1 Saturated absorption on a cross over.

In order to stabilize the laser frequency, one needs an absolute frequency reference. As the Þnal
purpose of the experiments is to control the atomic state, it is common to use the atomic tran-
sition lines themselves as a frequency standard. The main problem in doing so is the existence
in a gas at room temperature of the Doppler broadening of the atomic transitions. At room
temperature the apparent linewidth of atomic state are about2# ( 500rad.s! 1, which is much
more than the natural linewidth" = 2 # ( 6 106 rad.s! 1 of the atomic transition|5S" + | 5P".
Nevertheless, using Doppler free spectroscopy techniques [Bennett 62, MacAdam 92] such as
saturated absorption, this enlargement can be circumvented..

To extract an error signal, we proceed with an heterodyne detection. Two main techniques to
insert the modulation are commonly adopted. The Þrst consists to modulate the Zeeman split-
ting of the magnetic sublevels with an external magnetic Þeld. Because of the coils inductance,
magnetic Þelds cannot be modulated very fast, and the feedback bandwidth is limited to a few
kHz. The second method that we chose is a phase modulation introduced directly on the optical
beam [Shirley 82, Bjorklund 80]. The usual scheme of this method is presented in Þgure 2.5a.
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The principle of the modulation transfer spectroscopy is to modulate the refractive index
of the cloud with a phase modulated pump beam (red in Þgure 2.5a). This modulation of the
refractive index, which depends on the relative position of the laser frequencies with respect
to the atomic lines, creates a phase modulation on the probe beam. Because the modulation is
fully transferred by the atoms, it is a spectroscopically sensitive measurement. Nevertheless, the
modulation is applied on the atomic transition that the pump frequency is addressing. Hence, it
is not possible to use this technique for a crossover where the pump and the probe are address-
ing two different transitions.

To circumvent this difÞculty, we use an alternative method where the phase modulation is
directly applied on the probe (Þgure 2.5b). The pump is used to modify the atomic population
between ground and excited state when the two lasers are addressing the same atoms. This
method does not depend on which atomic transition is addressed and work even for a crossover.
The error signal detected for one and the other methods are presented in Þgure 2.5.

Using this method, the repumper laser is locked on the|F = 1" + | Fp = 1, 2" crossover.
The feedback is realized by a double integrator feedback scheme as presented in Þgure 2.6.

2.1.4.2 Beat note frequency lock

As shown previously, the repumper is Þxed with respect to the atomic lines. In order to guaran-
tee a high tunability of the cooling laser for the molasses and loading phases, it is locked with
respect to the repumper via a beatnote technique.

The basic idea is to observe the beating frequency between the repumper and the cooling
radiation on a fast photodetector (Hamamatsu, mod. G4176-03). The beating frequency is the
difference of frequency between the two lasers (! " ) 6.8 GHz). Mixing this signal with a
stable (ßuctuations& " ) microwave generator (YIG, mod. LPO-0408), the frequency is down
converted in between 0 and 512 MHz. After a division by 512, the signal is proportionally
converted to a voltage through a frequency to voltage converter (FVC, 1 MHz = 10 V). The
signal is then low pass Þltered to avoid residual signal modulation at 1 MHz which passes
through the FVC, and a controllable reference voltage is subtracted. The error signal obtained
is doubly integrated: the fast part of the feedback is applied on the current and the low frequency
feedback is applied on the piezo. The double integrator scheme ensures that the piezo is always
dominating at DC.

The main advantage of this scheme is its versatility and capture range. Changing the ref-
erence voltage, one changes the frequency of the laser over approximately 400 MHz. The full
range (512 MHz) is not available since the FVC does not work at low frequencies (<200 kHz).

When the dipole trap is operated, the cooling frequency needs to be shifted by 250 MHz in 1
ms. Extended cavity diode laser are done to work with a zero average current correction. When
the reference voltage is quickly (( ) 1 ms) changed in a two integrator scheme, all the short
time corrections are applied on the current. This creates an instability in the laser and makes
it more sensitive to mode-hop. In order to improve the speed at which the frequency can be
corrected, we implemented a feedforward on the feedback loop of the piezo. This feedforward
is actually equivalent to a peaked gain atf ) 1

! in the transfer function of the piezo. With
such a proportional feedback, the error signal on the current is kept centered on zero. With this
method, we were able to change the frequency by60 " = 360 MHz in 1 ms.
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Figure 2.6:Scheme of the beatnote lock.
The beatnote detected on the photodiode is down converted in the range 0-1 MHz and linearly
converted to a voltage. The further subtraction of a reference voltage gives the error signal that

is integrated and fed on the piezo and the current of the laser.

2.1.4.3 Raman phase lock

Since the experiment is designed to realize sub-shot noise atom interferometry, a Raman bench
was mounted for the coherent manipulation of the atoms. In the following, we introduce the
coherent manipulation of atoms by two photons Raman transition [Cheinet 06] and emphasize
on their sensitivity to the laser phase noise. The performance of the implemented phase lock of
two independent lasers is then detailed.

Two photon transitions

To realize an atomic interferometer, it is necessary to coherently drive the atoms in a su-
perposition state. This coherent manipulation is the equivalent of the beam splitter in optics.
The superposition can be created by a microwave Þeld oscillating at the frequency difference
between the two states, but this interaction transfers only a small momentumpMW = h/' MW

to the atom. It is then not adapted to generate the spatial separation of the two arms of the inter-
ferometer that is needed for the measurement of inertial forces. The solution was demonstrated
in 1991 [Kasevich 91] and takes advantage of a two photons transition. The implementation of
two photons Raman transition has been a real breakthrough for atom interferometry since the
momentum of the two photons are transferred to the atoms:popt = 2h/' opt * pMW .

If we consider the case of a three level system, and if we neglect the light-shift induced by the
Raman beams, the evolution of a system|) at " = cf (0) |f " + ce(0) |e" is given by [Cheinet 06]:
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%
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where# R = # 1# 2/ (2!) is the Rabi frequency of the two photons transition and# i the one
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photon Rabi frequency of each laser. The energies of both hyperÞne state are! " f and! " e and
%0 = %2 ' %1 is the phase difference between the two lasers.

This expression shows that during the coherent transfer, the phase difference of the lasers is
transferred onto the atomic state. As the interferometer measures the phase difference between
the two internal states, the noise on the phase difference between the laser will have a direct
impact on the sensitivity of the interferometer. To reach high precision measurement, this noise
has then to be kept as low as possible.

Phase lock of Raman beams
As previously mentioned, the two Raman lasers have a frequency difference equal to the ground
state hyperÞne splitting (6.8 GHz) and a well deÞned relative phase. To get such a phase rela-
tion between the lasers, two different methods are commonly used:

¥ The two phase related frequencies can be obtained by the generation of sidebands around
a carrier. This has been for example demonstrated with an acousto-optic modulator in
[Bouyer 96]. In this case, the phase correlation is automatically fulÞlled if optical path
length ßuctuations are well controlled. This technique, which is quite efÞcient, lacks ver-
satility in the tunability of the phase difference between the two lasers that can only be
tuned by changing the optical path.

¥ Instead, we decided to set two independent lasers. The frequency and phase relation be-
tween the lasers is ensured by a locking procedure that is presented in Þgure. 2.7. The
master laser (Raman 1: R1) is frequency locked to the|F = 1" + | F " = 1, 2" cross
over via the repumper laser (noted: Rep). This frequency lock is done using a Phase
Locked Loop (PLL, Analog device: mod. ADF4108). In this numerical electronic de-
vice, the frequency of the signal, which oscillates at the frequency difference of the lasers
(! f = f R1 ' f Rep) is numerically rescaled and compared to a quartz reference to ob-
tain an error signal. With this method, the absolute frequency of the masterf R1 can
be placed anywhere close to the repumper (! f < 8 GHz). Contrarily to what seems
to indicate its generic name, the PLL device is here used for a frequency lock and not
for a phase lock. In recent years, the technology of PLL (bandwidth and compactness)
has been optimized for the need of telephony, where they are used to lock Voltage Con-
trolled Oscillator frequencies. Their application to laser locking is recent and detailed in
[Banerjee 06, Appel 09a].

As described in Þgure 2.7, the slave laser (Raman 2:R2) is phase-frequency locked to the master
laser. This lock consists in down converting the laser frequency difference (! f = f R1 ' f R2 =
6.834GHz) around200MHz, by mixing the beatnote signal with a reference frequency. This
down converted signal is frequency compared to a tunable Local Oscillator (f LO ) 200MHz) in
a phase-frequency detector (ON Semiconductor, mod. MC100EP40). The error signal obtained
is feedback on the laser as described in Þgure 2.7. The resulting beatnote presented in Þgure
2.8b shows that the residual phase noise is below 10µrad.Hz! 1/ 2 at 10 kHz and reaches 3
µrad.Hz! 1/ 2 at 100 kHz.

Microwave frequency chain
A critical part in the lock of Raman lasers is the quality of the microwave reference. Actually,
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Figure 2.7:Scheme of the frequency and phase lock of the Raman beams
A frequency lock between Raman1 and Repumper is Þrst realized by the mean of a Phase

Locked Loop. The phase lock between Raman 2 and Raman 1 is done using a phase frequency
detector (PFD).
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(a) Optimization of the bandwidth of the phase lock: BW= 7GHz

(b) Optimization of the phase noise close to the carrier

Figure 2.8:Phase lock beatnote
This spectrum is obtained by a demodulation with the HP synthetizer (point A in Þgure 2.7).
The demodulation is introduced to suppress the phase noise of the synthetizers and to look

only for the residual phase noise of the lock.
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a high quality (high gain, high bandwidth) phase lock will copy the noise of the microwave
source on the Raman phase difference. The noise spectrum of Þgure 2.8 is measured relatively
to the microwave source, and shows that the phase noise performances of the lock are close to
standard performances. Nevertheless, the atoms will be sensitive to the absolute phase noise
and not to the relative one. It is then important to use a clean microwave source to drive the
atomic transition.

In that purpose, we designed in collaboration with the Syrte our own microwave reference
(Þgure. 2.9b). The basis of the design is a very low noise commercial5 ( 2 = 10 MHz crystal
reference (table 2.9a) on which a second100MHz reference is phased locked.

On one side, this100MHz frequency is divided by 10. The resulting 10 MHz are used as
our common reference for the electronics in the lab.

On the other side, it is multiplied by10, ampliÞed and sent to a non linear device (step
recovery diode, mod. HP 33005C). The7th harmonic (7 GHz) is Þltered (Bandpass cavity
Þlter, mod. BP7000-70-6CS) and used as the reference microwave. In order to create a tunable
frequency around 7 GHz, the signal is mixed with a synthetiser tuned around 160 MHz and
referenced to the 10 MHz output of the chain. All the phase noise of the chain is then ensured
by the quality of the reference crystal.

Frequency offset Phase noise

1 Hz -113 dBc/Hz
10 Hz -143 dBc/Hz
100 Hz -163 dBc/Hz
1 kHz -170 dBc/Hz

(a) Reference noise of the Blue top crystal.
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(b) Scheme of the Microwave frequency chain. SRD: Step re-
covery diode

Figure 2.9:Microwave frequency chain
On the left hand side are given the performance of the crystal measured by the manufacturer,

and on the right side is presented the electrical scheme that we implemented.

2.2 Apparatus for cold atom trapping

In this section, we will detail the apparatus where cold atomic sample are generated. The
underlying physics for cooling and trapping of atoms is brießy exposed. In a second part, we
present the vacuum and optomechanical design of our 2D and 3D MOT which are generated in
two different vacuum chambers.

2.2.1 Cooling and trapping of atoms

Laser cooling techniques have been developed and pushed forward in the 80Õs. This led to the
Nobel Prize of Steven Chu, Claude Cohen-Tanoudji and William D. Philipps in 1997. The key
idea of laser cooling is to use the radiative pressure exerted by light to slow down atoms. In
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this section we will limit our explanation to the 1D case, and introduce the main notions of
these techniques. For further details on atoms cooling and trapping, one can refer to [Chu 85,
Metcalf 03, Metcalf 01, Adams 97].

2.2.1.1 Cooling atoms

Because of the Doppler effect, two counter-propagating lasers with angular frequency" will
be absorbed differently depending on the relative atomsÕ velocity direction and modulus with
respect to the optical beams. If the lasers are tuned to the red of the atomic transition (" < " 0),
the atoms absorb preferentially from the beam counter-propagating its displacement. Because
of the momentum transfer associated with this absorption, the atoms are slowed down. A graph
of this dissipative force (Fdop) is presented on Þgure 2.10a.

Fdop = F0

&
" 2/ 4

(" ' kv ' " 0)2 + " 2/ 4
'

" 2/ 4
(" + kv ' " 0)2 + " 2/ 4

'
(2.3)

where" = 2 # ( 6.066 106 rad.s! 1 is the natural linewidth of Rubidium. One can see in Þgure
2.10a that the force is opposed to the atomic velocity, which makes it equivalent to a friction
force.

Remark

¥ The model presented before is based on a two levels atom. The cooling mechanisms
actually rely on the existence of a cycling transition that allows to repeat the process
of absorption. In87Rb, the transition(|F = 2" + | Fp = 3") is a good candidate.
Nevertheless the cooling laser can still excite the|F = 2" + | Fp = 2" transition.
From|Fp = 2", the atoms can spontaneously decay toF = 1 where they will no more be
sensitive to the cooling laser.|F = 1" is then called a dark state. An extra laser, called
repumper is needed to bring atoms back in the cycling transition.

¥ In addition, this description does not take into account the heating term due to the spon-
taneous emission linewidth. This effect limits in principle the lowest temperature achiev-
able to the Doppler temperatureTc,dop:

Tc,dop =
! "
2kB

= 144 µK, (2.4)

which corresponds to a mean kinetic energy per particule of! " / 2

2.2.1.2 Trapping

In order to gather a cold sample of atoms, a velocity dependent force that cools the atoms is
not sufÞcient. It is also necessary to make the force position dependent. For that purpose, the
atom-magnetic Þeld interaction is used (Zeeman effect). Hence, the energy of the atoms is
modiÞed through an interaction between an external Þeld (B) and the atomic magnetic moment
(µ). In the case of a magnetic splitting smaller than both the Þne and the hyper-Þne structure
[Steck 10], the interaction Hamiltonian isHB = µB gF

mF
! .Bz, whereµB = e!

2mec is the Bohr
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(a) Doppler friction force.
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(b) Zeeman splitting of energy levels

Figure 2.10:Cooling and Trapping mechanism
.

magneton andgF is the LandŽ factor (gF = 1/ 2 for F = 2 andgF = 2/ 3 for Fp = 3). The
splitting energy of an|F, mF " level is then:

! EF,m F = !F, mF |HB |F, mF " = µB gF mF Bz (2.5)

We consider now a magnetic ÞeldB = azez and two counter-propagating and circularly
polarized optical beams (Þgure 2.10b). Because of selection rules [Cohen-Tannoudji 96], a
* + beam authorizes only the|g, m = 0" + | e, m = +1 " transition, and a* ! authorizes the
|g, m = 0" + | e, m = ' 1" transition. For an atom inz > 0, this interaction brings the atom
closer to resonance for the* ! beams and takes it out of resonance for the* + beams. The radi-
ation pressure pushes the atom in the direction z=0 which creates the central force desired for
trapping.

In order to create such a linear dependence of the magnetic Þeld, two coils in an anti-
Helmholtz conÞguration are commonly adopted. The quadrupolar Þeld has the required linear
dependence in the 3 directions of space. The polarization of the six beams trapping beams is
adjusted to match with the direction of the gradient.

2.2.2 Two dimensional Magneto-Optical Trap

To produce the source of atoms for the 3D magneto-optical trap, different methods were pro-
posed and tested. Among them, chirped optical cooling lasers [Ertmer 85] or white light slower
[Hoffnagle 88] can be mentioned. The methods which are now the most commonly adopted
are:

¥ Dispensers are the easiest way to create a controlled vapor. They consist in a metallic
Þlament that contains solid Rubidium. In this Þlament can circulate a current. By Ohm
dissipation, the Þlament is heated and the Rubium sublimates, creating the desired vapor.
This technique is the simplest to increase the Rubidium vapor pressure but it has the
drawback that the atoms are not well collimated towards the trapping region and thus the
background pressure increases when dispensers are turned on. A high pumping rate is
needed to quickly recover the vacuum that allows the evaporation process to occur.
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¥ A Zeeman slower allows to extract a directed atomic beam from a hot vapor [Phillips 85].
This hot but directed atoms are slowed down by a laser counter-propagating the atomic
direction. A gradually decreasing or increasing magnetic Þeld allows to compensate for
the decreasing Doppler shift linked with the slowing down of the atoms, such that the
counter-propagating light stays on the red side of the atomic transition. This technique
is very efÞcient and allow to separate by differential vacuum the high pressure chamber
(oven) from the high-vacuum chamber. The main drawback of the method is the place
needed for the Zeeman slower (few meters).

¥ 2D-MOT loading is a technique that creates a slow jet of atoms that can circulate in
between two chambers that are separated by a differential vacuum stage. This technique
has been chosen in our set-up for its compactness and is described in the next section. For
a detailed analysis of 2D-MOT processes, one can refer to [Metcalf 01].

2.2.2.1 Principle

The technique involved in a 2D-MOT relies on the cooling mechanism described in section
2.2.1. As shown in Þgure 2.11a, two pairs of counter-propagating and circularly polarized
beams are applied in two transverse directions (x andy). Following the description given in
section 2.2.1 the atoms will be slowed down in these two directions. Using two pairs of coils
in anti-Helmhotz conÞguration, a gradient is created onx andy with a zero of Þeld at equal
distance of the coils. Using two pairs of coils as presented in 2.11a, the residual gradient onz
is cancelled at Þrst order. Atoms passing through the region of the beams will be trapped and
cooled alongx andy, but free to escape along the longitudinal directionz. This creates a jet of
atoms along z, with a low divergence due to the transverse cooling. To force the atoms in only
one longitudinal direction, a push beam is added to reverse the velocity of atoms propagating in
the undesired direction and push them towards the 3D-MOT region.

2.2.2.2 Design

Vacuum
The titanium vacuum chamber of the 2D-MOT and the whole opto-mechanical system are pre-
sented in Þgure 2.11b and 2.11c. The design is inherited from the Syrte where our 2D-MOT
has been assembled.

The Rubidium (1 g) is inserted in a glass cell which in turn is placed in a titanium Þnger.
Once the system is under vacuum, the glass cell is broken by a mechanical pressure on the
titanium Þnger and the Rubidium vapor is free to reach the 2D MOT chamber. The Þnger is
usually kept at room temperature but can be heated to increase the 2D MOT ßux.

The windows (15( 5 cm2) for the cooling laser are elongated to allow for a long trapping
region. For compactness reasons, the windows are glued to the titanium mount. A small hole (2
mm diameter and 2 mm long) followed by a5 cm long graphite piece with a conical hole (1.5
mm input diameter,5 mm output diameter) ensures the differential pressure operation of the
2D MOT chamber and the science chamber. The slow jet of atoms reaches the 3D MOT region
through this hole. The vacuum of the two chambers can be isolated by an all metal CF16 valve.
On the 2D MOT side, the vacuum was primarily pump to10! 6 mbar, before a 50 l/s getter pump
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(a) Schematic of the 2D MOT.

(b) Vacuum part of the 2D MOT
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(c) Opto-mechanics assembled around the 2D MOT

Figure 2.11:Two dimensional magneto-optical trap
Two pairs of counter-propagating beams decomposed over three region each generate a slow
jet of atoms that escape through a hole in the vacuum chamber. A push beam helps the atoms

to escape the 2D MOT chamber towards the 3D MOT region.
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Figure 2.12:Loading of the 3D MOT.
The trapping beams of the 3D MOT are suddenly turned on, and the ßuorescence of the MOT

is measured on a photodiode.

was started (SAES getters, mod. C50-St707). The vacuum on this side is maintained to about
10! 8 mbar with the getter alone.

Light and coils
As explained in 2.1.3, the light used for the 2D MOT is composed of repumper and cooling
radiations which are injected in the same Þber. The light is split in 3 with a commercial device
(SchŠfter + Kirchhoff, mod.1( 3) to create 2 cooling beams containing each20mW of cooling
and$ 0.5 mW of repumper, and 1 push beam made of0.5 mW of cooling and$ 10! 2 mW of
repumper.

In order to create a long layer of light to cover the windows, the cooling beams are ellip-
tically shaped with an aspect ratio of 2 and a beam waist of 10 mm on the long axis. As can
be seen in Þgure 2.11c, the layer is generated by the juxtaposition of three of these elliptical
beams. The circularity of the polarization is ensured by a rotating quarter wave plate. Each of
these6 = 2 ( 3 beams is retroreßected by a mirror on top of which is glued a1 inch quarter
wave plate.

The magnetic gradient needed for the trapping is generated out of 2 pair of rectangular coils
(15( 5 cm2). Only one pair is really needed, but using 2 pairs ensures the symmetry of the two
transverse trapping direction and cancel at Þrst order the residual longitudinal gradient. Each
coil is composed of100turns of1 mm diameter wires. All the coils are operated in series with
1.5 to 2 A. The zero of magnetic Þeld is adjusted on the axis of the hole using independent
adjustable resistances in parallel to the coils (few percent adjustability).

Performance
Using the adjustability of the magnetic Þeld and power cited above, this 2D MOT loads the 3D
MOT with more than5 108 at/s. We were able to fully load 3D MOT of a few109 atoms in
about 3 s.
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2.2.3 Ultra High vacuum set up

The design of the main chamber, the cavity and the coils were carried out as an ensemble.
All the drawings have been realized on Solidworks. The design of the 2D MOT and the main
chamber are independent except for a CF16 ßange that links the two. All the mechanical pieces
were realized in non-magnetic material. The chamber is completely done in 316LN stainless
steel. The closest mechanics to the atoms were done in titanium, bronze beryllium or copper.

2.2.3.1 Main chamber

The main chamber is designed to reach ultra high vacuum and contains the optical cavity as
well as the MOT coils. Hence, it has a high volume compare to standard UHV chambers. It is a
cylinder with inner diameter of25cm and height of30cm. The cavity and the coils are mounted
on the CF250 top ßange, which is turned upside down to close the vacuum chamber (see Þgure
2.13). This chamber includes as many optical ports as possible considering the optical access
left by the cavity and the coils. In particular, there are four CF100 windows (2 on the vertical
and 2 on the horizontal), 13 CF40 and 1 CF16. A precleaning of the cavity was realized by
baking the chamber to350¡C with only blank ßanges for 1 week. A second precleaning was
realized at 200¡C with the windows for 2 weeks. As described in 2.2.3.2, the coils had their
own precleaning. The cavity with the coils were inserted and the vacuum started with a turbo
pump mounted behind an all metal valve. When a vacuum of about10! 6 mbar was reached,
two (out of four)50 l/s getter pumps and two20 l/s ion pumps were started. The valve of the
turbo pump was then closed and the turbo pump removed to avoid vibrations. The chamber was
baked to80¡C for 2 weeks to prevent damages on the piezo-electric elements of the cavity.
To avoid magnetic Þelds, no gauge was installed on the chamber and the two ion pumps are
shielded. The sum of the two ion pump currents is below0.5 µA, which is probably the leakage
current. We have no precise value for the residual vacuum pressure, but the life time of the
MOT is about 20 s (see Þgure 2.16).

2.2.3.2 Coils under ultra high vacuum

Because the science chamber contains the cavity, it has big dimensions. Hence, if the coils had
been out of the vacuum chamber, we should have used about50 A to generates the 3D MOT
gradient. This would have unnecessarily constrained the experiment. To avoid such a problem,
the coils have been inserted in the science chamber itself. The design is presented in Þgure 2.15
and the drawings are given in appendix G. The V shaped design of the copper (OFHC) mounts,
that can be seen in Þgure 2.15b allows for a maximal optical access. To guarantee the overlap
of the cavity center and the zero of magnetic Þeld, the supports of the coils are Þxed on the
titanium (TA6V type) plate of the cavity. In this conÞguration, the coils and the mirror of the
cavity are both referenced to the same mechanical piece (titanium plate) which helps to achieve
the previously mentioned geometrical overlap.

When the coils are supplied, a thermal distortion of the cavity plane could appear. To prevent
for such an effect, the coils supports were attached to the titanium plate with machor ceramics
which are thermally insulating and UHV compatible. To allow for the thermal dissipation to
occur, the coil supports are linked to the science chamber via copper braids which avoid me-
chanical constraints.
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Figure 2.13:Overview of the complete vacuum system
The 2D MOT compact design is on the right and the science chamber containing the ultra-high

Þnesse cavity is on the left.
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The winding of the coils are made of kapton insulated copper wires. Their section is2.44(
1.2 mm. The wires are glued together to the support to guarantee the robustness. The glue is
Epotek H77 and was heated up to180¡C under nitrogen to dry. Each coils has 116 turns with
radii between50and77.5 mm and distances to the MOT between16and38.5 mm. Considering
the full geometry, we have2.2 Gcm! 1A! 1 and the coils are operated with4 A. To avoid Eddy
currents, the copper support are cut.

To carry the current in and out of the chamber, a CF16 electrical feedthrough in 316L stain-
less steel with 8 pins has been installed on the vacuum chamber. To avoid heating on the
feedthrough, each way of the current is split onto two pins of the ßange. Each pin can handle
15A with 1 kV.

Before the coils were included in the main chamber, they were baked to200¡C for 2 months
to allow for a maximal degassing. This long degassing time was mainly attributed to the air that
is captured deep in the coil wiring and that has then a low conductivity towards the pump. A
vacuum of4 10! 10 mbar was then reached at room temperature with no current in the coils and
with a100l/s pump behind50cm of a CF40 elbowed tube.

Remark: In order to create a bias Þeld for optical pumping or Rabi oscillations, we have the
possibility to switch the coils from anti-Helmholtz to Helmholtz conÞguration. In that case, the
coils create a bias Þeld of 17.4 GA! 1 at the position of the MOT.

To compensate for external parasite magnetic Þelds (e.g. earth Þelds), we settled the so
called compensation coils. These coils are three pairs of coils mounted in Helmholtz conÞgura-
tion. Each pair of coils compensate for the Þeld in one of the three direction of space such that
the residual magnetic Þeld is null. Hence when the 3D MOT coils are turned off, optical mo-
lasses and subdoppler cooling can be performed in a zero magnetic-Þeld environment. Along
the vertical, they create 31.8 GA! 1, in the axis of the 3D MOT coils they create 17.3 GA! 1 and
in the last direction they create 34.4 GA! 1.

2.2.3.3 Magneto-optical trap

In this section, we describe the optical arrangement and characteristics of the 3D MOT. As
presented in section 2.1.3, the two necessary frequencies for the trapping and cooling are in-
jected in the same polarization maintaining Þber. To send the radiation from the three directions
of space, the light is split in 3 different Þbers using 1x3 splitter (SchŠfter + Kirshoff). Each
retro-reßecting beam contains 0.5 mW of repumper and 20 mW of cooling and is collimated
to be sent on the atoms. The collimator are commercial couplers (SchŠfter + Kirshoff, mod.
60FC-M75) directly Þxed on the chamber itself. These couplers are composed of an achromat
lens to collimate the light with a6.75mm waist, followed by a quarter wave plate to create left
or right circularly polarized light. To simplify the set-up, we choose to retro-reßect the MOT
beams with a2 inch quarter wave plate followed by a 2 inch mirror.

Remark 1: This choice of retroreßected MOT beams simpliÞes the implementation since no
intensity balance is required. At the same time, it becomes critical to reach low temperature
in optical molasse, with the shadow effect on the Þrst path that unbalances the power of the
retroreßection.
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(a) Coils support.

(b) Disposition of the wire

Figure 2.14:The copper support of the coils
The V shape allows beams at 45¡ to access the atomic sample. The supports are directly

attached to the titanium plate of the cavity.

(a) One of the two 3D MOT coils. (b) Front surface of the coils

Figure 2.15:UHV coils support
The coils are winded on a copper support and are made of 116 winding each. The windings are

glued together to the support by epotek H77.
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Figure 2.16:Life time of the 3D MOT.
The 2D MOT is turned off and the decay of the ßuorescence of the 3D MOT atoms is

measured.

Remark 2: For more versatility, we have recently implemented a 3D MOT conÞguration
using 6 independent beams. The splitting in 6 beams is done by 1( 2 Þber splitters (Oz optics).

2.2.3.4 The optical cavity

The optical cavity properties are detailed in chapter 3. Figure 3.4 shows a picture of the me-
chanical layout that gives an idea of the involved geometry for the cavity and of the mechanical
connection between the 3D MOT coils and the cavity plane. Essentially, the cavity is composed
of four mirrors placed at the corners of a square of90mm diagonal. Some of the mirror mounts
can be actuated under vacuum for a precise alignment on the atoms.

2.3 Imaging system

The strong interaction of Rb atoms with optical light is of great interest. It allows for all the
trapping and cooling process previously mentioned but can also be used to image the atoms.
When a laser that is resonant with an atomic transition is shined on the atomic cloud, it is
partially absorbed by the atoms, and a shadow appears on the transmitted beam. Recording this
shadow is called an absorption imaging. The optical system which images this atomic shadow
on the CCD is presented in section 2.3.0.5. Another possibility to record an image of the sample
is to collect the light scattered by the atoms, hence realizing a ßuorescent imaging.

2.3.0.5 Imaging system

Our imaging system can be used with two different overall magniÞcations x1 and x4 which
are described in Þgure 2.18a. The Þrst stage of the optical system is a side object tele-centric
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Figure 2.17:Mechanical design of the cavity
Four mirrors hold at the corners of a 90 mm diagonal square. The mirror mounts are

referenced to a 15 mm thick titanium plate on which are also Þxed the coils

telescope described in the next paragraph. The Þrst lens of the telescope is placed at 220 mm
from the atomic ensemble. The image created by the telescope is taken by a microscope ob-
jective x5 or x20 (Zeiss, mod. Fluar) which are inÞnity-corrected followed by a microscope
lens tube which images the atomic cloud on the sensor of the camera (Apogee). Using the x5
objective, the point spread function of the system is limited by the microscope objective x5 to
about ¯ = 2.44$

NA = 38 µm in the object plane (NA=0.05) and the depth of Þeld is312µm. Using
the x20 objective, the point spread function of the system is limited by the telescope to about
¯ = 13 µm in the object plane (NA=0.13) and the depth of Þeld is46 µm. The adjustment of
the focus is realized by micro-positioning the microscope objective.

Telecentric objective
The two-side tele-centric telescope (Schneider optics, mod. Xenoplan1:5) has been character-
ized on the Zygo laser interferometer of the Institut dÕOptique, Graduate School. The telescope
has an input numerical aperture of 0.13 (output NA = 0.65) and a magniÞcation of 1/5 with a
working distance of270± 75mm. As shown on Þgure 2.19, the telescope is actually diffraction
limited on all its numerical aperture. The test has been realized at632nm with NA = 0.125.
The Strehl factor of this telescope is 0.945 on axis, 0.937 out of axis by 2 degree and 0.997 for
half the full NA and out of axis by 2 degree.

Technical notes:

¥ Telecentric telescope Xenoplan 1/5 : NA 0.13, working distance (WD)270± 75mm.

¥ Microscope objective Zeiss Fluar x5 : NA 0.25, WD12.5 mm, Transmission (T)> 85%.

¥ Microscope objective Zeiss Fluar x20 : NA 0.75, WD0.6 mm, Transmission (T)> 90%.
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Figure 2.18:Imaging system.
The imaging system is made of a telecentric objective that transports the image out of the
vacuum chamber. The image created is conjugated with the CCD plane by a microscope

objective. This conÞguration allows to switch easily from an overall magniÞcation of 1 to 4
simply by changing the microscope objective.
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Figure 2.19:Modulation Transfer Function of the telescope.
The dashed line are theoretical prediction and the dotted and plain lines are measurement
realized on axis and 2¡ off axis. The MTF of the telescope shows that it is very close to be

diffraction limited on all its aperture.

¥ Lens tube edmund optics : focale164.5 mm, WD120± 10mm.

2.3.0.6 Absorption imaging

In most of the experiment described in the following, the detection of the atoms is realized with
an absorption imaging. This technique measures the local optical density of the cloud integrated
along one direction z.
The atomic cross section for atoms on the cycling transition (|F = 2, mF = 2" + | Fp = 3, mF = 3")
is given by [Steck 10]:

* =
3' 2

2#
1

1 + ( 2%
" )2 + I/I sat

(2.6)

where" = 2 # 6.066 106 rad.s! 1 is the natural linewidth,I sat = 1.67mW.cm! 2 is the saturation
intensity, and+the angular frequency detuning of the probe with respect to the atomic transition.

In our experiment, the quantization axis is not well determined. Hence it is not possible to
deÞne a* + polarization of the light and the absorption cross section is reduced by a factor 2.13
[Steck 10].

Using a Beer Lambert law for the intensity, one Þnds :

I (x, y) = I 0(x, y) e! &
R

' (x,y,z )dz (2.7)
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x 2
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+ y 2

2! 2
y

+ z2

2! 2
z

*

(2.8)

where, is the atomic density that is assumed to have a Gaussian distribution andN0 the number
of atoms of the cloud.
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After the integration over the propagation axis and the integration of the 2D image on one
direction (y), one Þnds the optical density proÞle:

+
ln

, I (x, y)
I 0(x, y

-
dy = ' *

N0%
2#* x

e
!
)

x 2

2! 2
x

*
=

.
ln

, I (x, yi )
I 0(x, yi )

-
+y (2.9)

where+y is the pixel size.

Fitting the projected image, one obtains the number of atomsN0 as well as the size of the
atomic cloud (* x ).

The evolution of the size of the cloud after a time-of-ßight is governed by the initial mo-
mentum distribution of the atoms in the cloud and characterizes the temperature of the cloud:

* 2
x (t tof ) = * 2

x (t tof ) +
kB T
m

t2
tof (2.10)

This expression is valid for sufÞciently diluted cloud (,a 3 << 1) and for non degenerated
samples with a Maxwell-Boltzmann distribution., is the atomic density anda = 5.77 nm the
s-wave scattering length.

2.4 Summary

In this chapter, we have presented the main technical characteristics of the experimental appa-
ratus.

We have described the extended cavity diode laser used in the experiment and shown the
different locking circuit that have been realized. The reference laser is the repumper laser
which is locked by saturation spectroscopy. The other lasers are locked to the repumper using
beatnote techniques in a versatile way. An optical bench to drive two photons Raman transitions
and involving a phase lock has also been realized.

The vacuum system consists of a titanium made 2D MOT chamber and a non-magnetic
stainless steel science chamber where the high Þnesse cavity sits. Special coils have been de-
signed to be mounted under vacuum.

The imaging set-up has been designed and implemented to be situated at 30 cm from the
atomic sample while keeping a high numerical aperture (NA=0.13). The system has been char-
acterized and is diffraction limited for this numerical aperture.
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The high Þnesse cavity is at the heart of our experimental apparatus and is its peculiar
element. The four mirrors geometry in a crossed conÞguration makes it quite speciÞc to trap
atoms. Since it is a novel geometry for cold atoms experiment, a care has been given to properly
understand its characteristics. The cavity has been chosen to be resonant both at 1560 nm and
780 nm. The radiation injected in the cavity at 1560 nm has the purpose to trap the atoms in a far
off-resonance optical dipole trap (FORT). As the waist chosen for the optical mode geometry are
about 100µm, a Þnesse of a few thousands is enough to create a trap with a depth of a mK using
laser power that are only in the range of 1 W. On the contrary the 780 nm resonance that is used
to enhance the quality of the nondemolition measurement, should in principle always beneÞt
from a higher Þnesse (see for example section 5.3.4.2 or 6.3 or [Lye 03]). In that context, we
searched for a manufacturer that could make the highest Þnesse possible at 780 nm ($ 100000)
with the constraint of keeping a Þnesse of a few thousands at 1560 nm.

The choice of a trapping with a radiation at 1560 nm that is the double of 780 nm was not
fortuitous and was led by the idea to reference the 780 nm cavity resonance to the87Rb lines
using the 1560 nm lock. This locking of the cavity length that is still prospective in our current
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set-up is detailed in section 6.3. In this perspective, locking the cavity length at a frequency for
which the Þnesse is "low" may seem problematic to perform a measurement at a high Þnesse
(low linewidth) frequency. Actually if it is true that the absolute frequency stability of a lock is
proportional to the cavity Þnesse, it is important to remember that it is also proportional to the
square root of the optical power used to extract the error signal. Hence in our present case (see
section 6.3 for details), the low frequency at 1560 nm can be compensated by a higher optical
power which should in principle allow to approach the optimal situation where all the cavity
length ßuctuations are cancelled.

In this chapter, we will present a detailed study which has been led on the cavity. At Þrst,
we will discuss the intrinsic properties of the geometries that have been considered for the
experiment. We will then focus and describe in detail the features of the chosen conÞguration
and its experimental realization. We introduce at Þrst the formalism for the description of
optical cavities and apply it to derive the fundamental mode proÞle as well as the stability
conditions. The expected and measured spectrum of the transverse modes are then compared
and give informations on the astigmatism in the cavity. The fundamental mode of the cavity that
is used for the trapping of atoms is characterized via an indirect measurement of the divergence
of the output mode, but also via an in-situ nondemolition measurement that uses the atoms as a
sensor. At last we detail the locking procedure that has been realized.

3.1 The considered geometries

In this section, we present the three geometries that have been foreseen in the experiment.
We Þrst give some qualitative arguments to understand their behavior, and brießy describe the
experimental characterizations that were led before our Þnal choice was made (section 3.1.2).
The description of the butterßy cavity that has been Þnally implemented is given in detail in
section 3.2.

The geometries were analyzed in regard of the following requirements:

¥ the ability to switch between running and standing waves in the resonator. Hence, linear
cavity were excluded of the discussion,

¥ the possibility to reach high conÞnement in the dipole trap which involves to aim at small
cavity mode waists. The conÞnement of a trap plays a crucial role to reach a high atomic
density and then to start the evaporation process that leads to the condensation,

¥ the optimization of the loading of atoms from the MOT to the dipole trap. This is obtained
by creating a good overlap between the MOT volume and the cavity mode with the use of
large cavity mode waist, that is contradictory with the previous point.

These requirements led us to study the geometries presented in the following section and to
look for the best compromise possible.

3.1.1 Different possible geometries... but a common description

Given the requirement of high conÞnement and our will to use traveling waves, we compared
the 3 mirrors geometry (Þgure 3.1a, called triangle), the 4 mirrors geometry (Þgure 3.1b, called
butterßy), the 5 mirrors geometry (Þgure 3.1c, called star). The position of the atoms in these
different geometries is represented by the red spot.
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(a) 3 mirrors geometry : tri-
angle cavity

(b) 4 mirrors geometry : butterßy
cavity

(c) 5 mirrors geometry : star ge-
ometry

Figure 3.1:Geometry considered for the cavity

In the following of this section, we forget about the astigmatism of the cavity that will be
discussed in section. 3.2.2.2.

As the plane mirrors are only folding the space, it is clear in Þgure 3.1 that the star geometry
and the triangle geometry are quite equivalent. But there is one major difference: in the triangle
geometry, the atoms are placed at the closest waist from the curved mirrors while it is the reverse
for the star geometry.

The butterßy geometry can also be brought back to the triangle case considering that the
upper part of the cavity is the symmetric of the lower one. A plane mirror placed at the center
would preserve the mode geometrical properties.

Studying the stability of the 3 mirrors conÞguration, one can see that there exists actually
two different stability regimes that lead to an inverted ratio of the waist in A and B:

¥ f = R
2 > L 1. In that condition, the waist in A is smaller than in B. This condition would

be the one to apply for 3.1b and 3.1c to have the tightest conÞnement on the atoms.

¥ f = R
2 < L 2. In that condition, the waist in B is smaller than in A. This condition would

be optimal for 3.1a.

More generally, it can be intuitively understood by the fact that the waist in A and B are
reciprocally imaged by the curved mirrors. The smallest waist is the one whose distance from
the curved mirrors is closer to the focal length.

3.1.2 Triangle and star geometry

In this section, we describe the coupling efÞciency that can be reached in the triangle and star
geometries, and determine the Þnesse of such cavities.

3.1.2.1 Coupling efÞciency

Looking to the stationary equation for the propagation of the electric Þeld at each interface,
we calculate the inner and transmitted Þeld in the cavity. In the following, the results will be
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Figure 3.2:Notation for the electric Þeld in the cavity.
The reßection and transmissionr andt are considered to be identical for all the mirrors.

presented in two columns. The Þrst describes the triangle geometry and the second the star
geometry.

DeÞnition:
The Þeld amplitude reßexion, transmission and losses of the mirrors are notedr , t and- re-
spectively. The cavity reßection and transmission are noted (R,T) in amplitude and (R,T ) in
intensity. We noteEi andEr the complex amplitude of the incident and reßected electric Þeld
on the mirror M andEc the complex amplitude in the cavity (see Þgure 3.2).

In the stationary limit, we have:

Triangle cavity Star cavity

Ec = t Ei + r 3Ec eikL Ec = t Ei + r 5Ec eikL

Er = tr 2 Ec eikL ' r Ei Er = tr 4 Ec eikL ' r Ei

(3.1)

Solving these equations, one Þnds the reßectivity (R) and transmission (T ) coefÞcients,
which should verifyR + T = 1 for a lossless cavity.

Triangle cavity Star cavity

R =
"
"
"Er

Ei

"
"
"
2

= r 2 1+ r 2! 2r cos(kL )
1+ r 6! 2r 3 cos(kL ) R = r 2 1+ r 6! 2r 3 cos(kL )

1+ r 10 ! 2r 5 cos(kL )

T =
"
"
"Et

Ei

"
"
"
2

= t4 r 2

1+ r 6! 2r 3 cos(kL ) T = t4 r 6

1+ r 10 ! 2r 5 cos(kL )

(3.2)

The coupling efÞciency (C) is deÞned as the part of the energy which is not reßected, i.e.
C = 1 ' R . It can be experimentally easily estimated by measuring the reßected power in
and out of resonance.

From 3.3a, the coupling efÞciency increases for a decreasing reßectivity. Indeed, in the low
reßectivity limit, we are approaching the free space condition where all the light is transmitted
(no mirrors),i.e. the coupling converge to 1.
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Figure 3.3:Reßectivity of the cavities in p polarisation
The theoretical limit to the coupling efÞciency is presented in dashed line on the Þgures.
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In the high mirror reßectivity limit, Þgure. 3.3a shows that the more mirrors are involved,
the lower the coupling efÞciency. In the case of the Fabry-Perot cavity, the coupling efÞciency
is 100%whatever the mirrors reßectivity. This happens because the transmission of the Þrst
mirror perfectly matches the reßection of the second mirror. In other terms, the contrast of the
interference on the Þrst mirror is full: the cavity is impedance matched for the propagation of
light. For additional mirrors added in the cavity, the contrast of the coupling interference on
the Þrst mirror is lowered and part of the light is reßected. In our experimental realization,
this property was well veriÞed for the triangle geometry but not for the star geometry that
exhibits a higher coupling than expected (see Þgure. 3.3c). Our explanation holds on the angle
of incidence on the mirrors and on the calculation that assumes identical reßectivity for the
mirrors. The mirrors used were treated to have an optimal reßection for an angle of incidence
of 0¡. In the case of the star geometry realized experimentally, the input mirror had an angle of
incidence of 45¡ while the others had about 20¡. The high angle of incidence on the in-coupling
mirror probably lowers its reßectivity, and allows to approach the case of impedance matching
(r1 ) r 2.r3.r4.r5).

The coupling efÞciency obtained experimentally for the triangle and star geometries were
respectively80%and87%.

3.1.2.2 Finesse

Another important characteristic of a cavity is its ability to store the light, or in other terms the
average number of turns that a photon realizes before it exits the cavity. This parameter is called
the Þnesse of the cavity. The Þnesse is related to the average propagation distance in the cavity
over the lengthL of the cavity. It is also the ratio of the frequency distance between two adjacent
longitudinal modes (Free Spectral Range - FSR) over the width of the cavity transmission.

F =
! . F SR

+.cav
, (3.3)

where! . F SR = c/L is the FSR frequency, and+.cav is the spectral width of the cavity trans-
mission, which is linked to the coherence length of the cavity and is inversely proportional to
the decay time( of the cavity.

In equation 3.2, the denominatorD deÞnes the width of the cavity resonance (+.cav) and
can be rewritten as:

D = (1 ' r 3)2(1 + m1 sin2(kL/ 2)) D = (1 ' r 5)2(1 + m2 sin2(kL/ 2))
m1 = 4r 3

(1! r 3)2 m2 = 4r 5

(1! r 5)2

(3.4)

The linewidth of the cavity is measured at half width at half maximum (HWHM) of the reso-
nance line and corresponds to the condition:

k
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=
#L
c

&
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+.cav
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'
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%

m
. (3.5)

The cavity linewidth and the free spectral range are then given by:

+.cav = 2#
2c

%
mL#

, (3.6)

! . F SR = 2#
c
L

. (3.7)
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Combining these two results, one obtains the Þnesse in the form:

F =
#
2

%
m (3.8)

Such a deÞnition of the Þnesse shows that it is an increasing and unbound1 function of the re-
ßectivity. Even if the coupling efÞciency gets down with reßectivity, it is always proÞtable to
increase the reßectivity of the mirror if the losses of the cavity can be neglected. Considering
the speciÞcations of the mirrors, the Þnesse were calculated to be417and250for the triangle
and star cavities respectively. Their experimental measurements gave60 for both geometries.
This discrepancy is essentially attributed to the mirrors that were not taken at their speciÞed
angle of incidence (AOI).

Remark: The cavities have also been tested in s polarization (, to the cavity plane) for which
they give Þnesse of160 and 105 with coupling efÞciency of41% and 28% for the triangle
and the star geometries respectively. This polarization dependence of the mirrors is linked
to the nonzero angle of incidence that allows to differentiate the two polarizations (Fresnel
coefÞcients).

3.1.2.3 Optical beam dimensions

We focus now on the size of the single trapping beam of the triangle and star geometries. All
the relevant deÞnitions for Gaussian beams are given in section 3.2.2.1.

To perform an evaporation in a atomic trap requires high atomic densities. To reach these
densities, a tight trapping of the atoms has to be obtained. In the case of an optical dipole trap,
the trapping frequencies are mostly determined by the beam size which should be typically
below 200µm. Hence, for a tight trapping in the transverse direction, the waist (w) should be
less than 200µm. The characteristic length for the conÞnement in the longitudinal direction
of a Gaussian beam is called the Rayleigh rangezR = #w2/' . To respect the same condition
on the dimension in the longitudinal direction,i.e. zR < 200µm, the waist of the beam would
actually be limited to10 µm at 1.56 µm. This waist dimension would be a priori technically
feasible but would require to operate the cavity close to the unstable limit of the concentric
geometry. Indeed, in this limit, the waist at the center of the cavity approaches the diffraction
limit (w ) '/ 2). There are nevertheless some drawbacks to such a situation.

¥ Beams with small waist, are highly diverging/ # '/w 0. Hence, the mirrors need to be
close to the cavity center so that they can be used under high numerical aperture while
preserving the beam from aberrations. This proximity of the mirrors constrains the optical
access needed for all the cooling and trapping operation. In that perspective, the star
conÞguration has the advantage to have its tightest waist the furthest from the mirrors.

¥ To operate a cavity close to an instability limit is technically difÞcult since the length of
the cavity becomes a very critical parameter. For example, during the bake out the system
for degassing, the cavity length may change so that the cavity becomes unstable.

1Only true in a lossless cavity as will be discussed in 3.2.7
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¥ When considering to obtain a quantum degenerate sample in a cavity, a crucial parameter
is to reach high densities. For that, not only the trapping frequencies are important pa-
rameters but also the number of atoms loaded from the MOT into the dipole trap formed
by the cavity mode. Regarding this second constraint, a dipole trap with a waist of10µm
is completely unadapted to load atoms from a MOT that has typical dimensions of a few
hundredµm.

Considering these geometrical arguments, we converged to the crossing cavity geometry
(see Þgure 3.3b) in which the Rayleigh range does not play any role. The strong constrain on
the waist dimension,i.e. w ) 10µm, is then removed. This geometry allows at the same time
for high trapping frequencies in all directions, and for a high volume of capture with waist of
the cavity beam that can be about100µm. On the other hand, this geometry has the drawback
that interferences between the two arms can appear in the crossing region. The pattern of the
interference is linked with the position of the mirrors and will then shake with acoustic noise,
inducing heating of the atomic sample. To avoid the interference, we use light polarized in
the plane of the cavity and we Þnely adjust the angle between the two crossing arms to 90¡. A
second drawback is due to the fact that for the butterßy cavity all the waists are positioned inside
the cavity while the triangle and star cavities have waists on the plane mirrors. This geometrical
difference makes mode matching more difÞcult to achieve.

3.2 The Butterßy geometry

In this section we present a detailed analysis of the cavity used in the experiment. We give its
mechanical design and describe the geometrical properties of the mode and the spectral response
of the cavity. A last part is dedicated to present the locking scheme of the 1.5µm laser to the
cavity.

3.2.1 The a priori cavity properties

3.2.1.1 Geometry and mechanical design

The cavity adopted for this experiment is a four mirror cavity with two arms crossing at its
center as presented in Þgures 3.1b and 3.4a.

The cavity, shown in 3.4, is made up of four mirrors placed at the corners of a square with
a diagonal of90 mm. All the mechanical components of the cavity are realized in titanium
to maintain a low magnetic environment for the trapped atoms. The size of the cavity results
from a compromise to maximize the optical access while minimizing the cavity mode to en-
sure a tight trapping. For a polarization in the cavity plane, the square geometry enables a90¡
crossing angle which avoids an interference pattern in the crossing region. The mirrors are all
identical and are plane-concave with a radius of curvatureR = 100 mm. They have a diameter
of 1/ 2 inch. With the notations of Þgure 3.1b, we are in a conÞguration whereL1 $ f = R/ 2
which corresponds to a concentric cavity. Considering in addition the astigmatism, we are ac-
tually very close to the concentric cavity case for the horizontal direction (see Þgure 3.14).

All the parts are tightly mounted on a15 mm thick titanium plate, which gives its stability
to the mechanical design. Two mirror mounts allow an axial degree of freedom (/ y) for air
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(a) Scheme of the cavity geometry

(b) The inner cavity set up

Figure 3.4:The crossed cavity conÞguration
The cavity is a square of 90 mm diagonal, and all the mirror mounts are mechanically

referenced to titanium supporting plate. Under vacuum, two mounts are completely Þxed
whereas the two others can be piezo actuated. One mount realizes the coarse alignment and the

other one gives the Þne adjustment of the cavity length.

alignment but are completely Þxed once under vacuum 3.5a. One mount (Þgure 3.5b) is hold
with an exact constraint design (point-line-plane), in which the screws are newfocus picomotors
(Newfocus, mod.4301). These linear actuator can be driven under vacuum and allow for a coarse
alignment of the cavity, necessary to vertically overlap the two crossing arms. The last mount
(Þgure 3.5c) is adapted from a nano positioning system (Madcitylabs, mod. M3Z) ; it is a 3
axis (/ x , / y, z) piezo actuated titanium mount with maximal angular displacement of 2 mrad
and translation of50 µm. It allows for a Þne adjustment of the cavity crossing angle and for a
dynamical control of the cavity length (20Hz - bandwidth).

To Þx the mirrors in these mounts, the mirrors are inserted in an adjusted hole and com-
pressed onto a front reference plane. In each mount a care was given to mechanically reference
this front plane. Following the study presented in section. 3.2.3.2, the position tolerance was
Þxed toT0 = 100 µm and an angle tolerance of/ = 100 µrad was accepted

To avoid mechanical distortion on the mirrors, special oÕring string have been designed and
fabricated in Bronze-Berrylium which is a non-magnetic and elastic material. These oÕring
compress the mirror from the back (see Þgure 3.5a).
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(a) Cavity axis deÞnition

(a) UHV Þxed mount (b) Two axis, high tunable range
mount

(c) Three axis Þne piezo con-
trolled mount

Figure 3.5:UHV mirror mount mechanics.
Under vacuum, two mounts are completely Þxed (a). Among the two others, one is actuated by
picomotors and gives a coarse alignment of the cavity whereas the other is actuated by piezo

element and give a continuous and Þne adjustment.

3.2.1.2 Mirror datasheet

The high reßectivity mirrors were ordered from ATFilms. On the back side, the surface is plane
and is anti-reßection coated at both1560nm (r 2 = 0.03419%) and780nm (r 2 = 0.07929%).
The front is a concave surface with100 mm radius of curvature. It has a superpolish Þnish
(roughness < 5 •). The transmission of the front side ist2 = 0.03776%at 1560nm andt2 =
0.001545%at780nm.

These are manufacturer measured data on a dark background, i.e. the high quality reßexion
is measured by the transmission leaks.



3.2 The Butterßy geometry 55

3.2.1.3 Coupling efÞciency and Þnesse expression

The formalism used in 3.1.2 is applied to model the coupling mechanism of the Þeld in the
cavity. In a stationary limit, one has:

Ec = t Ei + r 4Ec eikL , (3.9)

Er = tr 3 Ec eikL ' r Ei . (3.10)

This leads to a Þeld (R(" ), T(" )) and intensity (R(" ), T (" )) coefÞcients of the form:

R = Er
Ei

= t2r 3eikL

1! r 4eikL ' r R =
"
"
"Er

Ei

"
"
"
2

= r 2

1+ r 8! 2r 4 cos(kL )

T = Et
Ei

= t Ec
Ei

= t2

1! r 4eikL T =
"
"
"Et

Ei

"
"
"
2

= t4

1+ r 8! 2r 4 cos(kL )

(3.11)

wherek = "/c is the wavevector of the light.

The maximal coupling that can be achieved if all the mirrors are identical is:

C = 1 ' R (" ) = 1 ' r 2 1
(1 + r 2)2

) 75%. (3.12)

As in section 3.1.2.2, the denominatorD of equation 3.11:

D = (1 ' r 4)2(1 + m sin2(kL/ 2)), (3.13)

where:

m =
4r 4

(1 ' r 4)2
, (3.14)

leads to the expression of the Þnesse:

F =
#

%
m

2
=

#r 2

1 ' r 4
= 4160 at 1560 nm and F = 101 668 at 780 nm.(3.15)

The value given in 3.12 and 3.15 are theoretical values calculated from the speciÞcations. They
have to be compared to the measured ones which are presented in section 3.2.6.

3.2.2 The gaussian mode : TEM00

Gaussian proÞles and more generally Hermite-Gauss or Laguerre-Gauss beams are very useful
in optics. They have the property to be self consistent, which means that during their propaga-
tion, they change size but not shape. In addition, it is possible to prove with Huygens integral
formalism [Nicolas 05], that they also conserve their shape while going through a linear optical
system.
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3.2.2.1 DeÞnition of the cavity modes

In this section, we will give some deÞnitions and formulas relevant to the context of this
manuscript. All the following formulas on Gaussian beams can be derived directly from the
Helmholtz equation of propagation of Þeld in free space:

&
- '

1
c2

02

0t2

'
E(r, t) = 0 . (3.16)

In the case of a time separable electric-ÞeldE(r, t) = A(x , y, z) ei( # t ! k.z), the wave equation
3.16 simpliÞes to its equivalent on the Þeld spatial amplitude:

)
- + k2

*
A(x, y, z) = 0 . (3.17)

In the paraxial approximation ((A
(z << kA and ( 2A

(z 2 << k 2A . sin(/ ) << 1), the expression
3.17 becomes:

&
- # A ' 2ik

0A
0z

'
= 0. (3.18)

If the x andy coordinates can be further separated, which is true for an astigmatic cavity, the
complex amplitude of the electric Þeld is found to be the Hermite-Gauss functions:

E = E0
w0

w(z)
! m(

%
2x

" (z)
)! n(

%
2y

" (z)
)e

ã
! i k ( x 2+ y 2 )

2q( z )

Ç

e(! ikz + i (m+ n+1) ) (z)) , (3.19)

where

! (1) =
Hm(1)

#
2mm!

%
#

e

ã
! " 2

2

Ç

, (3.20)

Hn(x) = e
x 2

2

&
x '

d
dx

' n

e! x 2

2 , (3.21)

andHm is thenth Hermite polynamial withH0(x) = 1 , H1(x) = 2 x andH2(x) = 4 x2 ' 1.

With this formalism, the fundamental mode is a Gaussian mode that takes the form of:

E = E0
w0

w(z)
e

Ò
! i kr 2

2q( z )

Ó

e(! ikz + i) (z)) (3.22)

= E0
w0

w(z)
e

Ò
! r 2

w 2( z )

Ó

e
Ò

! ikz ! i r 2

2R ( z ) + i) (z)
Ó

. (3.23)

In equations 3.19 to 3.23, we have used the following deÞnitions:

¥ q(z) = ( 1
R(z) ' i$

*w 2(z) )
! 1 is the complex curvature of the beam,

¥ R(z) = z
&

1 +
,

z
zr

- 2
'

is the wave front curvature,
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Figure 3.6:Gaussian beam proÞle and deÞnitions

¥ w0 is the beam waist at the focus andw(z) = w0

/

1 +
,

z
zr

- 2
the beam waist at distance

z,

¥ zr = *w 2
0

$ is the Rayleigh range,

¥ &(z) is the Gouy phase of the mode [Gouy 90b, Gouy 90a].

The intensityI (z, r) = 20nc|E (r,z )2 |
2 of the fundamental mode writes:

I (r, z) = I 0

&
w0

w(z)

' 2

exp
&

'
2r 2

w2(z)

'
(3.24)

whereI 0 stands for the maximum intensity at the center of the beam, and is linked to the power
P0 throughI 0 = 2P0

*w 02

Remark 1: Harmonic oscillator
When the Þeld complex amplitudeA(x, y, z) = B(x, z).C(y, z) is transversally separated, it
is possible to show [Steuernagel 05] that the paraxial approximation of the Helmholtz equation
is equivalent to the Schršdinger equation of the harmonic oscillator. It is then not surprising
that the proÞle of the optical mode corresponds to the space proÞle of the harmonic oscillator
eigenstates.

Remark 2: Useful formula for beams characterization
In the context of Gaussian beams, we give here some useful formula for the waist characteri-
zation when realizing a Foucaultage. The Foucaultage consists to cut progressively part of the
beam and to measure the remaining and normalized power:

Pr (z) =

0+ $
x= !$

0+ $
y= a I (x ' x0, y ' y0, z)dxdy

P0
. (3.25)
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Deriving this signal, one re-obtains the Gaussian proÞle. For an intensity proÞle centered in
(x0, y0), and using equation (3.24), the expression 3.25 can be simpliÞed in:

Pr (z) =
1
2

1

1 + erf

1 %
2(y ' y0)
w(z)

22

, (3.26)

where erf(z) is the error function deÞned as:

erf(a) =
2

%
#

+ a

y=0
exp (' y2)dy. (3.27)

3.2.2.2 ABCD Matrix study

The Gaussian beams introduced in the previous section are self consistent proÞle, and the only
parameter to be determined during their propagation is their complex radius of curvatureq(z).

Introduction to the ABCD formalism

The ABCD formalism introduced in [Kogelnik 66] expresses the idea that the geometrical prop-
agation parameters (y,$) evolve linearly when the light propagates through passive optical sys-
tems (Þg. 3.7a). They can thus be expressed using a matrix formalism (3.7). In the context of
optics, it is called the ABCD formalism. Such a formalism makes the beam rays calculation
very systematic and easy to implement.

! !"
"

(a) Effect of an optical system.

&
y/

$/

'
=

&
A B
C D

' &
y
$

'

Figure 3.7:ABCD formalism

As an example, we give in 3.1 two commonly used matrices: the free space and lens matri-
ces.

Free space Lens

&
1 L
0 1

' &
1 0

' 1
f 1

'

Table 3.1:Commonly used ABCD matrices.

The propagation of an electric Þeld can be calculated using the Huygens-Fresnel integral :

E(x", y") =
i

'L

+

#
E(x, y)

exp (' ikMM ")
MM "

dxdy (3.28)
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which describes the fact that each point in space is emitting a spherical wave.

Using the Huygens integral of equation. 3.28 on a Gaussian beamE(x, y) for which the trans-
verse direction (x",y") can be calculated from ABCD laws, it is possible to derive [Siegman 86]
a formula for the evolution of the complex curvatureqf introduced in 3.2.2:

qf =
Aqi + B
Cqi + D

(3.29)

whereA, B , C andD are the element of the propagation matrix through the system andqi is
the initial complex radius of curvature. To determine the Gaussian properties of a beam after
propagation, one Þrst calculates the ABCD matrix of the optical system by multiplying all the
individual matrices and applies 3.29 to obtain the beam properties at the output.

Off axis mirrors

A concave mirror of radius of curvatureR acts as a lens of focal lengthf = R/ 2 that also
modiÞes the direction of the optical axis. This does not make any difference for the beam
proÞle but allows to recycle the space.

As it can be seen on Þgures 3.8a and 3.8b, when a mirror is taken off axis by an angle/ ,
the focal distance is no moreR/ 2 but depends on the direction with respect to the plane of
incidence. The optical proÞle will have a focalf x = R/ (2 cos/ ) for the x direction (, to
the incident plane) andf y = R cos(/ )/ 2 for the y direction (0 to the incident plane). This is
illustrated on Þgure 3.8 and makes the cavity strongly astigmatic. This astigmatism of the mirror
purely results from geometrical considerations and is strictly equivalent to the astigmatism of a
tilted lens.

fy

(a) Beams traces in yOz plane

fx

(b) Beams traces in xOz plane

Figure 3.8:Ray traces
Off axis mirrors are astigmatic. The ray traces show that the focal (crossing) point of parallel
traces depend on the direction with respect to the plane of incidence (orthogonal, xOz or parallel
yOz).

yOz plane xOz plane

f y = R
2 cos (/ ) f x = R

2 cos (! )
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Figure 3.9:ProÞle of the beam along the optical axis for 1560 nm radiation.
These proÞle are obtained by applying the ABCD formalism in which is including the

correction of focal due to the nonzero angle of incidence. The astigmatism arises from the
astigmatism of off-axis reßection on curved mirrors.

Waist proÞle of the fundamental mode

It has been shown that the complex radius of curvatureq(z) could be expressed fromq(0)
and the propagation matrix:

M (z) =
&

A B
C D

'
. (3.30)

Since the proÞle is auto imaged by the cavity mirrors, we have :

q(Lc) = q(0) =
Aq(0) + B
Cq(0) + D

(3.31)

whereA, B , C andD are the matrix coefÞcients of one round trip in the cavity starting from
z = 0.

The expression 3.31 determines the size of the waist at any place in the cavity. Figure 3.9
shows the beam proÞle for the two eigen-directions of the cavity (, and0 to the cavity plane).
Because the mirror focal length is smaller in the cavity plane, the cavity gets closer to instability
in this direction (part 3 of Þgure. 3.14). As can be seen in Þgure 3.9, the beam waist is smaller
in the cavity plane.

For a1560nm radiation, this calculation allows us to predict a priori a waist in the cavity
plane ofw%= 81 µm andw# = 128 µm perpendicular to this plane. This gives Rayleigh ranges
of zr, %= 13.2 mm andzr, # = 34 mm respectively.

For 780nm wavelength, the same calculation givesw% = 57.4 µm andw# = 91 µm. The
Rayleigh range are the same as the one given at1560nm.
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(a) Scheme of the alignment problem. In
black, the perfect alignment. In blue (resp.
red) an acceptable (resp. unacceptable) mis-
alignment.

(b) Experimental conÞguration for alignment.
The green light is injected in the cavity to real-
ize a pre-alignment. The 1560 nm radiation is
then injected by counter-aligning on the green
and by optimizing the transmitted signal.

Figure 3.10:Alignment and injection of the cavity

3.2.3 Cavity alignement

In the initial study that has been led on the cavity, one of the key elements considered was the
inaccessibility of the cavity once under vacuum, and the complicate geometry that has many
degrees of freedom. In particular, we analyzed the alignment of the cavity injection as being
a critical experimental parameter. The procedure used for the alignment of the cavity is Þrst
described in section. 3.2.3.1, and the sensitivity of the optical axis to misalignement is then
estimated.

3.2.3.1 Alignment procedure

In a non-confocal cavity only one optical axis exists. This axis is deÞned by the optical ray
which overlaps after one turn. The Þrst constraint in the alignment is to make sure that such an
axis exists and standson the mirror (see Þgure 3.10b).

Once this Þrst constraint is fulÞlled, it becomes sufÞcient to align the injection beam on
this axis to couple light in the cavity. For a cavity under vacuum the windows limit the optical
access and make the prealignement more critical. More details on the coupling are given in
section C at the end of this chapter.

Experimentally, we used the conÞguration described in Þgure 3.10b. A visible green laser
was used to realize a prealignment of the cavity: the cavity mirrors are rotated such that the
green light overlaps after one turn. The green light is not coupled on resonance in a cavity
mode, we only take advantage of the low reßectivity in the green to have a visible beam in the
cavity. For the alignment, we took advantage of the degree of freedom given by the mechanical
design (section 3.2.1.1). Once the cavity was close to be aligned and because the mirror have
some reßection at532nm (about90%), it was possible to distinguish the structure of a cross
in the transmitted mode, that indicates the injection of the transverse modes. The structure was
modiÞed until it became point-like which indicates the end of the prealignement. The1560nm
laser was injected in counter-propagation with the green (Þgure 3.10b) outside the cavity to the
obtain the Þrst1560nm signal in transmission. It is then directly this transmission signal that is
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Table 3.2:ABCD formalism for a misaligned mirror.

optimized.

3.2.3.2 Stability of the optical axis

In this section we focus on the sensitivity of the optical axis position to misalignments (transla-
tion or rotation) of the mirrors. This study was realized because the cavity is mounted and used
under vacuum. In addition, the cavity mirrors are about20 cm from the vacuum windows. It
is then crucial to ensure that the mode position, in other word the optical axis, is close to the
theoretical cavity axis and stands in the windows aperture.

This study deÞnes the mechanical requirements (planarity and parallelism) that constrain
the cavity realization. It also gives some clues on the type of deformation that can be expected
for our concentric geometry.

To lead this analysis, we adapted the ABCD formalism to take into account the possible
rotation and translation of the cavity mirrors. The cavity is completely unfolded using the
procedure of Þgure. 3.11b. In addition, a ray (y,$) arriving on a mirror that has been translated
and rotated by (Tx ,/ x ) will exit as (y",$") with respect to the original optical axis. In the ABCD
formalism, it can be formally written as in table 3.2.

where OOAF and TDMF stand respectively for the Original Optical Axis Frame and the
Tilted and Displaced Mirror Frame.

Since the position of the mirror is completely deÞned by that of its center of curvature, it is
possible to show that the translation of a mirror is in Þrst approximation equivalent to a rotation
around its center, and the link between the two is the radius of curvature. Figure 3.11a illustrates
this equivalence.

In order to be sure to take into account the worst misalignment possible, we scan the mirrors
rotation (+/ 0,0,-/ 0) and translation (+T0,0,-T0) in both direction for all mirrors. For rotation, the
error angle considered is/ 0 = 100 µrad. For translation, we consideredT0 = 100 µm. These
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! "

(a) Equivalence between rotation
and translation

(b) Unfolding the cavity using the mirror-lens equivalence.

Figure 3.11:Translation and rotation of a mirror
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(a) Sensitivity to misalignment in the cavity plane
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(b) Sensitivity to misalignment in the direction per-
pendicular to the cavity plane

Figure 3.12:Trajectory of the mode compared to the theoretical optical axis. The curve are obtained
for ! 0 = 100 µrad andT0 = 0 µm.

values were chosen because they are standard mechanical achievable precision.

In Þgure 3.12, the mode position is presented when only rotation (/ 0 = 100 µrad) misalign-
ments of the mirrors are permitted. We note that in the worst combination, the displacement of
the optical axis is below500µm on the mirror, and below 3mm on the output vacuum windows
(CF 40). Thus rotational misalignment are not critical. Figure 3.12a shows the trajectories in
the horizontal plane which appear to be degenerate. The horizontal direction is the closest to
the instability regime, and the transverse modes are close to be degenerate with the next funda-
mental mode (see Þgure 3.14).

In Þgure 3.13, the optical path for all possible rotations and translations of the mirrors are
traced. The result shows a much stronger displacement on the mirrors (few mm) as well as on
the vacuum windows (below 3 cm) than for the pure rotational misalignment. The cavity is then
much more sensitive to translational misalignment than rotational one. This is due to the fact
that a rotation$ is equivalent to a translationvia T = R$ ) 10µm.

In the Þgures, we see that at the center of the cavity, where the atoms are situated, the two
directions have different behaviors. In the horizontal (i.e. cavity plane, Þgure. 3.13a), the optical
axis always passes through the same point while on the vertical (Þgure. 3.13b) it is more spread.
This means that for a misalignment in the vertical, the two crossing beam can be one over the
other. On the other hand, for an horizontal misalignment, the two beams will always cross at
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