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II diminue avec la profondeur et augmente au fil du temps; le taux d'évaporation est fortement affecté par les conditions de l'air en particulier dans la phase initiale de vitesse d'évaporation constante. Après les essais sur le sable de Fontainebleau, l'échantillon de l'argile d'Héricourt compactée à une densité sèche de 1,40 Mg/m 3 a été soumis à une infiltration d'eau afin d'étudier ses propriétés hydrauliques. Pour obtenir un meilleur aperçu du mécanisme d'évaporation pour l'argile, deux essais d'évaporation sur l'argile d'Héricourt compactée avec une nappe phréatique constante au fond de l'échantillon ont été effectuées sous des conditions atmosphériques contrôlées. Les résultats permettent de comprendre les mécanismes d'évaporation en cas de fissuration due à la dessiccation. En outre, afin d'étudier les mécanismes d'évaporation potentiels, des essais avec une couche d'eau libre ont été également réalisés en faisant varier la vitesse du vent et la température de l'air. L'initiation et la propagation de fissures de dessiccation pendant le processus d'évaporation et son effet sur l'évaporation ont également été étudiés par la technique de traitement d'image. En termes de modélisation, le taux d'évaporation potentiel a été modélisé à travers l'évaluation des modèles existants et des modèles combinés. Il apparait que le modèle développé par Ta (2009) est le plus approprié. Le taux d'évaporation réelle depuis le sable a été ensuite analysé. Il semble important de considérer l'avancement du front sec pendant le processus d'évaporation pour les sols sableux. Pour l'argile d'Héricourt, une bonne prévision a été également obtenue en utilisant un modèle qui tient compte de l'effet des fissures de dessiccation.

Résumé

Quatre essais expérimentaux ont été réalisés sur le sable de Fontainebleau compacté à une densité sèche de 1,70 Mg/m 3 , avec une nappe phréatique constante au fond de l'échantillon, et sous différentes conditions atmosphériques (différentes valeurs de l'humidité relative de l'air, de la température et du débit d'air). La pertinence du système a été mise en évidence par la bonne qualité des résultats. La température de l'air à l'intérieur de la chambre a été trouvée affectée par la température du tube de chauffage, le débit d'air et l'évaporation d'eau; la température du sol est fortement affectée par les conditions atmosphériques et l'état d'avancement de l'évaporation; l'humidité relative dans la chambre diminue au cours du temps et son évolution peut être considérée comme un indicateur du processus d'évaporation; la teneur en eau volumique dans la zone proche de la surface est fortement influencée par le processus d'évaporation et présente une relation linéaire avec la profondeur; la succion du sol construction of the experimental embankment with the ANR project TerDOUEST (Terrassements Durables -Ouvrages en Sols Traités, 2008 -2012) were used in this investigation. A large-scale environmental chamber system (900 mm high, 800 mm large and 1000 mm long) equipped with various sensors was firstly developed, allowing a full monitoring of both atmospheric and soil parameters during the evaporation process.

Four experimental tests were carried out on the Fontainebleau sand compacted at 1.70 Mg/m 3 dry density with a steady water table at soil bottom under different atmospheric conditions (different values of air relative humidity, temperature and air flow rate). The performance of the environmental chamber system in investigating soil water evaporation was evidenced by the quality and the relevance of results. The air temperature inside the chamber was found to be affected by the heating tube temperature, the air flow rate and the soil water evaporation process; the soil temperature was strongly affected by the air conditions and the evaporation progress; the relative humidity in the chamber was decreasing during the evaporation progress and its evolution could be considered as an indicator of the evaporation progress; the volumetric water content in the near-surface zone was strongly affected by the evaporation process and exhibited a linear relationship with depth; the soil suction was decreasing over depth and increasing over time; the evaporation rate was strongly affected by the air conditions especially at the initial constant evaporation rate stage.

After the tests on the Fontainebleau sand, the Héricourt clay sample compacted at 1.40 Mg/m 3 dry density was subjected to an infiltration experiment for investigating its hydraulic properties. To get a better insight into the water evaporation mechanism for clay, two compacted Héricourt clay evaporation tests with a steady water table at bottom were carried out under controlled atmospheric conditions. The results allow understanding the evaporation mechanisms in case of desiccation cracks. Furthermore, in order to investigate the potential evaporation mechanisms, tests with a free water layer was also conducted with varying wind speed and air temperature. The initiation and propagation of desiccation cracking during the evaporation process and its effect on water evaporation were also investigated by the digital image processing technique.

In terms of modeling, the potential evaporation rate was first modeled through evaluation of the existing models and the combined models. It reveals that the model developed by [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF] is the most appropriate one. The actual evaporation rate for sand was then analyzed. It appears important to consider the progress of the dry front during the evaporation process for sandy soils. For the Héricourt clay, good simulation was also obtained using a model that accounts for the effect of desiccations cracks. I would like to especially thank the reviewers of my dissertation, Prof. Pierre-Yves HICHER at Ecole Centrale de Nantes, who also presided over the jury, and Prof.
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On the other hand, the study of this process has significant practical benefits in various fields: estimating the amount of water loss in the assessment of soil management technologies in agriculture [START_REF] Qiu | An improved methodology to measure evaporation from bare soil based on comparison of surface temperature with a dry soil surface[END_REF], predicting evaporation flux in design of soil cover of mine tailings [START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF]; [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF][START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF][START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF], investigating the long term performance of moisture retaining soil covers [START_REF] Yang | Water balance during evaporation and drainage in cover soils under different water table conditions[END_REF][START_REF] Yanful | Modeling and measurement of evaporation in moisture-retaining soil covers[END_REF], designing evapotranspirative cover systems for waste containment and mining sites [START_REF] Cui | Water balance and evapotranspiration monitoring in geotechnical and geoenvironmental engineering[END_REF], classifying landfill sites according to the climatic water balance [START_REF] Blight | Solar heating of the soil and evaporation from a soil surface[END_REF], etc. Moreover, the investigation of soil water evaporation is also an important issue in geotechnical engineering [START_REF] Cui | Simulating the water content and temperature changes in an experimental embankment using meteorological data[END_REF][START_REF] Cui | Experimental and numerical investigation of soil-atmosphere interaction[END_REF].

In this context, number of laboratory studies has been conducted to investigate the soil water evaporation process [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF][START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF][START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF][START_REF] Yamanaka | A modified surface-resistance approach for representing bare-soil evaporation: Wind tunnel experiments under various atmospheric conditions[END_REF][START_REF] Aluwihare | Measurement of evaporation on bare soil and estimating surface resistance[END_REF][START_REF] Smits | Evaporation from soils under thermal boundary conditions: Experimental and modeling investigation to compare equilibrium and nonequilibrium-based approaches[END_REF].

However, the water evaporation from soil depends not only on the atmospheric conditions but also on the soil properties. Most of the existing studies mainly focus on part of the related parameters. The comprehensive study on both soil and atmospheric parameters during evaporation has rarely been undertaken. As far as the model for predicting water evaporation is concerned, the existing models mainly consider the effect of atmospheric parameters and soil water content [START_REF] Blight | Interactions between the atmosphere and the Earth[END_REF][START_REF] Burt | Evaporation research: review and interpretation[END_REF][START_REF] Cui | Water balance and evapotranspiration monitoring in geotechnical and geoenvironmental engineering[END_REF][START_REF] Penman | Natural evaporation from open water, bare soil and grass[END_REF][START_REF] Monteith | Evaporation and surface temperature[END_REF][START_REF] Singh | Evaluation and generalization of 13 mass-transfer equations for determining free water evaporation[END_REF].

These types of models are not easy to be used in the prediction of soil deformation resulting from water evaporation, because of the difficulty in defining the boundary conditions. On the other hand, the suction related model [START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF][START_REF] Aydin | Test of a simple model for estimating evaporation from bare soils in different environments[END_REF][START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF] seems to be a promising model for this purpose. Nevertheless, the influence of soil cracks remains a challenge in case of clayey soils submitted to desiccation.

In this context, an in-depth study on the soil water evaporation mechanism is conducted in this thesis. A large scale environmental chamber was developed for this purpose, allowing evaporation testing on soil samples under controlled atmospheric conditions and with monitoring of soil parameters such as suction, volumetric water content and temperature. In case of soil cracking, a camera is used for monitoring of cracks. Two soils are considered, the Fontainebleau sand and the expansive Héricourt clay. The results obtained allow the assessment of existing model for the potential evaporation description, and the development of actual evaporation models for sand and clays. Emphasis is put on the effect of the dry front in the case of sand and the effect of desiccation cracks in the case of clay.

Objectives and organization of the thesis

The main objective of the present investigation is to advance the knowledge on the evaporation mechanism of different soils under different atmospheric conditions.

The more specific objectives are: infiltration test is firstly illustrated. After that, the evolutions of both air and soil parameters in the first evaporation test is presented. Finally, for investigating the effect of cracks on soil water evaporation, a second evaporation test is conducted under the same conditions, and the results are also presented in this chapter.

Chapter 5 deals with the modeling of the potential evaporation rate. For this purpose, the existing models as well as the combinations of some existing models are evaluated based on the test results obtained in the case of free water evaporation and those during the constant rate stage of the evaporation tests. The appropriate model is then chosen for the further development.

Chapter 6 is devoted to the development of the water evaporation for sand and clay. A suction related model is taken as the basis. The simulation results show that this kind of models is relevant in describing soil water evaporation process provided that the progress of the dry front in the case of sand and the effect of cracks in the case of clay are taken into account.

Chapter 1 Water evaporation from soil: models, experiments and applications 1.1 Phenomenon of evapotranspiration

Evaporation

Evaporation is a natural phenomenon and an important component of water hydrologic cycle. Liquid water is changed to vapor during the evaporation process.

Freeze (1969) gave a definition of evaporation as: the removal of water from the soil at the ground surface, together with the associated upward flow. However, this definition does not refer to the mechanisms or origins of vapor flow [START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF]. [START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF] considered that the term evaporation usually refers to free water and bare soil surface. Accordingly, under certain interior (inside soil mass) and external (atmosphere) conditions, the process involving liquid water changing to vapor and then entering the atmosphere is termed as soil water evaporation. The soil water evaporation is affected by both atmospheric conditions and soil properties; the different influential factors will be discussed in the next section. The evaporation-related hydrologic cycle is shown in Fig. 1.1. 

Transpiration

The definition of transpiration given by [START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF] is "The process by which water vapour is transferred to the atmosphere from water within plants". [START_REF] Burt | Evaporation research: review and interpretation[END_REF] gave a description of transpiration: "a specific form of evaporation in which water from plant tissue is vaporized and removed to the atmosphere primarily through the plant stomata". [START_REF] Cui | Water balance and evapotranspiration monitoring in geotechnical and geoenvironmental engineering[END_REF] termed transpiration as the evaporation from the vascular system of plants. Considering different definitions above, a simple term can be adopted as follows: transpiration is water evaporation from plants [START_REF] Hillel | Introduction to Environmental Soil Physics[END_REF]. The transpiration in the hydrologic cycle is presented in Fig. 1.1.

Evapotranspiration

Evapotranspiration is the combination of evaporation and transpiration. [START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF] considered that the term evapotranspiration is the combination of water evaporation from host soil and the transpiration from the individual plants within the canopy.

Similarly, [START_REF] Burt | Evaporation research: review and interpretation[END_REF] pointed out that "the combined water that is transferred to the atmosphere through evaporation and transpiration processes is known as evapotranspiration".

Potential and actual evaporation

In general, the potential evaporation is considered as the maximum evaporation rate when water evaporates from pure water surface under certain climatic conditions [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF]. As mentioned by World Meteorological Organization (WMO) (2006), the International Glossary of Hydrology (WMO/UNESCO, 1992) and the International Meteorological Vocabulary (1992) gave the definition as "Quantity of water vapour which could be emitted by a surface of pure water, per unit surface area and unit time, under existing atmospheric conditions".

According to the literatures, the rate of evaporation from pure water under the same conditions as from soil is considered as the potential evaporation rate [START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF]; [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF][START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF][START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF][START_REF] Lee | Evaporation theory for deformable soils[END_REF][START_REF] Shokri | Drying front and water content dynamics during evaporation from sand delineated by neutron radiography[END_REF]. This concept is adopted in this study. Accordingly, the direct measurement of evaporation rate from soil is termed as actual evaporation rate.

Soils water evaporation experiments 1.2.1 Introduction

Many devices have been developed to study soil water evaporation: evaporation pan, soil pan, soil column testing system, lysimeter, wind tunnel, environmental chamber etc. In this section, all these devices are summarized, and comparisons are made.

Finally, a promising device is selected for the present study.

Advance in evaporation experimentation

The evaporation pan (Fig. 1.2) is usually used in field conditions for the measurement of free water evaporation that is considered as potential soil water evaporation [START_REF] Blight | Interactions between the atmosphere and the Earth[END_REF][START_REF] Singh | Evaluation and generalization of 13 mass-transfer equations for determining free water evaporation[END_REF][START_REF] Fu | Investigating the conversion coefficients for free water surface evaporation of different evaporation pans[END_REF][START_REF] Fu | A critical overview of pan evaporation trends over the last 50 years[END_REF][START_REF] Li | Study of desiccation crack initiation and development at ground surface[END_REF].

Furthermore, the small evaporation pan was also used for the measurement of potential evaporation in the laboratory [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF][START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF]. In addition to the evaporation pan, the evaporation tank is a similar but bigger instrument for the investigation of free water surface evaporation (e.g., Russian 20 m 2 evaporation tank, see Fig. 1.3), but it is more expensive to build and maintain and can only be used at limited number of experimental stations [START_REF] Fu | A critical overview of pan evaporation trends over the last 50 years[END_REF].

For the soil water evaporation investigation, several simple devices have been developed. A circular pan with 300 mm in diameter but different heights and filled with compacted soil was used outdoor by [START_REF] Kondo | A parameterization of evaporation from bare soil surfaces[END_REF][START_REF] Kondo | A model and experimental study of evaporation from bare-soil surfaces[END_REF]) (see Figs. 1.4 and 1.5) for monitoring soil water evaporation. The evaporation rate was obtained directly by weighing the pan over time. When the soil height is small (20 mm), only global water content and soil surface temperature can be monitored during the test [START_REF] Kondo | A parameterization of evaporation from bare soil surfaces[END_REF]. However, the global water content is different from the soil surface one. To minimize this difference, [START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF] studied soil water evaporation using three thin soil samples, i.e., 0.2 mm to 0.7 mm thick in a pan of 258 mm in diameter and 74 mm in height (see Fig. 1.6). In order to have a further insight into the soil response through the water content profile, thick samples should be used. Kondo et al.

(1992) used soil samples with 100 and 130 mm in height but only the final water content profile was obtained by oven-drying, the temperature having been monitored automatically at different depths. [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF] performed a drying test using a soil column (i.e., 169 mm outside diameter and 300 mm high), allowing also automatically monitoring soil temperature, the water content having been monitored over time by direct measurement via sampling ports (see Fig. 1.7). On the other hand, other column drying test systems have been developed during these years and the evaporation rate was determined by measuring the mass change of soil column. The soil column evaporation test system (column dimension: 115 mm in diameter and 255 mm in height) developed by [START_REF] Yang | Water balance during evaporation and drainage in cover soils under different water table conditions[END_REF] was used for investigating soil evaporation under different water table conditions, and this system allowed the measurement of volumetric water content and temperature simultaneously (see Fig.

1 .8). The column drying test system (column dimension: 300 mm outside diameter and 800 mm high) proposed by [START_REF] Lee | Evaporation theory for deformable soils[END_REF] was used to measure evaporation from deformable soils. The evolutions of suction, temperature and water content can be observed automatically during the test (see Fig. The lysimeter is another kind of popular equipment for measuring soil water evaporation in the field [START_REF] Qiu | An improved methodology to measure evaporation from bare soil based on comparison of surface temperature with a dry soil surface[END_REF][START_REF] Benson | Field evaluation of alternative earthen final covers[END_REF][START_REF] Liu | Determination of daily evaporation and evapotranspiration of winter wheat and maize by large-scale weighing lysimeter and micro-lysimeter[END_REF][START_REF] Benli | Determination of evapotranspiration and basal crop coefficient of alfalfa with a weighing lysimeter[END_REF] or in the laboratory [START_REF] Bronswijk | Drying, cracking, and subsidence of a clay soil in a lysimeter[END_REF]. Weighing and non-weighing are two widely used types of lysimeter. Weighing lysimeters (see Fig. 1.11) allow direct measurement of evaporation through changes in total mass of soil and the stored water can be measured [START_REF] Fayer | Hydrologic model tests for landfill covers using field data[END_REF][START_REF] Benson | Field evaluation of alternative earthen final covers[END_REF]. In order to make the in-situ measurement simpler and more accurate, micro-lysimeter were developed [START_REF] Boast | A 'Micro-Lysimeter' method for determining evaporation from bare soil: description and laboratory evaluation[END_REF][START_REF] Plauborg | Evaporation from bare soil in a temperate humid climate-measurement using micro-lysimeters and time domain reflectometry[END_REF][START_REF] Wang | Measurement and simulation of evaporation from a bare soil[END_REF][START_REF] Bonachela | Measurement and simulation of evaporation from soil in olive orchards[END_REF][START_REF] Liu | Determination of daily evaporation and evapotranspiration of winter wheat and maize by large-scale weighing lysimeter and micro-lysimeter[END_REF]. Micro-lysimeters can also be combined with some water content sensors like TDR (time domain reflectometry) for the water evaporation monitoring [START_REF] Wythers | Bare-soil evaporation under semiarid field conditions[END_REF]. Atmospheric conditions (solar radiation, wind velocity, air temperature and relative humidity, etc.) are important factors governing soil water evaporation. A better control of atmospheric conditions is obviously essential in investigating soil water evaporation mechanisms. In this regard, the wind tunnel system is a good example. Typically, this system allows not only the control of wind velocity and solar radiation, but also the monitoring of air temperature and relative humidity [START_REF] Yamanaka | A modified surface-resistance approach for representing bare-soil evaporation: Wind tunnel experiments under various atmospheric conditions[END_REF][START_REF] Komatsu | Toward a robust phenomenological expression of evaporation efficiency for unsaturated soil surfaces[END_REF][START_REF] Yamanaka | Effects of gravel mulch on water vapor transfer above and below the soil surface[END_REF][START_REF] Yuge | Quantification of soil surface evaporation under micro-scale advection in drip-irrigated fields[END_REF][START_REF] Wang | Wind tunnel experiments on bare soil evaporation[END_REF]). This system can be used in combination with the experimental devices mentioned above like pan [START_REF] Komatsu | Toward a robust phenomenological expression of evaporation efficiency for unsaturated soil surfaces[END_REF]) (see Fig. 1.12), soil tank [START_REF] Wang | Wind tunnel experiments on bare soil evaporation[END_REF]) (see Fig. 1.13), weighing lysimester [START_REF] Yamanaka | A modified surface-resistance approach for representing bare-soil evaporation: Wind tunnel experiments under various atmospheric conditions[END_REF][START_REF] Yamanaka | Effects of gravel mulch on water vapor transfer above and below the soil surface[END_REF]) (see Figs. 1.14 and Fig. 1.15), micro-lysimeter [START_REF] Yuge | Quantification of soil surface evaporation under micro-scale advection in drip-irrigated fields[END_REF]) (see Fig. 1.16) and soil column [START_REF] Shahraeeni | Coupling of evaporative fluxes from drying porous surfaces with air boundary layer: Characteristics of evaporation from discrete pores[END_REF]) (see Fig. 1.17). Furthermore, if some sensors are used for soil temperature, suction and volumetric water content monitoring, this system allows a comprehensive monitoring of parameters for studying soil water evaporation [START_REF] Yamanaka | A modified surface-resistance approach for representing bare-soil evaporation: Wind tunnel experiments under various atmospheric conditions[END_REF][START_REF] Yamanaka | Effects of gravel mulch on water vapor transfer above and below the soil surface[END_REF]. Another commonly used system is the environmental chamber. A fast air circulation box (dimensions: 800 mm×440 mm×400 mm, see Fig. 1.18) was developed by [START_REF] Kohsiek | A rapid-circulation evaporation chamber for measuring bulk stomatal resistance[END_REF] with the simulation of wind. It is a useful chamber for the measurement of stomatal resistance of grass. After some minor adjustments (dimensions: 1000 mm × 400 mm × 800 mm) and equipment of a fast dry and wet bulb thermocouple and a thermal infrared radiometer, this box was then used for soil surface resistance investigation (see Fig. 1.19) (van de Griend and Owe, 1994).

Watanabe and Tsutsui (1994) measured soil water evaporation using a ventilated chamber. The main principle of this chamber is based on the principle that changes in absolute humidity at inlet and outlet of the environmental chamber correspond to soil water evaporation. A transparent chamber was placed on the ground surface, and air was injected from one side and collected on the other side; meanwhile, the air relative humidity and temperature were monitored. This allows the water evaporation rate to be determined [START_REF] Mohamed | Solute transport through unsaturated soil due to evaporation[END_REF]. This type of chamber can ensure a good control of atmospheric conditions, especially for the wind velocity distribution. [START_REF] Mohamed | Solute transport through unsaturated soil due to evaporation[END_REF] developed a new chamber for predicting solute transfer in unsaturated sand due to evaporation (see Fig. 1.20). This chamber consists of a ventilated part and a soil part and the equipment developed by [START_REF] Watanabe | A new equipment used for measuring evaporation in a field[END_REF] was used for evaporation measurement. [START_REF] Aluwihare | Measurement of evaporation on bare soil and estimating surface resistance[END_REF] developed an evaporation chamber system to study the surface resistance of bare soil (see Fig. 1.21). On the whole, these chambers focus on the control of atmosphere conditions, such as wind speed, relative humidity, temperature etc., but rarely account for the soil parameters such as water content and suction. [START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF] performed an evaporation experiment on a compacted cover soil using cylindrical columns placed in an environmental chamber (see Fig. 1.22). This chamber can control air temperature and relative humidity and measure soil temperature and water content at different depths during evaporation. However, the soil mass, temperature and water content measurements should be performed outside the chamber, the 

Discussions

Evaporation pan is widely used in the prediction of water surface evaporation in field, the value it measures is considered to be the maximum evaporation rate. It is noted that the measured value from evaporation pan is affected by many factors such as the size, colour, depth, material, installation mode, structures and position [START_REF] Fu | Investigating the conversion coefficients for free water surface evaporation of different evaporation pans[END_REF][START_REF] Fu | A critical overview of pan evaporation trends over the last 50 years[END_REF]. The soil column drying testing systems usually determine the evaporation rate through weighing the mass loss of the column. The soil responses to evaporation are monitored continually, such as volumetric content and temperature [START_REF] Yang | Water balance during evaporation and drainage in cover soils under different water table conditions[END_REF]; [START_REF] Lee | Evaporation theory for deformable soils[END_REF][START_REF] Smits | Evaporation from soils under thermal boundary conditions: Experimental and modeling investigation to compare equilibrium and nonequilibrium-based approaches[END_REF] and matric suction [START_REF] Lee | Evaporation theory for deformable soils[END_REF][START_REF] Smits | Evaporation from soils under thermal boundary conditions: Experimental and modeling investigation to compare equilibrium and nonequilibrium-based approaches[END_REF]. However, the evaporation test of larger soil sample in laboratory is often limited by the range and accuracy of the balance used. The lysimeter is usually used for the in-situ measurement, and the atmospheric conditions cannot be controlled. The tunnel system presents a good control of air conditions (wind velocity, temperature and relative humidity) while it is relatively expensive.

Therefore, the large-scale environmental chamber seems to be a good tool for investigating the soil water evaporation in the laboratory. The chamber can measure the potential evaporation as the evaporation pan if water is poured in it (e.g., [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF].

Compared to the wind tunnel system, the environmental chamber is less expensive and easier to operate; meanwhile, it can provide rich data involving both air and soil parameters. Moreover, it has the same function as the combination of the wind tunnel and lysimeter. However, most existing environmental chambers only have a good performance in controlling air conditions, the soil being hardly taken into account (e.g., [START_REF] Kohsiek | A rapid-circulation evaporation chamber for measuring bulk stomatal resistance[END_REF]; van de Griend and Owe, 1994; Aluwilhare and [START_REF] Aluwihare | Measurement of evaporation on bare soil and estimating surface resistance[END_REF].

For the chamber developed by [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF], [START_REF] Ta | An environmental chamber for studying the soil-atmosphere interaction[END_REF] and [START_REF] Cui | Experimental and numerical investigation of soil-atmosphere interaction[END_REF], the evolution of volumetric water content was not well described in the near surface zone due to the limited number of sensors installed in this zone. In addition, the relationship between the actual evaporation and the soil suction or water content on the soil surface has been rarely studied.

The process of soil water evaporation and its influencing factors 1.3.1 The requirements for the initiation of evaporation

The initiation of evaporation process needs to meet three requirements [START_REF] Hillel | Introduction to Environmental Soil Physics[END_REF];

Lal and Shukla, 2004; Qiu and Ben-Asher, 2010):

(1) A continuous supply of evaporative energy;

(2) A vapor pressure gradient existing between the evaporating surface and atmosphere, and the vapor being transported away by diffusion and/or convection;

(3) A continual supply of water from the interior of soil to the evaporating surface.

In general, water is transported to evaporating surface through the soil body; the evaporation process is governed by soil water content, suction gradient and conductive properties [START_REF] Hillel | Introduction to Environmental Soil Physics[END_REF]. The liquid water at evaporating surface is turned into vapor when there is enough energy supplied at this surface. The energy supplied is used to meet the requirement for water vaporization (i.e., latent heat, 2477 kJ/kg at 10 °C). This energy can be supplied by the surroundings or the soil body itself [START_REF] Lal | Principles of Soil Physics[END_REF]. For the surroundings, the energy mainly comes from radiation or advection (e.g., solar energy). For the experiment carried out in the laboratory, this energy can be supplied by lamps [START_REF] Yamanaka | A modified surface-resistance approach for representing bare-soil evaporation: Wind tunnel experiments under various atmospheric conditions[END_REF], hot air [START_REF] Ta | An environmental chamber for studying the soil-atmosphere interaction[END_REF][START_REF] Cui | Experimental and numerical investigation of soil-atmosphere interaction[END_REF], lighting system [START_REF] Lee | Evaporation theory for deformable soils[END_REF] and halogen lamp [START_REF] Wang | Wind tunnel experiments on bare soil evaporation[END_REF]. Note that, use of the energy supplied by soil body results in a temperature decrease in it (see Fig. 1.39). The vapor pressure gradient drives the vapor to the atmosphere, and the wind passing through the evaporating surface enhances this process. The mass transfer model can be used to describe this progress clearly and will be described in Section 1.4.

The typical process of evaporation

The evaporation process is initiated if the aforementioned conditions are fulfilled.

Typically, three distinct stages can be observed [START_REF] Hillel | Introduction to Environmental Soil Physics[END_REF][START_REF] Lal | Principles of Soil Physics[END_REF]; [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF][START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF]; Qiu and Ben-Asher, 2010), as follows:

(1) The constant-rate stage [START_REF] Shahraeeni | Coupling of evaporative fluxes from drying porous surfaces with air boundary layer: Characteristics of evaporation from discrete pores[END_REF] termed stage 1 as "the period where water is supplied to the evaporation plane at the surface via continuous liquid pathways driven by capillary gradients acting against gravitational pull and viscous losses". Actually, this stage occurs at the initiation of evaporation when the soil is wet (saturated or nearly saturated state) and there are enough water supplied to the evaporating surface.

Therefore, the evaporation rate in this stage is similar to that from free water.

Accordingly, the evaporation rate corresponds to the potential evaporation rate.

During this stage, the evaporation rate is controlled by the atmospheric conditions (e.g., solar radiation, wind speed, air temperature, relative humidity, etc.). Generally, the evaporation rate during this stage will sustain a constant value when the atmospheric conditions are steady. However, some experimental results show that the evaporation rate can remain constant for a long time under low atmospheric demand (typically < 5 mm/day, low air speed, thick boundary layer) while it exhibits continuous decrease under high atmospheric demand (high air velocity) even in the absence of internal capillary flow limitations [START_REF] Shokri | Drying front and water content dynamics during evaporation from sand delineated by neutron radiography[END_REF][START_REF] Shahraeeni | Coupling of evaporative fluxes from drying porous surfaces with air boundary layer: Characteristics of evaporation from discrete pores[END_REF]. On the other hand, the duration of constant-rate stage can last a few hours or days in dry climate, and it is also affected by the evaporation rate at the initiation of this stage [START_REF] Gardner | Solutions of the flow equation for the drying of soils and other porous media[END_REF][START_REF] Gardner | The relation of external evaporative conditions to the drying of soils[END_REF][START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF][START_REF] Hillel | Introduction to Environmental Soil Physics[END_REF]).

(2) The falling-rate stage This stage occurs when the water transfer cannot meet the requirement for sustaining the maximum evaporation rate. The evaporation decreases gradually during this stage.

The quantity of water that can be conducted to the evaporating surface determines the evaporation rate. Therefore, the soil hydraulic properties play a key role in this stage.

(3) The slow-rate stage As indicated by [START_REF] Hillel | Introduction to Environmental Soil Physics[END_REF], this stage occurs when the soil surface is sufficiently dry and the liquid water transfer through it effectively ceases. The soil evaporation occurs in the zone below the dry soil layer, and the water vapor is diffused into atmosphere through this dry zone. In this case, the evaporation rate is controlled by the vapor diffusivity of the dry soil layer [START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF]. Note that this stage will persist for long time with a low rate.

The results of typical three stages are presented in Fig. 1.24. Qiu and Ben-Asher (2010) conducted evaporation experiments on sand and clay in a well insulated and air controlled chamber [START_REF] Qiu | Theoretical analysis of a remotely measurable soil evaporation transfer coefficient[END_REF], the results clearly exhibit the three-stage evaporation process. Figure 1. [START_REF] Bulut | Indirect measurement of suction[END_REF] shows the results on the clay. At the constant-rate stage, the evaporation rate is around 0.45 mm/h. Then, it declines gradually to a value as low as 0.03 mm/day from t = 130 h to t = 412 h. This stage corresponds to the falling-rate stage. After this, the evaporation rate decreases slowly with a very low value until the end of experiment. This is the last stage of evaporation. Note that similar three-stage evaporation was observed by other authors (e.g., [START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF]; [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF][START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF]. On the other hand, a soil evaporation transfer coefficient, the ratio of the difference between drying soil surface temperature and air temperature to the difference between the reference dry soil temperature and air temperature, was introduced to describe the three stages [START_REF] Qiu | Experimental determination of soil evaporation stages with soil surface temperature[END_REF]). This parameter is constant and low during the constant-rate stage. However, the cumulative evaporation increases sharply. Furthermore, this parameter and the cumulative evaporation increase with a curvilinear relationship during the falling-rate evaporation stage. At the slow-rate stage, this parameter approaches to 1 while the cumulative evaporation increases little. The value of this parameter is larger than 0.9 at the end of the second stage. Therefore, at the boundary between the last two stages, this parameter has a high value. 

The factors influencing soil water evaporation

It is well recognized that soil water evaporation is function of both soil physical parameters and atmospheric conditions, such as soil water content, soil microstructure, air relative humidity, air temperature, air turbulence, and especially the soil-atmosphere interface property [START_REF] Philip | Evaporation, soil moisture and heat fields in the soil[END_REF][START_REF] Van Bavel | Calculating potential and actual evaporation from a bare soil surface by simulation of concurrent flow of water and heat[END_REF][START_REF] Fukuda | Air and vapor movement in soil due to wind gustiness[END_REF][START_REF] Farrell | Vapor transfer in soil due to air turbulence[END_REF][START_REF] Scotter | Dispersion of water vapor in soil due to air turbulence[END_REF][START_REF] Ishihara | Water vapor transfer beneath bare soil where evaporation is influenced by a turbulent surface wind[END_REF]; van de Griend and Owe, 1994). In this section, the parameters that affect soil water evaporation and the responses of soil to evaporation are depicted.

The wind speed

Wind speed is one of the atmospheric conditions. The wind can blow away water vapor and accelerates the evaporation process. [START_REF] Kondo | A model and experimental study of evaporation from bare-soil surfaces[END_REF] used a model to investigate the relationship between the latent heat flux and wind speed (see Fig. 1.25).

The latent heat flux decreases along with the decline of wind speed (16 m/s, 8 m/s and 4 m/s) at the constant rate stage, and the difference between them are very large.

However, in the latter half period (after 5 days), the latent heat flux increases follow the decrease of wind speed, the difference between them being small. Therefore, [START_REF] Kondo | A model and experimental study of evaporation from bare-soil surfaces[END_REF] concluded that the evaporation rate in the initiation period is more sensitive to wind speed than in the latter half period. Meanwhile, [START_REF] Kondo | A model and experimental study of evaporation from bare-soil surfaces[END_REF] attributed this result to changes in soil resistance. The soil resistance to water transportation is small at the constant-rate stage when soil is wet, and the evaporation rate is almost determined by the aerodynamic resistance thus it is sensitive to wind speed. However, when the soil become dry, the soil resistance becomes higher as compared with the aerodynamic resistance and the evaporation rate is governed by the soil hydraulic properties. Therefore, the evaporation rate is less sensitive to wind speed. Note that the evaporation rate can be obtained by dividing the latent heat flux by latent heat of vaporization. Moreover, [START_REF] Yamanaka | A modified surface-resistance approach for representing bare-soil evaporation: Wind tunnel experiments under various atmospheric conditions[END_REF] performed several evaporation experiments in a wind tunnel under various atmospheric conditions. The relationship between the observed latent heat flux and the estimated evaporating surface depth at different wind speeds is presented in Fig. 1.26. Similar to the results observed by [START_REF] Kondo | A model and experimental study of evaporation from bare-soil surfaces[END_REF], the results of [START_REF] Yamanaka | A modified surface-resistance approach for representing bare-soil evaporation: Wind tunnel experiments under various atmospheric conditions[END_REF] also show that the evaporation at high wind speed is greater than that at low wind speed when the soil is wet but the reverse relation can be observed when the soil is dry (see Fig. 1.26).

The reason of this phenomenon may be related to the energy partition between the latent heat and sensible heat fluxes [START_REF] Yamanaka | A modified surface-resistance approach for representing bare-soil evaporation: Wind tunnel experiments under various atmospheric conditions[END_REF]. Note that the evaporating surface depth reflects the evaporation process. ) Estimated evaporating surface depth (mm) Fig. 1.26. Relationship between the observed latent heat flux and the estimated evaporating surface depth at two different wind speeds [START_REF] Yamanaka | A modified surface-resistance approach for representing bare-soil evaporation: Wind tunnel experiments under various atmospheric conditions[END_REF] In addition, [START_REF] Wang | Wind tunnel experiments on bare soil evaporation[END_REF] conducted saturated and unsaturated soil evaporation experiments in a wind tunnel for investigating the effect of atmospheric conditions on the evaporation rate. Figure 1.27 exhibits the relationship between the potential evaporation rate and wind speed. At different net radiations, the potential evaporation increases linearly with the wind speed varying from 0 to 10 m/s. [START_REF] Wang | Wind tunnel experiments on bare soil evaporation[END_REF] considered that the wind can quickly transport the water vapor to the atmosphere, thus increasing the evaporation rate. Fig. 1.28. Relationship between potential evaporation rate and net radiation under various wind speed conditions [START_REF] Wang | Wind tunnel experiments on bare soil evaporation[END_REF] In general, enhancing net radiation can supply more energy to soil and thus increases evaporation rate. However, the effect of net radiation on evaporation is affected by wind speed at the same time. The relationship between potential evaporation rate and net radiation at various wind speeds is shown in Fig. 1.28. At high wind speeds (larger than 2 m/s in this experiment), the potential evaporation rate increases gradually with the enhancement of net radiation at a given wind speed. However, under lower wind speeds, the increase of evaporation rate is not obvious. Similar results can be observed from Fig. 1.27. [START_REF] Wang | Wind tunnel experiments on bare soil evaporation[END_REF] explained this phenomenon by the fact that low wind speeds cannot transport vapor from saturated soil to the air immediately as opposed to high wind speeds.

The relative humidity and air temperature

The air relative humidity can affect the vapor pressure gradient between evaporating surface and atmosphere, thus, affecting the evaporation process. [START_REF] Kayyal | Effect of the moisture evaporative stages on the development of shrinkage cracks in soil[END_REF] carried soil a column evaporation test in an oven for investigating the effect of relative humidity on the evaporation process. The temperature in the oven was controlled at 60 °C, and the relative humidity was kept at 3 %, 30 % and 43 %, respectively. The relationship between moisture loss (evaporation rate) and relative humidity is presented in Fig. 1.29. The effect of relative humidity on evaporation process is mainly identified at the first stage, i.e., constant-rate stage. As observed in Fig. 1.29, the high relative humidity corresponds to the low initial constant evaporation rate. For example, the initiation evaporation rate is around 0.025 ml/cm 2 /min at a relative humidity of 3 %; the rate decreases to 0.005 and 0.0025 ml/cm 2 /min when the relative humidity values are 30 % and 43 %, respectively. On the other hand, the lower the relative humidity, the shorter the duration of constant-rate stage. As far as the effect of air temperature is concerned, [START_REF] Kayyal | Effect of the moisture evaporative stages on the development of shrinkage cracks in soil[END_REF] pointed out that the vapor pressure gradient between the evaporating surface and the air increases with the increase in temperature difference between them, and in turn raises the rate of moisture leaving from the surface thus the evaporation rate in the constant-rate stage.

Soil texture

Soil texture has a great influence on the evaporation process. Noy-Meir (1973) reported that water loss during evaporation from fine-grained soils is larger than from coarse-grained soils due to the fact that the former can sustain more water than the latter. But the evaporation duration of coarse soils are shorter than the fine ones [START_REF] Jalota | Effects of atmospheric evaporativity, soil type and redistribution time on evaporation from bare soil[END_REF]. [START_REF] Hillel | Dependence of profile water storage on soil properties: A simulation model[END_REF] equal to the potential evaporation rate at the initiation of evaporation (constant-rate stage); the rates of silt and sand quickly fall to zero after six days; however, the rate of clay gradually declines for a much longer time. The distinguished performance of the evaporation of Potash slimes is attributed to the use of brine for making it more slurry [START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF]. Note that the other soils are prepared with distilled water. m/s and 8×10 -5 m/s, respectively. On the contrary, the slow-rate stage is not affected by the saturated hydraulic conductivity because vapor diffusion controls the evaporation process in this stage [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF]. 

Effect of cracks

Clayey soil tends to swell upon wetting while it tends to shrink upon drying. During soil water evaporation, the emergency of desiccation cracks let the evaporation to be a multi-dimensional process. The water is evaporated not only from soil surface but also from cracks. On one hand, the cracks form a new way for the transportation of vapor from cracks wall to the atmosphere [START_REF] Ritchie | Field measurement of evaporation from soil shrinkage cracks[END_REF]. On the other hand, the exposed vertical side of cracks can be considered as the secondary evaporating surface and hence increase the evaporation surface by three or four times [START_REF] Adams | Evaporation from soil shrinkage cracks[END_REF][START_REF] Hillel | Introduction to Environmental Soil Physics[END_REF]. Obviously, the evaporation rate from cracked soils can be also larger than the non-cracked one. The increased evaporating surface in the cracks detracts water from deeper zone, and hence affects the distribution of water content in deeper levels. A typical water distribution around a crack is shown in Fig. 1.35.

Similar soil water content distribution was observed in the laboratory by [START_REF] Selim | Soil temperature and water content changes during drying as influenced by cracks: A laboratory experiment[END_REF]. Furthermore, the values of relative evaporation (i.e., ratio of actual evaporation rate to potential evaporation rate) from both the soil surface and the crack and only from the crack are 0.15 and 0.16, respectively. The small difference between the two cases and the nearly identical relative evaporation value demonstrate that most evaporation takes place through the crack [START_REF] Ritchie | Field measurement of evaporation from soil shrinkage cracks[END_REF][START_REF] Burt | Evaporation research: review and interpretation[END_REF]. Similar result was obtained by [START_REF] Ritchie | Field measurement of evaporation from soil shrinkage cracks[END_REF] when performing an artificial crack evaporation experiment.

Soil water content

The water content of soil is an important factor in the evaporation process since it determines the quantity of water supplied to the evaporating surface. The soil evaporation experiments conducted in the wind tunnel with different initial surface water contents [START_REF] Wang | Wind tunnel experiments on bare soil evaporation[END_REF] showed that the actual evaporation rate decreases with the decline of initial surface water content for the same wind speed and net radiation. [START_REF] Wang | Wind tunnel experiments on bare soil evaporation[END_REF] considered that a low water content corresponds to a high soil resistance and makes the transport of water to soil surface for evaporating more difficult.

Regarding the evolution of water content during evaporation, it usually declines during the drying process [START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF] The evolutions of soil temperature profiles for a fine sand during different evaporation stages are exhibited in Fig. 1.39. The soil temperature decreases along with the evaporation process at the initiation stage and the coldest point is at the soil surface;

then it starts to increase after two days. Furthermore, the soil temperatures are nearly constant over depths and higher than the initial temperature from 10 th day to the end of experiment. This phenomenon of soil temperature decline followed by an increase was also observed by [START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF] and [START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF] in a sand column drying test. [START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF] and [START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF] explained the decrease of soil temperature at the soil surface by the consumption of energy for the latent heat of vaporization. On the other hand, the evolution of soil temperature also reflects the changes in energy distribution during evaporation. 

Introduction

The prediction of soil water evaporation is important in various fields: estimating the amount of water loss for reduction evaporation in agriculture [START_REF] Qiu | An improved methodology to measure evaporation from bare soil based on comparison of surface temperature with a dry soil surface[END_REF];

predicting evaporation flux in design of soil cover of mine tailings (e.g., [START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF][START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF][START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF]; investigating the long term performance of moisture retaining soil cover (e.g., [START_REF] Yang | Water balance during evaporation and drainage in cover soils under different water table conditions[END_REF][START_REF] Yanful | Modeling and measurement of evaporation in moisture-retaining soil covers[END_REF]; designing evapotranspirative cover system for waste containment and mining site [START_REF] Cui | Water balance and evapotranspiration monitoring in geotechnical and geoenvironmental engineering[END_REF]; classifying landfill sites according to the climatic water balance method [START_REF] Blight | Solar heating of the soil and evaporation from a soil surface[END_REF], etc. Therefore, various models for predicting the quantity of water evaporation have been proposed, among them the water balance model, energy balance model, the mass transfer model, the resistance model and the other coupled models are the popular ones, each of them having its the advantage and disadvantage in practice. In this section, all these models are reviewed and their applicability is discussed. Furthermore, a promising model will be selected for developing a relevant formula for evaporation calculation.

Water balance model

The water balance model described by [START_REF] Brutsaert | Evaporation into the Atmosphere: Theory, History, and Applications[END_REF] is as follows:

( -) -= / i o P E A Q Q dS dt + (1.1)
where P is precipitation; E is evaporation; A is the surface area; Q i is the surface and ground water inflow rate; Q o is the surface and ground water outflow rate and S is the water volume stored in the system considered.

On the other hand, another type of water balance model was presented as follows [START_REF] Blight | Interactions between the atmosphere and the Earth[END_REF][START_REF] Cui | Water balance and evapotranspiration monitoring in geotechnical and geoenvironmental engineering[END_REF]):

( )

int off P I R E I - + = + (1.2)
where P is precipitation (mm/day); I int is interception (mm/day); R off is the runoff on ground surface (mm/day); E is evaporation (mm/day); and I is infiltration (mm/day). [START_REF] Brutsaert | Evaporation into the Atmosphere: Theory, History, and Applications[END_REF] reported that this kind of models is not practical because relatively small but unavoidable errors in the measurements of precipitation and runoff can produce large absolute errors in the resulting evaporation. Furthermore, [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF] pointed out that it was difficult to determine the infiltration and hence this model is not easy to be used in practice for large areas. [START_REF] Singh | Hydrologic Systems[END_REF] considered that the main difficulty of this model is that some related variables are not easy to be monitored (e.g., seepage rate in a water system). However, this method can be used if there is a good installation of weighing lysimeter, within a limited scale.

Energy balance model 1.4.3.1 Description of the model

The energy balance model proposed by [START_REF] Brutsaert | Evaporation into the Atmosphere: Theory, History, and Applications[END_REF] and [START_REF] Blight | Interactions between the atmosphere and the Earth[END_REF] is as follows:

=
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where R n is the net incoming radiation flux at the ground surface (incoming solar plus diffuse radiation minus reflected radiation and outgoing long wave terrestrial radiation) (W/m 2 or J/m 2 s); L e is the latent heat of vaporization (J/kg); E is the rate of evaporation (mm/day); H is the sensible heat flux (heat transmitted into the atmosphere) (W/m 2 or J/m 2 s); and G is the soil heat flux (the heat transmitted into the soil) (W/m 2 or J/m 2 s). This model assumes that the effect of ice melt, unsteadiness, photosynthesis and lateral advection can be neglected. The components of this model are shown in Fig. 1.41. For the sensible heat flux, it is positive when energy is used to heat the air and negative when the air loses energy due to cooling; for the latent heat flux, it is positive for water evaporation and is negative for vapor condensation; for the soil heat flux, it is positive when energy is transferred to the subsoil and is negative when energy is transferred to the atmosphere [START_REF] Cui | Simulating the water content and temperature changes in an experimental embankment using meteorological data[END_REF]. Generally, the net radiation flux can be measured using a net radiometer [START_REF] Blight | Interactions between the atmosphere and the Earth[END_REF]. It can also be calculated by Equation 1.4 [START_REF] Brutsaert | Evaporation into the Atmosphere: Theory, History, and Applications[END_REF][START_REF] Cui | Simulating the water content and temperature changes in an experimental embankment using meteorological data[END_REF]):

(1 )
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where R s is the incoming solar radiation (W/m 2 ); α is soil albedo; ε s is the soil surface emissivity; σ is the Stefan-Boltzmann constant (5.6697×10 -8 W/m 2 /K 4 ); ε a is the air emissivity; T s is the soil surface temperature (K) and T a is the air temperature (K).

More details about this equation can be found in [START_REF] Brutsaert | Evaporation into the Atmosphere: Theory, History, and Applications[END_REF] and Cui et al.

(2010).

The sensible heat flux (H)

The sensible heat flux is expressed as follows [START_REF] Brutsaert | Evaporation into the Atmosphere: Theory, History, and Applications[END_REF][START_REF] Blight | Interactions between the atmosphere and the Earth[END_REF][START_REF] Cui | Water balance and evapotranspiration monitoring in geotechnical and geoenvironmental engineering[END_REF]:

a a p H T H C k y ρ ∂ = ∂ (1.5)
where ρ a is the air density (kg/m 3 ) and ρ a =[P/(RT a )]×(1-0.378P v /P); P is the atmospheric pressure (kPa); P v is the vapor pressure (kPa); R is the gas constant (0.287 kJ/kg/K); T a is the air temperature (K); C p is the specific heat of air (1.1 kJ/kg/K for dry air); k H is the eddy diffusivity of air (m 2 /s); and y is elevation (m).

Cui et al. ( 2005) also gave another expression for the sensible heat flux:

a a T H y λ ∂ = ∂ (1.6)
where λ a is the thermal conductivity of air (0.025 W/m/K).

The soil heat flux (G)

The soil heat flux can be monitored by heat flux plate buried at a certain depth in the soil (e.g., Campbell Scientific, 1998;[START_REF] Cui | Water balance and evapotranspiration monitoring in geotechnical and geoenvironmental engineering[END_REF]. It can also be based on the thermal conductivity and the temperature gradient in soil (see [START_REF] Brutsaert | Evaporation into the Atmosphere: Theory, History, and Applications[END_REF][START_REF] Cui | Field simulation of in situ water content and temperature changes due to ground-atmospheric interactions[END_REF], as follows:

a s T G y λ ∂ = ∂ (1.7)
where λ s is the thermal conductivity of soil (W/m/K). The determination of this parameter was demonstrated by de Vries (1963). [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF] gave an

expression allowing the determination of the thermal conductivity of sand. This parameter can also be measured using special sensors such as Decagon KD2. Other methods such as soil calorimetry method and the empirical methods are also available [START_REF] Brutsaert | Evaporation into the Atmosphere: Theory, History, and Applications[END_REF].

The latent heat flux (L e E)

The latent heat flux is expressed as [START_REF] Blight | Interactions between the atmosphere and the Earth[END_REF][START_REF] Cui | Field simulation of in situ water content and temperature changes due to ground-atmospheric interactions[END_REF]:

v a v v e L k P L E P y ρ ε ∂ = ∂ (1.8)
where L v is the latent heat of vaporization (kJ/kg); ε is the ratio of molecular weight of water to molecular weight of air (18.016/28.966=0.622); k v is the eddy diffusivity of vapor (m 2 /s); P v is the vapor pressure (kPa) and P is the atmospheric pressure (kPa).

The latent heat of vaporization L e given by Frelin (1998) is:

2501 2.361 e L T = - (1.9)
where T is the temperature in °C.

For simplifying the calculation, by setting k h = k v a new parameter namely Bowen ratio (β) can be introduced:

a a p H p a a v a v v e v v v T C k C P T T H y L k P L E L P P P y ρ β γ ρ ε ε ∂ ∂ ∂ ∂ = = = = ∂ ∂ ∂ ∂ (1.10)
where γ is the psychrometric constant (PC p /(L v ε)).

According to the energy balance model, the latent heat flux is expressed as:

1 n e R G L E β - = + (1.11)
where R n is the net incoming radiation flux; G is the soil heat flux.

The Bowen ratio can be determined by the measurement of air temperature and vapor pressure at two different elevations [START_REF] Blight | Interactions between the atmosphere and the Earth[END_REF]. Combing the measured parameters, the evaporation rate can be directly determined by Equation 1.11. This method is also termed as Bowen ratio-Energy balance method.

Generally, the components of energy balance model are not easy to determine, they are affected by many factors involving both soil and atmosphere. The accuracy of the sensors for measuring each component also has significant influence on the results of evaporation measurement. Furthermore, this model is also affected by the spatial-temporal distribution characteristics of energy. The error of each part can result in unacceptable prediction of evaporation rate. [START_REF] Singh | Evaluation and generalization of 13 mass-transfer equations for determining free water evaporation[END_REF] reported that this model is suitable for research purposes only in small areas because the evaluation of net radiation may be a challenge in engineering problems. On the other hand, some balance model can also be combined with other models to form new models; these models will be discussed later.

The mass transfer model

The mass transfer model (i.e., Dalton type equation, [START_REF] Gray | Handbook on the principals of hydrology[END_REF] exhibits the nature of evaporation initiation: vapour pressure deficit occurs between evaporating surface and atmosphere and the vapor is the transported by air turbulence. It has been usually used in the prediction of evaporation from water surface or wet soil surface:

s a ( )( -) E f u e e = (1.12)
where E is the evaporation rate, e s is the saturated vapour pressure at the evaporating surface, e a is the saturated vapour pressure at dew-point temperature in the atmosphere above and also is the partial vapor pressure at the corresponding air temperature, f(u) is a function of wind speed.

For the mass transfer model, the main parameters governing the water evaporation are vapor pressure gradient, temperature and wind speed. Therefore, many equations have been constructed using these parameters. [START_REF] Singh | Evaluation and generalization of 13 mass-transfer equations for determining free water evaporation[END_REF] summarized the 13 relatively simple and commonly used evaporation equations. They proposed a generalized equation as follows:

( ) ( ) ( ) E f u g e h T = (1.13) 
where f(u), g(e) and h(T) are wind speed, vapor pressure and temperature functions, respectively.

The surface saturated vapor pressure (e s ) is not easy to determine due to lack of data about the surface temperature. Therefore, e s is often replaced by e 0 -the saturated vapor pressure at air temperature. Similarly, the surface temperature is replaced by air dew-point temperature (T d ). [START_REF] Singh | Evaluation and generalization of 13 mass-transfer equations for determining free water evaporation[END_REF] proposed a series of the equations in generalized forms (see Table 1.1), with a, b and c as parameters; u is wind speed and h a is air relative humidity. These generalized forms have also been evaluated by the data from different meteorological stations. They found that the vapor deficit (e 0 -e a )

has significant influence on the monthly evaporation, while wind speed is a less important parameter. Furthermore, they reported that once the parameters were determined using the existing data from a station, these equations can be used to predict the soil water evaporation. 3

E = a (1-exp(-u))(e 0 -e a ) 4 E = a (1+b × u)(e 0 -e a ) 5 E = a × u (e 0 -e a )(1 -b (T a -T d )) 6 E =a (T a + 25) 2 (100 -h a ) 7 E = a (1 + b × u)(e 0 -e a )(1 -c(T a -T d ))
Based on the equations summarized by [START_REF] Singh | Evaluation and generalization of 13 mass-transfer equations for determining free water evaporation[END_REF], [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF] gave a suitable formula for predicting evaporation for his environmental chamber:

(0.0118 0.0468 )( 100)

p a E u h = + - (1.14) 
where E p is the potential evaporation rate (mm/day); u is the wind speed at 0.05 m above soil (or water) surface (m/s); and h a is the relative humidity at the same elevation of wind speed measurement (%).

Generally, the mass transfer model has a simple form and it just needs easily measurable variables. It is usually used for evaluating evaporation from free water or wetted soil but not suitable for the evaporation from unsaturated soils because the effects of soil parameters are not considered. On the other hand, the mass transfer model gives a good fundamental form for constructing new evaporation models.

The resistance model

The resistance model is based on the fact that the vapor pressure deficit between the soil evaporating surface and the reference level in the atmosphere is analogous to the electric voltage: the water vapor evaporated being considered as the current, the resistance for vapor transport is the ratio of the voltage and current. The resistances are from both the soil and atmosphere. A clear process of water vapor transport from soil to atmosphere can be demonstrated by this model (see Fig. 1.42). During soil water evaporation, the soil becomes unsaturated due to water loss. Two processes take place when water vapor enters the atmosphere from soil. Water vapor is transported from evaporating surface to the soil surface by molecular diffusion in the first stage. Then in the second stage, the water vapor is transferred from soil surface to atmosphere through laminar or turbulent flow [START_REF] Kondo | A parameterization of evaporation from bare soil surfaces[END_REF].

Regarding the resistance model, the resistance imposed on vapor while this latter traveling from the evaporating surface to soil surface is considered as soil resistance (r s ); likewise, the restriction on vapor traveling from soil surface to the atmosphere is termed as aerodynamic resistance (r a ) (see Fig. 1.42).

According to the mode of water vapor transport process, two typical resistance models have been constructed; that is, α model and β model. A summary of resistance models can be observed in the work of [START_REF] Mahfouf | Comparative study of various formulations of evaporation from bare soil using in situ data[END_REF] and [START_REF] Ye | Atmospheric parameterization of evaporation from non-plant-covered surface[END_REF].

The α model considers the vapor diffusion from soil surface to a reference height; thus only the aerodynamic resistance is accounted for in this model:

( ) / a s a t s r e f a E q T q r ρ α ⎡ ⎤ = - ⎣ ⎦ (1.15)
where α is the relative humidity at the soil surface; q sat is the saturation specific humidity at the soil surface temperature T s (°C); q ref is the specific humidity at the reference height; and r a is the aerodynamic resistance (s/m).

The β model considers the water vapor transported from the evaporating surface to the reference height; thus both the soil resistance and the aerodynamic resistance are included in it:

( ) / a s a t s r e f a E q T q r ρ β ⎡ ⎤ = - ⎣ ⎦ (1.16) = /( ) a a s r r r β + (1.17)
Note that in the β model, T s is the evaporating surface temperature, but in practice it is replaced by the soil surface temperature.

In the α model, the value of α is determined by the [START_REF] Mahfouf | Comparative study of various formulations of evaporation from bare soil using in situ data[END_REF]. Many efforts for improving the prediction of these models have been made; the details of these works can be found in Lee and Pielke (1992), [START_REF] Wu | Testing the α and β methods of estimating evaporation from bare and vegetated surfaces in class[END_REF], etc.

During soil water evaporation, the soil water content decreases and a dry soil layer can be formed; the evaporation then occurs at the bottom of the drying soil layer.

Therefore, the process of water vapor carried out from the evaporating surface to atmosphere is restricted by three resistances (see Fig. 1.43). On the whole, the soil water evaporation presents three stages: (1) water vapor is carried out from the water surface to the bottom of dry layer; the corresponding resistance is termed as r sw ; [START_REF] Adams | Evaporation from soil shrinkage cracks[END_REF] water vapor is transported from the bottom of dry soil layer to the soil surface by vapor diffusion; the corresponding resistance is noted r d ; and (3) water vapor travels from the soil surface to atmosphere under the restriction of aerodynamic resistance r a [START_REF] Aluwihare | Measurement of evaporation on bare soil and estimating surface resistance[END_REF]. where q sat (T e ) is the saturated specific humidity at the evaporating surface temperature T e ; h a is the air relative humidity at the reference height; q sat (T a ) is the saturated specific humidity at the air temperature of reference height T a ; r sw is the resistance imposed on the vapor flux while it is traveling from the pores of the wet soil layer to the pores of the dry soil layer (s/m); r d is the resistance imposed on vapor flux in the dry soil layer (s/m); r a is the aerodynamic resistance (s/m); D atm is the molecular diffusivity of water vapor in air (m 2 /s); z d is the depth of dry soil layer (m); v is the mass flow factor; α 0 is the tortuosity factor accounting for the extra path length and a is the volumetric air content (m 3 /m 3 ).

After assessing the field experiment results, [START_REF] Aluwihare | Measurement of evaporation on bare soil and estimating surface resistance[END_REF] concluded that the resistance r sw is less important than the resistance r d ; the relationship between the total soil resistance and water content in the top 0-10 mm of soil exhibits a power function.

The determination of the resistances is essential for the resistance model. Generally, the aerodynamic resistance is evaluated according to the aerodynamic principle and also takes the atmospheric stability into account. This parameter is described in detail by [START_REF] Choudhury | A four-layer model for the heat budget of homogeneous land surfaces[END_REF], [START_REF] Camillo | A resistance parameter for bare soil evaporation models[END_REF], [START_REF] Daamen | Measurement of evaporation from bare soil and its estimation using surface resistance[END_REF], [START_REF] Xu | A variational method for computing surface heat fluxes from ARM surface energy and radiation balance systems[END_REF], [START_REF] Xu | An air-soil layer coupled scheme for computing surface heat fluxes[END_REF] and [START_REF] Aluwihare | Measurement of evaporation on bare soil and estimating surface resistance[END_REF]. As far as the soil resistance is concerned, it is related to the water content of top soil. Many previous studies allowed a number of empirical equations to be proposed for its determination. A summary of soil resistance is given in Table 1.2.

In general, different experiments give different equations; the related formula is just valid for a specific soil. Furthermore, the formulas depend on the soil depths considered for evaluating soil water content: 5 mm for [START_REF] Shu | Moisture and heat transport in a soil layer forced by atmospheric conditions[END_REF] and Camillo and Gurney (1986); 10 mm for van de Griend and Owe (1994); and 20 mm for [START_REF] Kondo | A parameterization of evaporation from bare soil surfaces[END_REF]. [START_REF] Camillo | A resistance parameter for bare soil evaporation models[END_REF] pointed out that the relationship between the soil resistance and water content varies daily due to changes in climatic conditions.

Therefore, the differences between the equations are due to the differences in the soil types studied and the different depths considered for determining the surface moisture content, as well as the air conditions.

On the whole, the resistance model gives a clear physical meaning of water vapor traveling from soil to atmosphere. Many efforts have been made to develop various resistances for giving a more accurate prediction of water evaporation. The aerodynamic resistance is usually not difficult to determine. However, the soil resistance is difficult to verify because different experimental conditions (soil type, the depth of soil) result in different soil resistance. Therefore, a common formula is difficult to establish; this restricts the generalization of this model. However, for a specific experiment, this model often shows a good performance. where E penman is the evaporation rate determined by the Penman model (mm/day); u is the wind speed at two meter above the ground surface (miles/day); Δ is the slope of the saturation vapor pressure versus temperature curve at the air temperature T a (mm Hg/°C), R n is the net radiation flux (mm/day of water); e 0 is the saturated vapor pressure at the air temperature of reference height (mm Hg); e a is the vapor pressure at the reference height (mm Hg); and γ is the psychrometric constant (0.495 mm Hg/°C). 
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where u w is the wind speed (km/h); A is the inverse of the relative humidity in air; B is the inverse of the relative humidity at the soil surface; e aw is the water vapor in air above the soil surface (mm Hg). The other parameters are the same as in the Penman model.

In general, the Penman model avoids measuring the surface temperature and vapor pressure, and only needs the common parameters such as net radiation, air temperature, relative humidity and wind speed. It is suitable for predicting the potential evaporation from free water and saturated soils. It can also be used for evaluating the evapotranspiration from a cropped area by considering an appropriate coefficient related to the crops. However, this model can result in an overestimation in case of unsaturated soils [START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF][START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF]. The model proposed by where H is the sensible heat flux between drying soil and atmosphere (J/(m 2 •s)); ρ a c p is the volumetric heat capacity (J/(m 3 •K)); T s is the drying soil surface temperature (K); T a is the air temperature at the reference height (K); and r a is the aerodynamic resistance (s/m).

Assuming that the emergency of dry soil has negligible effect on the atmospheric variables, and the aerodynamic resistances of drying and dry soil are nearly the same.

Furthermore, no water is evaporated from the dry soil, the energy balance at dry soil surface can then be expressed as:

d = n d d R H G + (1.30)
where R nd is the net radiation of dry soil surface (J/(m --( -) -

e T T L E R G R G T T = (1.34)
In general, the 3T model is easy to employ. Only three parameters are required when predicting evaporation from bare soils, i.e., temperature (air temperature, drying and dry soil surface temperatures), net radiation (net radiations of drying and dry soil), and soil heat flux (heat fluxes in dry and drying soil). Moreover, unlike the resistance model, the soil resistance and aerodynamic resistance are not needed in this model [START_REF] Qiu | An improved methodology to measure evaporation from bare soil based on comparison of surface temperature with a dry soil surface[END_REF]. The sensitivity analysis conducted by [START_REF] Qiu | An improved methodology to measure evaporation from bare soil based on comparison of surface temperature with a dry soil surface[END_REF] showed that the three temperatures are the most sensitive parameters to evaluate evaporation from soils, together with the solar radiation. This model was used in the detection of wheat water stress [START_REF] Wang | Application of a new method to evaluate crop water stress index[END_REF], in the determination of the three-stage evaporation (Qiu and Ben-Asher, 2010), and in estimating evaporation or evapotranspiration by remote sensing [START_REF] Qiu | Theoretical analysis of a remotely measurable soil evaporation transfer coefficient[END_REF]Xiong and Qiu, 2011). Its application to clayey soils is still scarce.

Suction related models

Assuming that the potential evaporation rate is known, [START_REF] Campbell | Soil Physics with Basic: Transport Models for Soil-Plant systems[END_REF] proposed a simple formula only involving relative humidity of soil and air to determine the actual evaporation rate:

( ) (1 ) 
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where E a is the actual evaporation rate; E p is the potential evaporation rate; h s is the soil surface relative humidity; and h a is the air relative humidity at the reference height.

The soil surface relative humidity h s is determined by Kelvin's equation:

(1/ ) exp w s W h RT ψ ρ ⎡ ⎤ = - ⎢ ⎥ ⎣ ⎦ (1.36)
where ψ is the soil surface suction (kPa); W is the molecular weight of water (18.016 kg/kmol); ρ w is the density of water (kg/m 3 ); R is the universal constant (8.31432 J/mol/K); and T is temperature (K). Supposing that the function f(u) for both soil surface and water surface are the same, the actual and potential evaporation rates expressed as by the mass transfer model are as follows:

( )( )
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where e soil is the actual vapor pressure at soil surface, e a is the vapor pressure of air at the reference height;

( )( )
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where e s represents the saturated vapor pressure at the water surface.

Assuming that the temperatures at soil surface, water surface and in air are nearly the same, and hence e s can be considered as the saturated vapor pressure in the three cases.

Therefore, the ratio of E a to E p can be expressed as: where ψ is the absolute soil water potential (cm of water); ψ ad is the absolute soil water potential at air-dryness (cm of water); and ψ tp is the absolute threshold soil water potential (cm of water).

( / ) ( / ) 1 (
The potential evaporation rate (E p ) from bare soils is calculated using the where ψ ad is the water potential of soil at air-dryness (cm of water); T is temperature (K); g is the gravitational acceleration (981 cm/s 2 ); W is the molecular weight of water (0.01802 kg/mol); H r is the relative humidity of air (fraction); and R is the universal gas constant (8.3143×104 kg/cm 2 /s 2 /mol/K).

The soil water potential at the top soil layer is not easy to be obtained. Therefore, the soil water potential at deeper position is considered as an alternative. However, this procedure leads to overestimation or underestimation of soil evaporation [START_REF] Aydin | Test of a simple model for estimating evaporation from bare soils in different environments[END_REF]. Therefore, a correction factor is introduced in the model of [START_REF] Aydin | Test of a simple model for estimating evaporation from bare soils in different environments[END_REF] when the potential at 5 or 10 cm depth are used. Alternatively, the weighted average of potential at deeper positions is also a good solution.

A simple model was also proposed by [START_REF] Aydin | A model for estimating soil water potential of bare fields[END_REF] and was then evaluated by [START_REF] Aydin | Implications of climate change for evaporation from bare soils in a Mediterranean environment[END_REF]:
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where ψ is the soil water potential in the surface layer (cm of water); α is a soil specific parameter related to the flow path tortuosity in the soil (cm); ΣE p is the cumulative potential evaporation (cm); θ fc and θ ad are field capacity water content and air-dryness water content, respectively (cm 3 /cm 3 ); D av is the average hydraulic diffusivity (cm 2 /day); t is time (day). Note that the field capacity is defined as the amount of water, which the soil can hold against gravitational forces.

Generally, the model of [START_REF] Aydin | Test of a simple model for estimating evaporation from bare soils in different environments[END_REF] considers both the soil and atmosphere parameters. The influence of atmosphere conditions is presented through the potential evaporation rate, and the effect of soil conditions is described by the soil water potential at the soil surface. The input parameters of the model are simple and easily determinable such as air temperature, relative humidity, net radiation, soil heat flux and water potential at air-dryness etc. Some related parameters need to be determined by calibration. However, the determination of soil surface water potential is still a problem to be solved. Even though the equation proposed by [START_REF] Aydin | A model for estimating soil water potential of bare fields[END_REF] shows a possible resolution, this equation needs to be reset after rainfall events during its application [START_REF] Aydin | Implications of climate change for evaporation from bare soils in a Mediterranean environment[END_REF][START_REF] Aydin | A model for Evaporation and Drainage investigations at Ground of Ordinary Rainfed-areas[END_REF]. Moreover, the effect of cracks commonly observed in swelling soils is not considered. [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF] addressed the effect of crack on evaporation for the first time. Two new parameters were introduced to Equation 1.39, i.e., cracking surface ratio R cs and a constant α c :

(1 ) 1

a s a c cs p a E h h R E h α - = + - (1.45)
where α c is a parameter derived from experimental data and reflects the effect of cracks on soil surface relative humidity; and R cs is the ratio of crack area to the area of initial non-crack soil surface. The potential evaporation rate is determined by Equation 1.14.

Basically, Ta's model is constructed based on the model proposed by [START_REF] Campbell | Soil Physics with Basic: Transport Models for Soil-Plant systems[END_REF] and [START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF] and takes into account the effect of cracks on evaporation process. The input parameters can be determined using experimental data.

Nevertheless, this model needs the measurement of surface suction. As direct determination of soil surface suction is difficult, indirect approach to evaluate this parameter may result in significant drift from the actual one.

Conclusions

Various models for predicting evaporation rate are reviewed and discussed. Some useful conclusions can be drawn:

Water balance model and energy balance model are not easy to use in practice. The related components of each model depend strongly on the accuracy of measurements.

These models are usually used as boundary conditions in the numerical analysis.

The mass transfer model is of simple form and just needs easily measurable variables.

It is usually used for evaluating potential evaporation from water or saturated soils but not unsaturated ones. On the other hand, the mass transfer model is a good basis for constructing new potential evaporation equations.

The resistance model gives a clear physical process of water vapor traveling from soil to atmosphere. However, the soil resistance is relevant to soil conditions (soil type, depth of soil considered) and hence restricts its utilization.

Among the coupled models, the Penman model is suitable for potential evaporation prediction; the model proposed by [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF] is limited by the determination of soil surface parameter (e.g., relative humidity at surface). The Penman-Monteith model also needs to overcome the problem of determining the soil resistance.

The 3T model gives a new direction of evaluating soil evaporation. A reference dry soil is essential. But the application of this model to swelling soils is rare and the effect of cracks is not considered.

The suction related models show another direction of predicting soil evaporation. The influence of both soil and atmospheric parameters can be clearly presented in these models. Moreover, the parameters used are very simple. The introduction of the surface suction makes these models independent of soil nature such soil texture and mineralogy, as well as the drying time. The measurement of the surface suction represents a real challenge for these models. The model proposed by [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF] considered the effect of cracks during evaporation. Theses models constitute the basis for the new development in the present work.

Recent applications with consideration of soil water evaporation 1.5.1 Introduction

Soil water evaporation results in large water loss in the soil, affecting the geotechnical properties of soil thus the stability of buildings or infrastructures on it. Furthermore, it also affects the behavior of soil covers in landfill or embankments. In this section, some recent geotechnical and environmental applications involving the soil water evaporation mechanism are presented. This property of coarse sand leads to quick water loss when subjected to evaporation, and reaches the lock-in suction at the residual water content. Hence, it can suppress significant water evaporation from the till below. approximately 40 % when the single clayey till soil cover was replaced by the three-layer cover system with coarse sand as the upper layer. Moreover, the clayey till kept saturated in the three-layer system, indicating that it was suitable for an infiltration and oxygen barrier. On the other hand, this phenomenon clearly demonstrates the benefit of utilizing coarse textured materials as capillary barriers above the clayey till layer. Furthermore, as the upper layer of the three-layer soil cover system, coarse sand loses water faster than other soils (silt and fine sand), and results in high suction but low hydraulic conductivity in this layer and hence a low evaporation rate. Thus, it is the best candidate for the upper layer (capillary barrier).

Note that this conclusion deduced from experiment can be beneficial to the design of soil cover. In addition to the experimental investigation, numerical simulations were conducted. The simulation results agree well with the experimental results.

The damage assessment of building due to drought

Soil water evaporation induces decrease of soil water content. The water loss will result in shrinkage of soil body, and hence settlement and/or cracking will occur.

Therefore, light buildings supported by shallow foundations would be damaged, especially in the area near the tree during a long drought period [START_REF] Hemmati | Soil-vegetation-atmosphere interaction by a multiphysics approach[END_REF]. Thereby, evaluating soil settlement due to soil water evaporation is of importance when assessing buildings damage by drought effects. precipitation, air relative humidity and wind speed) were used as input data. A good agreement between the measured and simulated results shows the performance of the numerical approach adopted.

The effect of climatic changes on embankments

Embankments are constantly subjected to climatic changes and their hydro-mechanical behavior changes consequently. Indeed, the climatic changes result in daily or seasonal change in soil suction, temperature and water content. Therefore, the hydro-mechanical behavior of soils changes affecting the stability of embankments. Predicting changes in soil water content, suction and temperature using the meteorological data is then essential in assessing the stability of embankments. method can give a reasonable trend and is suitable for calculating the water content, temperature and suction of the soil.

The climatic classification of landfills

As mentioned in the work of [START_REF] Blight | Solar heating of the soil and evaporation from a soil surface[END_REF], in South Africa, a system for classifying landfills for municipal solid waste based on the local climate was proposed. The system developed is termed as climatic water balance classification method, which is defined with a criterion based on the leachate production. The climatic water balance was defined as follows:

B = R -E (1.46)
where R is the rainfall in the wettest consecutive six months of a year; E is the corresponding evapotranspiration from the surface of landfill at the same period; and B is the difference between the rainfall and evapotranspiration.

In general, if the assessment of the landfill site is B + (i.e., R > E), the landfill will generate leachate. Therefore, a leachate collection system and impervious underline are required. On the other hand, if the assessment value is B -(i.e., R < E), it means that no significant leachate will be generated in the landfill and no leachate collection system and impervious underline are required. The assessment result has large influence on the cost of landfills because the cost of the leachate collection system, a containing linear and a leachate treatment system represent most of the cost for constructing a landfill [START_REF] Blight | Solar heating of the soil and evaporation from a soil surface[END_REF]. In this context, the measurement and prediction of evaporation from soil surface is of great importance. More details of this classification method can be found in [START_REF] Blight | Graded landfill requirements in South Africa-the climatic water balance classification[END_REF].

Conclusions

In this chapter, the basic concepts related to evaporation were described, and the current states of evaporation modeling, experiments and applications were reviewed.

The following conclusions can be drawn:

The concepts of evaporation, transpiration, evapotranspiration were well summarized and demonstrated. The water that directly evaporates from soil is termed as actual evaporation while the pure water that evaporates under the same conditions is considered as potential evaporation.

Both atmosphere and soil conditions affect evaporation process. For the atmospheric parameters, a high wind speed corresponds to a greater evaporation rate when the soil is wet but the reverse relation can be observed when the soil is dry; enhancing net radiation results in the increase of potential evaporation; a high air relative humidity induces a low initial constant evaporation rate, while a low relative humidity reduces the duration of constant rate evaporation. Regarding the soil parameters, different soil textures present different evaporation processes; the saturated hydraulic conductivity has significant influence on the constant-rate stage and falling-rate stage; the drainage process significantly affects the evaporation progress and its extent depends on the soil type; soil cracking increases the evaporating surface and hence enhances the evaporation rate; the decline of initial water content results in the decrease of actual evaporation. The constant-rate stage of evaporation is limited by the atmospheric conditions while the falling-rate stage is controlled by the soil hydraulic properties.

This justifies the objective of the present work: investing the evaporation under different atmospheric conditions and different soil types.

Various models of soil water evaporation are discussed. The influence of both soil and atmospheric parameters can be clearly seen in the suction related models. Unlike the resistance models, the suction related models are independent of soil nature such as texture and mineralogy; they are also independent of the drying time. In the present work, the new theoretical developments will be based on these models. Note however that the determination of the surface suction represents a real challenge in this kind of approaches.

Various evaporation devices were reviewed. for soil water evaporation investigation. Good results have been obtained using this chamber. However, the height of soil sample used in their experiments is 1000 mm, but the evolution of volumetric water content shows that only the first 50 mm from the soil surface lost water during evaporation. This phenomenon suggests that evaporation occurred mainly in the near surface zone. Therefore, theoretically we can reduce the soil sample height and intensify the measurements in the near surface zone.

As presented in Chapter 1, soil suction is an important parameter in predicting soil water evaporation, in particular the suction at the soil surface. [START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF] conducted a thin soil pan evaporation experiment and proposed a relationship between the total suction at the soil surface and the normalized evaporation. This model only has one variable related to soil, i.e., suction, and is independent of soil properties [START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF]. However, the suction was determined from the soil water retention curve, and not from the direct measurement in the thin soil sample. On the other hand, [START_REF] Aydin | Test of a simple model for estimating evaporation from bare soils in different environments[END_REF] proposed a suction related evaporation model based on the relationship between the ratio of actual evaporation rate to potential evaporation rate and soil suction at the top soil layer. However, the suction in the near surface is not easy to measure, and using the suction at deeper levels would result in overestimation or underestimation of evaporation [START_REF] Aydin | Test of a simple model for estimating evaporation from bare soils in different environments[END_REF]. Therefore, the measurement of soil suction at the soil surface is essential in soil water evaporation investigation even though it represents a real challenge. This will be attempted in the present work.

As indicated in Chapter 1, soil cracking enlarges the evaporation surface thus increases the evaporation rate significantly. It appears important then to consider the evolution of cracks when modeling the water evaporation from fine-grained soils.

From an experimental view, it is important to use appropriate equipment that allows soil cracking to be monitored. 

Héricourt clay

Héricourt clay is selected for the clay evaporation experiment. It was used for the construction site of an experimental embankment in Héricourt, France. Its geotechnical properties are presented in Table 2.1. It contains 85 % clay minerals with predominance of illite-smectite interstratified minerals, 10 % quartz and 5 % feldspar.

The soil is a high plasticity clay according to the Casagrande's classification criterion and belongs to the CH group following the unified soil classification system (USCS).

Moreover, this soil is defined as A3 clay by the French technical guide named The relationship between thermal conductivity and water content is shown in Fig. [START_REF] Tran | Rôle de la microstructure des sols argileux dans les processus de retrait-gonflement: de l'échelle de l'éprouvette à l'échelle de la chambre environnementale[END_REF]. Figure 2.9(a) shows the relationship between the intruded mercury void ratio (e m , the ratio of mercury intrusion volume to soil solid volume) and the pore radius in a semi-logarithmic coordinate. 

The environmental chamber developed 2.3.1 Description of the environmental chamber

The experimental setup consists of an environmental chamber, a wind supply unit, an air collection unit, a photograph collection unit, a water supply unit and a data logging system. A sketch of this system is shown in Fig. 2 The details of the sensors used are presented in Table 2. The water supply unit consisted of a plastic water tank and a water table survey tube (Fig. 2.23). The water tank supplied water to the chamber and the water level inside the tank was kept the same as the water table in the chamber (bottom of chamber in this study). The water table survey tube was a glass tube with marks and connected to the water tank. Thereby, any change of water table in the chamber could be detected.

When the water table lowered down due to soil evaporation, more water was added to the tank to keep a constant water table. The quantity of water added was recorded. 

Description of the sensors used 2.3.2.1 Introduction

As mentioned in section 2.3.1, the environmental chamber developed can operate under controlled atmospheric conditions, and the soil response can also be observed by various sensors. As shown in Table 2.2, there are ten types of sensors used. For the atmospheric conditions, the air flow rate was measured and controlled by air flowmeter, the air temperature and relative humidity were monitored by the T3111 transmitter and thermistor. The wind speed above the soil surface was measured by anemometer. For the response of soil, the volumetric water content was monitored by ThetaProbe, the suctions of different ranges were monitored by tensiometer (0-1.5

MPa), psychrometer (0-8 MPa) and T3111 transmitter (higher than 8 MPa); soil temperature was measured by PT1000 and the surface heave was surveyed by LVDT.

It is noted that most of these sensors were calibrated before leaving factory and there was no need to perform specific calibration. However, some sensors such as tensiometer, psychrometer, Thetaprobe and LVDT need to be calibrated prior to use.

In this section, the description and some special calibration procedures of these sensors is given.

Calibration of various sensors

Tensiometer

The high-capacity tensiometer used is a sensor developed at ENPC for soil matric suction measurement within a range of 1.5 MPa [START_REF] Mantho | Echanges sol-atmosphère: application à la sécheresse[END_REF] based on the tensiometer developed by Ridley andBurland (1993, 1995). Good performance of this tensiometer was identified in the laboratory [START_REF] Mantho | Echanges sol-atmosphère: application à la sécheresse[END_REF] Thus, the suction measured corresponds to the water tensile stress in the reservoir. 1. Prepare de-aired and distilled water using a vacuum pump.

2. Install all the tensiometers (six in maximum) in the saturation cell.

3. Open valve 3 and 4 (see Fig. 9. Reduce the pressure to 0 kPa, remove the tensiometers from the saturation cell and immerse them in distilled water in small bottles. 

Psychrometer

The thermocouple psychrometer corresponds to an indirect measurement of soil suction [START_REF] Bulut | Indirect measurement of suction[END_REF]. The total suction determined by psychrometer is through the measurement of air relative humidity. Kelvin equation is then used to convert relative humidity to suction. The psychrometer employed in this study is a PST-55 type thermocouple psychrometer within a measurement range from 0 to 8 MPa. The current passes through the junction formed by two dissimilar metals and lets the junction to be cooled by Peltier effect. Water vapor condenses on the junction when the junction temperature becomes below the dew-point temperature. The current is then interrupted and the water on the junction starts to evaporate. The temperature difference between this junction and the reference junction results in an output voltage by Seebeck effect. When the water evaporation and condensation reach equilibrium, the temperature difference is function of the surrounding air relative humidity. The recorded voltage can then be converted to total suction according to the calibrated relationship between output voltage and relative humidity [START_REF] Lu | Unsaturated soil mechanics[END_REF][START_REF] Bulut | Indirect measurement of suction[END_REF]. A photograph of this PST-55 psychrometer is presented in Fig.

2.30(a)

. This psychrometer is small (less than 20 mm in length), and has a non-removable stainless steel shield which has a larger pore size and allows a faster equilibration. A 1.5 m length cable was used to connect it to the data logger. The data logger employed is the PSYPRO water potential system with an 8 channels (see Fig. 2.30(b)). The procedure of this method is summarized as follows [START_REF] Wescor | PSYPRO water potential systems user manual[END_REF]): First of all, an 8 mA cooling current passes through the thermocouple for a long enough time (5-60 seconds) in order to let the water vapor condense onto the thermocouple junction. Then, the cooling current is interrupted and the water condensed starts to evaporate toward the surrounding air. After 3 to 5 seconds, the wet bulb depression temperature reaches and thus a stable temperature is held at the junction. This wet bulb depression temperature is related to the relative humidity of the surrounding air and is converted to voltage. The wet bulb depression temperature lasts some seconds during water evaporation; the output voltage during this stage is averaged to calculate suction using the calibration curve. At last, the junction temperature returns to the surrounding air temperature and the output voltage becomes zero.

As far as the operation of PSYPRO water potential system is concerned, the usual procedure is as follows: (a) ensure that the connections among psychrometer, PSYPRO system and computer are correct; (b) turn on the system and check if the Particular attention should be paid on four important setting parameters, i.e., the cooling current time, the delay seconds after cooling, the measurement period seconds and the read average seconds. The cooling time should be long enough for water vapor condensation onto the thermocouple junction. The higher the suction to be measured the longer the cooling current time [START_REF] Skierucha | Design and performance of psychrometric soil water potential meter[END_REF]. In this water potential system, this parameter varies from 5 to 60 seconds. The measurement period seconds is used to determine the interval of readings. In general, 50 readings are taken during this period and this parameter usually varies from 5 to 250 seconds [START_REF] Wescor | PSYPRO water potential systems user manual[END_REF].

The delay seconds after cooling is the duration from interrupting the cooling current to the time point when readings averaging starts. This duration is used to ensure that the measurement of suction is at the constant stage of wet bulb depression temperature (i.e., a constant output voltage). This delay is counted as part of the measurement period because readings are done during this delay [START_REF] Wescor | PSYPRO water potential systems user manual[END_REF]. Read average seconds is the time used for determining the average value of the readings at the constant wet bulb depression temperature. The number of readings used to calculate the average value depends on the measurement period seconds: the measurement period second is divided by the 50 readings to determine the interval for one reading, and then the read average seconds is divided by the interval to determine the number of readings. These readings are averaged and the result is used to convert the voltage to suction based on the calibration curve. Note that the readings should be taken over the constant stage of output voltage.

The psychrometers need to be calibrated before use. The calibration of the psychrometers is conducted by directly immersing them into a salt solution (for instance, NaCl solution) of known suction [START_REF] Skierucha | Design and performance of psychrometric soil water potential meter[END_REF][START_REF] Bulut | Indirect measurement of suction[END_REF].

This method avoids the effect of any temperature fluctuation [START_REF] Bulut | Indirect measurement of suction[END_REF].

In general, calibration solutions are chosen to cover the range of total suction considered.

Five PST-55 psychrometers were calibrated following the procedure below:

1. Prepare the NaCl solutions with different osmotic suctions and keep them in the airtight glass bottles. The related solutions and corresponding suctions are shown in Table 2.3.

2. Drill a hole in a rubber bottle stopper which is matched to the solution bottle.

3. Insert the psychrometers in this hole.

4. Insert the rubber bottle stopper which contains the psychrometers in the glass bottle.

Put a silicon sealant on the contact area between the stopper and psychrometers and between the stopper and bottle neck to prevent entry of air. Leave this bottle in the room and let the sealant dry. Note that the psychrometers are immersed in the solution at a fairly shallow depth. This approach avoids forcing the solution through the mesh liner onto the sensor as a result of an additional pressure [START_REF] Bulut | Indirect measurement of suction[END_REF]. 6. Use the PSYPRO water potential system for measuring the total suction in microvolts. For avoiding the influence of temperature, the readings are corrected using Equation 2.2: 0.325 0.027

measured corrected U U T = + (2.2)
where U measured is the output of PSYPRO (µV); U corrected is the corrected output (µV); and T is the ambient temperature (°C). Note that the procedure mentioned above follows the method proposed by Sood (2005). [START_REF] Gaskin | Measurement of soil water content using a simplified impedance measuring technique[END_REF].

Therefore, the measurement of the voltage amplitude difference between the beginning of the transmission line and the connection junction can be used to determine the impedance of soil, hence the dielectric constant [START_REF] Miller | ThetaProbe ML2x: Principles of operation and applications[END_REF]. The volumetric water content is then determined based on the calibration curve.

Note that the sensor used operates at 100 MHz signal frequency, high enough to minimize the effect of ionic conductivity [START_REF] Miller | ThetaProbe ML2x: Principles of operation and applications[END_REF]. For Héricourt clay, the calibration curve proposed by Ta (2009) was adopted (see Fig. 

LVDT

The LVDT (Linear Variable Differential Transformer) is a common electromechanical transformer that can convert the rectilinear motion of an object to electrical signals.

Typically, LVDT consists of an iron core of high permeability and a cylindrical body.

The cylindrical body is hollow and has stainless steel housing. Inside the body, a primary winding centered between a pair of identically wound secondary windings, symmetrically spaced with respect to the primary. The core is free to move in the axial hole of the hollow probe body. The displacement of iron core results in an electromagnetic imbalance in the winding, and thus generates a differential output voltage which is proportional to the core displacement. It is worth noting that the LVDT used in this study was modified for the swelling measurement in the chamber: a special designed support was used to fix the body of LVDT in the chamber cover [START_REF] Tang | Development of a large-scale infiltration tank for determination of the hydraulic properties of expansive clays[END_REF]. For each LVDT, a carbon rod was fixed at the end of iron core as an extension of it. This allowed overcoming the problem of long distance between the soil surface and the chamber cover. Carbon rod was used because it is light, rigid and thin. A light plastic cap was installed at the end of the carbon rod so as to increase the surface of the rod and avoid penetration in the soil. A photograph of a LVDT (FGP-DX20EL) is shown in Fig. 2.37.

All the 12 LVDTs were calibrated using a rule in the laboratory prior to use. The calibration results are presented in Fig. 2.38. A well defined linear relationship was obtained for all LVDTs with similar slopes between the output voltage and the displacement. 

Experimental procedures 2.3.3.1 The preparation of the environmental chamber

As mentioned before, the high pressure air was supplied by the laboratory compressed air system and was controlled by a pressure regulator. The air flow rate was measured by a flowmeter to an accuracy of ± 1.5 % over a working range of 500 L/min. This cool air was then heated using heating hoses and its temperature was controlled by a temperature regulator with a maximum measurement range of 250 °C. The temperature and relative humidity of this heated air were monitored by the T3111 transmitter prior to being diffused into the chamber using an air distributor (i.e. inleta perforated metal tube). When entering the chamber that was equipped by various sensors, the hot air took away the water vapor from the soil. After crossing the chamber (i.e., outlet), the air was gathered and its temperature and relative humidity were measured again by a relative humidity sensor that can also measure the temperature. The evaporation rate can be calculated according to the air relative humidity and temperature at inlet and outlet, as well as the air flow rate. The monitoring of the temperature at the soil surface was ensured by an infrared thermometer fixed at the chamber cover. The point of measurement was firstly the center of the surface and then changed to other positions in order to verify the uniformity of temperature. The temperature at the center of soil surface was considered as the representative value. Regarding the water supply unit outside the chamber, it ensured a constant water table during soil evaporation; changes of water table were monitored using a water table measuring tube. The photograph collection unit captured the changes of soil surface state, allowing the monitoring of desiccation cracking during evaporation. All data were recorded by the data logging system.

Calculation of actual evaporation rate

The calculation of evaporation rate is based on the variations of air absolute humidity at the inlet and outlet of the chamber. The air temperature and relative humidity values at the inlet and outlet and the air flow rate are used to determine the evaporation rate.

The method is described as follows [START_REF] Mohamed | Solute transport through unsaturated soil due to evaporation[END_REF]; Aluwihare and Watanabe

2003):

The evaporation rate is calculated by the following expression:

_ _ ( ) 86400 a outlet a inlet a w Q H H E A ρ - = (2.5)
where E a is the actual evaporation rate (mm/day), H a_outlet is the absolute humidity at outlet (Mg/m 3 ), H a_inlet is the absolute humidity at inlet (Mg/m 3 ), Q is the air flow rate through the chamber (L/s), ρ w is the density of water (Mg/m 3 ) and A is the area of soil evaporation surface in the chamber (m 2 ).

The absolute humidity (H a ) is calculated as follows [START_REF] Brutsaert | Evaporation into the Atmosphere: Theory, History, and Applications[END_REF] 

a a a a sat R R R R e t t t t = - - - (2.8) 373.15 1 a R a t T = - (2.9)
where e a is the vapor pressure (Pa); T a is the air temperature (K); R is the gas constant (287.04 J•kg -1 K -1 ); e sat is the saturated vapor pressure (Pa); H r is the air relative humidity (%); and 0.622 is the ratio of the molecular weights of water and dry air.

Discussion

As discussed in Sections 2.1 and 2.3, the new chamber has multiple targets for investigating soil water evaporation. The soil column height was reduced to 250 -300 mm, allowing saving materials and energy for sample preparation. The denser arrangement of soil volumetric water content sensors allows refining the monitoring of water content in the near surface zone. The high-capacity tensiometer placed at the soil surface allows the soil surface suction to be measured, thus providing useful data for describing soil water evaporation based on the suction related models. Furthermore, the atmospheric conditions are controlled by adjusting the air flow rate and heating tube temperature; thus, soil water evaporation tests under various atmospheric conditions can be conducted.

The responses of soil to evaporation can be monitored by various sensors buried in the soil, providing complementary data for investigating soil water evaporation. The monitoring of soil crack development allows the soil surface parameters to be defined and accounted for when modeling soil water evaporation.

The water supply unit ensures a stable lower boundary condition during evaporation.

Conclusion

This chapter is devoted to determination of material studied and the description of the large-scale environmental chamber developed for investigating soil water evaporation.

For the materials studied, widely used experimental sand, i.e., Fontainebleau sand and the Héricourt clay obtained from an experimental embankment were selected as two representations for investigating soil water evaporation mechanism. For the development of environmental chamber, the challenges met by this new chamber were overcome by the introduction of new experimental methods and designs. Furthermore, for a better understanding of the principals of the sensors used, the description and calibration results of some sensors were given.

The atmospheric conditions were controlled by the wind supply unit and the related parameters such as air temperature, relative humidity and air flow rate were monitored by various special sensors at different positions. To have the responses of soil, the parameters such as soil temperature, suction and water content were measured.

A method for measuring the evolution of the suction at soil surface was introduced. This allowed providing important and original data to evaluate evaporation rate.

The denser disposition of sensors within the first 50-mm depth allowed refining the measurements in the active zone for soil water evaporation.

The large dimension of soil sample (1000 mm in length, 800 mm in width and 300 mm in height) allowed the boundary effect and the total volume of buried sensors to be reduced. The 300-mm height allowed saving both materials and energy for sample preparation.

Three suction sensors were used, allowing a large range to be covered. The suction below 1.5 MPa was measured by high capacity tensiometer; the suction below 8 MPa was monitored by psychrometer; and higher suction was measured by the relative humidity sensor.

Chapter 3 Evaporation test on Fontainebleau sand

Introduction

Various sand evaporation experiments were conducted and reported. A pan evaporation test on thin loam and sand was performed by [START_REF] Kondo | A parameterization of evaporation from bare soil surfaces[END_REF] for determining the resistance to vapor diffusion in soil pores. This resistance is function of the volumetric water content of soil and was introduced in their evaporation model.

Two column evaporation tests were carried out on Beaver Greek sand by [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF] for investigating water evaporation process and verifying a soil-atmosphere model. Evaporation tests were also conducted by [START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF] on thin Beaver Greek sand, Custom silt and Regina clay, and the relationship between the ratio of actual evaporation to potential evaporation and total suction, which appears to be unique and independent of soil texture, experimental duration, and water content, was observed. An evaporation experiment was conducted on Toyoura standard sand under various atmospheric conditions in wind tunnel [START_REF] Yamanaka | A modified surface-resistance approach for representing bare-soil evaporation: Wind tunnel experiments under various atmospheric conditions[END_REF], and a physics-based method which considers the depth of the evaporating surface (i.e., modified surface-resistance approach) was proposed and verified using the experimental data. A series of evaporation experiments in the laboratory under controlled conditions were carried out by [START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF] for investigating the evaporation process of the possible cover soils (i.e., fine sand, coarse sand, top soil and clay). The evaporation and drainage process for cover soils (e.g., coarse and fine sand) under different water table conditions were investigated by [START_REF] Yang | Water balance during evaporation and drainage in cover soils under different water table conditions[END_REF]. The results show that the drainage has strong influence on the evaporation process, and the sand is good material for effective evaporation and Considering the aforementioned experiments carried out in the laboratory, it appears that it is unable to describe the effect of the potential flow process to the evaporating surface with a thin soil sample (e.g., 0.5 and 0.7 mm in height, [START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF].

For the atmospheric conditions, most experiments were carried out under partial air conditions. Indeed, the experiments were conducted at a constant air temperature (38 °C) and constant relative humidity (10 %) [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF]; at room temperature [START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF]; at controlled air temperature (24.2 °C) and relative humidity (35 % -80 %) with air circulation [START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF] experiments (e.g., [START_REF] Yamanaka | A modified surface-resistance approach for representing bare-soil evaporation: Wind tunnel experiments under various atmospheric conditions[END_REF][START_REF] Yamanaka | Effects of gravel mulch on water vapor transfer above and below the soil surface[END_REF]. Furthermore, the measurement of surface suction was not conducted. As mentioned in Chapter 1, both atmospheric conditions and soil parameters are important in investigating soil water evaporation, in particular when developing a suction related evaporation models.

Thus, experiments that can provide rich data are needed for both air and soil, including those of surface suction. On the other hand, most of the experiments mentioned above involved small samples (sand samples in pan, in cylindrical column, in glass Hele-Shaw cells), which did not necessarily represent the large-scale soil water evaporation in the field. This chapter is devoted to Fontainebleau sand evaporation experiment using the new environmental chamber developed in this study (see Chapter 2) under various atmospheric conditions. A large compacted Fontainebleau sand sample (1000 mm in length, 800 mm in width and 300 mm in height) was subjected to four evaporation tests at different air relative humidity values, temperatures and air flow rates and with a steady water table. The air conditions and the soil parameters were monitored simultaneously during the tests. It is worth noting that the measurements of soil temperature and matric suction at the soil surface were conducted using infrared thermometer and high-capacity tensiometer, respectively.

Experimental methods

Test procedure

For the compaction of sand, 68 kg of dry sand was first poured into the tank and compacted manually to have a layer of 50 mm thick, corresponding to a dry unit mass of 1.7 Mg/m 3 . This procedure of compaction in layers was repeated until reaching the total height of 300 mm (Fig. 3.1). This procedure aimed at minimizing the effect of sensors installation on the soil density as described by [START_REF] Tang | Development of a large-scale infiltration tank for determination of the hydraulic properties of expansive clays[END_REF]. Five thermistors measuring the air temperature were fixed at different elevations (i.e., 80, 185, 275, 380 and 465-mm heights) along one side of the wall inside the chamber. Two relative humidity sensors (T3111 transmitters) were installed at 50-mm and 275-mm heights, allowing monitoring air relative humidity. For the relative humidity at inlet, outlet and in the laboratory, other three relative humidity sensors were fixed at a plastic cell at inlet, air collection unit and outside the chamber, respectively. Moreover, an infrared thermometer was fixed on the cover to monitor the soil surface temperature. After the soil compaction and sensors installation, the soil column was saturated through the water tank connected to the bottom of chamber. After the saturation, the water level in the tank was lowered to the bottom of soil layer and was kept constant during the tests. Meanwhile, four tensiometers were installed on two sides of the wall at different depths (i.e., 25 mm, 77 mm, 173 mm and 276 mm below the soil surface) and one tensiometer was placed at the soil surface allowing the measurement of the near surface suction. Furthermore, a relative humidity sensor on the soil surface was installed and the cover of chamber was sealed by silicon to ensure the air-tightness.

The anemometer was fixed at the cover edge allowing the measurement of wind speed 50 mm above the soil surface center. The details of the arrangement of all the sensors were presented in Chapter 2. A photograph of the Fontainebleau sand experiment is shown in Fig. 2.15.

Test program

After a stable water level was reached at the soil bottom, the soil water evaporation experiment was conducted under various controlled air conditions. Four soil water evaporation tests were conducted at various constant air rate and heating tube temperature (see Table 3.1). Note that the heating tube temperature was much higher than in the chamber, as it can be seen later from the results. Test The air temperatures at other elevations (185, 275 and 380-mm heights) are higher than at 80 and 465-mm heights and their values are very close thus they are termed as "other heights" in this figure. Note that the changes of air temperatures in the chamber at various elevations follow the same manner as those at inlet and in the laboratory. All the temperature data recorded are used to plot the air-soil temperature profiles (Fig.

Results

Test 1

3.7).

The maximum air temperature is at 275-mm height which corresponds to the position of air distributor, and the air temperature close to the chamber cover is lower than that at this air distributor position. Air temperature decreases from this elevation to soil surface and a sharp temperature gradient appears from 80-mm height to the soil surface. On the other hand, soil temperature increases progressively over depth and the largest temperature gradient forms between soil surface and 25-mm depth. Some fluctuations within 0.5 °C in deeper zone (beneath 25-mm depth) can be observed. The changes of air temperatures at the inlet, outlet of chamber and in the laboratory are shown in Fig. 3.17. The value at the inlet is 47 ± 3 °C, much lower than the temperature in the heating tube (i.e., 200 °C), whereas the value at the outlet is lower and is increasing during the test from 25 °C to 30 °C. The laboratory room temperature varies from 20 °C to 24 °C and is lower than those at the inlet and outlet. The contour map allows the visualization of the drying front over time (see Fig. 3.24).

For instance, the point having a water content of 30 % is at 50-mm depth at the beginning; this point goes down quickly and reaches the first stabilization stage at 120-mm depth after t = 2 days. It starts to increase again only at t = 7 days. This means that from t = 2 days to t = 7 days, the water loss in the soil takes place only in the zone from the soil surface to 120-mm depth. The same result can also be observed in Fig. 3.23. The evolution of volumetric water content at various depths can be observed as well. Taking 50-mm depth as an example, the water content decreases from approximately 30 % to 25 % in the first 2.6 days, and then decreases to 20 % at t = 5 days and to 15 % at t = 7 days. Finally, it becomes lower than 15 % until the end of test. The actual evaporation rate determined using Equation 2.5 is plotted in Fig. 3.27.

Three phases can be identified: from t = 0 to t = 6 days, the rate decreases slightly from 2.3 mm/day to 2.0 mm/day; in the following 4 days, it decreases rapidly from 2.0 mm/day to 0.9 mm/day; after t = 10 days, the value decreases slowly, from 0.9 mm/day to 0.8 mm/day. 

Test 3

The evolution of air flow rate is shown in Fig. All the temperature data recorded are used to plot the air-soil temperature profiles (Fig.

3.33).

The lowest temperature appears at the soil surface. The air temperature is higher than that in soil. For the air temperature, it decreases from the maximum value at the location of air distributor to the lowest value at the soil surface, defining a significant temperature gradient. Furthermore, the air temperature also decreases from the highest temperature location to the chamber cover. Regarding the soil temperature, it increases slowly over depth and a sharp temperature gradient can be observed in the near soil surface zone (i.e., from soil surface to 25-mm depth). The contour map allows the visualization of the evaporation over time (see Fig. 3.37).

For instance, the point having a water content of 30 % is at 50-mm depth at the beginning; this point goes down sharply after t = 0.8 day and reaches a stabilization stage at around 110-mm depth at t = 2 days. It starts to develop in deeper positions again after t = 10.5 days. This phenomenon implies that from t = 2 days to t = 11 days water loss mainly occurs in the zone from the soil surface to 110-mm depth. The same result can be observed in Fig. 3.36. The evolution of volumetric water content at various depths can be observed at the same time. For instance, at 50-mm depth, the volumetric water content decreases from 30 % to 25 % in the first 2.6 days, and decreases to 20 % at t = 7 days, to 15 % at t = 10.2 days, finally to 10 % at the end. The value at the soil surface (i.e., 10-mm depth) is higher than in other positions and increases from 5 kPa to 22 kPa during evaporation. The value at 77-mm depth is higher than that at the bottom (i.e. 276-mm depth). The profiles of soil suction are presented in Fig. 3.39. A decrease over depth is identified. A large suction gradient is observed in the zone from the soil surface to 77-mm depth. This gradient is increasing over time: it increased from 0.05 kPa/mm at the beginning to 0.2 kPa/mm at t = 8 days.

The actual evaporation rate determined using Equation 2.5 is plotted in Fig. 3.40.

Three phases can be identified: the evaporation rate firstly decreases at a low rate from 2.0 mm/day (t = 0 day) to 1.4 mm/day (t = 10 days), then declines rapidly to 0.7 mm/day at t = 16 days, finally decreases at a very low rate. heights" in this figure. Furthermore, as the decrease of air temperature at inlet, the energy for heating the air inside the chamber also decreases, therefore, the air temperature inside the chamber decreases from t = 10 days to t = 13 days. All temperature data recorded are used to plot the air-soil temperature profiles (Fig.

Test 4

3.46)

. The air temperature is significantly higher than the soil temperature; large temperature gradient appears at the air-soil interface. For the air temperature, similar to the three tests before, the highest value is at the elevation where the air distributor is installed, the temperature in the zone close to the cover being lower. A large temperature gradient is observed from 80-mm height to the soil surface. For the soil temperature, a sharp decrease can be observed in the near soil surface zone (i.e., from soil surface to 25-mm depth). Furthermore, the soil temperature decreases slowly over depth with some fluctuations (less than 0.5 °C), the temperature close to the bottom being the lowest one. On the other hand, the temperature gradient above the soil surface (in the zone from 80-mm height to the soil surface) decreases progressively over time while the gradient between the soil surface and 25-mm depth increases.

The changes of air relative humidity are shown in Fig. 3.47. The imposed relative humidity at inlet is extremely low, i.e., lower than 1 %. The value at outlet is higher and decreases from 35 % to 7.6 %. The value at the soil surface is the highest and varies from 70 % to 17 %. On the whole, the variations of relative humidity in the chamber (except that at the inlet and in the laboratory) can be divided into three parts: Taking the position at 25-mm depth as an example, the volumetric water content decreases from 23 % to 14.9 % during the first three days; and then it reaches a 3-days stabilization followed by a sharp decline from 15 % to 8 % in later four days; finally a second stabilization around 6 % is reached. The actual evaporation rate determined using Equation 2.5 is plotted in Fig. 3.53.

Three phases can be identified: a constant value around 2 mm/day during the first six days; a sharp decrease to 0.7 mm/day at t = 14 days; a decrease at quite low rate (0.4 mm/day) followed by stabilization. 

Soil temperature

The evolutions of soil temperature at different positions are presented in Section 3. 

Air-soil profile

Regarding the air-soil temperature profiles in Section 3.3, several evolution modes can be observed: the highest air temperature is observed at the elevation corresponding to the level of air inlet (i.e., air distributor). The air temperature decreases from this position to the position close to the chamber cover and it also declines from this position to the soil surface. 

Relative humidity

All the values of air relative humility at various elevations inside the chamber decline over time. The relative humidity at soil surface presents the highest value while the one at inlet shows the lowest value. Furthermore, the values at outlet, at 50-mm and 275-mm height are very similar. In general, the evolution of relative humidity at various positions except inlet can be divided into three stages: (1) initial decrease stage -the relative humidity decreases slowly in the first ten days under low heating tube temperature and in the first six to eight days under high heating tube temperature;

( that the surface relative humidity does not correspond exactly to the surface position but 5 mm above the soil surface due to the dimension of sensor.

Volumetric water content

For the evolutions of volumetric water content, as expected, the volumetric water content in the near soil surface zone (i.e., the first 60 mm from the soil surface) firstly decreases in all tests, come then the one at 125-mm depth, the value at 275-mm depth remaining unchanged. On the other hand, the evolution of volumetric water content in the near surface zone follows three stages: (1) a first decrease with constant rate; (2) a short stage with constant values ( around two days); and (3) a second decline at a decreasing rate.

The profiles of volumetric water content in different tests show clear water loss due to evaporation. In general, a linear relationship between water content and depth can be observed for the near surface zone (i.e., 25, 40, 55-mm depths). Furthermore, this linear relationship also develops toward deeper zones.

The contour map of water content allows visualization of the drying advance in the soil column. On the whole, all the contour lines go into deeper position over time except the line with a value as high as 35 %. Furthermore, the lower the water content, the later the line appears. Indeed, the line with 30 % water content exists at the initiation of evaporation in Test 1, followed by the line with 25 % water content at t = 1.2 days and the line with 20 % water content at t = 3.2 days. However, the line with 10 % water content appears at t = 10 days. The evolution of volumetric water content at various depths can be observed as well. For instance, in Test 1, the volumetric water content decreases from 30 % to 25 % in the first 1.2 days at 25-mm depth, decreases to 20 % at t = 3.2 days, to 15 % at t = 5.2 days and to 10 % at t = 10 days.

At the end of test, it becomes lower than 10 %. Similar observation can be made for the three other tests.

Suction

The evolutions of matric suction are presented in Section 3.3 (see Figs. 

Evaporation rate

Based on the air temperature and relative humidity at inlet and outlet as well as the air flow rate, the actual evaporation rate can be calculated using Equation 2. [START_REF] Allen | A recommendation on standardized surface resistance for hourly calculation of reference ET 0 by the FAO56 Penman-Monteith method[END_REF] 

Discussions

The environmental chamber system is a promising method for soil water evaporation investigation. As mentioned before, a fast air circulation box was developed by [START_REF] Kohsiek | A rapid-circulation evaporation chamber for measuring bulk stomatal resistance[END_REF] The inlet temperature is one of the controlled air conditions in the four tests (see Figs.

3.4, 3.17, 3.30 and 3.43). Its values (i.e., 22 °C, 24 °C, 47 °C and 56 °C) depend on both the heating tube temperatures and air flow rates. Indeed, when the air flow rate is similar, a high heating tube temperature produces high inlet temperature (e.g., the inlet air temperature in Test 4 is higher than in Test 3). When the heating temperature is fixed, the inlet temperature is higher at a lower air flow rate (e.g., the inlet air temperature in Test 3 is higher than in Test 1). In addition, the temperature drops from inlet to outlet. This suggests that the soil water evaporation in the chamber is an energy-consuming process.

The main source of energy in the four tests is the hot air circulating above the soil surface: the constant air rate and the inlet temperature define the energy input for soil water evaporation. In this environmental chamber, the air inside it absorbs the energy from hot air, leading to an increase of its temperature (see Figs. shows that the changes of soil and air temperatures are similar (i.e., both of them decrease at the initiation of evaporation and then go up and down), suggesting that the energy for evaporation is supplied by both air and soil in case of low heating tube temperature. At high heating tube temperature (i.e., Test 2 and Test 4), soil temperatures are also elevated as air temperatures because the high temperature air flow provides more energy than required for water evaporation. Furthermore, the soil temperatures decrease after the initiation of evaporation and then increase along with the decline of evaporation rate in case of low heating tube temperatures (Figs. For the effect of air conditions to soil and air temperature distributions, two temperature gradients appear at the soil surface in Test 1 and Test 3, confirming that the energy for evaporation is from both soil and air. Therefore, the soil temperatures increase over depths. However, only one temperature gradient is identified in Test 2

and Test 4, suggesting that the energy source for water evaporation is only the hot air.

Thus the soil temperatures decrease over depths.

The laboratory temperature has a significant influence on the experimental results.

The air temperature in the zone close to the cover of chamber is lower than in the middle-height of the air part (see Figs. 3.7, 3.20, 3.33 and 3.46). This result evidences the effect of the laboratory temperature on the air temperature inside the chamber. At the meantime, this phenomenon suggests that heat exchange exists between the environmental chamber and the laboratory ambiance. Therefore, when estimating the soil water evaporation in the chamber, the energy balance method cannot be used.

Regarding the fluctuation of soil temperature (about 0.5 °C) in deeper levels, it can also be attributed to the influence of ambient temperature. Indeed, the temperature sensors were buried at various distances from the chamber's wall (from 100 mm to 300 mm) and the laboratory temperature effect is expected to be different.

The values of air relative humidity at different elevations clearly indicate the evaporation process. Because of water evaporation from soil, the air relative humidity near the soil surface is higher than other elevations (see Figs. This relative humidity difference sustains when the water supply for evaporation is enough (e.g., from t = 0 day to t = 9 days in Test 3). Along with the evaporation process, the soil surface resistance to evaporation increases and the amount of water vapor entering the air decreases, thus the relative humidity difference at different elevations decreases. Eventually, water evaporation will cease when the soil vapor pressure becomes equal to that of the surrounding air [START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF]. It is noted that the air enters the chamber with low relative humidity and leaves it with high relative humidity, proving that the evaporation process takes place in the chamber -supplying water vapor to the atmosphere. On the other hand, from the evolutions of relative humidity, the effects of temperature and air flow rate on evaporation can be observed: at similar air flow rate, the higher the heating tube temperature the lower the relative humidity inside the chamber. However, at the same heating tube temperature, a lower air flow rate only produces a little higher relative humidity. Furthermore, the three stages of relative humidity in the chamber The soil water evaporation is a complex process. During soil water evaporation in the chamber, the heated dry air stream is blown into the chamber and contacts the wet soil surface; then the energy from hot air is transformed to latent heat, allowing water on the soil surface to evaporate. On the other hand, the soil itself also supplies energy for water evaporation and results in a temperature decrease at the evaporating surface.

Furthermore, the vapor pressure gradient appears between soil and air. The water vapor is transported away by the high rate air flow above the soil surface. All these factors contribute to the water evaporation: a continuous supply of heat by the hot air; a vapor pressure gradient between the soil surface and air -this gradient is reflected by the air relative humidity gradient above the soil surface; the vapor is transported by air flow; and a continuous supply of water from the tank outside the chamber.

In general, three stages can be observed during evaporation: constant-rate stage, falling-rate stage and low-rate stage [START_REF] Hillel | Introduction to Environmental Soil Physics[END_REF]. At the initiation of evaporation (constant rate stage), the soil is nearly saturated. The evaporation is determined by the atmospheric conditions [START_REF] Hillel | Introduction to Environmental Soil Physics[END_REF][START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF][START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF].

For example, the evaporation rate at high air flow rate is larger than that at low air flow rate when the heating tube temperature is similar (e.g., Test 1 versus Test 3); the evaporation rate at high heating temperature is higher than that at the low one when the air flow rate is similar (e.g., Test 3 versus Test 4). The water content decreases during the evaporation process; therefore, the soil suction increases while the hydraulic conductivity decreases [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF]. As a result, the water supply for evaporation cannot compensate the high evaporation rate leading to the second evaporation stage; that is, the falling rate stage. In this falling stage, the evaporation rate declines due to the decrease of hydraulic conductivity. [START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF] attributed this phenomenon to the development of a dry soil zone. For the third stage of evaporation, namely slow-rate stage [START_REF] Hillel | Introduction to Environmental Soil Physics[END_REF] or second-falling stage (Yanful and Choo, 1997), the evaporation still gradually declines until the vapor pressure in soil becomes equal to that in the air.

For the actual evaporation rate, three stages are clearly identified for Test 4 which lasted 30 days. The evaporation in Test 2 and Test 3 also exhibits three stages but the third stage is not clear. For Test 1, the evaporation initiation water content is higher than in the other three tests, and therefore its constant evaporation stage lasted longer time. The effect of air flow rate on evaporation can be also identified through the 

Conclusions

Four soil water evaporation tests were carried out on Fontainebleau sand with a stable water table in a large-scale environmental chamber, with varying air temperature, air flow rate and test duration. Both air parameters (air flow rate, temperature and relative humidity) and soil parameters (temperature, water content and suction) were monitored. The following conclusions can be drawn based on the results obtained.

The function of the environmental chamber is verified. This chamber can be used to perform a comprehensive measurement in soil and atmosphere parameters during evaporation, allowing rich data to be obtained for the investigation of the evaporation mechanisms of soil. All the sensors installed in this chamber worked normally, and the chamber is large enough to bury all the sensors (e.g., ThetaProbe) without any significant effect on the measurements.

The air temperature inside the chamber was affected by both the heating tube temperature and air flow rate. The air temperature in the chamber was nearly constant when the temperature in the heating tube was low, but was increasing when the temperature in the heating tube was high. Furthermore, the air temperature was also affected by the soil water evaporation process.

The soil temperature was strongly affected by the air conditions. When the temperature in the heating tube was high, the soil temperature was increased and the heat energy for evaporation was solely from the hot air. By contrast, when the air temperature was low, the energy for evaporation came from both air and soil. The evaporation progress also influenced the soil temperature: when the evaporation rate was low, the energy consumed by evaporation decreased and thus the soil temperature increased by the heat from hot air.

The relative humidity in the chamber was decreasing during the evaporation progress.

It was lower also at high heating temperature. The large increase at the outlet of chamber represented the water evaporation from the soil. In other words, evolution of the relative humidity in the chamber was an indicator of evaporation progress.

The temperature in the chamber was affected by the laboratory environment. But the relative humidity in the chamber was not affected by the relative humidity of the laboratory -This validated the method of actual evaporation determination based on the inlet and outlet relative humidity values.

The evolution of volumetric water content showed a significant change in the near surface zone (within 60-mm depth). This justified the denser disposition of water content sensors in the near surface zone on the one hand, and the choice of 300 mm height for the soil column on the other hand. Furthermore, the volumetric water content in the near-surface zone was strongly affected by the evaporation process and exhibited a linear relationship with depth. The change of water content in the surface zone was related the evolution of soil resistance to evaporation.

The soil suction was decreasing over depth and increasing over time. This was consistent with the volumetric water content changes. The attempt of soil surface suction measurement by high-capacity tensiometer was successful. This measurement is quite original and important in describing soil water evaporation.

The relevant data obtained allowed the determination of actual evaporation rate and the water retention curve. They also showed the performance of the environmental chamber developed in studying soil water evaporation. Moreover, they can be used in further theoretical development for soil-atmosphere interaction investigation.

The evaporation rate was strongly affected by the air conditions especially at the initial constant evaporation rate stage. At higher heating tube temperature, the evaporation rate was higher. At a higher air flow, the evaporation rate was also found higher. reported that the evolution of desiccation cracks in field can be divided into three stages: initial stage, primary stage, and steady state stage. Furthermore, they pointed out that the cracks are repeatable during three drying-wetting cycles, i.e., cracks were most likely to appear in the previously cracked zones.

Chapter 4 Evaporation test on

In general, the aforementioned investigations in the laboratory mainly focused on soils in slurry state, and the samples were thin. The desiccation and cracking behavior of compacted soils undergoing infiltration and evaporation (wetting-drying cycles)

have been rarely studied with large samples.

This chapter is devoted to the evaporation experiment on Héricourt clay using the developed environmental chamber. A large sample (1000 mm in length, 800 mm in width and 250 mm in height) was prepared for this purpose, and two evaporation tests were performed with a steady water table at bottom. Prior to the evaporation test, the compacted soil sample underwent an infiltration process for investigating its hydraulic properties. Furthermore, a free water layer evaporation test was also conducted for studying the water evaporation process. Both the atmospheric parameters and the response of soil were monitored. In addition, the desiccation cracking was also investigated by the digital image processing technique. The data obtained contribute to further understanding of soil evaporation mechanism on one hand, and to the development of a new evaporation model on the other hand.

Experimental methods

Soil preparation

Natural Héricourt clay transported from the experimental embankment was firstly crushed into small pieces, and then it was air-dried in the laboratory. A fan was used to accelerate this process. Afterwards, the soil was further crushed and sieved at 2 mm.

It was then stocked in a large sealed plastic box (1500×1000×500 mm) for several days for the homogenization of its water content. Note that the gravimetric water content of the clay powder was 6.4 %. The process of soil preparation depicted is presented in Fig. 

Soil compaction and sensors installation

Prior to soil compaction, a 6.5 mm thick gravel layer was compacted on a geotextile layer above the bottom of chamber. The smooth of gravel layer was controlled by a level bar (see Fig. . Note that this is also the in-situ dry density of the embankment soil [START_REF] Dong | Investigation of aggregates size effect on the stiffness of lime and/or cement treated soil: from laboratory to field conditions[END_REF]. The corresponding void ratio is 0.93 and the degree of saturation is 18.6 %. This procedure was repeated for other layers until reaching the total height of 250 mm.

During the compaction, various sensors were installed in the soil between the layers.

Five PT1000 sensors for soil temperature were installed every 50 mm (i.e., 50, 100, 150, 200 and 250-mm depth). All these sensors were buried in the zone 300 mm far from the chamber wall (Fig. 4.2(e)) in order to minimize the effect of laboratory temperature changes. Six ThetaProbe sensors were buried at different depths. Three of them being at 80 mm, 130 mm and 230 mm below the soil surface, and the other three were buried in the near surface zone at 25, 40 and 55-mm depth, respectively. Notably, for the sake of minimizing the effect of sensors installation on the soil density, as for the installation in wetted sand, a hole with similar size as ThetaProbe was created at the defined depth for inserting the sensor (Fig. 4.2(f)). Then, the hole was backfilled by the same soil powder with the calculated quantity and then compacted manually, in order to reach the same dry density as the compacted layers, i.e., 1.4 Mg/m 3 .

After soil compaction, the positions of all the LVDT sensors were marked on the soil surface according to Fig. 2.19 (see Fig. 4.2(g)). Afterwards, twelve LVDT sensors were installed and their cylindrical bodies were fixed on a specifically designed chamber cover (see Fig. 4.2(h)). The cover can be moved up and down, allowing extending the measurement range to more than 50 mm. Furthermore, this cover also contains a rain system that simulates a uniform rain at a controlled rate on the soil surface. More details about this cover can be found in [START_REF] Tang | Development of a large-scale infiltration tank for determination of the hydraulic properties of expansive clays[END_REF].

Four T3111 transmitters for measuring soil relative humidity were installed on two sides of the wall (i.e., the walls of 1000 mm long) at various depths (25, 77, 122 and 174-mm). Similarly, seven psychrometers for measuring soil suction were installed on the same sides of the wall as T3111 transmitter but different locations [START_REF] Blight | Graded landfill requirements in South Africa-the climatic water balance classification[END_REF][START_REF] Cui | Simulating the water content and temperature changes in an experimental embankment using meteorological data[END_REF][START_REF] Kondo | A parameterization of evaporation from bare soil surfaces[END_REF][START_REF] Mantho | Echanges sol-atmosphère: application à la sécheresse[END_REF][START_REF] Tang | A study on the thermal conductivity of compacted bentonites[END_REF], 172 and 225-mm depth). It is noted that the psychrometers were buried in the soil along a previously prepared small hole and were 100 mm away from the wall.

Finally, the chamber was sealed by tape for being isolated from the atmosphere. during infiltration when the psychrometers showed a suction lower than 1.5 MPa.

After 42 days, for accelerating the infiltration process, the rain simulation system was used for wetting the soil from the surface. This infiltration test ended at t = 65 days when a water layer of 6 -33 mm thick was formed on the soil surface. Finally, the 12

LVDTs were removed for better capturing the evolution of soil desiccation cracking and the valve of water tank was closed for the preparation of the subsequent evaporation test.

Evaporation test

The evaporation test was carried out after the infiltration test. A photograph of the experimental setup is shown in Fig. 4.4. After infiltration, five thermistors measuring the air temperature were fixed at different elevations (i.e., 50, 170, 235, 330 and 425 mm above the soil surface) along one inside wall of the chamber. Two relative humidity sensors (T3111 transmitters) were installed at 50 and 275-mm heights for the monitoring of air relative humidity. Three relative humidity sensors for the relative humidity at inlet, outlet and in the laboratory were fixed at the same locations as in the test on Fontainebleau sand. One tensiometer was installed on the soil surface for measuring the surface suction. An anemometer with a telescopic handle was fixed at one side of the chamber cover, allowing measuring the wind speed at 50 mm above the soil or water surface center. Afterwards, the chamber cover was sealed by silicon to ensure the air-tightness. Moreover, an infrared thermometer was fixed on the cover to monitor the soil or water surface temperature at center. Four Light Emitting Diodes (LEDs) were installed around the four edges of the transparent chamber cover, allowing lighting the soil surface for a better quality of the photographs taken by the camera. Finally, the water tank was connected to the chamber and its water level was kept at the level of the soil surface.

The first Héricourt clay evaporation test was started when there was no anymore change of water table in the water tank, and the volumetric water content sensors showed stable values. In this evaporation process, the air flow was controlled at 155 L/min, and the air was heated at a temperature as high as 200 °C. This produced a quite low relative humidity (1.5 % to 3 %) and a high temperature (56 ± 4 °C) at the inlet of the chamber. Furthermore, photographs of the soil surface were taken during evaporation every 90 minute. A typical crack photograph is shown in Fig 4 .5. Note that the water level was controlled at the initial location by adding water to the tank during evaporation and the quantity of water added was also recorded. After the first 83 days of soil water evaporation, the soil in the chamber was subjected to a resaturation process, i.e., the second infiltration test. However, large amount of water was poured into the soil surface directly, and the cracks enhanced this process, the volumetric water content increased quicker than expected. Therefore, no effective data were recorded during this process. On this basis, the second infiltration test is not shown in this chapter. In the second infiltration test, water was poured into the chamber from the surface to form a 20-30 mm thick water layer on the soil surface.

As in the first evaporation test, the water level in the tank outside the chamber was also kept the same as that in the chamber. 

Investigation of soil surface cracking

For investigating the impact of soil cracking on evaporation, the desiccation cracking was investigated and quantified through photographing the soil surface at different drying times. For the analysis of crack pattern, the digital image processing As mentioned above, the evolution of soil surface crack pattern was firstly captured by the Photograph collection unit with an interval of 90 minutes. It should be mentioned that the original photographs (Fig. 4.6) cannot be used directly for the crack analysis. Instead, prior to the analysis procedure using CIAS, the crack photographs were firstly suitably sized (900×700 mm) in order to eliminate the boundary effect, and then were changed to grey images via the software MATLAB (Fig. 4.7). As shown in Fig. 4.7, the color of cracks was darker than the clods in the grey image and the contrast between these two parts was quite high. Therefore, the cracks and clods can be easily identified by the binarisation process using a reasonable grey threshold; an image of black and white color was formed (Fig. 4.8).

In this study, the grey image was first processed using the software "Gimp" because too much noisy was induced by soil particles on the surface during evaporation, and the software "CIAS" cannot be used directly. After the picture was changed into grey image, the crack in this image was drawn by the software "Gimp" and the binary image only having black and white colors was formed (Fig. 4.8). This was an alternative choice of the binarisation process using a grey threshold that allowed decreasing the effect of noisy in the image and obtaining higher accuracy.

Once the binary image was obtained, the quantitative analysis process started. Firstly, the clods were identified through the function of regions reorganization in CIAS (Figs. The maximum area of clods is related to the propagation of cracks and the ultimate structure of crack network. Note that the area of clod was defined as the number of pixels in the clod and can also be converted to actual area through the relationship between pixels and actual area. (5) Number of crack segments per unit area, which is defined as the ratio of the total crack segment number to the total soil surface area. Crack length per unit area, which is the ratio of the total crack length to the total soil surface.

The detailed information about the image processing procedure and the quantitative analysis of crack pattern can be found in Tang et al. Notably, the depths in this figure correspond to the initial position of ThetaProbe sensors. In general, three stages can be observed:

Results

Soil infiltration test

(1) Gradual increase over depth. This corresponds to the infiltration from the bottom to the surface: the deeper the location, the earlier the increase in volumetric water content and also the higher the increase rate.

(2) Sharp increase in the near surface zone (< 80-mm depth). This started at the time when infiltration was carried out from the surface to the bottom.

(3) Stabilization stage. All the sensors at different depths showed stable values.

In the first stage, water infiltration leads to a rapid increase of water content at the bottom of soil (230-mm depth), from 11.8 % to 57 % in only one day. The value then remains at 57 %. For the water content at 130-mm depth, it begins to increase at t = 4.2 days and reaches a stable value of 47.4 % at t = 9.65 days. For the water content at 80-mm depth, it starts by a quick increase at t = 7.7 days and stabilizes at 40 % after t = 15.5 days. For the other depths, the increase of volumetric content stats later and is gradual until the beginning of the infiltration from the surface at t = 41.9 days. The volumetric water content presents a quick increase in the near surface zone when the infiltration is from the surface starts. For instance, the value at 25-mm depth increases from 28.4 % to 56 % in only 0.1 day. For the other depths, the larger the depths, the lower the increase rate. In particular, the value at 230-mm depth remains stable without any noticeable change. Finally, all the volumetric water contents at different depths reach their stabilization values. Nevertheless, the stabilization value at a deeper position is lower than those at lower positions. For instance, it is 62 % at 25-mm depth and 57 % at 55-mm depth at t = 65 days. Note that the saturated volumetric water content estimated by considering the specific gravity (2.7) and the initial dry density (1.4 Mg/m 3 ) is 48.1 %, lower than the value measured. This is due to the soil swelling during infiltration. Indeed, the suction at 230-mm depth begins to decrease and reaches zero after 1.8 days. The suction at 122-mm depth begins to decrease at t = 2.2 days and reaches its minimum value at t = 6.5 days. Note that the farther the distance between the sensor and the soil bottom the lower the rate of suction decrease: the time of suction decrease from the maximum to the minimum at 230-mm depth is shorter than that at 122-mm depth, 1.8 days against 10 days.

The results of soil suction at relatively low range (lower than 8 MPa) are presented in Fig. 4.19. Only the sensors at three locations worked satisfactorily. The total suction measured at 172-mm depth is equal to 8 MPa (higher limit for the used psychrometer) at t = 1.78 days. Afterwards, the value decreases quickly to 700 kPa in two days. The total suction measured at 140-mm depth is 6.5 MPa at t = 7.8 days and decreases to 500 kPa in 1.2 days. The total suction measured at 225-mm depth is much lower than those of other positions due to a quick increase of water content at the beginning of infiltration. Afterwards, the increase rate is lower, and the heave reaches 47 ± 2 mm at t = 42 days.

The infiltration from the soil surface induces a quick increase in heave after t = 42 days, and then the rate decreases progressively, finally reaching a stabilization state.

The heave reaches 60 mm -69.2 mm at the end of the infiltration, the maximum value being for the center of the soil surface. All the temperature data recorded are used to plot the air-soil temperature profiles (Fig.

4.31)

. Generally, the air temperature is significantly higher than the soil temperature and large temperature gradient is observed at the air-soil interface. For the air temperature, the elevations above 170-mm height present similar values and a large temperature gradient is observed from 50-mm height to the soil surface. Regarding the soil temperature changes, at the beginning of evaporation, the temperature at the soil surface shows the lowest value and the temperatures below the 50-mm depth are quite similar, around 20.8 °C. Furthermore, the soil temperatures in the zone below 50-mm depth show a linear distribution over depth: the soil temperatures in this zone increase over depth before t = 16 days while the trend is inversed after this time. On the other hand, a large temperature gradient occurs between the soil surface and the 50-mm depth and it becomes larger and larger after t = 16 days. However, the temperature gradient below this depth is small. More precisely, the relative humidity at 50-mm height declines slowly from 55 % to 41 % during the first 15 days, then significantly from 41 % to 19 % until t = 28 days, and finally reaches a value as low as 13 % at the end of test. Furthermore, the value at 235-mm height is a little higher than that at outlet in the first 16 days and then they become similar during the rest of time. the values remain stable within the first seven days, and then present a constant decrease trend in the rest of time. Note that the difference of volumetric water content between these two locations starts to be larger after t = 25 days. As can be seen, the relationships between the water content and suction at different depths are quite different. This is probably due to the difference in soil density over depth which is strongly affected by the swelling during infiltration.

The actual evaporation rate determined following Equation 2.5 is plotted in Fig. 4.38.

Three phases can be identified: a stage of constant value around 2.3 mm/day during the first 15 days; a stage of sharp decrease down to 0.5 mm/day at t = 45 days; and a stage of decrease at a quite low rate of 0.3 mm/day followed by stabilization. Furthermore, the values are quite similar in the zone above the 50-mm height and higher than that at the 50-mm height. The values of both air and soil temperature recorded are used to plot the temperature profiles (Fig. 4.45). Generally, two temperature gradients can be identified at the air-water interface in the first five days, the smallest temperature being on the water surface. However, only one gradient is observed after five days. Indeed, at the beginning of test, the surface temperature is the lowest one. The temperatures in the zone below the 50-mm depth are nearly the same, around 20.4 °C. After that, all the soil temperatures decrease and the temperature gradient between the surface and the 50-mm depth becomes larger and larger and reaches the maximum value at t = 4 days.

Note that the soil temperature increases linearly over depth during this period.

Afterwards, along with the increase of air temperature, the surface temperature becomes higher than that inside the soil. Furthermore, the soil temperatures in the zone below the 50-mm depth become similar. For the air temperature, it varies at the same range as that in the soil in the first four days. After that, the air temperature is much higher than that of soil. Furthermore, the maximum value of air temperature occurs in the zone between the 170 and 235-mm heights, corresponding to the location of air distributor. Two temperature gradients can be identified: a significant gradient between the 50-mm height and the water surface, and a moderate one between the 235-mm height and the 330-mm height. The changes of air relative humidity are shown in Fig. 4.46. In general, the imposed relative humidity at inlet is extremely low, i.e., less than 5 %. The values in the chamber are much higher than that at inlet and decrease regularly with different plateaux. The relative humidity in the laboratory is lower than that inside the chamber and varies with a large fluctuation between 45 % and 25 %. Its evolution manner is also quite different from that in other positions. The relative humidity at the 20-mm height exhibits the highest value and the one at inlet is the lowest. As far as the values inside the chamber are concerned, the one at the 20-mm depth is the highest (from 100 % to 45 %), followed by the one at the 50-mm height (from 85 % to 40 %), at the 235-mm height (from 75 % to 37 %) and at outlet (from 75 % to 35 %). The value at outlet is the lowest. The effects of air temperature and air flow rate on the relative humidity inside the chamber are visible. For instance, at 20-mm height, when the air flow rate is increased in three steps, a decrease of relative humidity can be identified, with three plateaux at 89 %, 75 % and 62 % relative humidity, respectively. Similarly, when the temperature in the heating tube is increased in three steps, a decrease of relative humidity can also be identified, with three plateaux at 54 %, 50 %, and 48 % relative humidity, respectively. The evolution of relative humidity at inlet is shown in Fig. 4.47. As for the relative humidity inside the chamber, the effect air conditions can also be identified: three decreasing relative humidity plateaux (5 %, 2.5 % and 3.5%) are observed for the same heating temperature (50 °C) but different air flow rates (60, 107 and 158 L/min).

Similarly, following up the increase of heating temperature in three steps, three plateaux of relative humidity (1.6 %, 1.3 % and 0.5 %) are produced.

The actual evaporation rate determined following Equation 2.5 is plotted in Fig. 4.48.

Six plateaux can be identified: during the first stage with imposed air flow rate, the value is first decreasing and then reaches stabilization after one day. The subsequent increases of air flow rate give rise to growth of the actual evaporation rate. Thereby, the three plateaux are at 0.88, 1.32, and 1.57 mm/day, corresponding to the three imposed air flow rates, respectively. For the temperature imposing stages (Stages 4, 5 and 6), the actual evaporation rate is increasing with the increase of imposed temperature and three plateaux are observed at 1.79, 1.97, and 2.15 mm/day, respectively. For the cumulative evaporation (Fig. 

Soil water evaporation test

The soil water evaporation test was carried out at an air flow rate of 158 L/min and a heating tube temperature of 200 °C after the free water evaporation test. Taking the initiation of free water evaporation as t = 0, this soil water evaporation test starts until t = 12.8 days due to some technical problems that happened in the air supply unit. The high air flow rate results in a wind speed of 0.36 m/s (average value) in the chamber. All the temperatures at different depths decrease slightly in the first 10 days, and then they start to increase until t = 42 days. Afterwards, all values decline over time but increase again after t = 50 days. As far as the change of temperature over depth is concerned: the lowest value occurs at 50-mm depth and the highest one occurs at 250-mm depth during the first 26 days. After that, this trend is inversed. Furthermore, the temperature difference between the soil surface and the deeper levels increases after t = 22 days, and the difference between the 50-mm depth and deeper levels also becomes larger, especially at the end of test. Note that the evolutions of soil temperature follow the changes in air temperature, especially the air temperature at inlet. All the temperature data recorded are used to plot the air-soil temperature profiles (Fig.

4.57).

In general, the air temperature is significantly higher than the one inside the soil and large temperature gradients can be observed between air and the soil surface and between the soil surface and the 50-mm depth. For the air temperature, the values in the zone above 170-mm height are similar and a large temperature gradient is observed below this level, especially from the 50-mm height to the soil surface.

Regarding the soil temperature, at the beginning of evaporation, the values are similar over depth, around 20.7 °C. As the air temperature increase, the soil temperature decreases before t = 20 days and then increases. Furthermore, the soil temperature at the 50-mm depth shows the lowest value before t = 20 days, and a linear distribution over depth can be observed below this level. Afterwards, the soil temperature increases as the air temperature increases, and the temperature at the 250-mm depth presents the lowest value. A sharp temperature decrease can be observed in the zone from the surface to the 50-mm depth. The values in the zone below 50-mm depth increase over depth after t = 16 days, and this phenomenon is inversed after t = 24 days. Furthermore, the temperature gradient between the soil surface and the 50-mm depth is enlarged and touches deeper zone over time: this large temperature gradient can be observed between the soil surface and 100-mm depth at the end of test, the temperature gradient below this depth being small. and finally reaches a value as low as 15 % at the end of test. Furthermore, the value at the 235-mm height is a little higher than that at outlet in the first 12 days, and then the values in the two locations become similar during the rest of time. Furthermore, the decrease of water content in the zone from the surface to the 55-mm depth becomes slow after t = 24 days while that in the zone between the 55-mm depth and the 130-mm depth becomes faster, indicating that water evaporation affects deeper zones. After t = 44 days, the volumetric water content in the zone below the 130-mm depth starts to decrease significantly. The final water content at the 25-mm depth is around 4 % and smaller than that after compaction (i.e., 10 %-11.8 %). This can be explained by the effect of cracks: soil cracking led the sensor to expose to air, hence giving a lower value. On the other hand, as in the evaporation tests on sand, a linear relationship between water content and depth can be identified, and this gradient develops progressively toward deeper zones. For instance, the linear profile appears in the first 55 mm depth from the beginning to t = 32 days; it is observed from the 25-mm depth to the 80-mm depth after this time, from the 25-mm depth to the 130-mm depth after t = 44 days. It is worth noting that this gradient is also the maximum one over the whole depth. and Xing (1994) to fit the curve (i.e., Equation 3.1) with the following parameters: the saturated volumetric water content (θ s ) is 62 %, the residual volumetric water content (θ r ) is 10 %, a, n and m are 15, 0.6 and 20, respectively. As can be seen from the water retention curve, even though the relationships between the soil suction and volumetric water content obtained from different depths are scattered, a common evolution trend can still be observed. The scatters of these data are mainly due to the effect of soil swelling, especially for the surface zone. The actual evaporation rate determined using Equation 2.5 is plotted in Fig. 4.64.

Three phases can be identified: a constant value around 2.3 mm/day during the first 10.2 days, a sharp decrease to 1.2 mm/day at t = 36 days and a decrease at a quite low rate followed by a stabilization at 0.8 mm/day at the end.

As far as the cumulative evaporation is concerned, the results are presented in Fig. 

Desiccation cracking

The first soil water evaporation test

The evolution of soil surface crack ratio is depicted in Fig. 4.66. Upon evaporation, four-stage evolution of surface crack ratio can be identified: (1) slow increase stage;

(2) rapid increase stage; (3) slow decrease stage and (4) steady stage. Indeed, from t = 7.5 days to t = 12.5 days, the surface crack ratio slowly increases from 0.01 % to 1.01 %; in the next 13 days, it increases rapidly from 1.01 % to 19.28 %; after t = 25.5 days, the value decreases to 17 % at t = 48.8 days; finally, a constant value of 17 % is obtained. The relationship between the volumetric water content at the 25-mm depth and the surface crack ratio is shown in Fig. 4.68. It can be observed that the surface crack ratio increases at a low rate when the volumetric water content is higher than 50 %.

Then, it increases quickly with the decrease of volumetric water content. Upon further water evaporation, the value decreases slowly from a transient steady state to a final steady state once the volumetric water content is lower than a specific value. As can be observed in this figure, two important parameters can be identified: the initial critical water content and the final critical water content (Tang et al., 2010b). The former corresponds to the water content when the desiccation crack emerges for the first time, while the latter corresponds to the water content when the surface crack ratio trends to change from a steady state to a decreasing stage or keep a steady state.

As shown in Fig. 4.68, the initial critical water content is 58.9 % and the final critical water content is 30 %, higher than the shrinkage limit of soil (23.8 %).

The relationship between the matric suction and the surface crack ratio is shown in Fig. 4.69. Generally, the surface crack ratio increases in the wake of matric suction increase. For instance, the surface crack ratio is close to zero when the matric suction is lower than 10 kPa. It grows rapidly up to 6.3 % when the matric suction at 15 mm below the soil surface reaches 16.9 kPa, and finally increases up to 14.9 % when the matric suction is 743 kPa. Similarly, the evolution of surface crack ratio with suction at the 25-mm depth shows an increasing trend but at a lower rate. Note that the value of 10 kPa is a key turning point regardless of the position for the suction measurements. For the evolution of average area of clods, the value remains constant during the initial stage of cracking, and then it decreases sharply as the increase of clod numbers when the volumetric water content decreases from 53 % to 30 %. Finally, it remains at a low value but with a small increase during the subsequent drying period. The propagation of crack pattern upon soil water evaporation is presented in Fig. 4.75.

Similar to the evolution of surface crack ratio, the crack initiation and propagation can be characterized by three distinct stages: (1) initial stage; (2) quick development stage;

(3) relatively stable stage. The details of the three stages can be described as follows:

(1) Initial stage. This stage is shown in Fig. 4.75(a-d). In this stage, upon soil water evaporation, the water loss leads to an increase of the soil matric suction, and when the suction value exceeds the tensile strength of soil, cracks appear (see Fig.

4.75(a-b))

. Only a few cracks appear randomly at the soil surface, and their development is slow due to the slowly decreasing volumetric water content. As a result, a low surface crack ratio is obtained.

(2) Quick development stage. This stage is shown in Fig. 4.75(e-h). During this stage, the small cracks formed in the initial stage become longer and wider; in addition, a lot of new cracks appear along with the water loss. Some cracks are inter-connected (see and the cracks become wider and wider until the shrinkage limit is reached (see Fig.

4.75(h)).

(3) Relatively stable stage. During this stage (see Fig. 4.75(i-j)), the soil surface is quite dry and the crack pattern becomes stable. However, it is observed that some cracks disappear and some crack width becomes smaller. Indeed, compared to the crack pattern in Fig. 4.75(h), some cracks are closed or become narrow (see the circle in these two figures), suggesting a decrease of surface crack ratio.

Direct measurements of the depth and width cracks were carried out using a ruler and are presented in Fig. 4.76. It is observed that the largest crack of 32 mm is in the central part of the soil surface, and the deepest crack of 230 mm is at the edges.

Moreover, at the edges, cracks present limited width variations (15-20 mm) but significant depth variations (170-230 mm). This represents the influence of the chamber wall. There is no clear relationship between depth and width, their ratio varying from 1.2 to 14. 

The second soil evaporation test

The evolution of soil surface crack ratio is shown in Fig. 4.77. Similar to the evolution in the first evaporation test, four stages can be identified: (1) slow increase stage; [START_REF] Adams | Evaporation from soil shrinkage cracks[END_REF] rapid increase stage, (3) steady stage and (4) slow decrease stage. Indeed, the soil surface desiccation cracking starts at t = 15 days and the surface crack ratio slowly increase to 1.67 % at t = 18.2 days. In the next 10 days, it increases rapidly from 1.67 % to 22.01 %; after that, the ratio remains at a constant value around 22.2 % until t = 36 days. Finally, the ratio decreases at a low rate and reaches 21.02 % at the end of test. The relationship between the volumetric water content at the 25-mm depth and the surface crack ratio is shown in Fig. 4. [START_REF] Kondo | A model and experimental study of evaporation from bare-soil surfaces[END_REF]. In general, it can be observed that the surface crack ratio starts to increase at high volumetric water content (higher than 60 %) and increases at a low rate when the volumetric water content is higher than 40 %. Then, it increases quickly to a peak value around 22 % with the decrease of volumetric water content. Upon further water evaporation, the value remains constant for a period and starts to decrease once the volumetric water content is lower than 7.9 %. Furthermore, the initial critical water content corresponding to the occurrence of the first cracks is 60.2 %; the final critical water content is 17.5 %, lower than the shrinkage limit of the soil (23.8 %). The relationship between the matric suction at the 25-mmm depth and the surface crack ratio is shown in Fig. 4.80. Generally, the surface crack ratio increases with the increase of matric suction. Indeed, the surface crack ratio is close to zero when the matric suction is lower than 8 kPa; it grows rapidly to 1.67 % when the matric suction reaches 10 kPa; it increases to 9.57 % when the matric suction is 286 kPa. As can be seen, at the initial stage of cracking, only one clod is identified when the volumetric water content is higher than 47 %. As the water content decreases from 40 % to 20.1 %, the clod number increases quickly from 1 to 58, resulting in a significant decrease of the average area of clods.

After that, the number of clods decreases along with the soil evaporation process and finally only 53 clods can be identified. For the evolution of average area of clods, by contrast, the value remains constant at 62×10 4 mm 2 during the initial stage of cracking;

then it decreases sharply to 1×10 4 mm 2 along with the increase of number of clods when the volumetric water content decreases from 40 % to 20.1 %. Finally, it remains at a low value, close to zero. water content decreases from 60.2 % to 50.9 %; then, the value increases at a lower rate to the maximum one (210) at a volumetric water content of 21.8 %. After that, the crack segments number decreases gradually and a total of 189 segments are formed at the end of test. For the number of nodes, its value increases quickly when the volumetric water content is higher than 47 %; it decreases gradually to 182 when the water content decreases down to 20.1 %. Finally, it decreases at a very low rate and reaches a value of 178 at the end of test. Furthermore, the ratio of the number of crack segments to the number of nodes at the end of test is equal to 1.1. This is also lower It can be seen that the values of both parameters increase sharply along with the gradual decrease of volumetric water content when the water content is higher than 45 %: then, they increase gradually and reach their respective maximum values when the water content is close to 20 %. After that, the values decrease at a very low rate, suggesting the disappearance of some cracks. As in the first evaporation test, the evolutions of these two parameters also show a change trend similar to that of the number of crack segments. However, both of them show lower values than those in the first evaporation test. Indeed, at the end of the first evaporation test, the crack length per unit area and number of crack segments per unit area are 20.36×10 -3 /mm and 0.44×10 -3 /mm 2 , respectively. However, at the end of the second evaporation test, these two parameters are 17.6×10 -3 /mm and 0.3×10 -3 /mm 2 , respectively. (1) Initial stage. This stage is shown in Fig. 4.86(a-d). In this stage, the initiation of crack appears at the locations where there are cracks during the first drying process.

Its development is slow due to the slowly decreasing volumetric water content, defining a low surface crack ratio.

(2) Quick development stage. This stage is shown in Fig. 4.86(e-h). During this stage, the cracks formed in the initial stage become longer and wider, most of the cracks develop at the locations of ancient cracks. The cracks are interconnected, forming closed regions, namely clods. The number of clods reaches its maximum in this stage.

(3) Relatively stable stage. During this stage (see Fig. 4.86(i-l)), the soil surface is quite dry and the crack pattern becomes stable. However, some cracks is closed or become narrower (see the circle in Fig. 4.86(i) and (l)), resulting in a decrease of surface crack ratio. 

Discussions

Evolution of soil parameters during infiltration

The evolution of volumetric water content shows that the increase of volumetric water content in deep zone is earlier than that in shallow zone and the increase rate also show the same manner (Fig. 4.15). This phenomenon is consistent with the water transfer trend: as the water enters the chamber from the bottom, the water transfer in the soil is driven by the effect of suction from the bottom to the surface. The opposite phenomenon was observed when infiltration was processed from the surface (e.g., [START_REF] Tang | Development of a large-scale infiltration tank for determination of the hydraulic properties of expansive clays[END_REF][START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF]. At the end of infiltration, the volumetric water content decrease over depth but all the values are higher than the saturated one (48.1 %) deduced from the initial dry density and the specific gravity. This can be attributed to the swelling of soil during infiltration, the swelling of the upper layer being larger than that of the lower layer. As the swelling corresponds to a decrease in dry density, an increase in volumetric water content at saturated state is produced. Similar phenomenon was observed by [START_REF] Tang | Development of a large-scale infiltration tank for determination of the hydraulic properties of expansive clays[END_REF] and [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF] in a large-scale infiltration test.

The uniform distribution of the initial volumetric water content suggests that the applied compaction procedure allows a homogeneous sample to be prepared. The similar values of volumetric water content in the zone below the 55-mm depth at the beginning and the end of infiltration also confirm the homogeneity of the sample in terms of density and water content [START_REF] Tang | Development of a large-scale infiltration tank for determination of the hydraulic properties of expansive clays[END_REF].

For the relative humidity (Fig. 4.17), at the initiation of infiltration, the values are nearly the same over the whole depth, also suggesting the homogeneity of the soil sample. During infiltration, its evolution is similar to that of volumetric water content:

the larger the distance from the wetting end, the later the increase of relative humidity.

Furthermore, the increase rate of relative humidity decreases with the increase of distance from the soil bottom. This was also observed in an infiltration test on compacted sand-bentonite mixture under constant-volume and free-swell conditions conducted by Cui et al. (2008) and in an infiltration test on the confined compacted GMZ bentonite performed by [START_REF] Ye | An experimental study of the water transfer through confined compacted GMZ bentonite[END_REF]. Furthermore, this pattern is also similar to the evolution of volumetric water content observed by [START_REF] Lemaire | Imbibition test in clay powder (MX-80 bentonite)[END_REF].

Clayey soil swells once in contact with water. As can be seen in Fig. 4.24, during infiltration a large amount of swell is identified. The infiltration from the soil bottom induces a sharp surface heave, and the heave rate decreases gradually over time. This phenomenon was also observed in laboratory tests conducted by Abduljauwad et al. limiting the soil surface heave at boundary and affecting the soil temperature. As can be seen in Fig. 4.25, the heave at the central part of the surface is much higher than that at the four edges, suggesting a significant effect of the friction existing between the chamber wall and the soil. On the other hand, as can be seen in Figs. 4.22 and 4.23, the evolution of soil temperature measured by PT1000 that was buried in the soil shows less variation than those measured by T3111 transmitter that was installed on the chamber wall, indicating a boundary effect on soil temperature.

Evolutions of soil and air parameters during evaporation

The free water evaporation is mainly affected by the atmospheric parameters. The evaporation rate increases with increasing air temperature (Fig. worth noting that the evaporation rate of free water can also be considered as the potential evaporation rate occurring in the constant-rate stage of soil water evaporation process. As reported by [START_REF] Hillel | Introduction to Environmental Soil Physics[END_REF], one of the requirements for the evaporation initiation is the existence of a vapor pressure gradient between the evaporating surface and the atmosphere; in addition, the vapor should be transported away. This explains why the increasing wind speed can accelerate the transportation of vapor and hence increases the evaporation rate. [START_REF] Wang | Wind tunnel experiments on bare soil evaporation[END_REF] also reported that the wind can quickly transport the water vapor to the atmosphere, thus increasing the evaporation rate. In terms of resistance to evaporation [START_REF] Kondo | A model and experimental study of evaporation from bare-soil surfaces[END_REF], the evaporation rate during free water evaporation or that the constant-rate evaporation stage for wet soils is almost governed by the aerodynamic resistance. The aerodynamic resistance is sensitive to wind speed and hence wind speed significantly affects the evaporation rate.

When increasing the heating tube temperature, an increase in the air temperature at inlet is produced and thereby an increase in the chamber (Fig. 4.43), resulting in an increase of energy for evaporation. As a result, the evaporation rate increases with increasing air temperature at inlet (Fig. 4.50). Note that the significant effect of atmospheric parameters on the evaporation rate is also observed in the constant-evaporation rate stage for sand (see Chapter 3), confirming that the potential evaporation is governed by the atmospheric parameters.

During free water evaporation, the air temperature at inlet also has significant influence on the air temperature in the chamber. The evolutions of air temperature at different elevations show similar manner to that at inlet, as well as at outlet (see Figs.

4.42 and 4.43). When the evaporation test is conducted at constant air heating tube temperature (50 °C), the increase of air flow rate decreases the temperature at inlet and hence the energy supplied to air in the chamber is decreased. However, when the evaporation test is performed with increasing heating rube temperature, more energy can be supplied to the air inside the chamber, resulting in an increase of the temperature in the chamber. Similar result was obtained in the sand evaporation test under high heating temperatures (see Chapter 3).

Both the air and soil temperatures were affected by the energy transformation during evaporation (see Figs. 4.43 and 4.44). The water evaporation process consumes energy and results in a decrease of temperature of the surrounding materials. A higher evaporation rate requires more energy, and hence resulting in a larger temperature decrease. When the water evaporation test is conducted at increasing air flow rate, the evaporation rate is also increased (Fig. 4.48). Therefore, the temperatures of air, water surface and soil decrease accordingly during this process. This phenomenon was also observed during the initiation of sand evaporation at low heating temperature in this study and by [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF] in a column drying test.

Once the water evaporation is conducted at increasing heating temperature, the hot air can supply more energy, and the energy from the hot air can be absorbed by air, water layer and soil and hence increasing their temperatures on one hand, and being used for water evaporation on the other hand. As a result, the temperatures of soil and air are increased, as well as the evaporation rate. Similar result was observed in the sand water evaporation test at high heating tube temperatures (see Chapter 3).

For the air-soil temperature profiles (Fig. 4.45), when water evaporates with increasing air flow rate, the lowest temperature is located at the water surface and two temperature gradients at water surface are identified: temperature decreases from the 50-mm height to the water surface; temperature increases from water surface to the 50-mm depth. Due to the low temperature at inlet, the energy used for water evaporation is mainly from water and soil and hence their temperatures decrease.

Therefore, the lowest temperature appears at the evaporating surface, i.e., water surface. By contrast, when evaporation is conducted with increasing heating temperature, the energy from the hot air is enough for water evaporation. Therefore, part of the energy is used for evaporation and the rest for heating the air, water and soil. Similar evolutions of air-soil temperature profiles were identified by [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF].

For the relative humidity, it decreases during the evaporation process (Fig. 4.46).

When the air flow rate is increased, the water vapor transported from the chamber increases in rate, resulting in a decrease of the air relative humidity in the chamber.

When the air temperature is increased, the saturated vapor pressure increases and more water vapor can be absorbed by air, thus decreasing the relative humidity inside the chamber.

As For the evolution of air-soil temperature profiles (Figs. 4.31 and 4.57), a clear temperature decrease is observed at three locations: 50-mm height, soil surface and 50-mm depth. This was also observed in the sand evaporation test in the case of high heating temperature. In general, the soil temperature increases as the increase of air temperature, suggesting that the energy for evaporation is from hot air and that part of the energy is used for heating soil and air. The decrease of temperature gradient between 50-mm height and soil surface is attributed to the increasing energy used for heating soil and air when the evaporation rate decreases. Furthermore, the enlarged temperature gradient between the soil surface and the 50-mm depth suggests a deepening of the drying front, as observed in the sand evaporation test. For the soil temperature evolution, the change of soil temperature with air temperature changes is found larger in clay than in sand. This phenomenon may be attributed to the effect of cracks: cracks make the evaporation change from a one-dimension process to a three-dimension process, allowing the air condition to affect the soil temperature in deeper zones.

For the evolution of volumetric water content (Figs. Furthermore, similar evolution of water content profile was also observed in their study. A linear relationship between water content and depth is observed in the near surface zone, and this linear relationship extends to deeper zone as also observed in the sand evaporation test. This linear relationship was also observed by [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF] through measuring the water content by oven-drying.

For the evolution of evaporation rate in the two tests (Figs. 4.38 and 4.64), the value in the constant-rate stage is nearly the same while the duration of this stage in Test 1 is longer than in Test 2. This can be attributed to the effect of the evolution of cracks in this stage: more cracks appear in Test 2 and hence more water is evaporated in this case.

The initiation of soil cracks

In general, the desiccation cracks are induced by water evaporation from the soil surface [START_REF] Inci | Numerical modeling of desiccation cracking in compacted soils[END_REF]. The desiccation cracking behavior depends on many factors such as clay mineralogy, clay fraction, compaction conditions, layer thickness and size, boundary conditions, wetting-drying cycles, drying process, soil particle orientation, etc. [START_REF] Fang | Introduction to Environmental Geotechnology[END_REF][START_REF] Nahlawi | Laboratory experiments on desiccation cracking of thin soil layers[END_REF][START_REF] Inci | Numerical modeling of desiccation cracking in compacted soils[END_REF]Tang et al. 2008bTang et al. , 2010b)).

It is common practice to use the tensile strength criterion to describe the initiation of cracks -desiccation cracks occur when the tensile stress induced by evaporation exceeds the tensile strength of soil [START_REF] Costa | Modelling of desiccation crack development in clay soils[END_REF]. Indeed, when an initially saturated soil is subjected to the evaporation process, capillary suction will be produced in the surface layer of soil. Meanwhile, a tensile stress develops in soil, and increases with the increase of capillary suction. Once its value exceeds the tensile strength of soil at a given location, the desiccation crack appears. In this sense, Tang As far as the compacted soil in the chamber is concerned, as locally it is heterogeneous, the evaporation rate at a specific location and the development of suction are not strictly uniform at the soil surface. Therefore, the development of tensile stress is also not uniform. In this case, cracks occur in the location where the tensile stress is larger than the corresponding tensile strength, with a random distribution (see Fig. 4.75(b)). Generally, cracks occur first in the zone with defects such as the zone with sensors buried and the zone where soil samples were taken for additional analyses (Fig. 4.88). Note however that these cracks are very limited in number and their effect on the global cracking behavior can be ignored. It is also consistent with the results from gels desiccation tests reported by [START_REF] Brinker | Sol-gel science: The chemistry of sol-gel processing[END_REF]. It is worth noting that the initial critical water content is also affected by the soil layer thickness [START_REF] Nahlawi | Laboratory experiments on desiccation cracking of thin soil layers[END_REF], relative humidity conditions during evaporation [START_REF] Rodríguez | Experimental and numerical analysis of desiccation of a mining waste[END_REF], environmental temperature (Tang et al., 2010b) and wetting-drying cycles (Tang et al., 2011a). In this study, the initial critical water content is a little higher in the second evaporation test than in the first one, in agreement with the results obtained by Tang et al. (2011a).

For the final critical water content, it varies from 30 % (the first evaporation test) to 17.5% (the second evaporation test). When the water content is lower than the critical one, the surface crack ratio usually shows a relative stable value. Thus, the final critical water content can be considered as or close to the shrinkage limit. However, the shrinkage limit obtained in the laboratory is 23.8 %. The difference is perhaps due to the different methods used in determining the shrinkage limit (compacted soil in this study but soil slurry in the laboratory test) on one hand, and the inaccurate measurement of water content when the sensor is exposed to the atmosphere due to soil cracking on the other hand.

The three stages of crack evolution

Similar to the evolution of the actual evaporation rate, the evolution of crack can be As a result, the cracks become wider and deeper. During the relatively stable stage, the crack pattern is stable but some cracks are gradually closed. This stage appears after the water content is lower than the final critical water content. As can be observed in Figs. [START_REF] Allègre | Streaming potential dependence on water-content in Fontainebleau sand[END_REF].68 and 4.79, the water content in this stage is close to the shrinkage limit, the soil particles almost reach their densest configuration and the pore volume remains stable with further water loss [START_REF] Krisdani | Effects of different drying rates on shrinkage characteristics of a residual soil and soil mixtures[END_REF]Tang et al., 2010b). Therefore, the cracks' propagation also trends to end after this critical water content. However, the evaporation in cracked soil is still a three-dimensional process.

The water content in deeper zones is still higher than the shrinkage limit and the water loss will still induce soil mass shrinkage. Therefore, the surface soil with stable cracks will move due to the shrinkage of deeper soil mass. On the other hand, the shrinkage of deeper soil is different due to the various crack depths; therefore, some cracks may be closed. As the total soil mass is shrinking during evaporation, the boundary shrinkage ratio increases (Figs. 4.67 and 4.78). Therefore, the shrinkage of the whole soil mass leads the soil to move to the central position, closing thereby some cracks.

This phenomenon is also observed by [START_REF] Zhang | Study of evolution law of fissures of expansive clay under wetting and drying cycles[END_REF], and they attribute it to the change of water content gradient, the spatial distribution of dehydration rate and the shrinkage at the bottom. Based on the field observation, Li and Zhang (2011) also divided the soil cracking into three stages: initial stage; primary stage and steady stage.

However, the crack closure was not reported. It is possible that in field condition this phenomenon is not pronounced due to the lack of boundary effects.

Changes of quantitative analysis parameters

The surface crack ratio changes with decreasing water content following four stages observed that the number of clods, the number of nodes and crack segments, the average length and width of crack segment and the crack length and number of crack segments per unit area show similar evolution trend, all these parameters reach a relative stable stage after the critical water content. Furthermore, similar evolution was also observed for the development of surface crack ratio with decreasing volumetric water content. As the surface crack ratio represents the desiccation cracking, it is not necessarily related to the number of cracks. Therefore, the surface crack ratio can be considered as the major parameter in the analysis of evaporation process.

As far as the evolution of actual evaporation rate and the surface crack ratio during Furthermore, the crack intersections usually form regular "T" shapes and a small number of "+" shapes. The same observation was made by Tang et al. (2008b;2011b;2011c). Tang et al. (2011b;2011c) interpreted this phenomenon based on the maximum stress release criterion and the crack propagation criterion [START_REF] Lachenbruch | Mechanics of thermal contraction cracks and ice-wedge polygons in permafrost[END_REF][START_REF] Morris | Cracking in drying soils[END_REF]: cracks usually grow in the direction normal to the local maximum tensile stress. In the existing cracks, the tensile stress perpendicular to it has been released, and thus the new direction of the maximum tensile stress must be parallel to the existing cracks. As a result, the initial direction of the new cracks that start from the existing cracks will be perpendicular to them. For the propagating crack, its development direction will progressively turn toward the preexisting cracks until they intersect at right angles. During the last stage of crack propagation, the crack pattern is nearly unchanged, except the change in width. As far as the crack propagation in the second evaporation test is concerned, it is observed that the cracks initiate at the same locations as in the first evaporation process, and the crack pattern is also similar, showing that the cracks formed in the first evaporation process become the weak zones with lower tensile strength, and can open again in the subsequent evaporation test. Furthermore, this result also presents that the effect of wetting-drying cycle on the evolution of desiccation cracking pattern is not obvious in this study, this probably due to the limited cycles.

The crack pattern in this study is not as smooth and regular as that observed by Tang 

Infiltration test

The results obtained show that the evolution of volumetric water content can be divided into three stages: (1) gradual increase at different depths, (2) sharp increase in the surface 80-mm depth zone and (3) stabilization stage. In the first stage, the increase of volumetric water in deep zones is earlier than that in shallow zones and the increase rate also shows the same trend. This is related to the infiltration from the bottom of soil. Furthermore, the uniform distribution of the initial volumetric water content indicates the homogeneity of soil and confirms the compaction procedure adopted. The much higher volumetric water content at the end of test is due to the soil swelling.

As for the evolution of volumetric water content, the larger the distance from the wetting end the later the increase of relative humidity. On the other hand, the increase rate of relative humidity decreases with the increase of distance from the soil bottom.

During infiltration a large swell is observed on the soil surface. The infiltration from the soil bottom induces a sharp increase of surface heave, and the increase rate gradually slow down over time. Furthermore, once water enters the soil from soil surface, a rapid heave is also observed in a short time, followed by a stabilization.

Two boundary effects are identified: reducing the soil surface heave at boundary and affecting the soil temperature. The heave at the central part of the soil surface is much larger than that at the four edges, suggesting a large fraction existing between the chamber wall and the soil. The evolution of soil temperature measured by PT1000 that was buried in the soil shows fewer variations than that measured by T3111 transmitter that was installed on the wall of the chamber, indicating a boundary effect on the soil temperature captured by T3111 transmitter.

Soil water evaporation test

Free water evaporation

The free water evaporation is mainly affected by the atmospheric parameters. The evaporation rate increases with the increasing air temperature and wind speed. The increasing wind speed can accelerate the transportation of water vapor, increasing thereby the evaporation rate. Furthermore, the evaporation rate from free water is governed by the aerodynamic resistance. As the aerodynamic resistance is sensitive to wind speed, and the wind speed significantly affects the evaporation rate. Increasing air temperature results in an increase of energy for evaporation.

During the free water evaporation, the air temperature at inlet has significant influence on the air temperature in the chamber. The evolution of air temperature at different elevations shows similar manner as those at inlet.

Both the air and soil temperatures are affected by the energy transformation during evaporation. When water evaporation is processed at increasing air flow rate, the evaporation process consumes energy from air, water layer and soil. Hence, the temperatures of air, water surface and soil decrease with the increasing evaporation rate. On the contrary, when water evaporation is processed at increasing heating temperature, part of the energy from hot air can be used to heat air, water layer and soil. Therefore, their temperatures increase along with the increase of evaporation rate.

For the air-soil temperature profiles, when water evaporates with increasing air flow rate, the lowest temperature is located at the water surface, and two temperature gradients at water surface are identified: the temperature decreases from the 50-mm height to the water surface; the temperature increases from the water surface to the 50-mm depth. By contrast, when evaporation is processed with increasing heating temperature, only one temperature gradient is observed.

The relative humidity inside the chamber decreases with the increases of air flow rate and heating tube temperature.

Soil water evaporation

The atmospheric parameters during the two soil water evaporation tests being similar, the soil behavior in the two drying tests can be compared.

The air temperature at different heights in the chamber varies according to the evolution of the temperature at inlet. This was also observed during the test on sand (see Chapter 3).

The soil temperature is strongly affected by the air conditions, evaporation process and desiccation cracking. The evaporation rate decreases with increasing soil resistance due to the increase of soil suction, and thus more energy is available for heating soil. The cracks increase the evaporating surface and hence enhance the influence of air condition on the soil temperature.

For the air-soil temperature profiles, an obvious temperature decrease is observed at three locations: 50-mm height, soil surface and 50-mm depth. The soil temperature increases with the increase of air temperature, suggesting that the energy for evaporation is from hot air, and that part of the energy is used for heating soil and air.

The decrease of temperature gradient between the 50-mm height and the soil surface is attributed to the increasing energy used for heating soil and air along with the decreasing evaporation rate. The enlarged temperature gradient between the soil surface and the 50-mm depth suggests a deepening of the drying front.

The air relative humidity decreases with the decreasing evaporation rate. Three stages are identified: (1) a decrease at a quite low rate; (2) a sharp decline stage; (3) a slow decrease followed by a stabilization. Note also that the variations of relative humidity in the laboratory do not affect the values in the chamber.

For the volumetric water content, the dense installation of sensors in the near surface zone allows a continuous measurement in this zone, avoiding determining the water content by oven-drying. The surface soil layer loses water firstly and the deeper zone starts to lose water by the end of test. The evolution of volumetric water content in the near surface zone is quite different from that for the Fontainebleau sand: for the Héricourt clay, the water content decreases quickly only at the 25-mm depth in the beginning, and then at deeper locations. However, for the Fontainebleau sand, the entire zone in the zone from the surface to the 55-mm depth loses water quickly at the same time. This can be attributed to the higher water retention capacity in clayey soils like the Héricourt clay and to the effect of cracks.

Regarding the water content profiles, the rapid change during the early stage of evaporation in zone from the surface to the 55-mm depth suggests a rapid decrease of water content and a possible transition of evaporation mode from one-dimensional to three-dimensional. The linear relationship between water content and depth appears in the surface zone, and this relationship was also observed by [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF] through measuring water content by oven-drying. This linear relationship extends to deeper zone as observed in the sand evaporation test. Furthermore, the large change of water content in the surface zone suggests that evaporation mainly affect this zone. However, the development of cracks toward deeper zone extends the influence zone of evaporation.

The evolution of evaporation rate in the two tests shows three stages. The evaporation in the constant-rate stage is nearly the same while the duration of this stage is longer in Test 1. This can be attributed to the evolution of cracks, more cracks appear in Test 2 and hence more water is evaporated in this case.

Soil desiccation cracking

Cracks are initiated at the locations where the soil tensile stress is larger than its corresponding tensile strength. The local heterogeneity of compacted soil results in a non-uniform development of tensile stress at different locations, giving rise to a random distribution of cracks.

The initial and final critical water contents are two important parameters for describing the desiccation process. The initial critical water content corresponds to the appearance of the first crack and is usually higher than the saturated water content. Its value is found higher in the second evaporation test than in the first one. The final critical water content corresponds to the end of crack propagation and is related to the shrinkage limit of soil. Once the water content is lower than this value, the development of crack enters a relatively stable stage. Similar to the evolution of actual evaporation, the evolution of cracks can be divided As far as the crack propagation in the second evaporation test is concerned, cracks initiate at the nearly same locations as in the first evaporation test due to the weak zones formed by drying and healed by the subsequent wetting, and the crack propagation seems to be the extension of that in the first evaporation test, a few new crack are observed. The closure of some cracks is attributed to the shrinkage of deeper soil and of the whole soil mass.

The number of clods after the second evaporation test is a little larger than after the first one, suggesting that some cracks developed in the first drying test are closed during the subsequent drying.

The quantitative analysis parameters such as the number of clods, the number of nodes and crack segments, the average length and width of crack segment and the crack length and number of crack segments per unit area show similar evolution trend as the development of surface crack ratio -reaching a relative stable stage after the final critical water content by the end of evaporation test. Therefore, the surface crack ratio can be considered as the major parameter in describing the evaporation process. that the evaporation rate is proportional to the vapour gradient between the evaporating surface and the air at a reference level and also proportional to the wind speed at the reference level. However, the relationship between the evaporation rate and temperature is not clear. Furthermore, based on the 13 different models, Sign and Xu (1997) also proposed seven general forms of the existing models and verified them using the meteorological data from different weather stations at different sites.

These generalized forms are beneficial for predicting the evaporation rate using data In this study, the existing models will be assessed based on the data obtained and presented in Chapter 4. A new model is then proposed and the related parameters will be determined using the data from the test with free water evaporation. Finally, the performance of the new model is verified based on the data from the sand and clay evaporation tests.

Assessment of existing models

In this chapter, the assessed generalized forms of potential evaporation models are listed in Table 5.1. The choice of these models is based on the fact that they allow determination of the evaporation rate in a short term on one hand, and they represent most of the popular models on the other hand. Furthermore, these models contain at least two meteorological parameters such as temperature and wind speed. More specifically, Models 1 to 6 correspond to the model proposed by [START_REF] Harbeck | Water loss investigations: Lake Hefner Studies[END_REF], [START_REF] Horton | Rainfall interception[END_REF], [START_REF] Penman | Natural evaporation from open water, bare soil and grass[END_REF] and [START_REF] Kuzmin | Hydrophysical investigations of land waters[END_REF], [START_REF] Harbeck | Water loss investigations, Lake Mead studies[END_REF], and [START_REF] Romanenko | Computation of the autumn soil moisture using a universal relationship for a large area[END_REF], respectively. In Table 5.1, E is the potential evaporation rate (mm/day); e s is the saturated vapor pressure deduced by the water or soil surface temperature (Pa); e a is the air vapor pressure deduced from the saturated vapor pressure determined by air temperature and relative humidity (Pa); T a is the air temperature (°C) at a reference height; T s is the surface temperature (°C); h a is the air relative humidity at the reference height (%); u is the wind speed at the reference height (m/s). It is noted that the reference height is 50 mm above the soil (or water) surface in this study.

For each model, the related parameters are determined using the data from the free water evaporation tests under different atmospheric conditions (different wind speeds or air temperatures, see in Chapter 4). This process is conducted as follows: when the undetermined parameters are related to wind speed, they will be determined using the data obtained from the evaporation test with different wind speeds (i.e., free water evaporation test presented in Chapter 4: Stage 1 to Stage 3); when the undetermined parameters are related to temperature, they will be determined using the data obtained from the evaporation test with different heating temperatures (i.e., free water evaporation test presented in Chapter 4: Stage 4 to Stage 6). After the determination of parameters, the models are also needed to be verified by experimental data. According to the ways for the parameters' determination, the verification of the models is conducted in two different fashions: when the parameters in the model are determined using the data obtained with different wind speeds, the models will be verified based on the data obtained with different temperatures; reversed process will be followed in the second case. Finally, the prediction results are compared with the experimental results to verify the relevance of the models. The model with a good performance will be selected as the potential evaporation model in this study. In case of no appropriate model, a new model will be developed based on the existing models. In this case, the proposed model will also be checked by the soil water evaporation results, as the actual evaporation rate is supposed to be equal to the potential one at the constant-rate stage. The data from the free water evaporation test with different wind speeds are used to determine parameter a. For this purpose, the ratio of evaporation rate (E) to the vapor pressure deficit (e s -e a ) with three different wind speeds was calculated and considered as the value of au, and then a linear relationship between E/(e s -e a ) and u can be observed in Fig. 5.1. Therefore, the parameter a can be determined: a = 0.014. After that, the data from the evaporation experiment with different wind speed and heating tube temperatures were used to verify Equation 5.1 with the determined parameter (Fig. 5.2). 

Comparison between various models

In Equation 5.3, there is only one constant parameter a needing to be determined. For its determination, Equation 5.3 is re-written as: After determining the related constant parameters in this model, it is verified using the data from the evaporation test. As can be seen in Fig. 5.8, there is significant deviation between the measured and predicted results. Therefore, even with a temperature-related parameter, Model 4 is not able to predict the potential evaporation rate satisfactorily. In this model, three constant parameters (a, b and c) need to be determined. Equation 5.9 can be considered as the combination of Model 3 and 1-c(T a -T s ). Therefore, by letting parameters a and b equal to the values determined in Model 3, we obtain:

a s 1-( )= (1+ )( ) s s E c T T a bu e e - - (5.10) 
Then, we determine the relationship between E/(a(1+bu)(e s -e a )) and T a -T s (Fig. 5.9).

However, the linear relationship in this figure is in conflict with the expression 1-c(T a -T s ). Indeed, a negative value of parameter c is obtained. 

+ ( )= (1+ )( ) s E d c T T a bu e e - - (5.12) 
Using the relationship between T a -T s and E/(a(1+bu)(e s -e a )) shown in Fig. 5.9.

Parameter c and d can be determined: c = 0.15; d = -0.36. The model with the determined parameters is verified using the data from the water evaporation test with different wind speeds and heating temperatures. As can be seen in Fig. 5.10, the predicted results are smaller than the measured ones, and in addition, different evolution trends are obtained. Therefore, Model 5 is not suitable for the potential evaporation prediction. Then, the measured evaporation test data at constant wind speed with different air temperatures are used to determine parameter a (Fig. 5.11). As can be observed in Fig. 5.12, the value of a fluctuates with changes of air temperature. An average value of 1.53×10 -5 can be obtained. After the determination of parameter a, this model is verified using the experimental data obtained from the evaporation test with different wind speeds (Fig. 5.12(a)). The predicted results are also compared with the measured ones during the evaporation test with different heating temperatures (Fig. 5.12(b)). As can be seen in Fig. 5.12, the predicted results of Model 6 are consistent with the measured ones in case of increasing heating temperature. However, significant difference is identified in case of increasing wind speed. Comparison between the model prediction and the experimental measurement (Fig. 5.18) confirms this good agreement. In conclusion, Model 8 is also suitable for predicting the potential evaporation rate with varying atmospheric conditions.

In reality, in the range of wind speed considered in the test (0 -0.5 m/s), the effect of wind speed is quite similar in Model 7 and Model 8. This explains the similar prediction results by the two models.

Extended models

In this section, other combinations of wind, relative humidity and vapor pressure are used for further analysis.

Modification of Model 3

As shown before, Model 3 gives a good prediction for different wind speeds, and in 

The right part of Equation 5.20 can be calculated using the data obtained from the water evaporation test with different wind speeds: a linear relationship between E/((e s -e a )(100-h a )) and u can be obtained (Fig. 5.19), giving a = 0.00004 and b = 5.

After determining the related parameters, the modified Model 3 is verified by the measured data. As can be seen in Fig. 5.20, the predicted result agrees well with the experimental measurement in the first 4.7 days (i.e., evaporation with different wind speeds) but it is 1.5-4 times larger than the measured value in the following time.

Therefore, this modified model is not suitable for the potential evaporation prediction. As discussed in Section 5. For determining parameters a and b, the right part of Equation 5.24 can be determined using the data obtained from the water evaporation test with different wind speeds.

Letting parameter c be equal to 0, 1, and 2, respectively. A linear relationship between E/((T a +25) c (100-h a )) and u can be observed in Figs. (a) (a) The evaporation rate predicted by Model 7 (a = 0.022, b = 0.031) is shown in Fig.

5.31.

As can be seen, the predicted values are larger than the experimental ones (Fig. 5.31(a)), the predicted values varied from 1.35 to 1 times the measured ones (Fig.

5.31(b)).

As for Model 8, the predicted evaporation rate is shown in Fig. 5.32. It is observed that the predicted evaporation rate is higher than the measured one (Fig. 5.32(a)), the predicted values varied from 1.32 to 1 times the measured ones (Fig. 5.32(b)). (a) 

Test 2

The evaporation rate calculated by Model 7 (a = 0.022; b = 0.031) is shown in Fig.

5.33.

As can be seen, the predicted values are a little larger than the experimental ones (Fig. 5.33(a)), the predicted values varied from 1.27 to 1 times the measured ones (Fig.

5.33(b)).

As far as Model 8 is concerned, the evaporation rate calculated is shown in Fig. 5.34.

It is observed that the predicted evaporation rate is also a little higher than the measured one (Fig. 5.34(a)), the predicted values varied from 1.26 to 1 times the measured ones (Fig. 5.34(b)). (a) (a) 

Test 4

Model 7 is used to predict the potential evaporation in Test 4. As can be seen in Fig. 

Conclusion

This chapter is devoted to the assessment of the existing models for potential evaporation. Various models reported in the literature have been assessed based on the experimental data from the free water evaporation test with different atmospheric conditions, along with some extended models that correspond to different combinations of some existing models. The related parameters of these models were firstly determined using part of the experimental data, and then the models with the determined parameters were verified with another part of data. On the whole, part of these models can give a perfect prediction of evaporation rate under the condition of different wind speeds and part of them can show good performance in predicting the potential evaporation rate at different temperatures. It appears that Models 7 and 8 are the most relevant, allowing satisfactory prediction under different atmospheric conditions. In reality, in the range of wind speed considered in the test performed in this study (0 -0.5 m/s), the effect of wind speed is quite similar in Model 7 and Model 8. As mentioned in Chapter 1, the evaporation rate increases linearly with the increasing wind speed in a large range of wind speed [START_REF] Wang | Wind tunnel experiments on bare soil evaporation[END_REF]. Therefore, Model 7 is selected as the potential evaporation model in this study for further development.

More specific conclusions drawn are as follows:

1. The models considering wind speed and vapor pressure (Models 1, 2, and 3) give a good prediction when the experiment was conducted at different wind speeds. However, bad results can be obtained when using them in case of different temperatures.

2. The model only considering air temperature and relative humidity at a reference height (Model 6) is suitable for predicting the potential evaporation rate in case of different temperatures. However, it cannot be used for different wind speeds.

3. The models considering wind speed, vapor pressure and air temperature (Models 4 and 5) are not suitable for predicting evaporation rate. [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF] appears to be the best one.

The model proposed by

5. The models considering wind speed usually give a good prediction in case of varying wind speed.

6. The functions of wind speed and temperature have strong influence on the potential evaporation rate than that of vapor pressure.

7. The form of wind speed function in different models (e.g., linear or natural logarithm) has less influence when the wind speed range is limited.

Chapter 6 Modelling of actual water evaporation from sand and clay

Introduction

Various models for predicting water evaporation from soils were discussed in Chapter 1. Each model has its advantages and disadvantages. On the whole, for selecting a suitable water evaporation model, its application field needs to be examined carefully.

Considering the experiential conditions in this study, the water balance model is not found suitable. As can be seen through the profiles of both air and soil temperatures from the evaporation tests on Fontainebleau sand and Héricourt clay, the laboratory temperature has significant influence on the temperature inside the chamber, indicating that heat exchange existed between the environmental chamber and the laboratory ambiance. Thus, the energy balance related models are not suitable for predicting water evaporation using the data obtained with this chamber. As no dry soil column was taken as a reference sample in the tests, the application of the Three-temperature model is also limited. Furthermore, the effect of crack cannot be considered in Three-temperature model. By contrast, the mass transfer model was found to be relevant for predicting potential evaporation. Thus, a modified mass transfer model was selected in Chapter 5 for describing the potential evaporation based on the data obtained with the environmental chamber. The resistance model gives a clear physical meaning of water vapor traveling from soil to atmosphere. But the prediction results are too sensitive to the selected value of resistance. Moreover, the soil resistance depends on the soil conditions (soil type, depth of soil considered) and hence restricting its utilization -it is difficult to define the boundary condition in a numerical analysis using this kind of models. By contrast, the suction related model proposed by [START_REF] Aydin | Test of a simple model for estimating evaporation from bare soils in different environments[END_REF] is simple, but the related parameters are not easy to be determined and the effect of cracks cannot be taken into account. For the suction related models proposed by [START_REF] Campbell | Soil Physics with Basic: Transport Models for Soil-Plant systems[END_REF], [START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF] and [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF], their forms are simple and they contain both soil and atmospheric parameters. The parameter of surface suction makes these models independent of soil properties such as soil texture and mineralogy. Furthermore, [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF] attempted to extend his model to the effects of cracks. His model has been selected in this study as the basis for the development of water evaporation model.

In this chapter, the model proposed by [START_REF] Campbell | Soil Physics with Basic: Transport Models for Soil-Plant systems[END_REF], [START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF] and Ta (2009) will be assessed based on the experimental data obtained and presented in Chapter 4. A new model is then proposed for predicting water evaporation from sand.

The related parameters will be determined using the data from the four evaporation tests conducted under different atmospheric conditions. Furthermore, the performance of this new model is also verified based on the data from the sand evaporation tests.

On the other hand, a new model accounting for the effect of cracks is also proposed.

After determining the parameters, the relevance of the new model is also verified based on the data from the clay evaporation tests.

Model for water evaporation from sand 6.2.1 Verification of the selected suction related models

As discussed in Chapter 1, the suction related models have a simple form and can consider both the influences of soil and atmospheric parameters. More specifically, they are independent of soil texture and mineralogy. In this section, the models proposed by [START_REF] Campbell | Soil Physics with Basic: Transport Models for Soil-Plant systems[END_REF], [START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF] and [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF] are first verified using the experimental data before developing a new model. A general form of these models is shown in Equation 6.1.

a s a p a 1 E h h E h - = - (6.1)
where E a is the actual evaporation rate (mm/day); E p is the potential evaporation rate which can be determined by Model 7 in Chapter 5 (mm/day); h s is the relative humidity at the soil evaporating surface (%); h a is the air relative humidity at a reference level (%). Note that h s can be determined by Kelvin's equation when the soil suction is known.

The data obtained from the four Fontainebleau sand evaporation tests were used to assess the performance of Equation 6.1. The details of these data were shown in Chapter 3. For determining the relative humidity at the soil evaporating surface, h s , the directly measured near surface suction was used after converting to the relative humidity using Kelvin's equation with the soil temperature at this position. Notably, due to the limited measurement range of the tensiometers used, all the suctions measured are lower than 1.5 MPa. For the relative humidity at the reference level, the measurement of T3111 transmitter at 50-mm height is considered. As mentioned before, the potential evaporation rate (E p ) is calculated by Model 7 (see Chapter 5) using the measured wind speed and relative humidity at the reference level (50 mm above soil surface). Finally, the actual evaporation rate is calculated using Equation 6.1. The evolutions of the predicted and measured actual evaporation rates in different evaporation tests are shown in Fig. 6.1. As can be seen in Fig. 6.1, the predicted evaporation rate is higher than the measured one. In particular, the predicted values are much larger than the measured ones in the falling-rate stage evaporation. Only in Test 4 the predicted evaporation rate is consistence with the measured one in the first six days. Therefore, it can be deduced that predicting evaporation rate using the directly measured near surface suction is not suitable, even though the suction measured is close to the soil surface. In other words, the suction at soil surface (evaporating surface) should be much larger than at the measurement level. Furthermore, the formation of a dry soil layer and its progress during evaporation is not considered in this model. As discussed in Chapter 1, the effect of the dry soil layer on water evaporation can be quite strong in case of sand.

Modification of the existing suction related model 6.2.2.1 Using air relative humidity close to the soil surface

As deduced in the last section, the prediction of evaporation rate using suction related model (Equation 6.1) with the suction measured in the zone close to the soil surface is larger than the measured one. This is because the suction close to the soil surface cannot represent the real suction at the soil surface (evaporating surface). On the other hand, the air relative humidity at 5 mm above soil surface was measured. Therefore, in this section, the relative humidity measured at 5 mm above the soil surface is used to predict the evaporation rate using Equation 6.1. Figure 6.2 shows the comparison of the measured and predicted evaporation rates. As can be seen in Fig. 6.2, the predicted evaporation rate is lower than the measured one and the difference between them becomes smaller along with the evaporation process. It can be then deduced that the real relative humidity at soil surface is much larger than the one at 5-mm height. Indeed, the soil surface (evaporating surface) relative humidity calculated using Equation 6.1 with the measured actual evaporation rate is much higher than the one at 5-mm height (see Fig. 6.3), especially at the constant-rate stage evaporation. Thus, directly using the air relative humidity at a position close to the soil surface is not suitable for predicting the actual evaporation rate using Equation 6.1. Furthermore, taking an air relative humidity as the boundary condition is not appropriate physically. As presented in Chapter 1, upon soil water evaporation, once a dry soil layer is formed, the evaporation process mainly occurs at the bottom of the dry soil layer (i.e., drying or evaporating surface). Therefore, a three-stage water vapor transport process can be identified (Fig. 6.4): (1) water vapor is carried out from the water surface to the drying surface (evaporating surface); (2) water vapor is transported from the drying surface to the soil surface by vapor diffusion and (3) water vapor travels from the soil surface to atmosphere under the restriction of aerodynamic resistance. On this basis, the relative humidity at soil surface can be defined as h _surface , the relative humidity at the drying surface (evaporating surface) is considered as h _drying , and the air relative humidity at the reference level is h a . For the suction related model proposed by [START_REF] Campbell | Soil Physics with Basic: Transport Models for Soil-Plant systems[END_REF], [START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF] and Ta (2009) (Equation 6.1), the variable h s represents the relative humidity at the drying (or evaporating) surface. Thus, we assume that the drying surface keeps at the soil surface during the evaporation process.

This leads to: a s u r f a c e a p a

_ 100

E h h E h - = - (6.
2)

The relative humidity at the soil surface (h _surface ) consists of two parts: the first part induced by the water vapor transported from the drying surface at a certain depth (h _wet ) and the water vapor from the dry soil layer (h _dry ):

surface wet dry _ _ _ h h h = + (6.3)
In general, the water content in the dry soil layer is relatively low, and its contribution to the surface relative humidity can be neglected. Assuming h_ dry = 0, we obtain:

surface wet _ _ h h = (6.4) 
As far as the transportation of water vapor in the dry soil layer is concerned, it is mainly affected by the soil resistance which is related to soil structure or porosity.

Assuming that the soil resistance is the same within the dry soil layer, and then the air relative humidity decreases along with the transportation path from the drying surface to the soil surface. Therefore, we can reasonably assume that the relative humidity inside the dry soil layer is a function of the depth of dry soil layer (d): 

Parameter determination

As can be seen from the water retention curve in Chapter 3, the matric suction increases with the decrease of water content. However, once the suction exceeds 40 kPa, its value increases quickly with further decrease of water content. Under this condition, water inside the soil becomes discontinuous and will be transported in the form of vapor in soil. On the other hand, the value of matric suction of 40 kPa corresponds to a volumetric water of 5 %. Therefore, once the volumetric water content is lower than 5 %, we can suppose that the soil becomes dry and the depth corresponding to this water content can be considered as the position of the drying surface. Note however that in reality, there is still some water existing inside the dry soil layer, but as discussed above its contribution to evaporation can be neglected.

Based on this consideration, the evolution of the drying surface during evaporation can be obtained (see Fig. 6.5). Thereby, the relationship between the elapsed time and the depth of dry soil layer can be easily obtained. This relationship is shown in Fig. 6.5. As can be seen in Fig. 6.5, the depth of dry soil layer increases with the decrease of actual evaporation rate from the falling-rate stage to the end of the test. This result confirms that the dry soil layer has significant influence on the evaporation process. With the potential evaporation E p calculated by Model 7, the ratio E a /E p can be determined. Figure 6.6 shows the evolutions of this ratio for the four tests on sand. It is observed that the value of E a /E p is not equal to 1 during the constant-rate stage and this result is in conflict with the theory. Therefore, the potential evaporation rate predicted using Model 7 needs to be adjusted. For this purpose, we multiple E p by a constant parameter and then the average value of E a /E p before the occurrence of dry soil layer should be equal to 1. The constant parameters in the four tests are 0.83, 0.92, 0.9, and 1.0, respectively. Furthermore, these values are consistent with the relationship between the predicted and measured evaporation rates shown in Chapter 5.

For investigating the relationship between the relative humidity inside the dry soil layer and the depth of dry soil layer, the soil surface relative humidity (h _surface ) is first calculated by Equations 6.1 using the measured experimental data. The relative humidity at the drying surface (h _drying ) can be deduced using the water retention curve based on the volumetric water content at this position. In this study, the volumetric water content at drying surface is close to 5 %, corresponding to a suction of 40 kPa.

Using Kelvin's equation, this suction can be converted to relative humidity by considering the temperature at the position of drying surface. The depth of dry soil layer can be calculated by the relationship between the depth of dry soil layer and the elapsed time (Fig. 6.5). Finally, the relationship between h _drying -h _surface and d can be obtained for different tests (Fig. 6.7). As can be seen, a series of fitting curves are obtained. This result confirms that there is indeed a relationship between the soil relative humidity and the depth of dry soil layer. A summary of the functions of these fitting curves are listed in Table 6.1. 

Verification of the new actual evaporation model

For verifying the new model proposed, after obtaining the expression of function f(d), Equation 6.7 is used to determine the actual evaporation. In the evaporation process, before the occurrence of dry soil layer, the relative humidity at the soil surface is equal to the one at the drying surface (h _surface = h _drying ). Therefore, the surface volumetric water content can be extrapolated from the volumetric water content profile, and the surface suction can be calculated in turn using the water retention curve. Afterwards, the relative humidity at the soil surface can be obtained using Kelvin's equation. Once the dry soil layer appears, the relative humidity at the drying surface is considered as the relative humidity corresponding to 40 kPa suction at the drying surface temperature. After determining all the parameters of Equation 6.7, the verification procedure can start. Firstly, the actual evaporation rate in a test is predicted using the corresponding expression of f(d). The comparison between the measured and predicted actual evaporation rates are shown in Fig. 6.8. Secondly, for verifying the new model, the average function f(d) obtained from all the four tests (Fig. 6.7(e)) is selected and Equation 6.7 is used to predict the actual evaporation rate.

Note that the predicted evaporation before the dry soil layer occurrence is the same as that in Fig. 6.8. As can be seen in Fig. 6.8, the predicted actual evaporation rate is consistent with the measured one, especially after the occurrence of dry soil layer.

However, the actual evaporation rate predicted increases over time before the formation of the dry layer. As shown in Fig. 6.9, the predicted results in tests 3 and 4

show consistent evolution trends with the measured ones. On the contrary, large deviation can be observed in Tests 1 and 2. 

Discussion

In this section, the function of dry soil layer depth f(d) is introduced in the suction related models, defining a new actual evaporation prediction model. The verification of this new model has been undertaken. As can be seen in Fig. 6.8, the predicted values are consistent with the measured ones when using a specific function of f(d) for each test, and the effect of dry soil layer on soil water evaporation can be considered effectively. This confirms the relevance of this model. However, when a unique average function is used, only part of the tests can be simulated satisfactorily. This is due to the variation of the relationship between the relative humidity and the depth of dry soil layer (i.e., f(d)) in different tests. Basically, this relationship should be unique.

However, during different tests, the infiltration-evaporation cycle may induce some modification of the soil sample, hence creating some heterogeneity in it and defining variable f(d) functions. As far as the predicted results before the occurrence of dry soil layer is concerned, distinct deviation can be observed in Figs. 6.8 and 6.9.

conclusion, accurately determining the soil surface suction is essential for the actual evaporation prediction. Moreover, the suction related model should be extended to the effect of cracks. the relative humidity of non-cracked soil (h _non-crack ) and the relative humidity of cracks (h _crack ). Note that h _crack is an equivalent value of the relative humidity inside cracks. When the soil is dry, the value of h _crack is much higher than that of h _non-crack .

Development of a new model

For simplicity, we assume: Particularly, when the soil is dry, water vapor from cracks has more contribution to the relative humidity at the soil surface than from the non-cracked soil. Thereby, in this case, we can assume that h _non-crack is equal to h a , giving:

_surface a = (1+ ) h k R R h - (6.12)
Note that the unit of relative humidity in these equations is percentage (%), and the surface crack ratio (R) is in decimal form. After determining the potential evaporation E p using Model 7, the ratio E a /E p can be then determined for the two Héricourt clay evaporation tests. Figure 6.14 shows the evolutions of this ratio during the two tests. Notably, the second Héricourt clay evaporation test started after a free water evaporation; therefore, the initiation of soil evaporation test was after t = 12.8 days. As can be seen in Fig. 6.14, the value of E a /E p is also not equal to 1 during the constant-rate stage. Therefore, as in the case of sand, we multiply E p by a constant parameter so that the average value of E a /E p during the constant-rate evaporation stage is equal to 1. The values of 1.15 and 1.2 are obtained for the first and the second tests, respectively. Note that these values are consistent with the relationship between the predicted and measured evaporation rate shown in Chapter 5.

Parameters determination and model verification

For determining parameter k, the surface relative humidity predicted using Equation 6.2 with the adjusted potential evaporation rate is firstly compared with the one measured at 50-mm height (Fig. 6.15). Afterwards, parameter k can be calculated by Equation 6.12 with the known surface crack ratio (R) (Fig. surface suction can be obtained using the water retention curve, and hence the surface relative humidity can be obtained by Kelvin's equation. Finally, with the known parameters k, R, h a and E p , the actual evaporation can be determined by Equation 6.11.

As can be seen in Fig. 6.19, the predicted evaporation rate using Method 2 is consistent with the measured one, confirming the relevance of this method. According to the procedure discussed above, the relevance of the new model is also verified using the data obtained from the second Héricourt clay evaporation test. Only Method 2 is adopted for this purpose. Firstly, a virtual water retention curve is obtained based on the data obtained during the test (Fig. 6.22). The water retention curve model proposed by Fredlund and Xing (1994) (see Equation 3.1) is also used.

More specifically, the saturated volumetric water content (θ s ) is 67 %, and the residual volumetric water content (θ r ) is 1 %. For the three fitting parameters a, n and m, they are 50, 0.5 and 10, respectively. Then, the virtual relative humidity at the non-cracked soil surface is calculated using Equation 6.11 with the measured data during the evaporation test and the determined values of k and R (Fig. 6.23). Then, the virtual surface suction can be calculated using Kelvin's Equation (Fig. 6.24). Afterwards, the virtual surface water content can be determined through the water retention curve (Fig. 6.25). After that, the surface suction is obtained using the water retention curve with the obtained virtual surface water content, and hence the surface relative humidity can be obtained through Kelvin's equation. Finally, with the known parameters of k, R, h a and E p , the actual evaporation can be determined by Equation 6.11. As can be seen in Fig. 6.26, the predicted evaporation rate is consistent with the measured one, confirming the method adopted. 

Discussion

A model for predicting water evaporation from cracked soil is proposed. The surface crack ratio, R, and a ratio of relative humidity from cracks to that from soil surface, k, are two important parameters. The introduction of these two parameters allows the three dimension evaporation problem in cracked soil to be reduced to a one dimension evaporation problem. The method that directly extrapolates the surface water content from the volumetric water content profile has been found to be unreliable because large deviation can be induced by this method. This probably due to the problems of sensor exposure once the soil is cracked. To overcome these problems, Method 2 was adopted that introduces the concept of virtual surface volumetric water content, virtual surface relative humidity and virtual suction. Even these parameters cannot represent the real situation, their use facilitates the development of a simple model that is able to consider the complex evaporation phenomenon in a cracked soils. The comparisons between the measured and predicted results confirm the relevance of this approach. More specific conclusions drawn are as follows:

Conclusions

1. The relative humidity at the soil surface is much higher than the one in the zone close to the soil surface, even at 5-mm above the soil surface. Therefore, taking an air relative humidity as the boundary condition is not suitable when predicting water evaporation rate.

2. The suction at the soil surface is much higher than that in the zone close to the soil surface. On the other hand, the suction at the soil surface significantly influences the prediction accuracy for the actual evaporation.

3. The relative humidity distribution inside the dry soil layer of the Fontainebleau sand is depth dependent. The difference between the relative humidity at the drying surface and the soil surface can be described by a nonlinear function of dry soil layer depth.

4. The dry soil layer has a strong influence on the evolution of actual evaporation.

Once it is formed, the actual evaporation rate decreases sharply.

5.

The model accounting for the effect of dry soil layer (Equation 6.7) gives reliable prediction of water evaporation from sand.

6. Soil cracking strongly affects the actual evaporation rate, especially after the falling-rate evaporation stage.

7. The surface crack ratio (R) and ratio of relative humidity from cracks to that from soil surface (k) are two important parameters which reflect the effect of cracks on water evaporation. The introduction of these two parameters allows the three dimension evaporation problem in cracked soil to be reduced to a one dimension evaporation problem.

8. For determining the surface relative humidity, Method 2 is better than Method 1.

9. The model considering the effect of cracks (Equation 6.11) appears to be appropriate for predicting water evaporation from clayey soil.

temperature, relative humidity and air flow rate can be controlled and monitored. The response of soil to water evaporation (e.g., soil temperature, suction and volumetric water content) can also be monitored using different sensors. In particular, a new method for measuring the suction at the soil surface was introduced, allowing providing original data for evaluating water evaporation rate based on the suction related models; a denser disposition of sensors within the first 50-mm depth was done, refining the measurements in the active zone for soil water evaporation; the boundary effect was reduced using a large dimension of soil sample (1000 mm long, 800 mm wide and 300 mm high), and the relatively small height (300 mm) allowed saving both materials and energy for sample preparation; three types of suction sensors were used, allowing a large suction range to be covered; the use of a photograph collection unit allowed the monitoring of soil desiccation cracking.

Free water evaporation

The atmospheric condition strongly influences the process of free water evaporation.

The evaporation rate increases with the increases of air temperature and wind speed. It depends also on the aerodynamic resistance. During the evaporation process, both air and soil temperatures are affected by the energy transformation. For the air/soil temperature profiles, in the case of increasing air flow rate, the lowest temperature was located at the water surface, and two temperature gradients at water surface were identified. By contrast, in the case of increasing heating temperature, only one temperature gradient was observed. For the relative humidity inside the chamber, it decreased with the increases of air flow rate and heating tube temperature.

Water evaporation from Fontainebleau sand

For the atmospheric parameters, the air temperature inside the chamber is mainly affected by the heating tube temperature and air flow rate. The soil water evaporation process also influences the air temperature. The relative humidity in the chamber decreases during the evaporation progress. A high heating temperature results in a low relative humidity inside the chamber. The large increase of relative humidity at the outlet of chamber confirms that water evaporated from the soil. In other words, the evolution of the relative humidity in the chamber can be considered as an indicator of the evaporation progress.

For the response of soil during evaporation, the soil temperature is strongly affected by the air conditions. In the meantime, the evaporation process can also affect the soil temperature: when the evaporation rate is low, the energy consumed by evaporation This measurement is quite original and important in describing soil water evaporation process.

The temperature in the chamber was affected by the laboratory environment. But the relative humidity in the chamber was not affected by the relative humidity of the laboratory. This validated the method of actual evaporation determination based on the inlet and outlet relative humidity values.

The evaporation rate is strongly affected by the air conditions especially at the initial constant evaporation rate stage. Higher evaporation rate can be observed in the cases of higher heating tube temperature and higher air flow rate.

Water infiltration

The infiltration results show that there is a three-stage evolution of volumetric water content: (1) a gradual increase at different depths; (2) a sharp increase in the zone for the soil surface to 80 mm depth; and (3) a stabilization stage. Note that this evolution is related to the infiltration procedure adopted. For the evolution of relative humidity inside the soil, the experimental results show that the larger the distance from the wetting end the later the increase of relative humidity. Furthermore, the increase rate of relative humidity decreases with the increase of distance from the soil bottom.

A large surface swell was observed during the infiltration test. In the case of infiltration from the soil bottom, a sharp increase of surface heave was induced, but the increase rate gradually slowed down over time. In the case of water entering the soil from the soil surface, a rapid heave was also observed in a short time, followed by a stabilization.

Two boundary effects can be identified during the infiltration test: [START_REF] Abduljauwad | Laboratory and field studies of response of structures to heave of expansive clay[END_REF] the heave at the central part of the soil surface was much larger than that at the four edges; (2) the evolution of soil temperature measured by PT1000 that was buried in the soil shows less variations than that measured by T3111 transmitter that was installed on the wall of the chamber.

Water evaporation from Héricourt clay

For the evolutions of the atmospheric parameters during evaporation, the air temperature at different heights in the chamber varies according to the evolution of the temperature at inlet. The air relative humidity decreases with the decrease of evaporation rate and can be divided into three stages: (1) a decrease at a quite low rate;

(2) a sharp decline stage; (3) a slow decrease followed by stabilization.

For the evolution of soil response to evaporation, the soil temperature is strongly affected by the air conditions, evaporation process and desiccation cracking. The soil temperature increases with the increase of air temperature and the decrease of evaporation rate. The temperature gradient between the 50-mm height and the soil surface decreases during evaporation, this can be attributed to the increasing energy used for heating soil and air along with the decreasing evaporation rate. Furthermore, a deepening of the drying front can be identified by the enlarged temperature gradient between the soil surface and the 50-mm depth. For the volumetric water content, the surface soil layer loses water firstly and the deeper zone starts to lose water by the end of test. In addition, only the water content at 25-mm depth decreases quickly at the initiation of evaporation, and then at deeper locations. However, in the Fontainebleau sand evaporation test, the entire zone in the surface 55-mm depth loses water quickly.

This can be attributed to the higher water retention capacity in the Héricourt clay and to the effect of cracks. The rapid change during the early stage of evaporation in the zone from the surface to 55-mm depth suggests a rapid decrease of water content and a possible transition of evaporation mode from one-dimensional to three-dimensional.

Furthermore, the linear relationship between water content and depth can also be observed in the near surface zone. The large change of water content in the near surface zone suggests that evaporation mainly affects this zone. However, the development of cracks toward deeper zone extends the influence zone of evaporation.

A three-stage evaporation process can also be observed in these two clay evaporation tests.

Evolution of desiccation cracking

During evaporation, cracks usually initiate at the locations where the soil tensile stress is larger than its corresponding tensile strength. Furthermore, soil desiccation cracking starts during the constant-rate stage of evaporation when the soil is still fully saturated.

Two important parameters, the initial and final critical water contents, can be used for describing the desiccation process: the initial critical water content corresponds to the appearance of the first crack and is usually higher than the saturated water content; the final critical water content indicates the end of crack propagation and is related to the shrinkage limit of soil.

The quantitative analysis parameters show similar evolution trend as the development of surface crack ratio. Therefore, the surface crack ratio can be considered as the major parameter in describing the evaporation process. The development of surface crack ratio can be divided into four stages. However, the four-stage evolution changes in different evaporation test. Furthermore, the surface crack ratio increases with increasing wetting-drying cycles.

Compared with the evolution of actual evaporation rate, the surface crack ratio increases slowly in the constant-rate evaporation stage, and then sharply during the later constant-rate and the falling-rate evaporation stages. Finally, it shows a relative stable state during the later falling-rate stage and slow-rate stage of evaporation.

Notably, only 33-60 % of the whole cracks take place during the constant-rate stage and this phenomenon depends on the soil thickness. In addition, the effect of surface cracks on evaporation can also be identified: the duration of the constant-rate stage in the second evaporation test is shorter than in the first one.

The initiation and propagation of crack patterns can be divided into three stages: [START_REF] Abduljauwad | Laboratory and field studies of response of structures to heave of expansive clay[END_REF] an initial stage; (2) a quick development stage; (3) a relatively stable stage.

Furthermore, after the first evaporation test, the cracks in the second evaporation test initiate at the nearly same locations as that in the first test, this is due to the weak zones formed by drying and healed by the subsequent wetting. The crack propagation can be considered as the extension of that in the first evaporation test. Moreover, the shrinkage of deeper soil and the whole soil mass results in the closure of some cracks.

Modelling of potential water evaporation

The potential evaporation models only with parameters involving air temperature and relative humidity at a reference level can give a good prediction when the tests are conducted at different temperatures. However, this kind of models is not suitable in the case of different wind speeds. By contrast, the models with parameters involving wind speed and vapor pressure are suitable in the case of different wind speeds but not in the case of varying temperatures. Similarly, the models considering wind speed usually give a good prediction in case of varying wind speeds. The model proposed by [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF] appears to be the best one. Unfortunately, it was found that the models considering wind speed, vapor pressure and air temperature are not suitable for predicting evaporation rate. In addition, the functions of wind speed and temperature have stronger influence on the potential evaporation rate than that of vapor pressure, and the form of wind speed function in different models (e.g., linear or natural logarithm) has less influence when the wind speed range is limited.

Modelling of actual water evaporation from sand and clay

The relative humidity at the soil surface is much higher than the one in the zone close to the soil surface, even at 5-mm above the soil surface. Similarly, the suction at the soil surface is also much higher than that in the zone close to the soil surface.

Therefore, the soil surface suction or relative humidity has significantly influence on the prediction accuracy for the actual evaporation. In other words, the accurate determination of these two parameters becomes an important task in the prediction of actual evaporation rate.

For the water evaporation from sand, the dry soil layer also has a strong influence on the evolution of actual evaporation: the actual evaporation rate decreases sharply when the dry soil layer is formed. Furthermore, the relative humidity distribution inside the dry soil layer is depth dependent. By introducing a nonlinear function of dry soil layer depth f(d), the difference between the relative humidity at the drying surface and the soil surface can be described successfully. A new actual evaporation prediction model (Equation 6.7) incorporating this function was proposed. The simulation result confirms the relevance of this model.

For the water evaporation from clay, it has been found that soil cracking strongly affects the actual evaporation rate, especially after the falling-rate evaporation stage. This effect can be reflected by two parameters: the surface crack ratio (R) and the ratio of relative humidity from cracks to that from soil surface (k). On this basis, a model considering the effect of cracks (Equation 6.11) was proposed. For determining the surface relative humidity, Method 2 which introduces the concept of virtual surface volumetric water content, virtual surface relative humidity and virtual suction was adopted. The comparison between the measured and calculated values of actual evaporation rate shows that Equation 6.11 is appropriate for predicting water evaporation from clayey soils.

Outlook 1. Accurate measurement of surface suction, water content and relative humidity

In this study, a method for measuring matric suction using high-capacity tensiometer was introduced. However, the simulation work using the data obtained from this method shows that the real surface suction is much higher than the value measured in the zone close to the surface. On the other hand, the accuracy of the measurements of suction, water content and relative humidity at the soil surface strongly influences the quality of model prediction. Therefore, it is important to develop new techniques/sensors for determining these parameters with high accuracy.

Investigation of soil water evaporation by numerical simulation

The models for predicting water evaporation from sandy and clayey soils have been developed in this study. However, further assessment of these models should be conducted. Indeed, it would be interesting to develop a numerical method for simulating the experiment conducted in this study using the models proposed.

Investigation of the water evaporation from soil with cover materials

In this study, the water evaporation from bare soil has been investigated. As we know, the cover materials such as grass and gravel will increase the resistance to water evaporation. Therefore, it would be interesting to explore these situations using the developed environmental chamber.

Investigation of the water evaporation from other types of soils

In this study, only the evaporation from reconstituted clayey soil was investigated.

However, a lot of treated soils are used in the engineering fields. The water evaporation from the treated soil also affects the performance of the related constructions. Therefore, it would be interesting to investigate the evaporation process for treated soil (cement or lime or the mixture of both).

Applications in geotechnical engineering

During the construction or operation of the high-level nuclear waste repository, the forced ventilation in galleries and drifts will result in desaturation of the host material, modifying its thermo-hydro-mechanical properties and further affecting the performance of the storage system. Using the knowledge obtained in this study, a proper evaporation model can be proposed in the context of forced ventilation. Then, by combining with the thermo-hydro-mechanical constitutive model, the behavior of the storage system can be assessed using appropriate numerical approaches.

In addition, if the meteorological data are known, the water content, suction, temperature as well as the soil deformation/settlement can be predicted using reliable evaporation model and numerical approaches. Then, impact of climate changes on the related constructions such as buildings, embankments, dikes, etc. can be assessed.

Titre:

  Etude d'évaporation d'eau d'un sable et d'une argile à l'aide d'une chambre environnementale Il est bien connu que l'évaporation d'eau joue un rôle essentiel dans l'interaction entre le sol et l'atmosphère. Pendant le processus d'évaporation, le comportement thermo-hydro-mécanique des sols change, engendrant ainsi des problèmes préoccupants. Ceci peut concerner différents domaines comme l'agronomie, l'hydrologie, la science des sols, la géotechnique, etc. Par conséquent, il est essentiel d'étudier les mécanismes d'évaporation de façon approfondie. Cette étude porte sur les mécanismes d'évaporation dans des conditions atmosphériques contrôlées. Le sable de Fontainebleau et l'argile d'Héricourt utilisée pour la construction du remblai expérimental dans le cadre du projet ANR TerDOUEST (Terrassements Durables -Ouvrages en Sols Traités, 2008-2012) ont été étudiés à cet effet. Une chambre environnementale (900 mm de haut, 800 mm de large et 1000 mm de long) équipée de différents capteurs a d'abord été développée, permettant un suivi complet des paramètres concernant l'atmosphère et le sol au cours d'évaporation.
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INTRODUCTION 1 .

 1 Research background and significance Soil water evaporation is an important energy exchange process and water cycle component. It causes a lot of problems in various fields: soil degradation in arid area with high evaporation rate (Xue and Akae, 2012), soil salinization in arid and semi-arid regions (Shimojima et al., 1996; Zarei et al., 2009; Xue and Akae, 2012), damage of buildings and geotechnical constructions due to water loss (Cui and Zornberg, 2008; Corti et al., 2009; Corti et al., 2011), affecting the potential performance and the safety of the high-level nuclear waste repository due to the desaturation process induced by the forced ventilation in galleries and drifts during the construction and operation phases (Bond et al., 2013; Millard et al., 2013), etc.
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 11 Fig. 1.1. The hydrologic cycle[START_REF] Hillel | Introduction to Environmental Soil Physics[END_REF] 

  1.9). More recently, a large soil column evaporation system (column dimension: 102 mm inside diameter and 1200 mm high) was developed by Smits et al. (2011) for investigating the sand water evaporation under controlled uniform and constant surface temperature conditions. It is noted that the soil water content, suction and temperature can be monitored continuously in this system (see Fig. 1.10).
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 12 Fig. 1.2. Evaporation pan (adapted from[START_REF] Wang | Wind tunnel experiments on bare soil evaporation[END_REF] 

Fig. 1 .

 1 Fig. 1.11. Weighing lysimeter used in final cover studies (adapted from Fayer and Gee, 1997)
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 111 Fig.1.12.Wind tunnel experiment device[START_REF] Komatsu | Toward a robust phenomenological expression of evaporation efficiency for unsaturated soil surfaces[END_REF] 

  instantaneous and continuous measurements being not possible. Tang et al. (2009) developed a large-scale infiltration tank allowing instantaneous monitoring of soil water content, temperature and suction during evaporation (Ta, 2009; Ta et al., 2010; Cui et al., 2013)(see Fig. 1.23).
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 11121123 Fig. 1.18. Sketch of fast air circulation box (Kohsiek, 1981) (S is the partitions; P is the propeller; M is external electromotor; H is the holder for mounting the thermocouples; I and U are openings; D is the opening for the feed-through of thermocouple wires)

Fig. 1 .

 1 Fig. 1.24. The three stages of clay evaporation rate (closed circles represent the experimental data and open circles represent the simulation results) (Qiu and Ben-Asher, 2010)

Fig. 1 .

 1 Fig. 1.25. Wind speed effect on the daily averaged latent heat flux[START_REF] Kondo | A model and experimental study of evaporation from bare-soil surfaces[END_REF] 

Fig. 1 .

 1 Fig.1.27. Relationship between potential evaporation rate and wind speed at various net radiations[START_REF] Wang | Wind tunnel experiments on bare soil evaporation[END_REF] 

Fig. 1 . 29 .

 129 Fig. 1.29. Moisture loss rates at different relative humidity values[START_REF] Kayyal | Effect of the moisture evaporative stages on the development of shrinkage cracks in soil[END_REF] 

  investigated the impact of soil texture (sand, loam and clay) on the cumulative evaporation. They reported that under the same condition the fine-textured (clayey) soils make the constant-rate stage longer with a large cumulative evaporation, while the coarse-textured (sandy) soils has a short constant-rate stage with limited cumulative evaporation (see Fig. 1.30).

Fig. 1 .

 1 Fig. 1.30. Cumulative evaporation of various soils under same conditions (Hillel and van Bavel, 1976)
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 335 The hydraulic conductivity of soil[START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF] investigated the effect of saturated hydraulic conductivity on the evaporation process based on a soil-atmosphere model. The relationship between the evaporation process and drying time is shown in Fig.1.32. The saturated hydraulic conductivity has significant influence during the constant-rate and the falling-rate stages. For example, the duration of the constant-rate stage lasts 1, 4 and 6 days when the corresponding values of saturated hydraulic conductivity are 4×10 -6 m/s, 3×10-5 
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 1311 Fig.1.31. Ratio of actual evaporation rate and potential evaporation rate versus elapsed time[START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF] 
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 11 Fig.1.33. Evolutions of evaporation rate under different water table conditions (coarse sand and fine sand)[START_REF] Yang | Water balance during evaporation and drainage in cover soils under different water table conditions[END_REF] 
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 1 Fig. 1.35. Water content distribution in a desiccation crack (Ritchie and Adams, 1974; cited by Hillel, 2004)
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 11 Fig. 1.36. Photograph of typical crack with the suspended soil anemometer (left) and the sketch of soil anemometer in the crack (right) (Adams and Hanks, 1964)
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 11339 Fig. 1.38. Evolution of volumetric water content during evaporation (Ta, 2009; Ta et al., 2010; Cui et al., 2013)
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 139133140 Fig.1.39. Soil temperature profile during evaporation[START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF] 
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 114321 Fig. 1.41. Schematic representation of the components of energy balance model (a) the radiation balance, (b) the daytime energy balance, and (c) the nighttime energy balance (after Tanner, 1968; cited in Hillel, 2004)

  attempts have been done for predicting the water evaporation in field conditions through numerical methods. Typical examples are the works of Cui et al. (2005), Cui and Zornberg (2008), Cui et al. (2010) and Cui et al., (2013). Note that the energy

Fig. 1 .

 1 Fig. 1.42. Soil water evaporation process with different resistances (Aluwihare and Watanabe, 2003)

Fig. 1 .

 1 Fig. 1.43. The three stages of water vapor transportation from soil to atmosphere (Aluwihare and Watanabe, 2003)

3 +33. 5 θ 6 . 1

 3561 and θ sat are volumetric water content in 0-5 mm layer and the saturated volumetric water content, respectively Camillo and Gurney (1986) r s =4140(θ sat -θ)-805 θ and θ sat are volumetric water content in 0-5 mm layer and the saturated volumetric water content, respectively Passerat de Silans (1986) r s =38113exp(-13.515θ/θ fc ) θ and θ fc are volumetric water content and the field capacity, respectively Kondo (1990) r s = a(θ sat -θ) b /D atm D atm =0.229×10 -4 (T s /273.16) 1.75 θ and θ sat are volumetric water content in 20 mm layer and the saturated volumetric water content, respectively; a and b are parameters depending on soil type; T s is the soil surface temperature Energy balance and mass transfer model The first model which combines the energy balance model with the mass transfer model was proposed by Penman (1948).From Equation 1.10 we can obtain: Equation 1.20 in the energy balance model and ignoring the soil heat flux lead to: to calculate water evaporation requires that the surface temperature and vapor pressure are measured. To avoid the measurement of these parameters, e s can be replaced by e 0 in Equation 1.12: e 0 is the saturated vapor pressure at the air temperature T a .

  proposed a formula for f(u), allowing Equation 1.22 to be expressed as follows:

  To avoid the difficult choice of aerodynamic and soil resistances as in the resistance model, by introducing the surface temperature of a reference dry soil, the three-temperature (3T) model was proposed by[START_REF] Qiu | A new method for estimation of evapotranspiration[END_REF] and[START_REF] Qiu | An improved methodology to measure evaporation from bare soil based on comparison of surface temperature with a dry soil surface[END_REF]. The three temperatures are the drying soil surface temperature, the reference dry soil surface temperature (the temperature of the surface of a dry soil column buried in the field) and the air temperature at the reference height.The sensible heat flux can be expressed as:
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 144 Fig.1.44. The relationship between E a /E p and suction[START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF] 

Fig. 1 . 45 .

 145 Fig. 1.45. The schematic presentation of the relationship between E a /E p and soil water potential at the top soil layer (Aydin et al., 2005)
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 146 Fig. 1.46. The simulated saturation degree profiles (Yanful and Choo, 1997)
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 1 Fig. 1.47. The sketch of model and its boundary conditions (Hemmati et al., 2011)

Fig. 1 . 48 .

 148 Fig. 1.48. The photograph of the experimental embankment in Rouen (Cui et al., 2010)
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 2122 Fig. 2.1. Photograph of Fontainebleau sand

'

  realization des remblais et des couches de forme'. The photograph of this clay sample is presented in Fig. 2.3. The grain size distribution curve of Héricourt clay is presented in Fig. 2.4.
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 23 Fig. 2.3. The photograph of Héricourt clay sample
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 2426 Fig. 2.4. Grain size distribution curve

Figure 2 .

 2 9(b) shows the pore size distribution curve, allowing the analysis of soil microstructure. Two populations of pores can be identified: the intra-aggregate pores close to 0.015 μm pore radius and the inter-aggregate pores close to 0.25 μm pore radius. The SEM observation (Fig. 2.10) confirms the results from MIP. Several natural clay aggregates of size about 10 μm are observed and several inter-aggregates pores smaller than 1 μm can also be observed. The structure of natural clay aggregates formed by clay particles is also clear in this figure.
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 292 Fig.2.9. MIP tests results of nature Héricourt clay[START_REF] Tran | Rôle de la microstructure des sols argileux dans les processus de retrait-gonflement: de l'échelle de l'éprouvette à l'échelle de la chambre environnementale[END_REF] 
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 211 Fig. 2.11. Sketch of the environmental chamber test system
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 22215 Fig. 2.12. Three dimension view of environmental chamber

  2 and their arrangements and locations are shown in Fig. 2.13, Fig. 2.14, Fig. 2.16 and Fig. 2.17. These sensors were installed at different monitoring points in both the soil column and air. The volumetric water content sensors, namely ThetaProbe, were buried at different depths (i.e., 25 mm, 40 mm, 55 mm, 125 mm and 225 mm below the soil surface in the Fontainebleau sand evaporation experiment and 25 mm, 40 mm, 55 mm, 80 mm, 130 mm and 230 mm below the soil surface in the Héricourt clay evaporation experiment).Four high-capacity tensiometers of 1.5 MPa working suction(Cui et al., 2008; Tang et al., 2010a) were installed on two sides of the wall at various depths (i.e., 25 mm, 77 mm, 173 mm and 276 mm below the soil surface). One tensiometer was placed near the soil surface (10 mm below the soil surface in order to ensure the good contact between the tensiometer and soil). Six soil temperature sensors (PT1000) were set every 50 mm along the soil column. An infrared thermometer was fixed at the cover to measure the soil surface temperature. One anemometer for measuring wind speed was fixed on one edge of the chamber cover and the wind speed probe was installed 50 mm above the center of soil surface. Note that the wind speed at this position was considered as the representative value during the evaporation tests. Six T3111 transmitters for measuring air temperature and relative humidity were mounted inside and outside the chamber. Two of them were placed at the air inlet and outlet. For the other four sensors, one was fixed on the chamber's wall in the middle between the soil surface and the cover of chamber; the second one was mounted outside the chamber for monitoring the laboratory relative humidity; the last two sensors were placed on the soil surface (only in Fontainebleau sand evaporation experiment) and at 50 mm above the soil surface, respectively. The thermistors that allowed the measurement of air temperature were fixed at different elevations along one side of the wall in the ventilation part (i.e., 80 mm, 185 mm, 275 mm, 380 mm and 465 mm above the soil surface). On the other hand, for enlarging the range of suction measurement in fine-grained soil (i.e., clay), two other sensors, namely psychrometer and T3111 transmitter, were installed at the wall of the chamber. The suction range from 0 to 8 MPa was monitored by psychrometer and the suction higher than 8 MPa was measured by T3111 transmitter. The locations of psychrometers and T3111 transmitter are presented in Fig.2.17. The plugs designed for the installation of each type of sensors mounted at the wall were the same as those developed by[START_REF] Tang | Development of a large-scale infiltration tank for determination of the hydraulic properties of expansive clays[END_REF] and are shown in Fig.2.18. The supports for ThetaProbe allowed ensuring the water-tightness with the passages of cables. The T3111 transmitter was inserted in a small tank and measured the air relative humidity inside it. It is noted that the air in the tank could exchange moisture with soil through the porous metal. The supports for tensiometers let the sensors in contact with soil directly. Another important point is that the soil surface heave during saturation before starting the evaporation test was monitored by linear variable differential transformers (i.e., LVDTs). The disposition of these sensors is shown in Fig.2.19.
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 22 Fig. 2.17 Locations of the sensors buried in Héricourt clay

  Fig. 2.20. Wind supply unit

Fig. 2 . 23 .

 223 Fig. 2.23. Water supply unit

  ; Ta, 2009; Tang et al., 2009; Tang et al., 2010a; Le et al., 2011; Cui et al., 2013; Muñoz-Castelblanco et al.2012) and in the field[START_REF] Mantho | Echanges sol-atmosphère: application à la sécheresse[END_REF] Cui et al., 2008). Furthermore, the temperature effect on the calibration curve of this sensor in the positive range was found to be insignificant(Tang et al., 2010a). The sketch of this tensiometer is shown in Fig.2.24.A photograph is presented in Fig. 2.25. Figures 2.26(a) and 2.26(b) show the supports for fixing the tensiometer and Figure 2.26(c) shows a plug for replacing the tensiometer when it is out of use.The three essential components of the tensiometer are: a porous ceramic stone, a reservoir of water and a device of stress measurement. The porous ceramic stone with an air entry value of 1.5 MPa is fixed in the stainless steel body by epoxy glue. A thin water reservoir (0.1 mm) is designed between the porous ceramic stone and the diaphragm. The strain gages are glued on the other side of the diaphragm and allow the monitoring of water pressure on the diaphragm. The water pressure is recorded in voltage by the data logger. The details of this sensor can be found in[START_REF] Mantho | Echanges sol-atmosphère: application à la sécheresse[END_REF] andCui et al. (2008). Furthermore, as mentioned by[START_REF] Ng | Advanced Unsaturated Soil Mechanics and Engineering[END_REF], when the tensiometer is in contact with soil, the water in the reservoir is extracted through the porous ceramic stone and goes into the soil. This water expelling process stops until the stress holding the water in the tensiometer is equal to the suction in the soil.

Fig. 2 .

 2 Fig. 2.24. Sketch of high capacity tensiometer (Cui et al., 2008).

Fig. 2 . 25 .

 225 Fig. 2.25. Photograph of high-capacity tensiometer
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 45678 2.27), and add water to the pressure-volume controller and make sure that there are no air bubbles in it. At last, close valve 3. Close valve 2 and open valve 1. Apply vacuum to the saturation cell using the vacuum pump for at least eight hours. Close valve 1 and open valve 2 and 4; let the de-aired water enter the saturation cell from water container by vacuum. Then, close valve 4 and open valve 2, 3 and the 1; apply a low pressure of 10 kPa to the cell until water flows out without air bubbles from the tip above valve 1. At last, close valve 1. Apply a pressure of 4000 kPa to the saturation cell in steps of 200 kPa. Keep the pressure at 4000 kPa for two days (see Fig. 2.28). Decrease the pressure to 2000 kPa. Calibrate the tensiometers within the pressure range from 0 to 2000 kPa. Record the pressure value and the corresponding voltage.

Fig. 2 .

 2 Fig. 2.27. The sketch of the saturation set-up

Fig. 2 .

 2 Fig. 2.29. The calibration curve at positive pressure

Fig. 2 .

 2 Fig. 2.30. Photograph of suction measurement system: (a) PST-55 psychrometers and (b) PSYPRO water potential system

  voltage of the system is lower than 11.7 V; (c) turn on the data download software; click the Contact PSYPRO menu selection to check the communication between the water potential system and the computer; then click Set PSYPRO Time menu selection to set time; (d) set related parameters on the main application screen, such as time interval, number of sensors, the cooling current time, delay seconds after cooling, measurement period seconds, read average seconds etc.; (e) click Save PSYPRO Settings menu selection, save the settings to PSYPRO; (f) after completing the measurement, click Save PSYPRO Data menu selection for saving the recorded data; (g) click Clear PSYPRO Memory menu selection; (h) repeat the operations above for a new measurement.

5 .Fig. 2 .

 52 Fig. 2.31). Leave this setup for at least one hour to allow the psychrometers to reach equilibrium.

7 . 8 .

 78 Repeat the operation above with different NaCl solutions corresponding to various suction values. Plot the readings in microvolts against the suction value to establish the calibration curve. A typical calibration curve obtained is given in Fig.2.32. 9. Clean the psychrometers thoroughly with distilled water after each calibration operation to remove the salt from the fine screen of psychrometers. The residual water within the shield should be blown away by dry air.
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 2223223 Fig. 2.31. The calibration system of psycheometer
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 2 Fig. 2.33. A photograph of ThetaProbe sensors with their supports
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 234992352 Fig. 2.34. The calibration of ThetaProbe in Fontainebleau sand
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 22 Fig. 2.37. Photograph of a LVDT

  drainage barriers. Furthermore,[START_REF] Yanful | Modeling and measurement of evaporation in moisture-retaining soil covers[END_REF] investigated evaporation and drainage from various soils (the Morie No 1 coarse sand, Port Frank fine sand, Upper Smallman silt and Halton clayey till) and the combination of some of these soils with constant water table at bottom. The results show that the clayey till can be an effective oxygen barrier in sulfide-bearing mine waste covers and the coarse sand is better than other soil for the protective top layer. The evaporation experiment conducted by[START_REF] Komatsu | Toward a robust phenomenological expression of evaporation efficiency for unsaturated soil surfaces[END_REF] on different materials (sand, agricultural soil and cornstarch) under controlled or uncontrolled conditions show that the evaporation efficiency can be well described by a function of mean volumetric water content when the soil is sufficiently thin. This function enables the evaporation rate to be calculated. For investigating the effects of gravel mulch on evaporation reduction and its resistance to water vapor transfer in a soil-mulch-atmosphere continuum, Yamanaka et al. (2004) performed drying test in the wind tunnel on Tottori dune sands with and without gravel mulch and compacted in a weighing lysimeter. The results indicate that the gravel mulch increases the resistance for both above and below the soil surface. The resistance of the mulch layer increases exponentially with its thickness. Aydin et al. (2005) carried out four evaporation experiments for verifying a simple bare soil evaporation model. One of these experiments involves sand and was performed in a growth chamber by controlling light, temperature and humidity. Shokri et al. (2008) carried out sand evaporation experiments under different evaporative demand conditions to investigate the geometry and evolution of the drying front and water content distribution using the neutron radiography. The results indicate that the drying front geometry or water content distribution below 2-mm depth is not affected by the external evaporative demand; the liquid flow totally satisfies the surface evaporation in the constant rate stage and thereby the water content distribution is not affected. Smits et al. (2011) conducted large sand column evaporation under well controlled thermal boundary conditions for verifying a numerical evaporation model that accounts for phase changes. Shahraeeni et al. (2012) conducted sand evaporation experiments under controlled boundary conditions in a wind tunnel. The extension of the model proposed by Suzuki and Maeda (1968) was verified using the experimental data. The mechanism of the appearance of a constant or decreasing evaporation rate during the first evaporation stage was clearly demonstrated by the experimental results. As far as the experiments in field are concerned, Blight (2009) conducted a number of sand and water evaporation experiments for investigating the role of soil heat in the evaporation process. The results show that the soil heat provides a large proportion of energy for evaporation.

  ; under the condition where air temperature varied from 18 °C to 27 °C and relative humidity from 11 % to 50 % (Yanful et al. 2003); under the condition where the evaporative demand and air flow resulted from different directions (Shokri et al., 2008); under controlled surface temperature conditions (Smits et al., 2011); under the condition where air temperature varied from 25 °C to 29 °C and relative humidity from 30 % to 40 % (Shahraeeni et al., 2012). In all tests, the sand evaporations under various air temperatures, wind speed and humidity values were rarely considered.For the soil conditions, the soil temperature, suction and water content were monitored separately in most experiments (e.g.,[START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF][START_REF] Yamanaka | A modified surface-resistance approach for representing bare-soil evaporation: Wind tunnel experiments under various atmospheric conditions[END_REF][START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF][START_REF] Yang | Water balance during evaporation and drainage in cover soils under different water table conditions[END_REF][START_REF] Yanful | Modeling and measurement of evaporation in moisture-retaining soil covers[END_REF][START_REF] Yamanaka | Effects of gravel mulch on water vapor transfer above and below the soil surface[END_REF]; these three parameters were simultaneously monitored in a few
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 31 Fig. 3.1. Photograph of compacted Fontainebleau sand
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 32 Fig. 3.2. Installation of ThetaProbe
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 3 Figure 3.3 depicts the evolution of air flow rate versus elapsed time in Test 1. The air supply unit provides compressed hot air at a high rate of 185 ± 5 L/min in this test.
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 3334 Fig. 3.3. The evolution of air flow rate
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 35 Fig. 3.5. Evolutions of air temperature at different elevations
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 363738393 Fig. 3.6. Evolutions of soil temperature at different locations
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 333 Fig. 3.11. Contour map of volumetric content at different times

  Fig. 3.14. Evolution of the actual evaporation rate
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 323 Fig. 3.15. Comparison of cumulative evaporation determined by two different methods
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 3 Fig.3.17. Evolutions of air temperature at the inlet and outlet of chamber as well as in the laboratory

Fig. 3 .Fig. 3 .

 33 Fig. 3.18. Evolutions of air temperature at different elevations
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 333 Fig. 3.20. Profiles of air-soil temperature
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 333 Fig. 3.23. Profiles of volumetric water content
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 3 Fig. 3.27. Evolution of actual evaporation rate
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 333 Fig. 3.29. The evolution of air flow rate
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 33 Fig. 3.32. Evolutions of soil temperature at different locations
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 33 Fig. 3.34. Evolutions of air relative humidity at different locations in the chamber as well as in the laboratory
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 3 Fig. 3.37. Contour map of volumetric water content at different times
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 3 Fig. 3.38. Evolutions of soil matric suction at different depths
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 33 Fig. 3.39. Profiles of soil matric suction at different times

Figure 3 .

 3 Figure 3.42 depicts changes of air flow rate. The air supply unit provides compressed hot air to the chamber at a rate of 130 L/min (average value) with a large fluctuation as a result of the unstable conditions of the laboratory air system during this period.The interruptions of air flow are due to some technical problems.
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 33 Fig. 3.43. Evolutions of air temperature at the inlet and outlet of chamber as well as in the laboratory
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 34433 Fig. 3.44. Evolutions of air temperature at different elevations

part 1

 1 with relative humidity decrease at a low rate in the first eight days; part 2 with a sharp decline until t = 13.5 days; and part 3 with a decrease at quite low rate until the end of test. More precisely, the relative humidity at soil surface declines slowly from 70 % to 58 % during first eight days, then significantly from 58 % to 28 %, and finally reaches a value as low as 17 % at the end of test. Furthermore, the values at 50-mm height, 275-mm height and at outlet are similar after eight days while large difference existing between these positions before the eighth day. On the other hand, the relative humidity in the laboratory varies with a large fluctuation between 14 % and 35 %, and presents a quite different evolution with respect to other positions.Note that the interruptions of relative humidity are due to technical problems.
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 347 Fig. 3.47. Evolutions of air relative humidity at different locations in the chamber as well as in the laboratory
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 3 Fig. 3.48. Evolutions of volumetric water content at different depths
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 3 Fig. 3.49. Profiles of volumetric water content

Fig. 3 .Fig. 3 .

 33 Fig. 3.50. Contour map of evolutions of volumetric water content at different times
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 3335434341 Fig. 3.52. Profiles of soil matric suction at different times

  3.12, 3.25, 3.38 and 3.51). It can be observed that suction is increasing over time for all positions, indicating the progress of evaporation process. It is also decreasing over depth, the value on soil surface being the highest. It is noted that the surface suction in the four tests is not the suction on the exact soil surface but within the soil at a limited depth; this is for the good contact between the tensiometer and soil. Regarding the suction profiles (see Figs. 3.13, 3.26, 3.39 and 3.52), in all tests, a clear decrease over depth can be identified with the largest gradient in the near surface zone. Furthermore, the suction gradient in the surface zone increases over time. The simultaneous measurement of suction and volumetric water content at various depths during these four tests with a 0.25 day interval allows determination of the soil water retention curve, as shown in Fig. 3.55. For each level of soil suction measurement (see Figs. 3.12, 3.25, 3.38 and 3.51), the corresponding volumetric water content is determined based on the volumetric water content profiles (see Figs.

3. 10 , 3 .

 103 23, 3.36 and 3.49); the volumetric water content at the soil surface is extrapolated by taking the water content gradient in the near surface zone. An air entry value of 2.7 kPa can be estimated in Fig. 3.55. It is also possible to use the model proposed by Fredlund and Xing (1994) to fit the water retention curve: θ w is the volumetric water content (%); θ s is the volumetric water content in saturated state (θ s = 35.6 %); θ r is the residual volumetric water content (θ r = 4 %); ψ is the matric suction (kPa); e is the base of natural logarithm (e = 2.71828); a, n and m are fitting parameters. The fitting curve shown in Fig. 3.55 corresponds to a = 40, n = 1.4 and m = 15.

Fig. 3 .

 3 Fig. 3.55. Soil-water retention curve determined based on the measured suction and volumetric water content values

  and a similar facility was used by van de Griend and Owe (1994), focusing on the reproduction of wind. Furthermore, the chamber built by[START_REF] Mohamed | Solute transport through unsaturated soil due to evaporation[END_REF] and the chamber system used by[START_REF] Aluwihare | Measurement of evaporation on bare soil and estimating surface resistance[END_REF] had a good control and measurement for air conditions but not for the soil conditions. The environmental chamber presented in this study provides the possibility of simultaneous controlling/measuring both the atmospheric and soil conditions: the air conditions were controlled and soil parameters were monitored simultaneously. In addition, the attempt of suction measurement in the near surface zone (see Figs. 3.12, 3.25, 3.38 and 3.51) was also successful, which is important and original results. On the other hand, this chamber has also the functions of the tunnel system developed by[START_REF] Yamanaka | A modified surface-resistance approach for representing bare-soil evaporation: Wind tunnel experiments under various atmospheric conditions[END_REF] and[START_REF] Yamanaka | Effects of gravel mulch on water vapor transfer above and below the soil surface[END_REF].As far as the thickness of the soil column is concerned, previous studies (e.g.,[START_REF] Cui | Experimental and numerical investigation of soil-atmosphere interaction[END_REF][START_REF] Ta | An environmental chamber for studying the soil-atmosphere interaction[END_REF] showed that only the zone close to the soil surface is subjected to the effect of evaporation. For this reason, the thickness of the soil column studied in the present work was reduced to 300 mm. Furthermore, the sensors used for volumetric water content and soil suction measurements were installed mainly in the near surface zone.

  3.5, 3.18, 3.31 and 3.44). As water vaporization consumes energy and cools the surrounding medium, the temperatures of air close to the soil surface (i.e., 80-mm height) is obviously affected and exhibits the lowest value. Under low heating tube temperatures (see Figs. 3.5 and 3.31), water evaporation consumes more energy than air heating, thereby cooling both air and soil. Consequently, air temperatures decrease during the first 0.5 and 0.7 day in Test 1 and Test 3, respectively (see Figs. 3.5 and 3.31). At high heating tube temperature (see Figs. 3.18 and 3.44), the energy from hot air allows both soil water evaporation and air heating. Therefore, the air temperature exhibits a gradual increase in Test 2 and Test 4, exceeding the laboratory temperature. Furthermore, at the beginning of evaporation, the soil water evaporation consumes a lot of energy with a high evaporation rate; thereby, the air temperature increases at a low rate (see Figs.

3.18 and 3 .

 3 [START_REF] Fayer | Hydrologic model tests for landfill covers using field data[END_REF]. On the other hand, the sharp increase of air temperature by the end of Test 3 and in the middle of Test 2 and Test 4 verifies the energy change during evaporation; that is, more energy is consumed by heating air as the result of the decrease of evaporation rate. Moreover, the evolutions of air temperature inside the chamber follow the manner at inlet, indicating that the inlet temperature strongly affects the air temperature in the chamber especially in the case of low heating temperature conditions (i.e., Test 1 and Test 3). It should be noted that the different heating temperatures at the heating tube generate different temperature at the inlet and result in different temperature in the chamber, ranging from 16 °C to 34 °C. This temperature range is quite usual in France[START_REF] Cui | Water balance and evapotranspiration monitoring in geotechnical and geoenvironmental engineering[END_REF].The evolutions of soil temperature are also evaporation dependent. Indeed, comparison with the evolutions of air temperature (see Figs.3.5, 3.18, 3.31 and 3.44) 

  3.8, 3.21, 3.34 and 3.47).

  correspond to the evaporation process: an initial decrease stage indicating a high evaporation rate; a quick decline second stage indicating less water vapor diffused into air as a result of evaporation rate reduction; a final stabilization stages with very low decrease rate indicating the low-rate evaporation. Moreover, the distinct difference of the evolution in the laboratory indicates that the relative humidity in the chamber is not affected by the ambient one, indicating the good performance of the chamber in controlling the air relative humidity; in other words, the ventilated part above the soil surface is sealed efficiently and the water evaporates from soil is completely transported to the outlet of chamber during the tests. Thus, the calculation of evaporation based on the measurements of temperature and relative humidity at the inlet and outlet is reliable. The similar value of relative humidity at different positions of chamber (e.g., 50 mm, middle and outlet) confirms the homogeneity of relative humidity in the chamber.Soil water evaporation results in a decrease of water content in the soil. In the tests performed, the volumetric water content in the near surface zone declines quickly at the initiation of evaporation and then it decreases gradually. Furthermore, the deeper zones start to lose water when evaporation lasts long time (see Figs. 3.9, 3.22, 3.35 and 3.48). This phenomenon can be explained by the evolution of soil resistance (van de Griend and Owe, 1994;[START_REF] Wythers | Bare-soil evaporation under semiarid field conditions[END_REF]. Similar decrease trend was observed by[START_REF] Wythers | Bare-soil evaporation under semiarid field conditions[END_REF] in their field evaporation experiment on various loams.The results of evolution of volumetric water content from the four tests show that the evaporation from bare soil occurs mainly in the near surface zone (e.g., within a depth of 55 mm). This agrees with the observation by[START_REF] Wythers | Bare-soil evaporation under semiarid field conditions[END_REF]. Furthermore, the evolution at deeper positions suggests that the bottom soil can become dry only if the evaporation continues and there is no water table. The contour map (see Figs. 3.11, 3.24, 3.37 and 3.50) clearly indicates this trend. It is noted that the linear relationship of soil water content with depth in the near surface zone (see Figs. 3.10, 3.23, 3.36 and 3.49) can be used for determining the surface water content by extrapolation. On the other hand, the clear decline appearing in the near surface zone (i.e., within 60-mm depth) during the evaporation tests also justifies the denser disposition adopted for the water content sensors in the near surface zone because it allows the water content profile to be well defined in this zone. The measurement of matric suction at the soil surface using high-capacity tensiometer was successful. If the volumetric water content increased linearly with depth in the near surface zone (see Figs. 3.10, 3.23, 3.36 and 3.49), it is not the case for the suction which varies non-linearly with depth in this zone, as indicated by the water retention curve in Fig. 3.55. Thereby, the measurement of soil suction on soil surface is essential because we cannot estimate it by simple linear extrapolation.The increasing matric suction in the soil implies a gradual water loss during evaporation (see Figs.3.12, 3.25, 3.38 and 3.51). The decrease of suction over depth corresponds to the increase of volumetric water content -the surface soil loses water quickly during evaporation thus resulting in a sharp increase in suction. The increase of suction gradient in the surface zone during evaporation (see Figs. 3.13, 3.26, 3.39, and 3.52) justifies that water loss at surface is quicker than in deeper zones. Note that the measurement of soil surface suction is essential in the theoretical analysis of evaporation[START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF][START_REF] Aydin | Test of a simple model for estimating evaporation from bare soils in different environments[END_REF]). The measurements conducted in this study provides useful information in this regard, but it is worth noting that they are conducted a little below the soil surface, and in addition the suction values are limited to 1.5 MPa because of the technique employed (high capacity tensiometer).

Héricourt clay 4 . 1 Introduction

 41 Clayey soils usually swell upon wetting and shrink upon drying. Water evaporation from clayey soils can result in significant volume changes, causing damage to buildings and other geotechnical constructions such as embankment, soil covers, radioactive waste disposal repository etc. Furthermore, desiccation cracking often occurs for clayey soils, affecting not only the geotechnical constructions but also the soil properties including the soil water evaporation behavior. Therefore, it is important to investigate the evaporation mechanisms for clayey soils, taking into account the effect of soil cracking.It is well known that water movement in soil significantly affects the performance of various constructions: the safety of embankment and dams[START_REF] Ridley | Role of pore water pressure in embankment stability[END_REF][START_REF] Oh | Influence of rain infiltration on the stability of compacted soil slopes[END_REF] 2010), the performance of a building with shallow foundation and constructed on expansive soil[START_REF] Abduljauwad | Laboratory and field studies of response of structures to heave of expansive clay[END_REF], the stability of slope during wet season (Cho and Lee, 2001). Tang et al. (2009) and Ta (2009) investigated the infiltration process for Romainville clay using a large-scale infiltration tank, and useful data was obtained in terms of water retention and hydraulic conductivity properties. In this study, along with the drying tests, infiltration tests are conducted on the compacted Héricourt clay in the developed environmental chamber following a protocol similar to that described by Tang et al. (2009) and Ta (2009). Many experiments have been done to investigate the water evaporation process from clays. Wilson et al. (1997) studied the Regina clay but with a sample of 0.2-0.3 mm thick only. Based on the results obtained, an evaporation model involving soil suction was proposed. Garnier et al. (1997) conducted an evaporation experiment on a swelling soil sample of 48 mm diameter and 50 mm high. The evaporation rate was determined through changes in soil sample mass. The hydraulic properties of this soil were also determined. In the work of Yanful and Choo (1997), an evaporation test on the clay obtained in vicinity of the Waite Amulet tailings site was conducted using an environmental chamber. In their test, a large soil sample with a diameter of 101.6 mm and a height of 209.6 mm was used. The evolution of evaporation rate shows typical three stages. Yesiller et al. (2000) carried out an evaporation test on a large compacted clayey soil sample in an environmental chamber (1000 mm length, 1500 mm width, and 500 mm depth). They focused on the effect of wetting-drying cycles on soil cracking. In their test, the 170-mm height soil sample was only instrumented with six evenly spaced psychrometers in the middle depth of soil sample. The evaporation and drainage processes for a cover soil (Halton clayey till) under different water table conditions were investigated by Yang and Yanful (2002). The sample was instrumented with thermocouple and TDR probes and had dimensions of 115 mm in diameter and 255 mm in height. The results show that the change of water table has little influence on the evaporation and drainage processes for the fine-textured clayey till and thus it would be an effective oxygen barrier in sulfide-bearing mine waste covers. Yanful et al. (2003) investigated the evaporation and drainage phenomena on a compacted sample of Halton clayey till (115 mm in diameter and 255 mm in height) with a constant water table at bottom. The results confirm that the clayey till can be an effective oxygen barrier in sulfide-bearing mine waste covers. Lee et al. (2003) performed evaporation tests on Yulchon clay using a column of 240 mm diameter and 800 mm height. The sensors for measuring soil temperature and suction were installed over depth and the humidity and temperature of the soil surface were controlled via a lighting system. The results of this test were used to verify a model of water evaporation rate from the surface of a deformable material. Ta (2009) and Cui et al. (2013) performed evaporation tests on a large Romainville clay sample (1000 mm length, 800 mm width, and 1000 mm depth) in an environmental chamber. Various sensors were buried in the soil or installed above the soil. The desiccation cracking during wetting-drying cycles was also monitored.As discussed in Chapter 1, soil cracks have a significant influence on the evaporation rate; thus, the investigation of desiccation cracking becomes essential when dealing with the soil water evaporation mechanism. This explains the large number of tests conducted in this field.[START_REF] Nahlawi | Laboratory experiments on desiccation cracking of thin soil layers[END_REF] conducted a series of desiccation cracking tests on a thin clayey soil layer in some narrow perspex and metal molds under controlled relative humidity and temperature. They reported that soil dries faster with low relative humidity. Thicker soil layer results in a lower desiccation rate. The cracking water content (the soil water content at the on-set of crack initiation) generally increases with the increase of clay layer thickness. Furthermore, with the same air condition, the desiccation curves of soil with different initial conditions appear to converge to similar water content at the end of the tests. This is because the soil reaches a moisture content equilibrium with the local climate. Péron et al. (2006) carried out both free desiccation tests and constrained desiccation tests on a slurry clayey soil for investigating the mechanisms desiccation cracking. They reported that the boundary constrains and suction induced strain play an important role on the initiation of crack. Tang et al. (2008b) investigated the effect of various factors (temperature, thickness, soil type and wetting-drying cycles) on the development of crack pattern for clayey soil slurry. To investigate the temperature effect on the desiccation cracking behavior of clayey soils, Tang et al. (2010b) performed desiccation tests on soils from slurry state (10 mm in thickness) in a glass cup. In this study, they found that the surface crack ratio increases with increasing temperature. Furthermore, the initial critical water content which corresponds to the initiation of desiccation cracking increases with temperature. By contrast, the final critical water content which corresponds to the transition point where surface crack ratio trends to reach a stable value is not significantly affected by temperature. Furthermore, Tang et al. (2011a; 2011b; 2011c) conducted desiccation tests on different soils for investigating the evolution of water loss, volume shrinkage, crack initiation and propagation as well as wetting-drying effect. The soil samples used were initially at slurry state. In addition to these small size tests on slurry and compacted clayey soils, three large-scale compacted liner soils were tested by Yesiller et al. (2000) to investigate their desiccation and cracking behavior upon wetting-drying cycles. Field tests were also conducted for better understanding the evolution of crack under filed conditions. Konrad and Ayad (1997) carried out a field test for investigating the evolution of shrinkage cracks for an intact and weathered marine clay. Li and Zhang (2011) studied the initiation and development of crack geometric parameters at the compacted soil surface and excavated soil surface. They
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 4141 Fig. 4.1. Preparation of Héricourt clay powder

3 (

 3 4.2(a)). Note that this layer is termed as drainage layer, allowing water entering the chamber or draining from it. Another geotextile layer overlaid this layer (see Fig. 4.2(b)) and the edges of geotextile were taped to the chamber wall, avoiding migration of clay particles. A mass of 59.58 kg of soil powder was poured into the chamber, smoothed using a wood plate with level bar (Fig. 4.2(c)) and compacted by a steel plate manually to have an uniform layer of 50 mm thick, corresponding to a dry density of 1.4 Mg/m Fig. 4.2(d))
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 4243 Fig. 4.2. Soil compaction and sensors installation

Fig. 4 . 4 .

 44 Fig. 4.4. Photograph of the soil evaporation test

  A 54-day evaporation test (the second Héricourt clay evaporation test) was carried out after the volumetric water content sensors showed stable values. The second evaporation test can be divided into two stages: (1) free water evaporation test under different atmospheric conditions, and (2) soil water evaporation. In the first stage, during the first 4.7 days, the heating tube temperature was set at 50 °C and different air flow rates (i.e., 60, 107 and 158 L/min) were applied. Then the air flow rate was set at 158 L/min and various heating tube temperatures (i.e., 100, 150, and 200 °C) were applied. After the eight-day free water evaporation, the water evaporation from the Héricourt clay was conducted. In this stage, the air flow rate was set at 158 L/min (140 L/min on average) and the heating tube temperature was set at 200 °C. This corresponds to a quite low relative humidity (lower than 1 %) and high temperature (55 ± 4 °C) at the inlet of chamber. The interval of photographing was also 90 minute. The control of the water level was the same as in the first stage. A summary of the tests aforementioned was given in Table4.1.

Fig. 4 . 5 .

 45 Fig. 4.5. Typical crack photograph

  technique is usually used[START_REF] Vogel | Studies of crack dynamics in clay soil I. Experimental methods, results, and morphological quantification[END_REF][START_REF] Peng | Quantification of soil shrinkage in 2D by digital image processing of soil surface[END_REF] Tang et al., 2008b). In this study, the quantification of cracks was performed using the software "Crack Image Analysis System" -CIAS (seeTang et al., 2008b).

4. 9

 9 and 4.10). Secondly, the crack structure was created by the skeletonization operation for further analyzing crack parameters (Figs.4.11 and 4.12). It is noted that the middle line of crack was considered as the skeleton of crack network(Tang et al., 2008b). Finally, a quantitative analysis of crack was conducted based on the crack skeleton (Fig.4.13).
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 4647484912 Fig. 4.6. Original photograph of cracks
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 34 Number of nodes and number of crack segments. The crack segment is defined as the crack track between two nodes (Fig. 4.14). Two types of nodes were considered: intersection nodes between crack segments and end nodes of single crack without intersections (Fig. 4.14). To some extent, the number of nodes and the number of crack segments indicate the extent of the fragmentation of the soil surface (Tang et al. 2008b). Crack length, average length of cracks and average width of cracks. The crack length is determined by calculating the length of the medial axis of crack segment (i.e., skeleton of crack network) between two nodes, as shown in Fig. 4.14. As pointed out by Tang et al. (2008b), the crack width can be determined by calculating the shortest distance from a randomly chosen point on one boundary to the opposite boundary of the crack segment, and the average value of crack width along one crack segment is considered as the average width of this crack.

  (2008b).

Fig. 4 .

 4 Fig. 4.14.Crack pattern: (a) nodes and clods in the original crack pattern (b) typical crack pattern after processing using CIAS
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 4 Figure 4.15 presents the evolution of volumetric water content at different depths.
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 4 Fig. 4.15. Evolutions of volumetric water content at different depths
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 4417 Fig. 4.16. Profiles of volumetric water content at different times
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 418 Fig. 4.18. Evolutions of soil suction at different depths
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 419420 Fig. 4.19. Evolutions of total suction at different depths (measured by psychrometer)
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 421 Fig. 4.21. Relationship between volumetric water content and suction during infiltration
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 422423 Fig. 4.22. Evolutions of soil temperature measured by PT1000

Fig. 4 . 24 .

 424 Fig. 4.24. Evolution of soil heave For a better understanding of the soil heave, a three-dimension graph at t = 65 days is established and shown in Fig. 4.25. Note that the data recorded by LVDTs and those measured by ruler (accuracy: ±1 mm) through the walls of the chamber are used for this graph. A concave shape is observed, the maximum value (68-70 mm) being in the central part of the surface and the minimum value (35-40 mm) being on the four corners. Ta (2009) and Tang et al. (2009) conducted a large-scale infiltration test on Romainville clay and obtained similar results.
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 4432 Fig. 4.25. Soil heave at t = 65 days
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 4 Figure 4.26 depicts the evolution of air flow rate versus elapsed time. The air supply unit provides compressed hot air at a rate as high as 155 L/min (average value) with a fluctuation of ± 5 L/min. The value remains at 153 L/min in the first 1.9 days, and then increases to 165 L/min and remains at this value until t = 30 days. Afterwards, it decreases to 150 L/min.
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 4 Fig. 4.26. Evolution of air flow rate
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 428 Fig. 4.28. Evolutions of air temperature at the inlet and outlet of chamber and in the laboratory
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 44294431 Figure 4.29 shows changes in air temperature over time. The values increase and decrease in the range from 22 °C to 32 °C, following the evolution of air temperature
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 432 Fig. 4.32. Evolutions of air relative humidity at different locations in the chamber and in the laboratory
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 44 Fig. 4.33. Evolutions of volumetric water content at different depths
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 4 Fig. 4.34. Profiles of volumetric water content
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 4437 Fig. 4.35. Contour map of evolutions of volumetric water content at different times
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 4439 Fig. 4.38. Evolution of the actual evaporation rate
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 4406442 Fig. 4.40. Evolutions of air flow rate

Figure 4 .

 4 Figure 4.43 shows changes in air temperature over time for different elevations. The values increase and decrease in the first three stages and then increase with three constant stages following the air temperature at the inlet of chamber: the temperature values at different heights in the chamber vary from 20.8 °C to 13 °C in the first 4.7 days and the values at the 170 and 235-mm heights are higher than that at the 50 and 330-mm heights. During Stages 4 to 6, following the increase of heating tube temperature, three temperature plateaux can be observed at different locations.
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 6464 Fig. 4.43. Evolution of air temperature at different elevations
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 445 Fig. 4.45. Profiles of air-soil temperatures
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 64464 Fig. 4.46. Evolutions of air relative humidity at different locations in the chamber and in the laboratory
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 44 Fig. 4.48. Evolution of actual evaporation rate
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 4 Fig. 4.50. Evaporation rate versus air temperature at inlet
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 4524 Fig. 4.52. Evolution of air flow rate
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 454 Fig. 4.53. Evolution of wind speed
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 44 Fig. 4.55. Evolutions of air temperature at different elevations

Fig. 4 . 58 .

 458 Fig. 4.58. Evolutions of air relative humidity at different locations in the chamber and in the laboratory
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 4594 Fig. 4.59. Evolutions of volumetric water content at different depths

Fig. 4 . 60 .

 460 Fig. 4.60. Profiles of volumetric water content

Fig. 4 .

 4 Fig. 4.61. Contour map of evolutions of volumetric water content at different times

Fig. 4 .

 4 Fig. 4.62. Evolutions of soil matric suction at different depths

Fig. 4 .Fig. 4 . 64 .

 4464 Fig. 4.63. Soil water retention curve after the second soil water evaporation test

4. 65 .

 65 The cumulative quantity of water infiltrated increases linearly and reaches 14.1 mm at the end of test. The cumulative quantity from changes in volumetric water content increases sharply to 20.5 mm from t = 15 days to t = 22 days, then increases linearly at a lower rate and reaches a final value of 47.8 mm. The value derived from Method 1 increases linearly over time in the first 11.2 days and then increases at a lower rate after. A total of 60.5 mm water is evaporated at the end of test. The cumulative evaporation derived from Method 2 increases over time as the one from the water content changes. It appears clearly that Method 2 nearly gives the same cumulative evaporation value as Method 1, 61.9 mm against 60.5 mm.
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 465 Fig. 4.65. Comparison of cumulative evaporation determined by two different methods
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 44674 Fig. 4.66. Evolution of surface crack ratio

Fig. 4 .

 4 Fig. 4.68. Surface crack ratio versus volumetric water content at 25-mm depth

Fig. 4 . 2 )Fig. 4 . 70 .

 42470 Fig. 4.69. Change of surface crack ratio with matric suction at different depths

Figure 4 .

 4 Figure 4.70 presents the evolutions of number of clods and average area of clods with the volumetric water content at the 25-mm depth during drying. As can be seen in this figure, at the initial stage of cracking, the whole soil surface can be considered as a big clod because there is no connected crack segment which can cut the soil surface into closed regions. As the water content falls in the range from 49 % to 53 %, the number of clods increases quickly from 1 to 3, resulting in a significant decrease of

Fig. 4 .Figure 4 .

 44 Fig. 4.71. Evolution of number of nodes and number of crack segments with the volumetric water content at 25-mm depth

Fig. 4 .

 4 Fig. 4.72. Evolutions of average length of cracks and average width of cracks with the volumetric water content at 25-mm depth

Figure 4 .

 4 Figure 4.73 presents the evolutions of crack length per unit area and number of crack segments per unit area with the volumetric water content at 25-mm depth. It can be seen that the values of both parameters increase along with the gradual decrease of volumetric water content, and reach their respective maximum values when the water content is close to 30 %. After that, the values decrease at a low rate. Furthermore, the evolutions of these two parameters show a change trend similar to that for the number of crack segments, indicating these parameters are related to the latter. Note that both of them reach their respective maximum values at a volumetric water content similar to that for the average length of crack.
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 4474 Fig. 4.73. Evolutions of crack length and number of crack segments per unit area with the volumetric water content at 25-mm depth

Figure 4 .

 4 Figure 4.74 shows the evolutions of actual evaporation and surface crack ratio. In general, the evaporation rate decreases at different rates while the surface crack ratio increases at different rates. During the constant-rate evaporation stage, the surface crack ratio first increases at a low rate to 6.31 %. During the falling-rate stage, two sub-stages can be identified: the surface crack ratio sharply increases to its top value while the evaporation rate decreases rapidly. After that, as the evaporation rate decreases at a lower rate, the surface crack ratio also decreases. During the slow-rate stage, both the evaporation rate and the surface crack ratio show constant values.

Fig. 4 .

 4 Fig. 4.75(e)). The interconnection of cracks can cut the soil into smaller clods, forming a polygon pattern (see Fig. 4.75(f)). The segmentation of soil body continues

(a) t = 7 .Fig. 4 .Fig. 4 . 76 .

 74476 Fig. 4.75. Propagation of the crack pattern upon soil water evaporation (θ is the volumetric water content at 25-mm depth)

Fig. 4 .

 4 Fig. 4.79. Surface crack ratio versus the volumetric water content at 25-mm depth

Fig. 4 .

 4 Fig. 4.80. Change of surface crack ratio with the matric suction at 25-mm depth

2 )Fig. 4 . 81 .Figure 4 .

 24814 Fig. 4.81. Evolutions of number of clods and average area of clods with the volumetric water content at 25-mm depth

Figure 4 .

 4 Figure 4.82 shows the evolutions of the number of nodes and number of crack segments with the volumetric water content at the 25-mm depth. It can be seen that the number of crack segments sharply increases from 10 to 152 when the volumetric

  than the value obtained byTang et al. (2008b).
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 44 Fig. 4.82. Evolutions of number of nodes and number of crack segments with the volumetric water content at 25-mm depth

Fig. 4 .Figure 4 .

 44 Fig. 4.84. Evolutions of crack length and number of crack segments per unit area with the volumetric water content at 25-mm depth

Fig. 4 .

 4 Fig. 4.85. Evolutions of actual evaporation rate and surface crack ratio

Figure 4 .

 4 Figure 4.85 shows the evolutions of actual evaporation rate and surface crack ratio. The evaporation rate decreases while the surface crack ratio increases, both at different rates. During the constant-rate evaporation stage, the surface crack ratio first increases at a low rate to 13.3 %. During the falling-rate stage, the surface crack ratio firstly increases sharply and then increases at a very low rate while the evaporation rate decreases rapidly. During the slow-rate stage, both the evaporation rate and the surface crack ratio decrease slowly.

Fig. 4 . 86 .Fig. 4 .

 4864 Fig. 4.86. Propagation of crack pattern upon soil water evaporation (θ is the volumetric water content at 25-mm depth)

(

  1998),[START_REF] Kim | Modeling of soil deformation and water flow in a swelling soil[END_REF],[START_REF] Tang | Development of a large-scale infiltration tank for determination of the hydraulic properties of expansive clays[END_REF] and[START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF]. Furthermore, when water enters the soil column from the surface, a rapid heave in a short time is identified, followed by a stabilization. This is consistent with the observation by Tang et al. (2009) and Ta (2009). Two boundary effects can be observed during infiltration (Figs. 4.22, 4.23 and 4.25):

4 . 50 )

 450 and wind speed (Fig. 4.51). Similar phenomenon was observed by Kondo et al. (1992) through numerical simulation, by Yamanaka et al. (1997) and Wang (2006) through laboratory test in wind tunnel, and by Ta (2009) through an environmental chamber test. It is

  far as the changes of atmospheric parameters during the two soil water evaporation tests are concerned, they are very close. The air flow rate is 155 ± 5 L/min in the first evaporation test (Test 1) (Fig. 4.26) and it shows a little decrease (140 ± 5 L/min) in the second evaporation test (Test 2) (Fig. 4.52). The wind speeds at 50-mm above the soil surface in Test 1 and Test 2 are 0.4 m/s and 0.36 m/s (Figs. 4.27 and 4.53), respectively. The air temperature at inlet in Test 1 is as high as 56 ± 4 °C (Fig. 4.28) and results in a variation of air temperature from 22 °C to 32 °C in the chamber (Fig. 4.29). Similarly, the air temperature at inlet in Test 2 is 55 ± 4 °C (Fig. 4.54) and induces a temperature variation between 23 °C and 33 °C (Fig. 4.55). For the air relative humidity, it decreases from 55 % to 11 % in Test 1 (Fig. 4.32) and from 44 % and 14.8 % in Test 2 (Fig. 4.58). Furthermore, the evolution of relative humidity shows a similar manner as the evaporation rate.

  4.33 and 4.59), the dense installation of sensors in the near surface zone allows the good monitoring of volumetric water content in this zone, avoiding determining water content by oven-drying method (e.g.,[START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF]. In general, the surface soil layer loses water firstly and the deeper zone starts to lose water only by the end of test. Similar results were obtained in the sand evaporation test (seeChapter 3). Comparison between the case of Fontainebleau sand and the case of Héricourt clay shows that the scenarios are quite different: for the clay, only the water content at the 25-mm depth decreases quickly at the initiation of evaporation, and then at deeper locations. However, for sand, the entire zone from the surface to the 55-mm depth loses water quickly. This can be attributed to the higher water retention capacity in the Héricourt clay and to the effect of cracks.Regarding the water content profiles (Figs.4.34 and 4.60), the change of profile in the zone from the surface to the 55-mm depth at t = 12 days in Test 1 and after t = 16 days in Test 2 indicates a rapid decrease of water content and suggests a possible transition of evaporation mode from one-dimensional to three-dimensional. Similar phenomenon was observed by[START_REF] Konrad | An idealized framework for the analysis of cohesive soils undergoing desiccation[END_REF] in a field experiment.

  et al. (2011b) considered that the soil suction and tensile strength are two main parameters governing the initiation of desiccation cracks, and the soil suction is the mechanical indicator of cracking.

Fig. 4 .

 4 Fig. 4.88. Cracks initiating at surface defects

  divided into three stages (Figs. 4.75 and 4.86): (1) initial stage; (2) quick development stage and (3) relatively stable stage. As can be seen in the related photographs (Figs. 4.75 and 4.86), during initial stage only few cracks appear at different locations of soil surface where the tensile stress exceeds the soil tensile strength. The surface crack ratio in this stage is lower (Figs. 4.66 and 4.77) and the evaporation rate is quite high(constant-rate stage). In the quick development stage, cracks develop quickly in length, in width and also in depth. The gradual increase of cracks forms a polygonal network on the soil surface. In that case, water evaporates from soil in a three-dimensional manner: water vapor leaves from soil surface and from the wall of crack simultaneously, accelerating thereby the evaporation process and resulting in a rapid decrease of volumetric water content in soil, especially in the near surface zone.

(

  Fig. 4.89. Photographs of cracked soil

4. 4 . 7

 47 Evolution of crack patternComparison among the cracked soil photographs, at the initiation stage, at the end of the first and second evaporation tests (Figs.4.75 and 4.86) shows that the cracks in the second evaporation test appear at nearly the same locations as the first one. This confirms the observations by Yesiller et al. (2000) on a compacted clayey soil, by Tang et al. (2008b) on clayey soil slurry, and by Li and Zhang (2011) on a compacted soil ground and an excavated soil surface in field conditions. This can be explained by the fact that the cracks appeared after the first evaporation process represent weak zones with lower tensile strength after being healed by the subsequent wetting. As can be observed from the photographs of crack propagation (Figs. 4.75 and 4.86), during the first evaporation test, a few small cracks appear in the weak zone of soil surface; then some cracks become interconnected, resulting in the decrease of crack segments number and hence the change in average length (Figs. 4.71 and 4.72). After that, the crack propagation enters the quick development stage. Some large cracks are formed in this stage, and the cracks tend to be intersected and form an interconnected polygon network (Fig. 4.75(e-h)). During this stage, the propagation of cracks is as follows: (1) short cracks gradually interconnect and form a long crack; (2) new cracks develop from the existing cracks in the perpendicular direction (Fig. 4.90(a)); (3) the propagating cracks tend to develop toward the existing crack at right angles (Fig. 4.90 (b)). Meanwhile, some cracks stop during propagation and form dead-end cracks.

Fig. 4 . 90 .

 490 Fig. 4.90. Crack propagation manner: (a) new cracks start from existing cracks; (b) crack develops perpendicularly to existing cracks

  into three stages: (1) initial stage; (2) quick development stage; (3) relatively stable stage. The propagation of cracks at different stages shows some clear trends: in the first evaporation test, a few small cracks appear in the weak zone of soil surface in the initial stage of crack propagation; then some cracks are interconnected, resulting in a decrease of crack segments number and hence a change of average length. During the quick development stage, the propagation of cracks is as follows: (1) short cracks gradually meet to form a long crack; (2) new cracks develop from the existing cracks in the perpendicular direction; (3) propagating cracks tend to develop toward the existing cracks at right angles; (4) some cracks stop during propagation and form dead-end cracks. Furthermore, the crack intersections usually have regular "T" shapes and a small number of "+" shapes. During the last stage of crack propagation, the crack pattern is nearly unchanged, except the change in width.

Chapter 5 Modelling of potential water evaporation 5 . 1 Introduction

 551 As discussed in Chapter 1, modeling the actual evaporation usually needs the knowledge of the potential evaporation rate. Thereby, an accurate determination of the potential evaporation corresponds to an important prerequisite for determining the actual evaporation.As presented in Chapter 1, the mass transfer model is an attractive model for predicting free water or wet soil evaporation (potential evaporation), because it has many advantages compared to other models (Sign and Xu, 1997): (1) the form is simple; (2) the related parameters are easy to be determined; (3) it covers the most important meteorological factors affecting the potential evaporation such as vapour pressure gradient, temperature and wind speed; (4) the prediction of evaporation rate using this model has been found satisfactory. This explains its wide use over the world and the large development of models based on its basis. Specifically, Sign and Xu (1997) summarized 13 relatively simple and commonly used models, and reported

  from specific sites or experiments after calibration. Ta (2009) also proposed a twoparameter model (wind speed and air relative humidity) for the prediction of potential evaporation based on the data obtained from the tests using an environmental chamber under different atmospheric conditions. Tran (2014) modified the model proposed by Ta (2009) by introducing a logarithmic function instead of a linear function to describe the wind speed effect.

Generalized models Model 1 E

 1 = au (e s -e a ) Model 2 E = a(1-exp(-u))(e s -e a ) Model 3 E = a(1+bu)(e s -e a ) Model 4 E = au(e s -e a )(1-b(T a -T s )) Model 5 E = a(1+ bu)(e s -e a )(1-c(T a -T s )) Model 6 E = a(T a + 25) 2 (100-h a ) Model 7 E = (a+bu)(100-h a ) Model 8 E = (a+blnu)(100-h a )

1 )

 1 Only parameter a is needed to be determined in this model. Thus, from Equation5
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 51525 Fig. 5.1. Relationship between E/(e s -e a ) and u
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 49553 Fig. 5.3. Relationship between E/(e s -e a ) and u
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 545555678 Fig. 5.4. Verification of Model 2: (a) different heating tube temperatures; (b) different wind speeds;

Fig. 5 . 7 .

 57 Fig. 5.7. The relationship between E/u(e s -e a ) and T a -T s

Fig. 5 . 8 .

 58 Fig. 5.8. Verification of Model 4: (a) different wind speeds; (b) different heating tube temperatures

72 Fig. 5 . 9 .

 7259 Fig. 5.9. Relationship between E/(a(1+bu)(e s -e a )) and T a -T s
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 510 Fig. 5.10. Verification of Model 5: (a) different wind speeds; (b) different heating tube temperatures

5 a

 5 Fig. 5.11. Determination of parameter a
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 5125255145517518 Fig. 5.12. Verification of Model 6: (a) different wind speeds; (b) different heating tube temperatures

83 Fig. 5 .Fig. 5 . 20 .

 835520 Fig. 5.19. Relationship between E/((e s -e a )(100-h a )) and u

22 ) 88 Fig. 5 . 21 . 86 Fig. 5 . 22 .Fig. 5 . 23 .

 228852186522523 Figs. 5.21 and 5.22. Note that Equation 5.21 is equivalent to Equation 5.19 when c = 0. Thus, when c = 2, we obtain a = 1.7×10 -8 and b = 8.2; when c = 1, we obtain a = 8.7×10 -7 and b = 6.1.
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 745655255545415411 Fig. 5.24. Relationship between E/((T a +25) c (100-h a )) and u (c = 2)

Figure 5 .

 5 Figure 5.28 presents the comparison between the results predicted by Model 8 and the measured ones. As can be seen, the predicted evaporation rate is also lower than the measured one (Fig. 5.28(a)), the maximum error being also 15 % (Fig. 5.28(b)).

Figure 5 .

 5 Figure 5.29 shows the comparison between the results predicted by Model 7 and the measured ones. As can be seen, the predicted evaporation rate is lower than the measured one (Fig. 5.29(a)), the maximum error being 22 % (Fig. 5.29(b)).

Fig. 5 . 29 .

 529 Fig. 5.29. Comparison between model prediction and experimental measurement (Model 7)

Fig. 5 . 5 . 4 . 2 . 3 3

 554233 Fig. 5.34. Comparison between model prediction and experimental measurement (Model 8)

5. 37 ,

 37 the evaporation rate calculated by Model 7 (a = 0.022; b = 0.031) is higher or lower than the experimental one (Fig. 5.37(a)), the predicted values varied from 1.07 to 0.92 times the measured ones (Fig. 5.37(b)). As for Model 8, the evaporation rate calculated is also inconsistent with the measured one (Fig. 5.38(a)), the predicted values varied from 1.1 to 0.91 times the measured ones (Fig. 5.38(b)).
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 5 Fig. 5.38. Comparison between model prediction and experimental measurement (Model 8)

4 Fig. 6 . 1 .

 461 Fig. 6.1. Evolutions of the predicted and measured actual evaporation rates in different evaporation tests on the Fontainebleau sand

Fig. 6 . 2 .

 62 Fig.6.2. Comparison between the measured evaporation rate and the predicted one using the relative humidity at 5-mm height

4 Fig. 6 . 3 .Fig. 6 . 4 .

 46364 Fig. 6.3. Evolutions of relative humidity at different positions

  obtain the expression of the new model taking the dry layer into account:
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 65 Fig. 6.5. Evolutions of actual evaporation rate and depth of dry soil layer
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 466 Fig. 6.6. Evolutions of E a /E p
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 67 Fig. 6.7. Relationships between h _drying -h _surface and d in different tests
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 468469 Fig. 6.8. Comparison between the measured and predicted actual evaporation rates using different functions f(d)
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 6136 Fig .6.13. Water evaporation from cracked soil

Fig. 6 .

 6 Fig. 6.14. E a /E p during the two tests

  Fig. 6.15. Evolutions of the predicted and measured relative humidity in different tests

  Fig. 6.16. Evolutions of surface crack ratio in different tests

Fig. 6 . 17 .Fig. 6 . 18 .Fig. 6 .Fig. 6 . 21 .

 6176186621 Fig.6.17. Surface volumetric water contents determined using different methods

Fig. 6 . 22 .Fig. 6 . 26 .

 622626 Fig. 6.22. Virtual water retention curve for the second evaporation test

  This chapter is devoted to the development of actual evaporation models. The suction related models reported in Chapter 1 have been assessed based on the experimental data from the Fontainebleau sand and Héricourt clay evaporation tests. For predicting the water evaporation from sand, a new model considering the effect of dry soil layer has been proposed. A function of depth of dry soil layer in this model was proposed to describe the relative humidity distribution inside the dry soil layer. After determining all parameters, the new model was verified using the data obtained from all the four evaporation tests. For predicting the water evaporation from clay, a model considering the effect of cracks has been proposed. The surface crack ratio R and the constant parameter k are two important parameters which reflect the influence of cracks. Two different methods (Methods 1 and 2) for calculating the soil surface relative humidity were proposed and compared. It appears that Method 2 is more relevant, allowing satisfactory prediction for the two tests conducted.

  decreases and thus the soil temperature increases by the heat from the hot air. The evolution of volumetric water content shows a significant change in the near surface zone (within 60-mm depth), showing the relevance of the denser disposition of water content sensors in the near surface zone and the choice of the sample height (300 mm) Furthermore, the volumetric water content in the near-surface zone is strongly affected by the evaporation process and a linear relationship with depth can be observed. The change of water content in the surface zone is related to the evolution of soil resistance to evaporation. The soil suction decreases over depth and increases over time. This result is consistent with the evolution of volumetric water content. The suction gradient in the near surface zone increases during evaporation. The attempt of measuring soil surface suction using high-capacity tensiometer proven successful.

  

  

Table 1 .

 1 1 Generalized equations with easily measured parameters

	Number	Generalized equations
	1	E = a (e 0 -e a )
	2	E = a × u (e 0 -e a )

Table 1 .

 1 2 Soil resistances[START_REF] Mahfouf | Comparative study of various formulations of evaporation from bare soil using in situ data[END_REF][START_REF] Bittelli | Coupling of heat, water vapor, and liquid water fluxes to compute evaporation in bare soils[END_REF] 

		Formula	Remark
	Shu (1982)	r s =3.5(θ/θ sat ) 2.

  [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF] resolves this problem by introducing the soil surface relative humidity in the model. Nevertheless, the determination of soil surface relative humidity represents a real challenge and the suitability of the model for clayey soils is questionable[START_REF] Wilson | The effect of soil suction on evaporative fluxes from soil surfaces[END_REF]. Furthermore, both models rarely consider the ; air temperature is used to determine ρ a , e s and Δ; air humidity is used to calculate e a ; and wind speed is used for calculating r a . The soil heat flux G is generally estimated as a function of R n or by direct measurement; and r s is generally estimated as a function of the amount of vegetation or amount of surface wetness in case of bare soils. As in the resistance model, the determination of soil resistance in Penman-Monteith model is still a challenging task.

	s E	=	Δ	n ( -)+ [ + (1+ / )] a p s a ( -)/ w s a e R G c e e r a r r L ρ γ ρ Δ	(1.28)
	where E s is the evapotranspiration or evaporation, Δ is the slope of the saturation
	vapor pressure versus temperature curve, R n the net radiation flux density at the
	surface, G is the sensible heat flux density from the surface to the soil, ρ a the air
	density, c p is the specific heat of moist air at constant pressure, e s is the saturation
	vapor pressure at air temperature, e a is the actual vapor pressure of the air, r a is the
	aerodynamic resistance, γ is the pyschrometric constant, r s is the bulk surface
	resistance that describes the resistance to flow of water vapor from inside the leaf,
	vegetation canopy or soil to outside the surface, ρ w is the density of liquid water and
	L e is the latent heat of vaporization. Note that the parameter units in Equation 1.28
	must be uniform so as to the unity of E s is mm/h or mm/day (Allen et al. 2006).	
	The Penman-Monteith model requires only commonly available weather data, i.e.,
	solar radiation, air temperature, air humidity and wind speed. Generally, solar
	radiation is used for calculating R				

effect of soil heat flux. Note that the model proposed by

[START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF] 

is equivalent to the Penman model when the surface humidity is equal to 100 %.

1.4.6.2 Energy balance and resistance model

Combining the energy balance model with the resistance model,

[START_REF] Monteith | Evaporation and surface temperature[END_REF] 

obtained the Penman-Monteith model, expressed as: n

1.5.2 Geotechnical applications 1.5.2.1 The soil covers design, investigation and assessment

  

	Engineered soil covers are widely used in landfills, hazardous waste sites, and
	acid-generating waste rock and mine tailings impoundments (Yanful et al., 1993;
	Wilson et al., 1997; Yanful and Choo, 1997; Simms and Yanful; 1999; Swanson et al.,
	2003; Adu-Wusu and Yanful; 2006). Generally, the soil cover is required to minimize
	water and oxygen fluxes to the underlying waste rock. Because the overall efficiency
	of this cover is defined by a high saturation maintained in the system, any significant
	water loss by evaporation is obviously detrimental. Therefore, a clear rational
	prediction of evaporation and the investigation of the effect of evaporation and
	drainage on the cover behavior are of great importance.
	Laboratory testing is a useful tool for investigating the evaporation process from the
	cover soil, assessing the cover function and predicting evaporation using experimental
	data. Yanful and Choo (1997) conducted evaporation experiments with various soils
	(coarse sand, fine sand, clay and top soil) under controlled conditions similar to the
	field ones. Furthermore, a typical multilayer soil cover overlying mine tailings was
	analyzed numerically. In this soil cover, coarse sand was used for the upper and lower
	capillary barriers and clay was used as the infiltration barrier. The measured sand
	evaporation data was considered as soil-atmosphere boundary. The simulated results
	suggest that the upper coarse sand well verified its function of capillary barrier and
	inhibits the evaporation from the clay layer and keep it saturated (infiltration barrier)
	(see Fig. 1.46). Note that predicting evaporation using this model is reliable because
	the experimental data is obtained under the condition similar to the mine site. The data
	measured in the experiment can be also used for other type of soil covers.
	Yang and Yanful (2002) carried out evaporation and drainage experiments
	simultaneously for four different soils with different water tables. According to the
	experimental results, the clayey till is not sensitive to changes in water table from the
	soil surface to 1 m depth. Therefore, it can be selected as an effective oxygen barrier
	in sulfide-bearing mine waste covers. On the other hand, the evaporation and drainage
	of the coarse sand changes significantly when subjected to deepening water table.

Chapter 2 Materials studied and environmental chamber developed 2.1 Introduction

  

	As discussed in Chapter 1, the evaporation process is controlled by both atmospheric
	conditions (e.g., wind velocity, air temperature and relative humidity) and soil
	conditions (e.g., soil suction, volumetric water content, and temperature). An
	Their advantage and disadvantage were apparatus as the environmental chamber is required for the monitoring of all these
	compared and summarized. It appears that the environmental chamber is a promising parameters.
	device for investigating soil water evaporation because it allows controlling both
	atmosphere and soil parameters at a relatively low cost. Ta (2009), Ta et al. (2010) and Cui et al. (2013) developed an environmental chamber
	Some geotechnical/environmental applications with consideration of soil water
	evaporation mechanisms were presented. It appears that it is possible to analyze the
	stability of geotechnical/environmental structures under the effect of climatic changes
	using an appropriate evapotranspiration model.

2.2 Materials studied 2.2.1 Fontainebleau sand Fontainebleau

  sand is selected for sand evaporation experiment. It is a natural, fine, white siliceous sand (see Fig. 2.1). Its specific gravity, maximum unit mass and minimum unit mass are 2.64, 1.75 Mg/m 3 , and 1.39 Mg/m 3 , respectively. The effective grain size D 10 is 0.14 mm and the coefficient of uniformity, C u = D 60 /D 10 , is 1.6 (Delfosse-Ribay et al., 2004). The grain size distribution curve determined by sieve analysis is shown in Fig. 2.2.

	The important elements mentioned above for water evaporation investigation lead to
	improving the existing environmental chamber developed by Ta (2009), Ta et al.
	(2010) and Cui et al. (2013). The objectives of the improvement are as follows:
	1. To intensify the instrumentation in the near surface zone, especially within the first
	50 mm from the surface;
	2. To develop a method allowing monitoring the matric suction at the soil surface;
	3. To lessen the height of soil sample;
	4. To apply various atmospheric conditions to the soil sample;
	5. To control a stable water table;
	6. To investigate the soil surface desiccation cracking during evaporation, thus the
	effect of cracks on evaporation;
	7. To carry out evaporation tests with various soils.
	Fontainebleau sand and Héricourt clay are selected for this study. Fontainebleau sand
	has been widely used in different subjects in France (e.g., Delfosse-Ribay et al., 2004;
	Bordes et al., 2006; Allègre et al., 2010). Héricourt clay is one of the construction
	material used for the experimental embankment in the French TerDOUEST project
	(Terrassements Durables -Ouvrages en Sols Traités).

Table 2 .1 Geotechnical properties of Héricourt clay

 2 

	Physical properties	Values
	Specific gravity	2.70
	Plastic limit	37 %
	Liquid limit	76 %
	Plasticity index	39
	Shrinkage limit	17 %
	Clay (<2 μm)	78 %
	Blue methylene value	7.5

  2.6. 

	also used to predict the thermal conductivity of Héricourt clay. The thermal calculated
	1.0 using different equations versus the measured values are presented in Fig. 2.8. Only
	0.2 0.4 0.6 0.8 Equation 2.1 gives reliable prediction and other equations show an overestimate. y=-1.8824x+1.0729 R 2 =0.9644 Therefore, Equation 2.1 is a relevance method to the thermal conductivity of Héricourt clay. To better understanding the physical properties of Héricourt clay, the related Thermal conductivity (W/(m⋅K)) microstructure tests have been done. The results of Mercury Intrusion Porosimetry
	0.0 (MIP) test and Scanning Electron Microscopy (SEM) test are shown in Figs. 2.9 and 0.1 0.2 0.3 0.4 V a / V
	2.10, respectively	Fig. 2.7. Relationship between thermal conductivity and
				volumetric fraction of air
		Thermal conductivity predicted (W/(mK))	0.0 0.0 0.4 0.8 1.2 1.6 2.0	0.4 Tang et al. (2008) 0.8 Sakashita and Kumada (1998) 1.2 Knutsson (1983) Kahr and Müller-Vonmoos (1982) Johansen (1975) De Vries (1963)	1.6	2.0
				Thermal conductivity measured (W/(mK))
		Fig. 2.8. Thermal conductivity calculated by different
				equations versus measured values
	For predicting the thermal conductivity of compacted soil, Tang et al. (2008a)
	proposed a linear relationship between the volumetric fraction of air and the thermal
	conductivity (Equation 2.1).			
				K	=	α	a ( / ) V V K +	sat	(2.1)
	where K is the thermal conductivity (W/(mK)); α and K sat are fitting parameters, α is
	the slope of this linear equation and K sat is the thermal conductivity at saturation state
	(W/(mK)); V a /V is the air volume fraction, V a is the air volume in soil sample, V is the
	total volume of soil sample.			
	The relationship between thermal conductivity and air volume fraction is shown in
	Fig. 2.7. Two fitting parameter can be identified: α = -1.8824, K sat = 1.0729. On the
	other hand, for estimating the relevance of this equation, other typical equations were
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	2 The sensors used

Fig. 2.16 Locations of the sensors buried in Fontainebleau sand

Table 2 .

 2 [START_REF] Adu-Wusu | Performance of engineered test covers on acid-generating waste rock at Whistle mine, Ontario[END_REF] Water potentials of sodium chloride (NaCl) solution at 25 °C[START_REF] Lang | Osmotic coefficients and water potentials of sodium chloride solutions from 0 to 40°C[END_REF] 

	Molality (Mol/kg)	Water potential at 25 °C (MPa)
	0.05	-0.234
	0.2	-0.915
	0.7	-3.210
	1.2	-5.620
	1.6	-7.652
	1.7	-8.170

  1 and Test 2 were carried out at similar air flow rates (185 L/min for Test 1 and 172 L/min for Test 2) but different temperatures in heating tube (50 °C for Test 1 and 200 °C for Test 2). Test 3 and Test 4 were conducted at a same lower air flow rate (130 L/min) and different heating tube temperatures (50 °C for Test 3 and 200 °C for Test 4). Compared to the 11.5-day duration of Test 1 and Test 2, the duration of Test 3 and Test 4 was much longer (17.5 days for Test 3 and 30 days for Test 4).
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	1 Tests program

  Soil temperature at different depths increases quickly by the end of Test 1 and Test 3 (see Figs. 3.6 and 3.32, respectively) or in the middle of Test 2 and Test 4 (see Figs. 3.19 and 3.45, respectively), especially at the soil surface. In addition, the evolution of soil temperatures follows the one of air temperatures.

3.

Two distinct evolutions can be identified: the soil temperatures show a gradual increase at high heating tube temperatures (i.e., Test 2 and Test 4, sees Fig.

3

.19 and 3.45), while at low heating tube temperature (i.e., Test 1 and Test 3, see Figs. 3.6 and 3.32) a decrease is observed at the beginning. In addition, soil temperatures at high air flow rate are lower than that at low air flow rate when the heating temperature is the same. Indeed, at 50 °C heating tube temperature the temperature values vary from 10.5 °C to 18 °C in Test 1 (see Fig. 3.6) at 185 L/min while they change within a range from 13 °C to 20.5 °C in Test 3 (see Fig. 3.32) at 130 L/min. Similar phenomenon is observed in Test 2 (see Fig. 3.19) and Test 4 (see Fig. 3.45) at 200 °C heating tube temperature, despite the unstable imposed air flow in Test 4. Furthermore, the temperature at the soil surface is the lowest at low temperature (i.e., Test 1 and

Test 3) while it is the highest at high temperature (i.e., Test 2 and Test 4).

  The temperature at soil surface is the lowest value under low heating tube temperature (see Figs. 3.7 and 3.33) while this phenomenon is not observed under high heating tube temperature (see Figs.3.20 and 3.46). On the other hand, the soil temperatures increase progressively over depths under low heating tube temperature (see Figs. 3.7 and 3.33), while it decreases under high heating tube temperature (see Figs. 3.20 and 3.46). Note that the temperatures inside the soil column (i.e., below 25-mm depth) are similar for the four tests within a difference less than 0.5 °C. Two sharp but quite opposite temperature gradients are observed between 80-mm height, soil surface and 25-mm depth under low heating tube temperature. By contrast, only one temperature gradient is identified under high heating tube temperature.

  2) quick decline stage; and (3) stabilization stage with a quite low decrease rate. All these three stages appear clearly in Test 4 (see Fig. 3.47). The first two stages appear in Test 2 and Test 3 (see Figs. 3.21 and 3.34) while only the first stage appears in Test 1 (see Fig. 3.8). On the other hand, large relative humidity difference between inlet and outlet can be observed in these four tests. Indeed, for Test 1, the imposed air relative humidity at inlet is low and keeps a constant value around 6.5 % while the outlet air relative humidity decreases from 46 % to 33 % over time. Moreover, the

	imposed relative humidity at the inlet is around 1.5 %, 3.5 % and lower than 1 % in
	Test 2, Test 3 and Test 4, respectively, whereas the corresponding values at outlet vary
	from 33 % to 12.4 %, 50 % to 20 % and 35 % to 8 %, respectively. It is worth noting

  and is shown in Section 3.3 (see Figs. 3.14, 3.27, 3.40 and 3.53). In general, the evaporation rate under low heating temperature (Test 1 and Test 3) is lower than under high heating temperature (Test 2 and Test 4). On the other hand, the evaporation rate at high air flow rate (Test 1 and Test 2) is higher than at low air flow rate (Test 3 and Test 4). In addition, for Test 2, Test 3 and Test 4, three stages of evaporation can be identified: (1) with nearly constant or slightly decreasing evaporation; (2) with a sharply decline; and (3) with stabilized or very slight decreasing evaporation. Note that only one stage exists for Test 1. As far as the cumulative evaporation determined by two different methods is concerned, the results from different methods are not consistent. Method 2 gives a higher value than Method 1.

  [START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF]. This phenomenon is attributed to the energy demand for latent heat of vaporization[START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF][START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF]. Moreover, further evaporation enables the soil surface to become dry and the evaporation front advances into deeper positions; that is, the lowest temperature position is deeper. During this evaporation progress, the water loss increases the soil resistance to evaporation, thus decreasing the evaporation rate. The energy consumed by evaporation also declines. As a result, more energy is available for increasing soil and air temperatures. This explains the quick increase of soil and air temperatures when the evaporation rate is low (e.g., in Test 2, Test 3 and Test 4) or when the evaporation duration is long. Therefore, we can deduce that if a longer drying is allowed in Test 3, the lowest temperature will not be at the soil surface. On the other hand, the increasing soil surface temperature and the deeper evaporation front in soil result in the reduction of temperature gradient from air (80-mm height) to soil surface and the enlargement of the one from soil surface to 25-mm depth (see Figs.3.20 and 3.46).

3.6 and 3.32)

. Similar trend was observed in the column drying test conducted by

[START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF] 

and

[START_REF] Wilson | Coupled soil-atmosphere modelling for soil evaporation[END_REF] 

and in the column evaporation test under controlled air conditions performed by

[START_REF] Yanful | Measurement of evaporative fluxes from candidate cover soils[END_REF]

. Note that the soil surface temperature measured by infrared thermometer in this study is more accurate than that by sensors buried at the soil surface (e.g.,

[START_REF] Aluwihare | Measurement of evaporation on bare soil and estimating surface resistance[END_REF]

.

Regarding the air-soil profiles (see Figs.

3.7, 3.20, 3.33 and 3.46)

, at the beginning of evaporation, the water at the soil surface firstly evaporates and the lowest temperature appears in this location (e.g., Test 1, Test 3, and Test 4). Similar phenomenon was observed in a clay evaporation experiment

[START_REF] Cui | Experimental and numerical investigation of soil-atmosphere interaction[END_REF] 

and in a sand column drying test

[START_REF] Wilson | Soil evaporative fluxes for geotechnical engineering problems[END_REF] 

  constant evaporation stage: the 172 L/min air flow rate in Test 2 results in nearly 2.2 mm/day evaporation rate while the 130 L/min air flow rate in Test 4 leads to an evaporation rate of 2 mm/day. The effect of air temperature appears more significant that the effect of air flow rate, especially during the constant evaporation stage. For instance, at a similar air flow rate (i.e., 185 L/min in Test 1 and 172 L/min in Test 2) but different air temperatures (i.e., 16 °C to 20.5 °C in Test 1 and 24 °C to 29 °C in Test 2), the evaporation rate ranges from 1.5 to 2.1 mm/day in Test 1 whereas it was from 2.0 to 2.3 mm/day in Test 2. Similar observations can be made from Test 3 and Test 4: the evaporation rate in Test 3 has a mean value of 1.7 mm/day while this value is 2 mm/day in Test 4.According to the water balance during soil water evaporation, the cumulative evaporation calculated by Method 1 should be equal to that by Method 2. However, the calculation result (see Figs.3.15, 3.28, 3.41 and 3.54) shows that the cumulative evaporation calculated by Method 1 is lower than by Method 2. This could be attributed to the presence of trapped air in the gravel layer. During evaporation, the air bubbles dissipated and water could occupy the space initially occupied by air, leading

thereby to water flow to the chamber from the water tank. In other words, this quantity of water just entered the gravel layer but not necessarily the soil layer. As a result, the cumulative evaporation from Method 1 is close to that from the cumulative changes of water content.

Table 4 .

 4 1. Test program

	Test name	Air flow rate	Temperature in heating tube	Test duration
		(L/min)	(°C)	(day)
	Infiltration	-	-	65
	First evaporation test	155	200	83
	Second evaporation test (free water)	60, 107, 158; 158	50; 100-150-200	8
	Second evaporation test (Héricourt clay)	158	200	54

  The cumulative evaporation derived from Method 1 increases linearly over time in the first 18 days and then it increases at a lower rate due to the decrease of evaporation rate. A total of 76.6 mm water is evaporated at the end of test. The cumulative evaporation derived from Method 2 also increases over time. It appears clearly that Method 2 gives a little higher cumulative evaporation than Method 1, 87.9 mmThe results of the evaporation test with a free water layer on the soil surface are presented in this section. The test was conducted under different conditions: firstly, the heating tube temperature was kept the same (50 °C) but the air flow rates were

	against 76.6 mm.
	4.3.3 Second soil evaporation experiment
	4.3.3.1 Free water evaporation test

different: 60 L/min for in the first two days (Stage 1), 107 L/min from t = 2 days to t = 3.7 days (Stage 2), and 158 L/min from t = 3.7 days to t = 4.7 days (Stage 3); secondly, the free water layer was evaporated at a constant air flow rate of about 158 L/min but different temperatures in heating tube: 100 °C from t = 4.7 days to 5.7 days (Stage 4), 150 °C from 5.7 days to 6.7 days (Stage 5) and 200 °C from t = 6.7 days to the end of test (Stage 6).

  evaporation are concerned, it is observed that the surface crack ratio increases slowly in the constant-rate evaporation stage, and then it increases sharply during the later constant-rate and the falling-rate stage evaporation. Finally, it shows a relatively stable state during the later falling-rate stage and the slow-rate stage evaporation. As the constant-rate stage evaporation is controlled by the atmospheric conditions, the appearance of a few cracks has less influence on the actual evaporation rate. However, once a large number of cracks appear (rapid increase stage), water evaporates to the atmosphere in three-dimensional manner and water loss is enhanced.A decrease of water content usually results in an increase in suction and hence a decrease of evaporation rate. After the later falling-rate stage and during the slow-rate stage, an equilibrium of water vapor exchange between soil and atmosphere is reached, leading to a steady state for both the evaporation and the soil cracking. As reported by[START_REF] Li | Study of desiccation crack initiation and development at ground surface[END_REF], the steady state means very slow development of cracks. As can be seen in Figs. 4.74 and 4.85, during the constant-rate evaporation stage, the surface crack ratio after the second evaporation test is much larger than after the first one. Furthermore, the period of constant-rate stage in the second evaporation test is shorter than in the first one. Thus, we can conclude that the surface cracking has significant influence on the constant-rate stage for water evaporation. Tang et al.

	(2011b; 2011c) reported that most cracks (90 %) are developed in the constant-rate
	stage. However, only 33-60 % of the whole cracks develop during this stage in our
	study. This difference may be due to the soil thickness. The thin layer considered by
	Tang et al. (2011b; 2011c) cannot have enough water for evaporation, and hence has a
	large water content gradient over the soil thickness, accelerating the desiccation
	process. On the other hand, a smaller gradient exists in our thicker layer and the
	desiccation process is relatively reduced.

  ) slow decrease stage. The surface crack ratio starts to increase slowly after the initial critical water content is reached, and then it increases quickly with the decreasing water content. After the final critical water content, it shows a relative stable trend but with a little decrease due to the closure of cracks at some locations. The surface crack ratio increases with increasing wetting-drying cycles.Soil desiccation cracking starts during the constant-rate stage of evaporation when the soil is still fully saturated. The surface crack ratio increases slowly in the constant-rate evaporation stage, and then sharply during the later constant-rate and the falling-rate evaporation stages. Finally, it shows a relative stable state during the later falling-rate stage and slow-rate stage of evaporation. Notably, only 33-60 % of the whole cracks take place during the constant-rate stage. This phenomenon is believed to depend on the soil thickness. In addition, the duration of the constant-rate stage in the second evaporation test is shorter than in the first one, suggesting that the surface cracks have significant influence on the constant-rate stage.

	ratio is presented as follows: (1) slow increase stage; (2) rapid increase stage; (3)
	steady stage; and (4
	The development of surface crack ratio can be divided into four stages in different
	evaporation tests. For the first evaporation test, the evolution of surface crack ratio is
	as follows: (1) slow increase stage; (2) rapid increase stage; (3) slow decrease stage;
	and (4) steady stage. For the second evaporation test, the evolution of surface crack

Table 5 .

 5 1 Generalized models[START_REF] Singh | Evaluation and generalization of 13 mass-transfer equations for determining free water evaporation[END_REF][START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF][START_REF] Tran | Rôle de la microstructure des sols argileux dans les processus de retrait-gonflement: de l'échelle de l'éprouvette à l'échelle de la chambre environnementale[END_REF] 

  Model 7 the form 100-h a indirectly reflects the temperature effect on evaporation because h a is temperature dependent. Thus, we can propose a new model which contains wind speed, vapor pressure and relative humidity as follows:

	E a =	(1	+	s bu e e a )( -	)(100	-	a h	)	(5.19)
	or								
	a	(1 b ) u +	=	(	s e e a -	)(100 E	-	a h	)

2 The second soil water evaporation test
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	2.6 Fig. 5.28. Comparison between model prediction and experimental measurement (Model 8)
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	Fig. 5.27. Comparison between model prediction and experimental measurement (Model 7)
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The measured atmospheric parameters during the constant-rate stage of the second soil water evaporation test was used here to predict the evaporation rate using Model 7 with the determined parameters (a = 0.022; b = 0.031). The details of the related data are shown in Chapter 4. The start of this test is at t = 12.8 days due to a free water evaporation test conducted before this day. Two wind speeds were considered: 0.39 m/s (from t = 12.8 days to t = 16 days); 0.36 m/s (after t =16 days). Note that the average wind speed during this test is 0.36 m/s.

2 Fontainebleau sand evaporation test 5.4.2.1 Test 1
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	Fig. 5.30. Comparison between model prediction and experimental measurement (Model 8)
	5.4.						
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	Test 4	f(d) = 82.09+(6.38-82.09)/(1+exp((d-16.11)/1.69))
	Tests 1 to 4	f(d) = 90.98+(6.33-90.98)/(1+exp((d-15.94)/2.85))

1 Various expressions of f(d) in different tests Number f(d) Remark Test 1 f(d) = 43.73+(6.56-43.73)/(1+exp((d-7.14)/1.24)) Test 2 f(d) = 75.75+(9.07-75.75)/(1+exp((d-12.86)/1.41)) Test 3 f(d) = 60.89+(7.36-60.89)/(1+exp((d-14.38)/1.41)) h _drying -h _surface = f(d)

Acknowledgements

My deepest gratitude goes first and foremost to Prof. Yu-Jun Cui, my supervisor at Ecole des Ponts ParisTech and Universite Paris-Est, for his constant encouragement

Furthermore, the predicted actual evaporation rate increases gradually in this stage. This phenomenon may be explained as follows: the accuracy of suction measurement needs to be improved in the near surface zone because in this stage, the relative humidity is high, close to 100%, and a little change in relative humidity can cause significant change in suction. On the other hand, the suction in this zone is difficult to determine using simple equation like Equation 6.1. Indeed, the suction deduced by Equation 6.1 using the measured actual evaporation rate shows that the predicted surface suction is higher than 1 MPa in different tests (Fig. 6.10). As we know, for sand as pure as the Fontainebleau sand, any suction exceeding 100 kPa does not make sense. As a general form of suction related model, Equation 6.1 is verified using the data obtained from the first Héricourt clay evaporation test. The suction directly measured in the zone near the soil surface is firstly used to predict the actual evaporation using Equation 6.1. Figure 6.11 shows the comparison between the measured and predicted actual evaporation rates. As can be seen, the predicted value increases gradually and is much higher than the measured one after the constant-rate evaporation stage. This means that the relative humidity at the soil surface is much higher than the one deduced from the suction at the position close to the soil surface. Thus, the surface suction needs to be determined more accurately. On the other hand, the soil surface relative humidity can also be deduced from Equation 6.1 using the measured actual evaporation rate. As can be seen in Fig. 6.12, the predicted relative humidity is much higher than the one at 50-mm height, even at the end of test. As shown in Chapter 4, the actual evaporation rate at the slow-rate evaporation stage is extremely low, equal to 0.3 mm/day. Basically, once the evaporation rate is close to stabilization, the relative humidity at the soil surface will approach the one in the air. The phenomenon observed in Fig. 6.12 may be attributed to the occurrence of cracks during evaporation, because the cracks allow water to evaporate from them, hence increasing the relative humidity at the soil surface. Similar result was also reported by [START_REF] Ta | Etude de l'interaction sol-atmosphere en chambre environmentale[END_REF]. In After determining the related parameter of the new model (Equation 6.11), the application of this model is then undertaken. The first Héricourt clay evaporation test is taken as an example. Two methods are used for this purpose (Method 1 and Method 2). In Method 1, the volumetric water content at the soil surface (Fig. 6.17) is firstly extrapolated from the water content profile shown in Chapter 4. Then, the soil surface suction is calculated by the water retention curve. Due to the incomplete data, a virtual water retention curve which covers the suction range being obtained in this test is adopted (Fig. 6.18). This water retention curve is fitted by the model proposed by

Fredlund and Xing (1994) (see Equation 3.1). More specifically, the saturated volumetric water content (θ s ) is 65 %, and the residual volumetric water content (θ r ) is 1 %. For the three fitting parameters a, n and m, they are 50, 0.65 and 7, respectively.

As shown in Fig. 6.17, the extrapolated water content can reach nearly 1 %, suggesting that taking 1 % as the residual volumetric water content is reasonable.

After that, the soil surface suction is converted to the surface relative humidity using Kelvin's equation. Note that this surface relative humidity corresponds to value at the soil surface without cracks, i.e., h _non-crack in Equation 6.11. Finally, with the determined k, h _non-crack , potential evaporation rate and the measured air relative humidity at the reference level (h a ), the actual evaporation rate can be determined by Equation 6.11 (Fig. 6.19). Notably, as the water content after t = 40 days is quite low (close to 1 %), the relative humidity at the soil surface (h _non-crack ) is taken equal to the one at the reference level when using Equation 6.11 to calculate the actual evaporation rate. As can be seen in Fig. 6.19, large deviation exists between the measured value and the one predicted by Method 1 during the falling-rate evaporation stage. This is probably due to the inaccurate measurement of soil surface water content. Therefore, Method 2 is introduced. In this method, the concepts of virtual surface water content, virtual surface suction, and virtual surface relative humidity are proposed. Firstly, the virtual relative humidity at the non-cracked soil surface can be calculated using Equation 6.11 with the measured data during the evaporation test and the determined values of k and R (Fig. 6.20). Note that this virtual surface relative humidity is equal to h _non-crack . Then, the virtual surface suction can be calculated using Kelvin's Equation (Fig. 6.21). Afterwards, the virtual surface water content can be determined by the water retention curve (Fig. 6. 17). As can be seen in Fig. 6.17, the virtual surface water content is more reasonable than the one extrapolated from the water content profile. After that, according to the virtual surface water content, the

GENERAL CONCLUSION

This study is devoted to the investigation of water evaporation from sand and clay.

The Fontainebleau sand and the Héricourt clay used for the construction of the experimental embankment with the ANR project TerDOUEST (Terrassements Durables -Ouvrages en Sols Traités, 2008 -2012) were used for this purpose. Firstly, a large-scale environmental chamber system (900 mm high, 800 mm large and 1000 mm long) equipped with various sensors was developed, allowing a full monitoring of both atmospheric and soil parameters during the evaporation process. Then, four Fontainebleau sand evaporation tests with a steady water table at the soil bottom were performed under various controlled atmospheric conditions, allowing an overall analysis of the process of water evaporation from sand and a verification of the performance of the environmental chamber. Afterwards, an infiltration test on the compacted Héricourt clay was carried out in this chamber, allowing investigating its hydraulic properties. After that, two compacted Héricourt clay evaporation tests with a steady water table at the soil bottom were conducted under controlled atmospheric conditions. The results were used for deeply understanding the mechanism of water evaporation from clayey soils and the evolution of desiccation cracking during evaporation. In the meantime, a free water layer evaporation test was carried out in this chamber with varying atmospheric conditions, allowing studying the potential evaporation mechanism in depth. Finally, the experimental data obtained from these tests were used for assessing the existing models and developing new models for predicting the potential evaporation and the actual evaporation from sandy/clayey soils.

Based on the analysis of the experimental data and the model development, the following conclusions can be drawn.

The development of the large-scale environmental chamber system

A large-scale environmental chamber was developed for investigating water evaporation from soils, allowing a comprehensive monitoring of the soil water evaporation process. Upon an evaporation test, the atmospheric parameters such as air